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1. Introduction
In the last two RAN2 meetings, some agreements for system information content were made. And the following parameters are still FFS:

· tdd-Config
· multiBandInfoList
· freqBandIndicatorPriority-r12
· intraFreqBlackCellList
· cellSelectionInfo-v1130

· freqInfo
· cellReselectionServingFreqInfo

In this paper, we provide our views on these parameters.
2. Discussion
The followings discuss the FFS parameters one by one:

· tdd-Config
TDD is not supported in Rel-13 NB-IoT, so this IE is not needed. It can be added in Rel-14 by using the extension bits. According to RAN plenary discussion, TDD NB-IoT will be supported in Rel-14 and the forward compatibility of supporting TDD in Rel-14 should take into account in the design of NB-IoT features in rel-13. Therefore, features introduced for FDD only UEs should be kept optional to allow for future introduction of TDD NB-IoT support. .
Proposal 1: The IE tdd-Config is not needed for Rel-13 NB-IoT.
Proposal 1bis: NB-IoT features introduce for FDD only UEs should be kept optional to allow for future introduction of TDD NB-IoT support in Rel-14.
· multiBandInfoList
As roaming should be supported (SA2’s conclusion), MFBI related functionality should be supported. So this IE should be maintained.
· freqBandIndicatorPriority-r12
This IE should be maintained. As MFBI should be supported in NB-IOT, this IE also should be used.
· intraFreqBlackCellList
As the black cells information can help the UE to select a proper cell, it is better to maintain this IE.
Proposal 2: The following IEs are needed for Rel-13 NB-IoT:

· multiBandInfoList
· freqBandIndicatorPriority-r12
· intraFreqBlackCellList
· cellSelectionInfo-v1130
This IE is not needed. There is only wide band RSRQ measurement related parameter in this IE, and it indicates the UE to do RSRQ measurement on all signals to improve the accuracy of RSRQ. As NB-IOT is a narrow-band system, it is no need to indicate wideband RSRQ measurement.

Proposal 3: The following IEs are not needed for Rel-13 NB-IoT:

· cellSelectionInfo-v1130
· freqInfo
There are three parameters in this IE: ul-CarrierFreq, ul-Bandwidth and additionalSpectrumEmission. The IE ul-CarrierFreq, ul-Bandwidth are used for FDD, if UL frequency could not derived from DL frequency. And the IE additionalSpectrumEmission needs some discussion in RAN4, so it is FFS before RAN4 has conclusion. 
Proposal 4: The IE ul-CarrierFreq and ul-Bandwidth in freqInfo is needed for Rel-13 NB-IoT. The IE additionalSpectrumEmission is FFS, which can be decided based on RAN4’s conclusion.
· cellReselectionServingFreqInfo
There are three parameters in this IE: s-NonIntraSearch, threshServingLow and cellReselectionPriority. The IE s-NonIntraSearch can be used to start the measurement of E-UTRAN inter-frequency, so it is needed. As ranking will be used for cell reselection, the IE threshServingLow and cellReselectionPriority which are releated to priority based cell reselection are not needed.

Proposal 5: The IE s-NonIntraSearch in cellReselectionServingFreqInfo is needed for Rel-13 NB-IoT. The IE threshServingLow and cellReselectionPriority are not needed.
3. Conclusion
In this contribution, we have discussed the open issues of SI content. And the following proposals are made.

Proposal 1: The IE tdd-Config is not needed for Rel-13 NB-IoT.
Proposal 1bis: NB-IoT features introduce for FDD only UEs should be kept optional to allow for future introduction of TDD NB-IoT support in Rel-14. 
Proposal 2: The following IEs are needed for Rel-13 NB-IoT:

· multiBandInfoList
· freqBandIndicatorPriority-r12
· intraFreqBlackCellList
Proposal 3: The following IEs are not needed for Rel-13 NB-IoT:

· cellSelectionInfo-v1130
Proposal 4: The IE ul-CarrierFreq and ul-Bandwidth in freqInfo is needed for Rel-13 NB-IoT. The IE additionalSpectrumEmission is FFS, which can be decided based on RAN4’s conclusion.
Proposal 5: The IE s-NonIntraSearch in cellReselectionServingFreqInfo is needed for Rel-13 NB-IoT. The IE threshServingLow and cellReselectionPriority are not needed.
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