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	Reason for change:
	The “E-UTRA Target Frequency Info extension List” was added in the IE “E-UTRA Target Info” in release 11 which was included in the RRC CONNECTION RELEASE message. In ASN.1, the extension (RRCConnectionRelease-vb50ext-IEs) was captured in the RRC CONNECTION RELEASE for DCCH. But, it was not added in the RRC CONNECTION RELEASE for CCCH in ASN.1.


	
	

	Summary of change:
	Add a Note in section 8.1.4.2 to clarify that:
In this version of the spec, when RRC Connection Release message is transmitted on dowlink CCCH, the IE “E-UTRA Target Frequency Info extension List” cannot be included.

Impact analysis

Impacted functionality:

E-UTRA Frequency Band extension

Inter-operability:

There is no interoperability issues.


	
	

	Consequences if not approved:
	It is still unclear that whether the IE “E-UTRA Target Frequency Info extension List” can be included in RRC Connection Release message, when this message is transmitted on dowlink CCCH.
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	Other comments:
	


8.1.4.2
Initiation
When the UE is in state CELL_DCH or CELL_FACH or CELL_PCH (FDD only), the UTRAN may at anytime initiate an RRC connection release by transmitting an RRC CONNECTION RELEASE message using UM RLC.

When UTRAN transmits an RRC CONNECTION RELEASE message the downlink DCCH should be used, if available. If the downlink DCCH is not available in UTRAN and the UE is in CELL_FACH state, the downlink CCCH may be used.

UTRAN may transmit several RRC CONNECTION RELEASE messages to increase the probability of proper reception of the message by the UE. In such a case, the RRC SN for these repeated messages should be the same. The number of repeated messages and the interval between the messages is a network option.

NOTE:
In this version of the spec, when RRC Connection Release message is transmitted on dowlink CCCH, if the IE “E-UTRA Target Frequency Info extension List” is included in this message, UE will ignore this IE.
