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1
Overall description
CT1 thanks RAN2 for their LS on Control of Unattended/Background Traffic and would like to provide feedback on below question:

To CT1:

RAN2 respectfully ask CT1 to comment whether the proposed EAB- and/or ACDC-based solutions from [3] can meet the SA1 requirement in TS 22.101, section 27.5.
The EAB is a per UE level access control mechanism based on UE configuration (i.e. the configuration for EAB and configuration for overriding EAB).

The ACDC is a per application level access control mechanism based on the ACDC category mapped from the application identifier received from the upper layers and the UE ACDC configuration.

ACDC and EAB currently defined by CT1 specifications do not meet the cited SA1 requirement, and so far, there is no contribution tabled in CT1 on the proposed EAB- and/or ACDC-based solutions for this topic. Hence no detail technical discussion took place and CT1 is unable to determine whether the proposed EAB- and/or ACDC-based solutions from [3] referred in the RAN2 incoming LS can meet the cited SA1 requirement.
2
Actions
To RAN2 

ACTION: 
CT1 kindly asks RAN2 group to take above feedback into account.
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Dates of next TSG CT WG1 meetings
TSG CT WG1 Meeting 97
11-15 April 2016
Ljubljana, Slovenia

TSG CT WG1 Meeting 98
23-27 May 2016
Osaka, Japan

