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1 Text proposal
In offline discussions during RAN2#93, it was proposed to use the number of MPDCCH as the quantity of the coverage information in the Inter-note RRC message (used to upload enhanced coverage information from eNB to EPS (MME), and to be downloaded to eNB(s) at paging).
–
UEPagingCoverageInformation
This message is used to transfer UE paging coverage information, covering both upload to and download from the EPC.

Direction: eNB to/from EPC

UEPagingCoverageInformation message
-- ASN1START

UEPagingCoverageInformation ::= SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE{




uePagingCoverageInformation-r13


UEPagingCoverageInformation-r13-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

UEPagingCoverageInformation-r13-IEs-r13-IEs ::= SEQUENCE {


mpdcch-NumRepetition-r13



INTEGER (1..256),

nonCriticalExtension




SEQUENCE {} 
OPTIONAL

}
-- ASN1STOP

	UEPagingCoverageInformation field descriptions

	mpdcch-NumRepetition
Number of repetitions for MPDCCH, see TS 36.211 [21].
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