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1. Introduction
RAN2 completed the WI: LTE-WLAN Radio Level Integration and Interworking Enhancement last RAN plenary meeting, but still some clarifications/ corrections would be needed for some issues. This contribution discusses the issue about coexistence between Rel-13 RCLWI and Rel-12 RAN rules.
2. Discussion
RAN2 made following agreements in the last RAN2 meeting, and agreed the CR (R2-161950) based on the agreements.

Agreement

1
UE supporting RCLWI may support RAN rules. 

1a
If UE supports RAN rules then the UE applies those rules in idle for the WLAN identifiers listed in the WLAN mobility set if configured in connected. Rules are the same as R12 rules but apply to the WLAN identifiers listed in the WLAN mobility set provided in connected instead of the broadcast identifiers. 

…
In the agreed the CR, UE applies RAN rules i.e. SIB17 in idle mode if supported. But, RAN2 did not discuss the case when T350 is running in detail, and the following is captured in the agreed CR:

When UE is configured with both 'Rel-13 steeringCommandWLAN with command set to steerToWLAN' and 'Rel-12 wlan-OffloadConfigDedicated', the Rel-13 configuration is maintained in RRC_IDLE (with the Rel-13 mobility set) during T350.
	5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

…
1>
if leaving RRC_CONNECTED was triggered neither by reception of the MobilityFromEUTRACommand message nor by selecting an inter-RAT cell while T311 was running:

2>
if timer T350 is configured:

3>
start timer T350;

3>
apply steerToWLAN if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;  


However, when UE is configured with both 'Rel-13 steeringCommandWLAN with command set to steerToLTE' and 'Rel-12 wlan-OffloadConfigDedicated', the Rel-13 configuration is NOT maintained in IDLE (with the Rel-13 mobility set) during T350, and UE applies SIB17 according to the CR.
This seems inconsistent, and we think UE should apply the Rel-13 steeringCommandWLAN with command (regardless of the value i.e. set to either steerToWLAN or steerToLTE) while T350 is running.
Proposal: UE applies, if configured, Rel-13 steeringCommandWLAN with command during T350.
The corresponding CR is also provided in R2-162392.
3. Conclusion
Proposal: UE applies, if configured, Rel-13 steeringCommandWLAN with command during T350.
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