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	Reason for change:
	From the current specification, when UE is configured with both 'Rel-13 steeringCommandWLAN with command set to ‘steerToWLAN' and 'Rel-12 wlan-OffloadConfigDedicated', the Rel-13 configuration is maintained in RRC_IDLE (with the Rel-13 mobility set) during T350.
However, when UE is configured with both 'Rel-13 steeringCommandWLAN with command set to ‘steerToLTE' and 'Rel-12 wlan-OffloadConfigDedicated', the Rel-13 configuration is NOT maintained in IDLE (with the Rel-13 mobility set) during T350, and UE applies SIB17. This is inconsistent behaviour, and needs to be corrected.

	
	

	Summary of change:
	UE applies steeringCommandWLAN (i.e. either to set to steerToWLAN or steerToLTE) while T350 is running.
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RCLWI (during T350)
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No inter-operatibility issues are forseen as the change is only applied to UE.
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5.3.12
UE actions upon leaving RRC_CONNECTED

Upon leaving RRC_CONNECTED, the UE shall:

1>
reset MAC;

1>
stop all timers that are running except T320, T325 and T330;

1>
release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established RBs;

1>
indicate the release of the RRC connection to upper layers together with the release cause;

1>
if leaving RRC_CONNECTED was triggered neither by reception of the MobilityFromEUTRACommand message nor by selecting an inter-RAT cell while T311 was running:

2>
if timer T350 is configured:

3>
start timer T350;

3>
apply steeringCommandWLAN if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;  

2>
else:
3>
release the wlan-OffloadConfigDedicated, if received;

3>
if the wlan-OffloadConfigCommon corresponding to the RPLMN is broadcast by the cell:

4>
apply the wlan-OffloadConfigCommon corresponding to the RPLMN included in SystemInformationBlockType17;

4>
apply steerToWLAN if configured, otherwise apply the wlan-Id-List corresponding to the RPLMN included in SystemInformationBlockType17;

2>
enter RRC_IDLE and perform procedures as specified in TS 36.304 [4, 5.2.7];
1>
else:

2>
release the wlan-OffloadConfigDedicated, if received;
