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	Reason for change:
	How WLAN authentication is performed for LWA is missing in current stage-2. RAN2 has agreed that both eNB assisted and legacy WLAN authentication methods are applicable for LWA and SA3 has developed the eNB assisted method.

	
	

	Summary of change:
	Clarify that the UE performs eNB assisted authentication (PMK derived from WT Counter as specified in 33.401) when WT Counter is provied and can use other methods such as 801.x based ones if WT Counter is not provided.

	
	

	Consequences if not approved:
	WLAN authentication for LWA will not be captured in RAN specifications.
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<Start of Changes>
22A.1.4
Mobility
A WLAN mobility set is a set of one or more WLAN Access Points (APs) identified by one or more BSSID/HESSID/SSIDs, within which WLAN mobility mechanisms apply while the UE is configured with LWA bearer(s), i.e., the UE may perform mobility between WLAN APs belonging to the mobility set without informing the eNB.
The eNB provides the UE with a WLAN mobility set. When the UE is configured with a WLAN mobility set, it will attempt to connect to a WLAN whose identifiers match the ones of the configured mobility set. The UE performs WLAN authentication by using a key computed from the WT Counter if provided by the eNB as specified in 3GPP TS 33.401 [22] or using other (e.g. 802.1x based) authentication methods otherwise. UE mobility to WLAN APs not belonging to the UE mobility set is controlled by the eNB e.g. updating the WLAN mobility set based on measurement reports provided by the UE. A UE is connected to at most one mobility set at a time.
All APs belonging to a mobility set share a common WT which terminates Xw-C and Xw-U. The termination endpoints for Xw-C and Xw-U may differ.The WLAN identifiers belonging to a mobility set may be a subset of all WLAN identifiers associated to the WT.

<End of Changes>

