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1. Overall Description:

At RAN2#93bis, RAN2 discussed mobility enhancements for eLWA [1] including intra and inter eNB handover where WT does not change. That is, during the handover the UE would retain at least one LWA bearer and would be connected to WLAN associated with the same WT. This includes the case where the UE receives a new mobility set during the handover, which may cause it to transition to a different BSS/AP associated with the same WT. In order to progress the work in RAN2, RAN2 would like to ask SA3 the following questions:
1) If the UE performs handover and KeNB is changed while UE remains connected to WLAN associated with the same WT, is it acceptable for the UE to retain the existing S-KWT after handover?
2) If it is necessary for the UE to replace the key with a new S-KWT derived from the new KeNB, then RAN2 would like SA3 to consider feasible solutions for Rel-14 eLWA potentially allowing the UE to remain associated with the WLAN after intra/inter-eNB handover.
2. Actions: 
To SA3: RAN2 respectfully asks SA3 to answer the questions above and look into potential solutions for Rel-14 eLWA that allows the UE to remain associated with the WLAN after intra/inter-eNB handover.
3. Date of Next TSG-RAN Meetings:

TSG RAN WG2 Meeting #94
May 23-27, 2016

Nanjing, China

TSG RAN WG2 Meeting #95
August 22-26, 2016

Gothenburg, Sweden
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