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5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
stop timer T300;

1>
stop timer T302, if running;

1>
stop timer T303, if running;

1>
stop timer T305, if running;

1>
stop timer T306, if running;
1>
stop timer T308, if running;
1>
perform the actions as specified in 5.3.3.7;

1>
stop timer T320, if running;
1>
stop timer T350, if running;
1>
perform the actions as specified in 5.6.12.4;
1> release steeringCommandWLAN if configured;
1>
stop timer T360, if running;
1>
enter RRC_CONNECTED;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of RRCConnectionSetupComplete message as follows:

2>
set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;

2>
if upper layers provide the 'Registered MME', include and set the registeredMME as follows:

3>
if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:

4>
include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;

3> set the mmegi and the mmec to the value received from upper layers;

2>
if upper layers provided the 'Registered MME': 

3>
include and set the gummei-Type to the value provided by the upper layers;

2>
if connecting as an RN:

3>
include the rn-SubframeConfigReq;

2>
set the dedicatedInfoNAS to include the information received from upper layers;

2>
if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:

3>
include rlf-InfoAvailable;

2>
if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include logMeasAvailableMBSFN;

2>
else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:

3>
include logMeasAvailable;

2>
if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:

3>
include connEstFailInfoAvailable;
2>
include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;

2>
if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:

3>
include the mobilityHistoryAvail;
2>
submit the RRCConnectionSetupComplete message to lower layers for transmission, upon which the procedure ends;

…
5.6.16
RAN controlled LTE-WLAN interworking

5.6.16.1
General

The purpose of this procedure is to perform RAN-controlled LTE-WLAN interworking (RCLWI) i.e. control access network selection and traffic steering between E-UTRAN and WLAN.

5.6.16.2
WLAN traffic steering command

The UE shall:

1>
if the received steeringCommandWLAN is set to setup:

2>
if the command is set to steerToWLAN:

3>
inform the upper layers of a move-trafic-to-WLAN-indication along with the WLAN identifier lists in steerToWLAN (see TS 24.302 [74]);

3>
store steerToWLAN in wlan-MobilitySet in VarWLAN-MobilityConfig;

3>
perform the WLAN status monitoring procedure as specified in 5.6.15.4 using steerToWLAN as the WLAN mobility set;
2>
else:
3>
inform the upper layer of a move-traffic-from-WLAN indication (see TS 24.302 [74]);

3>
clear wlan-MobilitySet in VarWLAN-MobilityConfig;

3>
stop performing the WLAN status monitoring procedure as specified in 5.6.15.4;

1>
else:

2>
clear wlan-MobilitySet in VarWLAN-MobilityConfig;

2>
stop performing the WLAN status monitoring procedure as specified in 5.6.15.4.
5.6.16.3
Cell selection/ re-selection while it is configured with steeringCommandWLAN
The UE shall:

1>
if, while it is configured with the steeringCommandWLAN, the UE selects/ reselects a cell which is not the PCell when the steeringCommandWLAN was configured:
2>
release steeringCommandWLAN.
