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5.2.2.6
Actions upon reception of the MasterInformationBlock message

Upon receiving the MasterInformationBlock message the UE shall:

1>
apply the radio resource configuration included in the phich-Config;

1>
if the UE is in RRC_IDLE or if the UE is in RRC_CONNECTED while T311 is running:

2>
if the UE has no valid system information stored according to 5.2.2.3 for the concerned cell:

3>
apply the received value of dl-Bandwidth to the ul-Bandwidth until SystemInformationBlockType2 is received;
1>
if the schedulingInfoSIB1-BR-r13 in MasterInformationBlock is 0: 
2>
if the UE is a BL UE:

3>
consider the cell as barred in accordance with TS 36.304 [4];
2>

else:
3>
consider that the enhanced coverage access is not supported in accordance with TS 36.304 [4];
	End of change
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5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 either via broadcast or via dedicated signalling, the UE shall:

1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running; and

1>
if the UE is a category 0 UE according to TS 36.306 [5]; and

1>
if category0Allowed is not included in SystemInformationBlockType1:

2>
consider the cell as barred in accordance with TS 36.304 [4];

1>
if in RRC_CONNECTED while T311 is not running, and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:

2>
disregard the freqBandIndicator and multiBandInfoList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else:

2>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE and it is not a downlink only band; or

2>
if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE and they are not downlink only bands:

3>
forward the cellIdentity to upper layers;

3>
forward the trackingAreaCode to upper layers;

3>
if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo or the multiBandInfoList-v10j0 is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo or multiBandInfoList-v10j0:

4>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo or multiBandInfolist-v10j0;

4>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:

5>
apply the additionalPmax;

4>
else:

5>
apply the p-Max;

3>
else:

4>
apply the additionalSpectrumEmission in SystemInformationBlockType2 and the p-Max;

2>
else:

3>
consider the cell as barred in accordance with TS 36.304 [4]; and

3>
perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;
….
6.2.2
Message definitions
….
–
MasterInformationBlock
The MasterInformationBlock includes the system information transmitted on BCH.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

MasterInformationBlock
-- ASN1START

MasterInformationBlock ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100},


phich-Config





PHICH-Config,


systemFrameNumber




BIT STRING (SIZE (8)),

schedulingInfoSIB1-BR-r13


INTEGER (0..31),

spare







BIT STRING (SIZE (5))

}

-- ASN1STOP

	MasterInformationBlock field descriptions

	dl-Bandwidth

Parameter: transmission bandwidth configuration, NRB in downlink, see TS 36.101 [42, table 5.6-1]. n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on.

	phich-Config 

Specifies the PHICH configuration. If the UE is a BL UE or UE in CE, it shall ignore this field.

	schedulingInfoSIB1-BR
This field contains an index to a table that defines SystemInformationBlockType1-BR scheduling information. The table is specified in TS 36.213 [23, Table 7.1.6-1 and Table 7.1.7.2.7-1]. Value 0 means that SystemInformationBlockType1-BR is not scheduled.

	systemFrameNumber

Defines the 8 most significant bits of the SFN. As indicated in TS 36.211 [21, 6.6.1], the 2 least significant bits of the SFN are acquired implicitly in the P-BCH decoding, i.e. timing of 40ms P-BCH TTI indicates 2 least significant bits (within 40ms P-BCH TTI, the first radio frame: 00, the second radio frame: 01, the third radio frame: 10, the last radio frame: 11). One value applies for all serving cells of a Cell Group (i.e. MCG or SCG). The associated functionality is common (i.e. not performed independently for each cell).


