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	Reason for change:
	It is not captured in the specification which PRACH CE levels are supported by UE supporting CE mode A andB. 

	
	

	Summary of change:
	Added the supported PRACH CE levels for CE Mode A and B.

	
	

	Consequences if not approved:
	Requirements on PRACH CE level support will be missing.
Impact Analysis:

Impacted functionality:

Random Access for eMTC UEs
Inter-operability:

No inter-operability impacts are expected.
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Start of modified section
4.3.8
General parameters

4.3.8.1
accessStratumRelease
This field defines the release of the E-UTRA layer 1, 2, and 3 specifications supported by the UE e.g. Rel-8, Rel-9, etc.

4.3.8.2
deviceType
This field defines whether the device does not benefit from NW-based battery consumption optimisation.

4.3.8.3
ceModeA-r13

This field defines whether the UE supports operation in coverage enhancement mode A, as specified in TS 36.211 [17], TS 36.213 [22] and TS 36.331 [5], and PRACH CE levels 0 and 1 at Random Access, as specified in TS 36.321 [4]. It is mandatory for UEs of DL category M1 and UL category M1.
4.3.8.4
ceModeB-r13

This field defines whether the UE supports operation in coverage enhancement mode B, as specified in TS 36.211 [17], TS 36.213 [22] and TS 36.331 [5], and PRACH CE levels 2 and 3 at Random Access, as specified in TS 36.321 [4]. A UE indicating support of ceModeB-r13 shall also indicate support of ceModeA-r13. 
End of modified section
