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6.2.2
Message definitions
<cut>
–
EPDCCH-Config

The IE EPDCCH-Config specifies the subframes and resource blocks for EPDCCH monitoring that E-UTRAN may configure for a serving cell.

EPDCCH-Config information element

-- ASN1START

EPDCCH-Config-r11 ::=

SEQUENCE{


config-r11

CHOICE {



release





NULL,




setup





SEQUENCE {




subframePatternConfig-r11
CHOICE {





release





NULL,





setup





SEQUENCE {






subframePattern-r11


MeasSubframePattern-r10





}




}
















OPTIONAL, -- Need ON




startSymbol-r11



INTEGER (1..4)






OPTIONAL, -- Need OP




setConfigToReleaseList-r11
EPDCCH-SetConfigToReleaseList-r11

OPTIONAL, -- Need ON




setConfigToAddModList-r11
EPDCCH-SetConfigToAddModList-r11

OPTIONAL -- Need ON



}


}

}

EPDCCH-SetConfigToAddModList-r11 ::=
SEQUENCE (SIZE(1..maxEPDCCH-Set-r11)) OF EPDCCH-SetConfig-r11

EPDCCH-SetConfigToReleaseList-r11 ::=
SEQUENCE (SIZE(1..maxEPDCCH-Set-r11)) OF EPDCCH-SetConfigId-r11

EPDCCH-SetConfig-r11 ::=

SEQUENCE {


setConfigId-r11




EPDCCH-SetConfigId-r11,


transmissionType-r11


ENUMERATED {localised, distributed},


resourceBlockAssignment-r11

SEQUENCE{



numberPRB-Pairs-r11



ENUMERATED {n2, n4, n8},



resourceBlockAssignment-r11

BIT STRING (SIZE(4..38))


},


dmrs-ScramblingSequenceInt-r11
INTEGER (0..503),


pucch-ResourceStartOffset-r11
INTEGER (0..2047),


re-MappingQCL-ConfigId-r11

PDSCH-RE-MappingQCL-ConfigId-r11
OPTIONAL, -- Need OR


...,

[[
csi-RS-ConfigZPId2-r12



CHOICE {




release





NULL,




setup





CSI-RS-ConfigZPId-r11


}














OPTIONAL
-- Need ON

]],

[[
numberPRB-Pairs-v1310


CHOICE {




release






NULL,




setup






ENUMERATED {n6}



}














OPTIONAL,  
-- Need ON


mpdcch-config-r13



CHOICE {




release






NULL,




setup






SEQUENCE {





csi-NumRepetitionCE-r13


ENUMERATED {v1, v2, v4, v8, v16, v32},





mpdcch-pdsch-HoppingConfig-r13
ENUMERATED {on,off},





mpdcch-StartSF-UESS-r13


CHOICE {






fdd-r13






ENUMERATED {v1, v1dot5, v2, v2dot5, v4,

















v5, v8, v10}, 









tdd-r13






ENUMERATED {v1, v2, v4, v5, v8, v10,

















v20, spare1}





}, 





mpdcch-NumRepetition-r13

ENUMERATED {r1, r2, r4, r8, r16, 
















r32, r64, r128, r256},





mpdcch-Narrowband-r13


INTEGER (1.. maxAvailNarrowBands-r13)




}



}














OPTIONAL
-- Need ON


]]
}
EPDCCH-SetConfigId-r11 ::=
INTEGER (0..1)

-- ASN1STOP

	EPDCCH-Config field descriptions

	csi-NumRepetitionCE
Number of subframes for CSI reference resource, see TS 36.213 [23]. Value sf1 corresponds to 1 subframe, sf2 corresponds to 2 subframes and so on.

	csi-RS-ConfigZPId2

Indicates the rate matching parameters in addition to those indicated by re-MappingQCL-ConfigId. E-UTRAN configures this field only when tm10 is configured.

	dmrs-ScramblingSequenceInt

The DMRS scrambling sequence initialization parameter 
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 defined in TS 36.211[21, 6.10.3A.1].

	EPDCCH-SetConfig

Provides EPDCCH configuration set. See TS 36.213 [23, 9.1.4]. E-UTRAN configures at least one EPDCCH-SetConfig when EPDCCH-Config is configured. For BL UEs or UEs in CE, EUTRAN does not configure more than one EPDCCH-SetConfig.

	mpdcch-Narrowband

Narrowband for UE-SS for MPDCCH, see TS 36.211 [21].

	mpdcch-NumRepetition
Maximum numbers of repetitions for UE-SS for MPDCCH, see TS 36.211 [21].

	mpdcch-pdsch-HoppingConfig

Frequency hopping activation/deactivation for unicast MPDCCH/PDSCH, see TS 36.211 [21]

	mpdcch-StartSF-UESS
Starting subframe configuration for an MPDCCH UE-specific search space, see TS 36.211 [21]. Value v1 corresponds to 1, value v1dot5 corresponds to 1.5, and so on.

	numberPRB-Pairs

Indicates the number of physical resource-block pairs used for the EPDCCH set. Value n2 corresponds to 2 physical resource-block pairs; n4 corresponds to 4 physical resource-block pairs and so on. Value n8 is not supported if dl-Bandwidth is set to 6 resource blocks. EUTRAN configures value n6 only for BL UEs or UEs in CE..

	pucch-ResourceStartOffset

PUCCH format 1a, 1b and 3 resource starting offset for the EPDCCH set. See TS 36.213 [23, 10.1].

	re-MappingQCL-ConfigId

Indicates the starting OFDM symbol, the related rate matching parameters and quasi co-location assumption for EPDCCH when the UE is configured with tm10. This field provides the identity of a configured PDSCH-RE-MappingQCL-Config. E-UTRAN configures this field only when tm10 is configured.

	resourceBlockAssignment

Indicates the index to a specific combination of physical resource-block pair for EPDCCH set. See TS 36.213 [23, 9.1.4.4]. The size of resourceBlockAssignment is specified in TS 36.213 [23, 9.1.4.4] and based on numberPRB-Pairs and the signalled value of dl-Bandwidth. If numberPRB-Pairs-v1310 field is present, the total number of physical resource-block pairs is 6 and it is composed of one subset of 2 physical resource-block pairs and another subset of 4 physical resource-block pairs, and the resourceBlockAssignment field defines the subset of 2 physical resource-block pairs.

	setConfigId

Indicates the identity of the EPDCCH configuration set.

	startSymbol 
Indicates the OFDM starting symbol for any EPDCCH and PDSCH scheduled by EPDCCH on the same cell, see TS 36.213 [23, 9.1.4.1]. If not present, the UE shall release the configuration and shall derive the starting OFDM symbol of EPDCCH and PDSCH scheduled by EPDCCH from PCFICH. Values 1, 2, and 3 are applicable for dl-Bandwidth greater than 10 resource blocks. Values 2, 3, and 4 are applicable otherwise. E-UTRAN does not configure the field for UEs configured with tm10.

	subframePatternConfig 

Configures the subframes which the UE shall monitor the UE-specific search space on EPDCCH, except for pre-defined rules in TS 36.213 [23, 9.1.4]. If the field is not configured when EPDCCH is configured, the UE shall monitor the UE-specific search space on EPDCCH in all subframes except for pre-defined rules in TS 36.213 [23, 9.1.4].

	transmissionType

Indicates whether distributed or localized EPDCCH transmission mode is used as defined in TS 36.211 [21, 6.8A.1].
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