Page 1



3GPP TSG-RAN2 Meeting #94 
R2-164472
Nanjing, China, 23-27 May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	2149
	rev
	1
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Correction to channel number range

	
	

	Source to WG:
	Intel Corporation

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_WLAN_radio-Core
	
	Date:
	2016-05-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	According to the 802.11-2012 specification channel numbers start from 1, whereas in TS 36.331 the numbers start from 0.

	
	

	Summary of change:
	Clarify that value 0 is not used for channel number. 
Impact Analysis:

Functions impacted: 

WLAN measurement information elements

Interoperability:

No interoperability issues are foreseen

	
	

	Consequences if not approved:
	Mismatch between channel number interpretation between IEEE and 3GPP specifications

	
	

	Clauses affected:
	6.3.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	*********First Change**********


–
WLAN-CarrierInfo
The IE WLAN-CarrierInfo is used to identify the WLAN frequency band information, as specified in Annex E in [67].
WLAN-CarrierInfo information element
-- ASN1START

WLAN-CarrierInfo-r13 ::=

SEQUENCE {


operatingClass-r13

INTEGER (0..255)


OPTIONAL,
-- Need ON


countryCode-r13


ENUMERATED {unitedStates, europe, japan, global, ...}
OPTIONAL,
-- Need ON


channelNumbers-r13

WLAN-ChannelList-r13

OPTIONAL,
-- Need ON


...
}

WLAN-ChannelList-r13 ::=
SEQUENCE (SIZE (1..maxWLAN-Channels-r13)) OF WLAN-Channel-r13

WLAN-Channel-r13 ::=
INTEGER(0..255)

-- ASN1STOP

	WLAN-CarrierInfo field descriptions

	channelNumbers
Indicates the WLAN channels as defined in IEEE 802.11-2012 [67]. Value 0 is not used.

	countryCode

Indicates the country code of WLAN as defined in IEEE 802.11-2012 [67].

	operatingClass
Indicates the Operating Class of WLAN as defined in IEEE 802.11-2012 [67].


	*********End Change**********


