Page 1



3GPP TSG-RAN2 Meeting #94 
R2-164549
Nanjing, China, 23-27 May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	2147
	rev
	1
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Autonomous WLAN measurement ID removal

	
	

	Source to WG:
	Intel Corporation

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_WLAN_radio-Core
	
	Date:
	2016-05-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	For connection re-establishment, it is not possible to send a measurement reconfiguration, and for WLAN some of the measurements would refer to a mobility set that is already cleared at the re-establishment. Therefore, autonomous Measurement ID Removal procedure needs to be enhanced to also support LWA. 

	
	

	Summary of change:
	When mobility set is removed, related WLAN measurement IDs are removed.
Impact Analysis
Impacted functionality: 

Measurement configuration
Inter-operability:

No interoperability issue is foreseen. 
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	*********Start change**********


5.5.2.2a
Measurement identity autonomous removal

The UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the associated reportConfig concerns an event involving a serving cell while the concerned serving cell is not configured; or

2> if the associated reportConfig concerns an event involving a WLAN mobility set while the concerned WLAN mobility set is not configured:

3>
remove the measId from the measIdList within the VarMeasConfig;

3>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

3>
stop the periodical reporting timer if running, and reset the associated information (e.g. timeToTrigger) for this measId;
NOTE 1:
The above UE autonomous removal of measId's applies only for measurement events A1, A2, A6, and also applies for events A3 and A5 if configured for PSCell and W2 and W3, if configured.

NOTE 2:
When performed during re-establishment, the UE is only configured with a primary frequency (i.e. the SCell(s) and WLAN mobility set are released, if configured).
	*********End Change**********


