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	Reason for change:
	For U-plane CIoT EPS optimisation, the UE keeps storing UE AS context and resume ID while in RRC_IDLE. On the other hand, the current specification does not specify how the UE handles the stored AS context and resume ID upon cell reselection. In particular, it is uncertain what if the UE reselects the other RAT cell than LTE.

	
	

	Summary of change:
	Upon cell reselection from LTE to another RAT, the UE immediately discards the UE AS context and resume ID if stored. Upon cell reselection within LTE, the UE keeps storing the UE AS context and resumed ID if stored regardless of the presence of U-plane CIoT EPS optimisation indication in SIB2.
Impacted analysis:

Impacted functionality:

Use plane CIoT EPS optimisation
Inter-operability:

There is no inter-operability issue since the proposed change only affects the UE.

	
	

	Consequences if not approved:
	The UE behaviour upon cell reselection remains uncertain if UE AS context and resume ID is stored.
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	Other comments:
	


5.2.4.XX

Cell reselection when storing UE AS context
For UEs storing UE AS context and resumeIdentify as specified in TS 36.331 [3], if the UE performs intra and inter-frequncy cell reselection within E-UTRAN, the UE keeps the stored UE AS context and resumeIdentity no matter if up-CIoT-EPS-Optimisation is broadcast in SystemInformationBlockType2. If the UE performs cell reselection to another RAT, the UE discards the stored UE AS context and resumeIdentity.
