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First change

4.2.1
UE states and state transitions including inter RAT

A UE is in RRC_CONNECTED when an RRC connection has been established. If this is not the case, i.e. no RRC connection is established, the UE is in RRC_IDLE state. The RRC states can further be characterised as follows:

-
RRC_IDLE:

-
A UE specific DRX may be configured by upper layers (not applicable for NB-IoT);
-
UE controlled mobility;

-
The UE:

-
Monitors a Paging channel to detect incoming calls, system information change, for ETWS capable UEs, ETWS notification, and for CMAS capable UEs, CMAS notification;

-
Performs neighbouring cell measurements and cell (re-)selection;

-
Acquires system information.

-
Performs logging of available measurements together with location and time for logged measurement configured UEs.

-
RRC_CONNECTED:

-
Transfer of unicast data to/from UE.

-
At lower layers, the UE may be configured with a UE specific DRX (not applicable for NB-IoT).

-
For UEs supporting CA, use of one or more SCells, aggregated with the PCell, for increased bandwidth;

-
For UEs supporting DC, use of one SCG, aggregated with the MCG, for increased bandwidth;

-
Network controlled mobility, i.e. handover and cell change order with optional network assistance (NACC) to GERAN (not applicable for NB-IoT);

-
The UE:

-
Monitors a Paging channel and/ or System Information Block Type 1 contents to detect system information change, for ETWS capable UEs, ETWS notification, and for CMAS capable UEs, CMAS notification;

-
Monitors control channels associated with the shared data channel to determine if data is scheduled for it;

-
Provides channel quality and feedback information (not applicable for NB-IoT);

-
Performs neighbouring cell measurements and measurement reporting (not applicable for NB-IoT);

-
Acquires system information (not applicable for NB-IoT).

The following figure not only provides an overview of the RRC states in E-UTRA, but also illustrates the mobility support between E-UTRAN, UTRAN and GERAN.
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Figure 4.2.1-1: E-UTRA states and inter RAT mobility procedures, 3GPP

The following figure illustrates the mobility support between E-UTRAN, CDMA2000 1xRTT and CDMA2000 HRPD. The details of the CDMA2000 state models are out of the scope of this specification.


[image: image2.emf] 

Handover   1xRTT  CS  Active  

1xRTT Dormant  

E - UTRA  RRC_CONNECTED  

E - UTRA  RRC_IDLE  

HRPD  Idle  

Handover    

Reselection   Reselection  

Connection  establishment/release  

HRPD Dormant  

HRPD Active  


Figure 4.2.1-2: Mobility procedures between E-UTRA and CDMA2000

The inter-RAT handover procedure(s) supports the case of signalling, conversational services, non-conversational services and combinations of these.

In addition to the state transitions shown in Figure 4.2.1-1 and Figure 4.2.1-2, there is support for connection release with redirection information from E-UTRA RRC_CONNECTED to GERAN, UTRAN and CDMA2000 (HRPD Idle/ 1xRTT Dormant mode).
For NB-IoT, mobility between E-UTRA and UTRAN, GERAN,  CDMA2000 1xRTT and CDMA2000 HRPD is not supported and hence only the E-UTRA states depicted in Figure 4.2.1-1 are applicable.
Next change

4.4
Functions

The RRC protocol includes the following main functions:

-
Broadcast of system information:

-
Including NAS common information;

-
Information applicable for UEs in RRC_IDLE, e.g. cell (re-)selection parameters, neighbouring cell information and information (also) applicable for UEs in RRC_CONNECTED, e.g. common channel configuration information.

-
Including ETWS notification, CMAS notification (not applicable for NB-IoT);

-
RRC connection control:

-
Paging;

-
Establishment/ modification/ suspension / resumption / release of RRC connection, including e.g. assignment/ modification of UE identity (C-RNTI), establishment/ modification/ release of SRB1, SRB1bis and SRB2, access class barring;

-
Initial security activation, i.e. initial configuration of AS integrity protection (SRBs) and AS ciphering (SRBs, DRBs);

-
For RNs, configuration of AS integrity protection for DRBs;

-
RRC connection mobility including e.g. intra-frequency and inter-frequency handover, associated security handling, i.e. key/ algorithm change, specification of RRC context information transferred between network nodes;
NOTE 1:
In NB-IoT, only key change (but no re-keying) at RRC Connection Resumption and RRC context information transfer are applicable.
-
Establishment/ modification/ release of RBs carrying user data (DRBs);

-
Radio configuration control including e.g. assignment/ modification of ARQ configuration, HARQ configuration, DRX configuration;

-
For RNs, RN-specific radio configuration control for the radio interface between RN and E-UTRAN;

-
In case of CA, cell management including e.g. change of PCell, addition/ modification/ release of SCell(s) and addition/modification/release of STAG(s);

-
In case of DC, cell management including e.g. change of PSCell, addition/ modification/ release of SCG cell(s) and addition/modification/release of SCG TAG(s).

-
QoS control including assignment/ modification of semi-persistent scheduling (SPS) configuration information for DL and UL, assignment/ modification of parameters for UL rate control in the UE, i.e. allocation of a priority and a prioritised bit rate (PBR) for each RB (not applicable for NB-IoT);

-
Recovery from radio link failure;
-
In case of LWA, RCLWI and LWIP, WLAN mobility set management including e.g. addition/ modification/ release of WLAN(s) from the WLAN mobility set;
-
Inter-RAT mobility including e.g. security activation, transfer of RRC context information (not applicable for NB-IoT);

-
Measurement configuration and reporting (not applicable for NB-IoT):

-
Establishment/ modification/ release of measurements (e.g. intra-frequency, inter-frequency and inter- RAT measurements);

-
Setup and release of measurement gaps;

-
Measurement reporting;

-
Other functions including e.g. transfer of dedicated NAS information and non-3GPP dedicated information, transfer of UE radio access capability information, support for E-UTRAN sharing (multiple PLMN identities);

-
Generic protocol error handling;

-
Support of self-configuration and self-optimisation (not applicable for NB-IoT);

-
Support of measurement logging and reporting for network performance optimisation [60] (not applicable for NB-IoT);

NOTE 2:
Random access is specified entirely in the MAC including initial transmission power estimation.

Next change

5.2.1.2a
Scheduling for NB-IoT
The MasterInformationBlock-NB (MIB-NB) uses a fixed schedule with a periodicity of 640 ms and repetitions made within 640 ms. The first transmission of the MIB-NB is scheduled in subframe #0 of radio frames for which the SFN mod 64 = 0 and repetitions are scheduled in subframe #0 of all other radio frames. The transmissions are arranged in 8 independently decodable blocks of 80 ms duration.
The SystemInformationBlockType1-NB (SIB1-NB) uses a fixed schedule with a periodicity of 2560 ms. SIB1-NB transmission occurs in subframe #4 of every other frame in 16 continuous frames. The starting frame for the first transmission of the SIB1-NB is derived from the cell PCID (see TS 36.213 [23]). TBS for SystemInformationBlockType1-NB and the number of equally spaced repetitions made within the 2560 ms are indicated by schedulingInfoSIB1 field in the MIB-NB.

The SI messages are transmitted within periodically occurring time domain windows (referred to as SI-windows) using scheduling information provided in SystemInformationBlockType1-NB. Each SI message is associated with a SI-window and the SI-windows of different SI messages do not overlap. That is, within one SI-window only the corresponding SI is transmitted. The length of the SI-window is common for all SI messages, and is configurable.

Within the SI-window, the corresponding SI message can be transmitted a number of times over 2 or 8 consecutive NB-IoT downlink subframes depending on TBS.The UE acquires the detailed time/frequency domain scheduling information and other information, e.g. used transport format for the SI messages from schedulingInfoList field in SystemInformationBlockType1-NB. The UE is not required to accumulate several SI messages in parallel but may need to accumulate a SI message across multiple SI windows, depending on coverage condition.

SystemInformationBlockType1-NB configures the SI-window length and the transmission periodicity for all SI messages.
Next change

5.2.1.3
System information validity and notification of changes

Change of system information (other than for ETWS, CMAS and EAB parameters and other than for AB parameters for NB-IoT) only occurs at specific radio frames, i.e. the concept of a modification period is used. System information may be transmitted a number of times with the same content within a modification period, as defined by its scheduling. The modification period boundaries are defined by SFN values for which SFN mod m= 0, where m is the number of radio frames comprising the modification period and is configured by system information. If H-SFN is provided in SystemInformationBlockType1-BR, modification period boundaries for BL UEs and UEs in CE are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0. For NB-IoT, H-SFN is always provided and the modification period boundaries are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0. 
To enable system information update notification for RRC_IDLE UEs using an eDRX cycle longer than or equal to the modification period, an eDRX acquisition period is defined. The boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 256 =0. For NB-IoT, the boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 1024 =0.
When the network changes (some of the) system information, it first notifies the UEs about this change, i.e. this may be done throughout a modification period. In the next modification period, the network transmits the updated system information. These general principles are illustrated in figure 5.2.1.3-1, in which different colours indicate different system information. Upon receiving a change notification, the UE using a DRX cycle that is shorter than or equal to the modification period acquires the new system information immediately from the start of the next modification period. Upon receiving a change notification applicable to eDRX, a UE in RRC_IDLE using a DRX cycle that is longer than the modification period acquires the updated system information immediately from the start of the next eDRX acquisition period. The UE applies the previously acquired system information until the UE acquires the new system information. The possible boundaries of modification for SystemInformationBlockType1-BR are defined by SFN values for which SFN mod 512 = 0 except for notification of ETWS/CMAS for which the eNB may change SystemInformationBlockType1-BR content at any time. For NB-IoT, the possible boundaries of modification for SystemInformationBlockType1-NB are defined by SFN values for which (H-SFN * 1024 + SFN) mod 4096 = 0.
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Figure 5.2.1.3-1: Change of system Information

The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. If the UE is in RRC_CONNECTED or uses a DRX cycle shorter than or equal to the modification period, and receives a Paging message including the systemInfoModification, it knows that the system information will change at the next modification period boundary. If a UE in RRC_IDLE uses a DRX cycle longer than the modification period, and the notification is received in a Paging message including the systemInfoModification-eDRX , it acquires the updated system information at the next eDRX acquisition period boundary.Although the UE may be informed about changes in system information, no further details are provided e.g. regarding which system information will change, except if systemInfoSIValueTag is received by BL UEs or UEs in CE.

In RRC_CONNECTED, BL UEs or UEs in CE or NB-IoT UEs are not required to acquire system information except when T311 is running. In RRC_IDLE, E-UTRAN may notify BL UEs or UEs in CE or NB-IoT UEs about SI update, and except for NB-IoT, ETWS and CMAS notification and EAB modification, using Direct Indication information, as specified in 6.6 (or 6.7.5 in NB-IoT) and TS 36.212 [22].
SystemInformationBlockType1 (or MasterInformationBlock-NB in NB-IoT) includes a value tag systemInfoValueTag, that indicates if a change has occurred in the SI messages. UEs may use systemInfoValueTag, e.g. upon return from out of coverage, to verify if the previously stored SI messages are still valid. Additionally, for other than BL UEs or UEs in CE or NB-IoT UEs, the UE considers stored system information to be invalid after 3 hours from the moment it was successfully confirmed as valid, unless specified otherwise. BL UE or UE in CE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid, unless the UE is configured by parameter si-ValidityTime to consider stored system information to be invalid 3 hours after validity confirmation. NB-IoT UE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid.
For BL UEs or UEs in CE or NB-IoT UEs, the change of specific SI message can additionally be indicated by a SI message specific value tag systemInfoValueTagSI. If systemInfoValueTag included in the SystemInformationBlockType1-BR (or MasterInformationBlock-NB in NB-IoT) is different from the stored one and if systemInfoValueTagSI is included in the SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) for a specific SI message and is different from the stored one, the UE shall consider this specific SI message to be invalid. If only systemInfoValueTag is included and is different from the stored one, the BL UE or UE in CE should consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, SystemInformationBlockType12 and SystemInformationBlockType14 to be invalid; the NB-IoT UE should consider any stored system information except SystemInformationBlockType14-NB to be invalid.

E-UTRAN may not update systemInfoValueTag or include the systemInfoModification within the Paging message upon change of some system information e.g. ETWS information, CMAS information, regularly changing parameters like time information (SystemInformationBlockType8, SystemInformationBlockType16, hyperSFN-MSB in SystemInformationBlockType1-NB), EAB and AB parameters.
The UE using a DRX cycle shorter than or equal to the modification period verifies that stored system information remains valid by either checking systemInfoValueTag in SystemInformationBlockType1 (or MasterInformationBlock-NB in NB-IoT) after the modification period boundary, or attempting to find the systemInfoModification indication at least modificationPeriodCoeff times during the modification period in case no paging is received, in every modification period. If no paging message is received by the UE during a modification period, the UE may assume that no change of system information will occur at the next modification period boundary. Except for NB-IoT, if UE in RRC_CONNECTED, during a modification period, receives one paging message, it may deduce from the presence/ absence of systemInfoModification whether a change of system information other than ETWS information, CMAS information and EAB parameters will occur in the next modification period or not.
When the RRC_IDLE UE is configured with a DRX cycle that is longer than the modification period, and more than one modification period has passed since the UE last verified validity of stored system information, the UE verifies that stored system information remains valid by checking the systemInfoValueTag before establishing or resuming an RRC connection.
ETWS and/or CMAS capable UEs in RRC_CONNECTED shall attempt to read paging at least once every defaultPagingCycle to check whether ETWS and/or CMAS notification is present or not.

Next change

5.2.2.3
System information required by the UE

The UE shall:

1>
ensure having a valid version, as defined below, of (at least) the following system information, also referred to as the 'required' system information:

2>
if in RRC_IDLE:
3>
if the UE is a NB-IoT UE:

4>
the MasterInformationBlock-NB and SystemInformationBlockType1-NB as well as SystemInformationBlockType2-NB through SystemInformationBlockType5-NB;
3>
else:
4>
the MasterInformationBlock and SystemInformationBlockType1 (or SystemInformationBlockType1-BR depending on whether the UE is a BL UE or the UE in CE) as well as SystemInformationBlockType2 through SystemInformationBlockType8 (depending on support of the concerned RATs), SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking);

2>
if in RRC_CONNECTED; and

2>
the UE is not a BL UE; and

2>
the UE is not in CE; and

2>
the UE is not a NB-IoT UE:

3>
the MasterInformationBlock, SystemInformationBlockType1 and SystemInformationBlockType2 as well as SystemInformationBlockType8 (depending on support of CDMA2000), SystemInformationBlockType17 (depending on support of RAN-assisted WLAN interworking);
2>
if in RRC_CONNECTED and T311 is running; and

2>
the UE is a BL UE or the UE is in CE;
3>
the MasterInformationBlock, SystemInformationBlockType1-BR and SystemInformationBlockType2;
NOTE:
E-UTRAN may release BL UEs or UEs in CE or NB-IoT UEs to RRC_IDLE if these UEs need
 to acquire changed system information.
1>
delete any stored system information after 3 hours or 24 hours from the moment it was confirmed to be valid as defined in 5.2.1.3, unless specified otherwise;

1>
consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, systemInformationBlockType12 and systemInformationBlockType14 (systemInformationBlockType14-NB in NB-IoT) to be invalid if systemInfoValueTag included in the SystemInformationBlockType1 (MasterInformationBlock-NB in NB-IoT) is different from the stored one and in case of NB-IoT UEs, BL UEs and UEs in CE, systemInfoValueTagSI is not broadcasted. Otherwise consider system information validity as defined in 5.2.1.3;

Next change

5.2.2.4
System information acquisition by the UE

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.8;

1>
if the procedure is triggered by a system information change notification:
2>
if the UE uses an idle DRX cycle longer than the modification period:
3>
start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;

2>
else

3>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;
NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;

1>
following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;

2>
upon acquiring the concerned system information:

3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;

1>
following a request from CDMA2000 upper layers:

2>
acquire SystemInformationBlockType8, as defined in 5.2.3;

1>
neither initiate the RRC connection establishment/resume 
procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock (MasterInformationBlock-NB in NB-IoT) and SystemInformationBlockType1 (SystemInformationBlockType1-NB in NB-IoT) messages as well as SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT);

1>
not initiate the RRC connection establishment subject to EAB until the UE has a valid version of SystemInformationBlockType14, if broadcast;

1>
if the UE is ETWS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>
when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>
if schedulingInfoList indicates that SystemInformationBlockType10 is present:

4>
if the UE is in CE:
5>
start acquiring SystemInformationBlockType10;
4>
else
5>
start acquiring SystemInformationBlockType10 immediately;

3>
if schedulingInfoList indicates that SystemInformationBlockType11 is present:

4>
start acquiring SystemInformationBlockType11 immediately;

NOTE 2:
UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is CMAS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>
discard any previously buffered warningMessageSegment;

3>
clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;

2>
when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:

3>
if schedulingInfoList indicates that SystemInformationBlockType12 is present:

4>
acquire SystemInformationBlockType12;

NOTE 3:
UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is interested to receive MBMS services:

2>
if the UE is capable of MBMS reception as specified in 5.8:

3>
if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType13;

2>
if the UE is capable of SC-PTM reception as specified in 5.8a:

3>
if schedulingInfoList indicates that SystemInformationBlockType20 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType20;

2>
if the UE is capable of MBMS Service Continuity:

3>
if schedulingInfoList indicates that SystemInformationBlockType15 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType15;

1>
if the UE is EAB capable:

2>
when the UE does not have stored a valid version of SystemInformationBlockType14 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1 following EAB parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing an RRC connection if using eDRX with DRX cycle longer than the modification period:

3>
if schedulingInfoList indicates that SystemInformationBlockType14 is present:

4>
start acquiring SystemInformationBlockType14 immediately;

3>
else:

4>
discard SystemInformationBlockType14, if previously received;

NOTE 4:
EAB capable UEs start acquiring SystemInformationBlockType14 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

NOTE 5:
EAB capable UEs maintain an up to date SystemInformationBlockType14 in RRC_IDLE.

1>
if the UE is capable of sidelink communication and is configured by upper layers to receive or transmit sidelink communication:

2>
if the cell used for sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and
2>
if schedulingInfoList indicates that SystemInformationBlockType18 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType18;

1>
if the UE is capable of sidelink discovery and is configured by upper layers to receive or transmit sidelink discovery announcements on the primary frequency:

2>
if schedulingInfoList indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType19;

2>
for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to receive sidelink discovery announcements on:

3>
if schedulingInfoList indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType19; 
1>
if the UE is a NB-IoT UE and if ab-Enabled included in MasterInformationBlock-NB is set to TRUE:

2>
not initiate the RRC connection establishment/resume procedure until the UE has a valid version of SystemInformationBlockType14-NB;
The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 6:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
Next change

5.2.2.5
Essential system information missing

The UE shall:

1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running:

2>
if the UE is unable to acquire the MasterInformationBlock (MasterInformationBlock-NB in NB-IoT); or
2>
if the UE is neither a BL UE nor in CE nor in NB-IoT and the UE is unable to acquire the SystemInformationBlockType1; or
2>
if the BL UE or UE in CE is unable to acquire SystemInformationBlockType1-BR or SystemInformationBlockType1-BR is not scheduled; or

2>
if the NB-IoT UE is unable to acquire the SystemInformationBlockType1-NB:

3>
consider the cell as barred in accordance with TS 36.304 [4]; and

3>
perform barring as if intraFreqReselection is set to allowed, and as if the csg-Indication is set to FALSE;

2>
else if the UE is unable to acquire the SystemInformationBlockType2 (or SystemInformationBlockType2-NB in NB-IoT):

3>
treat the cell as barred in accordance with TS 36.304 [4];

Next change

5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
if the mbsfn-SubframeConfigList is included:

2>
consider that DL assignments may occur in the MBSFN subframes indicated in the mbsfn-SubframeConfigList under the conditions specified in [23, 7.1];

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
not apply the timeAlignmentTimerCommon;

1>
if in RRC_CONNECTED and UE is configured with RLF timers and constants values received within rlf-TimersAndConstants:

2>
not update its values of the timers and constants in ue-TimersAndConstants except for the value of timer T300;

1>
if in RRC_CONNECTED while T311 is not running; and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators or multipleNS-Pmax:

2>
disregard the additionalSpectrumEmission and ul-CarrierFreq, if received, while in RRC_CONNECTED;
1>
forward attachWithoutPDN-Connectivity to upper layers, if received for the selected PLMN;

1>
forward cp-CIoT-EPS-Optimisation to upper layers, if received for the selected PLMN;
Upon receiving SystemInformationBlockType2-NB, the UE shall:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
apply the defaultPagingCycle included in the radioResourceConfigCommon;

1>
apply the specified PCCH configuration defined in 9.1.1.3.
Next change

5.2.2.11
Actions upon reception of SystemInformationBlockType4
No UE requirements related to the contents of SystemInformationBlockType4 or SystemInformationBlockType4-NB apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.

Next change

5.2.2.21
Actions upon reception of SystemInformationBlockType14
No UE requirements related to the contents of SystemInformationBlockType14 or SystemInformationBlockType14-NB apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.

Next change

5.2.2.23
Actions upon reception of SystemInformationBlockType16
No UE requirements related to the contents of SystemInformationBlockType16 or SystemInformationBlockType16-NB apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.
Next change

5.3.3.1
General
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Figure 5.3.3.1-1: RRC connection establishment, successful
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Figure 5.3.3.1-2: RRC connection establishment, network reject
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Figure 5.3.3.1-3: RRC connection resume, successful
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Figure 5.3.3.1-4: RRC connection resume fallback to RRC connection establishment, successful
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Figure 5.3.3.1-5: RRC connection resume, network reject or release
The purpose of this procedure is to establish or resume an RRC connection. RRC connection establishment involves SRB1 (and SRB1bis for NB-IoT) establishment. The procedure is also used to transfer the initial NAS dedicated information/ message from the UE to E-UTRAN.

E-UTRAN applies the procedure as follows:

-
When establishing an RRC connection:
-
to establish SRB1 and, for NB-IoT, SRB1bis;
-
When resuming an RRC connection:
-
to restore the AS configuration from a stored context including resuming SRB(s) and DRB(s).
Next change

5.3.8.1
General


[image: image9.emf] 
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Figure 5.3.8.1-1: RRC connection release, successful

The purpose of this procedure is:

-
 to release the RRC connection, which includes the release of the established radio bearers as well as all radio resources;

or:

-
to suspend the RRC connection, which includes the suspension of the established radio bearers as well as all radio resources configured by unicast messages
.

End of changes
�How does E-UTRAN know these UEs need to acquire system infomration? shouldn't the sentence say '... if these UEs are required to acquire changed system information.?


�To be consistent with similar statement towards the end of this subclause.


�For NB-IoT some radio physical configurations used in connected mode may be provided in broadcast information (see 5.3.10.6)





_1285419967.doc














1xRTT CS Active







1xRTT Dormant







E-UTRA RRC_IDLE







E-UTRA RRC_CONNECTED







HRPD Idle







Handover







HRPD Dormant











Handover















Connection establishment/release







Reselection







Reselection







HRPD Active
























_1522566437.doc


RRCConnectionResumeComplete 







EUTRAN







                          RRCConnectionResumeRequest







RRCConnectionResume







UE












_1522566468.doc


RRCConnectionSetupComplete







EUTRAN







RRCConnectionResumeRequest  







RRCConnectionSetup







UE












_1522566491.doc


RRCConnectionReject







EUTRAN







RRCConnectionResumeRequest  







UE












_1358936370.doc


CELL_PCH



URA_PCH







CCO, Reselection







Reselection







CELL_DCH







UTRA_Idle







E-UTRA RRC_IDLE







E-UTRA RRC_CONNECTED







GSM_Idle/GPRS Packet_Idle







Handover







GPRS Packet transfer mode







GSM_Connected







Handover











Connection establishment/release







Connection establishment/release







Reselection







Reselection







Connection establishment/release







CELL_FACH







CCO with optional 



NACC







CCO, Reselection







Reselection












_1267531456.doc


UE







EUTRAN























RRCConnectionSetupComplete























RRCConnectionRequest



























RRCConnectionSetup












_1267941692.doc


UE







EUTRAN











































RRCConnectionRequest



























RRCConnectionReject












_1267948889.doc


UE







EUTRAN











































RRCConnectionRelease




































_1256466064.doc
		


		DOCUMENTTYPE

		

		1 (1)



		

		

		

		



		TypeUnitOrDepartmentHere

		

		

		



		TypeYourNameHere

		TypeDateHere

		

		









Updated information







Change notification







BCCH modification period (n+1)







BCCH modification period (n)











_935227290.doc







