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4.1
Functional Split

The eNB hosts the following functions: 

-
Functions for Radio Resource Management: Radio Bearer Control, Radio Admission Control, Connection Mobility Control, Dynamic allocation of resources to UEs in uplink, downlink and sidelink (scheduling);

-
IP header compression and encryption of user data stream;

-
Selection of an MME at UE attachment when no routing to an MME can be determined from the information provided by the UE;

-
Routing of User Plane data towards Serving Gateway;

-
Scheduling and transmission of paging messages (originated from the MME);

-
Scheduling and transmission of broadcast information (originated from the MME or O&M);

-
Measurement and measurement reporting configuration for mobility and scheduling;

-
Scheduling and transmission of PWS (which includes ETWS and CMAS) messages (originated from the MME);

-
CSG handling;

-
Transport level packet marking in the uplink;

-
S-GW relocation without UE mobility, as defined in TS 23.401 [17];

-
SIPTO@LN handling;
-
Maintaining security and radio configuration for User Plane CIoT EPS optimisation (see TS 24.301 [20]);
-
Optionally registering with the X2 GW (if used).

The DeNB hosts the following functions in addition to the eNB functions:
-
S1/X2 proxy functionality for supporting RNs;

-
S11 termination and S-GW/P-GW functionality for supporting RNs.

The MME hosts the following functions (see 3GPP TS 23.401 [17]):

-
NAS signalling;

-
NAS signalling security;

-
AS Security control;

-
Selection of CIoT EPS optimisations (Control Plane CIoT EPS optimisation or User Plane CIoT EPS optimisation, see TS 24.301 [20]);
-
Inter CN node signalling for mobility between 3GPP access networks;

-
Idle mode UE Reachability (including control and execution of paging retransmission);

-
Tracking Area list management (for UE in idle and active mode);

-
PDN GW and Serving GW selection;

-
MME selection for handovers with MME change;

-
SGSN selection for handovers to 2G or 3G 3GPP access networks;

-
Roaming;

-
Authentication;

-
Bearer management functions including dedicated bearer establishment;

-
Support for PWS (which includes ETWS and CMAS) message transmission;
-
Optionally performing paging optimisation;
-
S-GW relocation without UE mobility, as defined in TS 23.401 [17].
	 Next change


4.3.2
Control plane

The figure below shows the protocol stack for the control-plane, where:

-
PDCP sublayer (terminated in eNB on the network side) performs the functions listed for the control plane in subclause 6, e.g. ciphering and integrity protection;

-
RLC and MAC sublayers (terminated in eNB on the network side) perform the same functions as for the user plane;

-
RRC (terminated in eNB on the network side) performs the functions listed in subclause 7, e.g.:

-
Broadcast;

-
Paging;

-
RRC connection management;

-
RB control;

-
Mobility functions;

-
UE measurement reporting and control, except for NB-IoT.

-
NAS control protocol (terminated in MME on the network side) performs among other things:

-
EPS bearer management;

-
Authentication;

-
ECM-IDLE mobility handling;

-
Paging origination in ECM-IDLE;

-
Security control.

NOTE 1:
The NAS control protocol is not covered by the scope of this TS and is only mentioned for information.


[image: image1.emf]eNB

PHY

UE

PHY

MAC

RLC

MAC

MME

RLC

NAS NAS

RRC RRC

PDCP PDCP


Figure 4.3.2-1: Control-plane protocol stack

NOTE 2:
For a NB-IoT UE that supports Control Plane CIoT EPS optimisation (see TS 24.301 [20]) only, PDCP is bypassed. For a NB-IoT UE that supports both Control Plane CIoT EPS optimisation and User Plane CIoT EPS optimisation (see TS 24.301 [20]), PDCP is not used until AS security is activated.
	 Next  change


5.5a
Multi-carrier operation for NB-IoT

For NB-IoT, multi-carrier operation is supported.

The UE in RRC_CONNECTED can be configured, via UE-specific RRC signaling, to a non-anchor carrier, for all unicast transmissions. If the non-anchor carrier is not configured for the UE, all transmissions occur on the anchor carrier.

	 Next change


6
Layer 2

Layer 2 is split into the following sublayers: Medium Access Control (MAC), Radio Link Control (RLC) and Packet Data Convergence Protocol (PDCP). 

This subclause gives a high level description of the Layer 2 sub-layers in terms of services and functions. The three figures below depict the PDCP/RLC/MAC architecture for downlink, uplink and Sidelink, where:

-
Service Access Points (SAP) for peer-to-peer communication are marked with circles at the interface between sublayers. The SAP between the physical layer and the MAC sublayer provides the transport channels. The SAPs between the MAC sublayer and the RLC sublayer provide the logical channels.

-
The multiplexing of several logical channels (i.e. radio bearers) on the same transport channel (i.e. transport block) is performed by the MAC sublayer;
-
In both uplink and downlink, when neither CA nor DC are configured, only one transport block is generated per TTI in the absence of spatial multiplexing;

-
In Sidelink, only one transport block is generated per TTI.
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Figure 6-1: Layer 2 Structure for DL
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Figure 6-2: Layer 2 Structure for UL

NOTE 1:
The eNB may not be able to guarantee that a L2 buffer overflow will never occur. If such overflow occurs, UE may discard packets in the L2 buffer.
NOTE 2:
For a NB-IoT UE that supports Control Plane CIoT EPS optimisation (see TS 24.301 [20]) only, PDCP is bypassed. For a NB-IoT UE that supports both Control Plane CIoT EPS optimisation and User Plane CIoT EPS optimisation (see TS 24.301 [20]), PDCP is not used until AS security is activated.
	 Next change


6.1.2
Logical Channels

Different kinds of data transfer services as offered by MAC. Each logical channel type is defined by what type of information is transferred.

A general classification of logical channels is into two groups:

-
Control Channels (for the transfer of control plane information);

-
Traffic Channels (for the transfer of user plane information).

There is one MAC entity per CG. MAC generally consists of several function blocks (transmission scheduling functions, per UE functions, MBMS functions, MAC control functions, transport block generation…). Transparent Mode is only applied to BCCH, BR-BCCH, PCCH and SBCCH.

NOTE:
For a NB-IoT UE only using Control Plane CIoT EPS optimisation (see TS 24.301 [20]), there is only one dedicated logical channel per UE.
	 Next change


6.1.2.2
Traffic Channels
Traffic channels are used for the transfer of user plane information only. The traffic channels offered by MAC are:

-
Dedicated Traffic Channel (DTCH)


A Dedicated Traffic Channel (DTCH) is a point-to-point channel, dedicated to one UE, for the transfer of user information. A DTCH can exist in both uplink and downlink. DTCH is not supported for a NB-IoT UE only using Control Plane CIoT EPS optimisation (see TS 24.301 [20]).
-
Multicast Traffic Channel (MTCH)


A point-to-multipoint downlink channel for transmitting traffic data from the network to the UE. This channel is only used by UEs that receive MBMS. 

-
Single-Cell Multicast Traffic Channel (SC-MTCH)

A point-to-multipoint downlink channel for transmitting traffic data from the network to the UE using SC-PTM transmission. This channel is only used by UEs that receive MBMS using SC-PTM.

· Sidelink Traffic Channel (STCH)


A Sidelink Traffic Channel (STCH) is a point-to-multipoint channel, for transfer of user information from one UE to other UE(s). This channel is used only by sidelink communication capable UEs. Point-to-point communication between two sidelink communication capable UEs is also realized with an STCH.

	Next change


6.2.1
Services and Functions

The main services and functions of the RLC sublayer include:

-
Transfer of upper layer PDUs;

-
Error Correction through ARQ (only for AM data transfer);

-
Concatenation, segmentation and reassembly of RLC SDUs (only for UM and AM data transfer);

-
Re-segmentation of RLC data PDUs (only for AM data transfer);

-
Reordering of RLC data PDUs (only for UM and AM data transfer);

-
Duplicate detection (only for UM and AM data transfer);

-
Protocol error detection (only for AM data transfer);

-
RLC SDU discard (only for UM and AM data transfer);

-
RLC re-establishment, except for a NB-IoT UE only using Control Plane CIoT EPS optimisation (see TS 24.301 [20]);
For NB-IoT, RLC UM is not supported.

	 Next change


6.3.1
Services and Functions

Except for NB-IoT, the main services and functions of the PDCP sublayer for the user plane include:

-
Header compression and decompression: ROHC only;

-
Transfer of user data;

-
In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM;
-
For split bearers in DC (only support for RLC AM): PDCP PDU routing for transmission and PDCP PDU reordering for reception;
-
Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM;

-
Retransmission of PDCP SDUs at handover and, for split bearers in DC, of PDCP PDUs at PDCP data-recovery procedure, for RLC AM;

-
Ciphering and deciphering;

-
Timer-based SDU discard in uplink. 

For NB-IoT UE when AS security is activated, the main services and functions of the PDCP sublayer for the user plane include:

-
Header compression and decompression: ROHC only;
-
Transfer of user data;

-
In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM;
-
Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM;
-
Ciphering and deciphering;

-
Timer-based SDU discard in uplink.

NOTE 1:
When compared to UTRAN, the lossless DL RLC PDU size change is not required.

The main services and functions of the PDCP for the control plane include:

-
Ciphering and Integrity Protection;

-
Transfer of control plane data.

NOTE 2:
For a NB-IoT UE that supports Control Plane CIoT EPS optimisation (see TS 24.301 [20]) only, PDCP is bypassed. For a NB-IoT UE that supports both Control Plane CIoT EPS optimisation and User Plane CIoT EPS optimisation (see TS 24.301 [20]), PDCP is not used until AS security is activated.
	 Next change


7.1
Services and Functions

The main services and functions of the RRC sublayer include:

-
Broadcast of System Information related to the non-access stratum (NAS);

-
Broadcast of System Information related to the access stratum (AS);

-
Paging;

-
Establishment, maintenance and release of an RRC connection between the UE and E-UTRAN including:

-
Allocation of temporary identifiers between UE and E-UTRAN;

-
Configuration of signalling radio bearer(s) for RRC connection:

-
Low priority SRB and high priority SRB;
-
For NB-IoT, a new UE dedicated SRB is supported before AS security is activated and only one UE dedicated SRB is supported after AS security is activated;
-
For a NB-IoT UE that supports User Plane CIoT EPS optimisation (see TS 24.301 [20]):
-
Suspension/resuming of the RRC connection;

-
One DRB is supported by default and up to two DRBs are supported optionally;
-
Security functions including key management;
-
Establishment, configuration, maintenance and release of point to point Radio Bearers;
-
Mobility functions including:

-
UE measurement reporting and control of the reporting for inter-cell and inter-RAT mobility;

-
Handover;

-
UE cell selection and reselection and control of cell selection and reselection;

-
Context transfer at handover.

-
Notification and counting for MBMS services;

-
Establishment, configuration, maintenance and release of Radio Bearers for MBMS services;

-
QoS management functions;

-
UE measurement reporting and control of the reporting;

-
NAS direct message transfer to/from NAS from/to UE.

	Next change


7.3a.2
Control Plane CIoT EPS optimizations
The RRC connection established for Control Plane CIoT EPS optimisation (see TS 24.301 [20]) only is characterized as below:
-
A UL NAS signalling message or UL NAS message carrying data can be transmitted in a UL RRC container message. A DL NAS signaling or DL NAS data can be transmitted in a DL RRC container message;

-
RRC connection reconfiguration and RRC connection re-establishment are not supported;
-
Data radio bearer (DRB) is not used;

-
AS security is not used;

-
There is no differentiation between the different data types (i.e. IP, non-IP or SMS) in the AS.

For a NB-IoT UE that supports both Control Plane CIoT EPS optimisation and User Plane CIoT EPS optimisation (see TS 24.301 [20]), see section 7.3a.3.
7.3a.3
User Plane CIoT EPS optimizations

The RRC connection established for User Plane CIoT EPS optimisation (see TS 24.301 [20]) is characterized as below:
-
A RRC connection suspend procedure is used at RRC connection release, the eNB may request the UE to retain the UE AS context including UE capability in RRC_IDLE;

-
A RRC connection resume procedure is used at transition from RRC_IDLE to RRC_CONNECTED where previously stored information in the UE as well as in the eNB is utilised to resume the RRC connection. In the message to resume, the NB-IoT UE provides a Resume ID to be used by the eNB to access the stored information required to resume the RRC connection;

-
At suspend-resume, security is continued. Re-keying is not supported in RRC Resume procedure. The short MAC-I is reused as the authentication token at RRC reestablishment procedure and RRC resume procedure by the UE. The eNB provides the NCC as well. And also the UE resets the COUNT;

-
Multiplexing of CCCH and DTCH in the transition from RRC_IDLE to RRC CONNECTED is not supported;

-
A non-anchor carrier can be configured when an RRC connection is re-established, resumed or reconfigured additionally when an RRC connection is established.

For a NB-IoT UE that supports both Control Plane CIoT EPS optimisation and User Plane CIoT EPS optimisation (see TS 24.301 [20]), PDCP is not used until AS security is activated.
	Next change


7.4
System Information

System information is divided into the MasterInformationBlock (MIB) and a number of SystemInformationBlocks (SIBs):

-
MasterInformationBlock defines the most essential physical layer information of the cell required to receive further system information;
-
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information blocks;

-
SystemInformationBlockType2 contains common and shared channel information;

-
SystemInformationBlockType3 contains cell re-selection information, mainly related to the serving cell;

-
SystemInformationBlockType4 contains information about the serving frequency and intra-frequency neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType5 contains information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType6 contains information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType7 contains information about GERAN frequencies relevant for cell re-selection (including cell re-selection parameters for each frequency);

-
SystemInformationBlockType8 contains information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection (including cell re-selection parameters common for a frequency as well as cell specific re-selection parameters);

-
SystemInformationBlockType9 contains a home eNB name (HNB name);

-
SystemInformationBlockType10 contains an ETWS primary notification;

-
SystemInformationBlockType11 contains an ETWS secondary notification;

-
SystemInformationBlockType12 contains a CMAS warning notification;

-
SystemInformationBlockType13 contains MBMS-related information;

-
SystemInformationBlockType14 contains information about Extended Access Barring for access control;

-
SystemInformationBlockType15 contains information related to mobility procedures for MBMS reception;

-
SystemInformationBlockType16 contains information related to GPS time and Coordinated Universal Time (UTC );

-
SystemInformationBlockType17 contains information relevant for traffic steering between E-UTRAN and WLAN;

-
SystemInformationBlockType18 contains information related to sidelink communication;

-
SystemInformationBlockType19 contains information related to sidelink discovery;

-
SystemInformationBlockType20 contains information related to SC-PTM.

System information for NB-IoT is divided into the MasterInformationBlock-NB (MIB-NB) and a number of SystemInformationBlocks-NB (SIBs-NB):

-
MasterInformationBlock-NB defines the most essential information of the cell required to receive further system information;
-
SystemInformationBlockType1-NB cell access/selection, other SIB scheduling;

-
SystemInformationBlockType2-NB radio resource configuration information;

-
SystemInformationBlockType3-NB cell re-selection information for intra-frequency, inter-frequency;

-
SystemInformationBlockType4-NB neighboring cell related information relevant for intra-frequency cell re-selection;

-
SystemInformationBlockType5-NB neighboring cell related information relevant for inter-frequency cell re-selection;

-
SystemInformationBlockType14-NB access barring;

-
SystemInformationBlockType16-NB GPS time and UTC info.

The MIB is mapped on the BCCH and carried on BCH while all other SI messages are mapped on the BCCH. Except for NB-IoT, all other SI messages than the MIB are dynamically carried on DL-SCH where they can be identified through the SI-RNTI (System Information RNTI). Both the MIB and SystemInformationBlockType1 use a fixed schedule with a periodicity of 40 and 80 ms respectively. For NB-IoT the MIB-NB and SystemInformationBlockType1-NB use a fixed schedule with a periodicity of 640 and 2560 ms respectively. The scheduling of other SI messages is flexible and indicated by SystemInformationBlockType1. For NB-IoT, the MIB-NB contains all information required to acquire SIB1-NB and SIB1-NB contains all information required to acquire other SI messages.
Except for NB-IoT, the eNB may schedule DL-SCH transmissions concerning logical channels other than BCCH in the same subframe as used for BCCH. The minimum UE capability restricts the BCCH mapped to DL-SCH e.g. regarding the maximum rate.
The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. For NB-IoT, the UE is not required to detect SIB changes when in RRC_CONNECTED, and the network may release the NB-IoT UE to RRC_IDLE if it wants the NB-IoT UE to acquire changed SIB(s).

Except for NB-IoT, system information may also be provided to the UE by means of dedicated signalling e.g. upon handover.

	 Next change


10.1.4
Paging and C-plane establishment

Paging groups (where multiple UEs can be addressed) are used on PDCCH:

-
Precise UE identity is found on PCH;

-
DRX configurable via BCCH and NAS, for NB-IoT DRX configurable via BCCH only;
-
Only one subframe allocated per paging interval per UE;
-
The network may divide UEs to different paging occasions in time;

-
There is no grouping within paging occasion;

-
One paging RNTI for PCH.

When extended DRX (eDRX) is used in idle mode, the following are applicable:

-
The DRX cycle is extended up to and beyond 10.24s in idle mode, with a maximum value of 2621.44 seconds (43.69 minutes); For NB-IoT, the maximum value of the DRX cycle is 10485.76 seconds (2.91 hours);
-
The hyper SFN (H-SFN) is broadcast by the cell and increments by one when the SFN wraps around;

-
Paging Hyperframe (PH) refers to the H-SFN in which the UE starts monitoring paging DRX during a Paging Time Window (PTW) used in ECM-IDLE. The PH is determined based on a formula that is known by the MME, UE and eNB as a function of eDRX cycle and UE identity;

-
During the PTW, the UE monitors paging for the duration of the PTW (as configured by NAS) or until a paging message is including the UE’s NAS identity received for the UE, whichever is earlier. The possible starting offsets for the PTW are uniformly distributed within the PH and defined in TS 36.304 [11];

-
MME uses the formulas defined in TS 36.304 [11] to determine the PH as well as the beginning of the PTW and sends the S1 paging request just before the occurrence of the first Paging occasion to avoid storing paging messages in the eNB;

-
ETWS, CMAS, PWS requirement may not be met when a UE is in eDRX. For EAB, if the UE supports SIB14, when in extended DRX, it acquires SIB14 before establishing the RRC connection;

-
When the eDRX cycle is longer than the system information modification period, the UE verifies that stored system information remains valid before establishing an RRC connection. Paging message can be used for system information change notification, when including systemInfoModification-eDRX, for a UE configured with eDRX cycle longer than the system information modification period.
For NB-IoT, UE in RRC_IDLE receives paging on the anchor carrier.
10.1.5
Random Access Procedure

The random access procedure is characterized by:

-
Common procedure for FDD and TDD;

-
One procedure irrespective of cell size and the number of serving cells when CA is configured;

The random access procedure is performed for the following events related to the PCell:

-
Initial access from RRC_IDLE;

-
RRC Connection Re-establishment procedure, except for a NB-IoT UE only using Control Plane CIoT EPS optimisation (see TS 24.301 [20]);
-
Handover, except for NB-IoT;
-
DL data arrival during RRC_CONNECTED requiring random access procedure:

-
E.g. when UL synchronisation status is "non-synchronised".

-
UL data arrival during RRC_CONNECTED requiring random access procedure:

-
E.g. when UL synchronisation status is "non-synchronised" or there are no PUCCH resources for SR available.

-
For positioning purpose during RRC_CONNECTED requiring random access procedure, except for NB-IoT;

-
E.g. when timing advance is needed for UE positioning.

The random access procedure is also performed on a SCell to establish time alignment for the corresponding sTAG.

In DC, the random access procedure is also performed on at least PSCell upon SCG addition/modification, if instructed, or upon DL/UL data arrival during RRC_CONNECTED requiring random access procedure. The UE initiated random access procedure is performed only on PSCell for SCG.

Furthermore, the random access procedure takes two distinct forms:

-
Contention based (applicable to first five events);

-
Non-contention based (applicable to only handover, DL data arrival, positioning and obtaining timing advance alignment for a sTAG), except for NB-IoT.

Normal DL/UL transmission can take place after the random access procedure.

An RN supports both contention-based and non-contention-based random access. When an RN performs the random access procedure, it suspends any current RN subframe configuration, meaning it temporarily disregards the RN subframe configuration. The RN subframe configuration is resumed at successful random access procedure completion.
For NB-IoT, the random access procedure is performed on the anchor carrier.
	 Next change


10.1.6
Radio Link Failure

Two phases govern the behaviour associated to radio link failure as shown on Figure 10.1.6-1:

-
First phase:

-
started upon radio problem detection;

-
leads to radio link failure detection;

-
no UE-based mobility;

-
based on timer or other (e.g. counting) criteria (T1).
-
Second Phase:
-
started upon radio link failure detection or handover failure;

-
leads to RRC_IDLE;

-
UE-based mobility;

-
Timer based (T2).
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Figure 10.1.6-1: Radio Link Failure

Table 10.1.6-1 below describes how mobility is handled with respect to radio link failure:

Table 10.1.6-1: Mobility and Radio Link Failure

	Cases
	First Phase
	Second Phase
	T2 expired

	UE returns to the same cell
	Continue as if no radio problems occurred
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	UE selects a different cell from the same eNB
	N/A
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	UE selects a cell of a prepared eNB (NOTE)
	N/A
	Activity is resumed by means of explicit signalling between UE and eNB
	Go via RRC_IDLE

	UE selects a cell of a different eNB that is not prepared (NOTE)
	N/A
	Go via RRC_IDLE
	Go via RRC_IDLE

	NOTE:
a prepared eNB is an eNB which has admitted the UE during an earlier executed HO preparation phase, or obtains the UE context during the Second Phase.


For a NB-IoT UE only using Control Plane CIoT EPS optimisation (see TS 24.301 [20]), at the end of the first phase, the UE enters RRC_IDLE (there is no second phase).
In the Second Phase, in order to resume activity and avoid going via RRC_IDLE when the UE returns to the same cell or when the UE selects a different cell from the same eNB, or when the UE selects a cell from a different eNB, the following procedure applies:

-
The UE stays in RRC_CONNECTED;

-
The UE accesses the cell through the random access procedure;

- 
The UE identifier used in the random access procedure for contention resolution (i.e. C‑RNTI of the UE in the cell where the RLF occurred + physical layer identity of that cell + short MAC-I based on the keys of that cell) is used by the selected eNB to authenticate the UE and check whether it has a context stored for that UE:

-
If the eNB finds a context that matches the identity of the UE, or obtains this context from the previously serving eNB, it indicates to the UE that its connection can be resumed;

-
If the context is not found, RRC connection is released and UE initiates procedure to establish new RRC connection. In this case UE is required to go via RRC_IDLE.

The radio link failure procedure applies also for RNs, with the exception that the RN is limited to select a cell from its DeNB cell list. Upon detecting radio link failure, the RN discards any current RN subframe configuration (for communication with its DeNB), enabling the RN to perform normal contention-based RACH as part of the re-establishment. Upon successful re-establishment, an RN subframe configuration can be configured again using the RN reconfiguration procedure.

For DC, PCell supports above phases. In addition, the first phase of the radio link failure procedure is supported for PSCell. However, upon detecting RLF on the PSCell, the re-establishment procedure is not triggered at the end of the first phase. Instead, UE shall inform the radio link failure of PSCell to the MeNB.
NOTE:
If the recovery attempt in the second phase fails, the details of the RN behaviour in RRC_IDLE to recover an RRC connection are up to the RN implementation.

	Next change


11
Scheduling and Rate Control

In order to utilise the SCH resources efficiently, a scheduling function is used in MAC. In this subclause, an overview of the scheduler is given in terms of scheduler operation, signalling of scheduler decisions, and measurements to support scheduler operation.
For NB-IoT: 11.1 Basic Scheduler Operation and the uplink buffer status reports part in 11.3 are applicable, and all other subsections of section 11 are not applicable.
	 Next change


18
UE capabilities

RRC signalling carries AS capabilities and NAS signalling carries NAS capabilities. The UE capability information is stored in the MME. In the uplink, no capability information is sent early in e.g. RRCConnectionRequest message. For NB-IoT, multi-tone UE capability indication (IOT bit) and multi-carrier UE capability indication (IOT bit) shall be sent in RRCConnectionRequest message. In the downlink, enquiry procedure of the UE capability is supported.

[image: image5.emf]UE eNB

MME

S1-AP: INITIAL CONTEXT SETUP RESPONSE

S1-AP: INITIAL CONTEXT SETUP REQUEST

<23.401: UE Security Capabilities 

+ 36.331: UE Radio Capability: 

UERadioAccessCapabilityInformation>

RRC: UECapabilityEnquiry

<36.331: RAT-Type>

RRC: UECapabilityInformation

<36.331: RAT-Type + UE-CapabilityRAT-

Container>

eNB decides if more capabilities are needed, e.g. based on

-which other RATs the UE supports

-if such neighbour cells are present

S1-AP: UE CAPABILITY INFO INDICATION

<36.331: UE Radio Capability: 

UERadioAccessCapabilityInformation>

eNB keeps capabilities during RRC CONNECTED state and builds 

one UERadioAccessCapabilityInformation message consisting of all 

known capabilities excluding the UTRAN capability

MME keeps capabilities until 

DETACH or ATTACH (see 23.401, 

5.11.2)


Figure 18-1: Initial UE Capability Handling

The MME stores the UE Radio Capability uploaded in the UE CAPABILITY INFO INDICATION message.

The possible RAT-Types are: EUTRAN, UTRAN, GERAN-PS, GERAN-CS, CDMA2000-1XRTT. The GERAN capability is divided into separate parts. MS Classmark 2 and Classmark 3 are used for CS domain (in both AS and NAS) and MS Radio Access Capability is used for PS domain. The main part of CDMA2000 capabilities is not handled by the eNB or the MME, but is exchanged via tunnelling (see 10.3.2). The small part of CDMA2000 capabilities (for CDMA2000-1XRTT) is needed for the eNB to be able to build messages for the target CDMA2000 RNC (see 10.3.2).

The eNB may acquire the UE capabilities after a Handover completion. The UE capabilities are then uploaded to the MME.

Usually during handover preparation, the source RAN node transfers both the UE source RAT capabilities and the target RAT capabilities to the target RAN node, in order to minimize interruptions and to follow the principles in subclause 10.2.2. The source RAN is not mandated to acquire other RAT capabilities (i.e. other than the source and target RAT capabilities) in order to start a handover preparation. This is described in subclause 19.2.2.5.6. However, there are exceptions to this principle:

-
For handover from GERAN to EUTRAN, due to limitations in GERAN radio interface signalling, source RAT (GERAN) never provides the EUTRA capabilities to the target RAN node.

-
At handover from UTRAN to EUTRAN, it is optional to forward the UTRAN capabilities to the target RAN.
The UTRAN capabilities, i.e. the INTER RAT HANDOVER INFO, include START-CS, START-PS and "predefined configurations", which are "dynamic" IEs. In order to avoid the START values desynchronisation and the key replaying issue, the eNB always enquiry the UE UTRAN capabilities at transition from RRC_IDLE to RRC_CONNECTED and before Handover to UTRAN. The eNB does not upload the UE UTRAN capabilities to the MME.

Due to limitations in radio interface signalling, transfer of EUTRA capabilities is not supported in GERAN.

For a NB-IoT UE that supports User Plane CIoT EPS optimisation (see TS 24.301 [20]), the procedure in Figure 18-1 is applicable except that RAT-Types and handover are not supported.

For a UE that supports Control Plane CIoT EPS optimisation (see TS 24.301 [20]), the MME may initiate Connection Establishment Indication procedure to provide UE Radio Capability to the eNB after receiving INITIAL UE MESSAGE message. If the UE Radio Capability is not included in the procedure, this may trigger the eNB to request the UE Radio Capability from the UE and to provide it to the MME in the UE CAPABILITY INFO INDICATION message. The detailed procedure is defined in TS 36.413 [15].
	 End of changes
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