3GPP TSG RAN WG2 Meeting #95


R2-164981
Gothenburg, Sweden, August 22nd – 26th, 2016
Title:
Draft Reply LS on ECID positioning for TDD
Response to:
R1-161518 LS on ECID positioning for TDD
Release:
Release 13
Work Item:
TEI13
Source:
RAN WG2
To:
RAN WG1, RAN WG4
Cc:
RAN WG3, RAN WG5
Contact Person:


Name: Haiyang Quan (CATT)

E-mail Address:
quanhaiyang@catt.cn
Attachments:


1. Overall Description:

RAN1 requested RAN2 to take the following RAN1 agreements on ECID positioning for TDD into account:
· On UE Rx-Tx time difference in TS36.214 for TDD:

· When reporting UE Rx-Tx time difference (specified in TS36.214), both UE Behavior 1 and UE Behavior 2 are possible implementations in RAN1 perspective until Rel-12.

· From Rel-13, it is clarified UE Behavior 1 is the behavior to be captured in meeting minute.

· No need to update the RAN1 specification
· On Type 1 Timing advance (T_{ADV}) in TS36.214 for TDD:
· When reporting Type 1 T_{ADV} (specified in TS36.214), both eNB Behavior 1 and eNB Behavior 2 are possible implementations in RAN1 perspective until Rel-12.

· From Rel-13, it is clarified eNB Behavior 1 is the behavior to be captured in meeting minute.

· No need to update the RAN1 specification
In order to be applicable for all cases and avoid specification modification, it is proposed by RAN2 that UE should always report UE Rx-Tx time difference measurement with
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(i.e. UE Behaviour 1), and eNB should always report Type 1 Timing advance measurement with (i.e. eNB Behaviour 1), even for Rel-12 and earlier.
RAN2 also noticed that a new mapping table for UE Rx-Tx time difference measurement report was proposed and agreed in RAN4 from Rel-13. And the CR was approved in last RAN plenary, but it has not been implemented in specification due to wrong specification version. It was assumed that the modifications in the CR are correct which would be agreed in next RAN meeting during RAN2 discussion. In order to avoid the received node misunderstanding the measurement results according to a wrong mapping table, RAN2 agree:
· For reporting UE Rx – Tx time difference measurement via both LPP and RRC, Rel-13 and later TDD UEs should report two measurement results, i.e. a legacy measurement result with the old mapping table and an extended measurement result with the new mapping table. If two UE Rx – Tx time difference measurement results are received by E-SMLCs or eNBs, the extended measurement result would be used according to the new mapping table.
2. Actions:

To RAN WG1, RAN WG4
ACTION: 
RAN2 respectfully requests RAN1 and RAN4 to take the above information into account.
3. Date of Next RAN2 Meetings:

RAN2#95bis
10th – 14th October 2016
Kaohsiung, Taiwan
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