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1. Introduction
RAN2 discussed uplink bearer aspects last meeting (RAN2#94), and made some agreements [1]:

	Agreements:

1
Only support split bearer type for Rel-14 eLWA UL.

2 
UE can be configured so that traffic on the UL split bearer can only be submitted for transmission on both, WLAN only or LTE only.

FFS whether we additionally have a threshold like mechanism, e.g. similar to DC.


Even though RAN2 agreed to introduce split bearer type for Rel-14 eLWA UL, the details combination with "DL bearer type" was not discussed.
2. Discussion

As agreed in last meeting, RAN2 agreed to have the UL split LWA bearer type only (with settings LTE, LWA, both) for Rel-14 eLWA.
Rel-13 LWA only allows the combination of {DL split LWA bearer, UL LTE bearer}. Then, the question is in Rel-14 eLWA, do we have something like {DL LTE bearer, UL split LWA bearer}?

If such scenarios (i.e. 6-8 below) are allowed, we would have the following possible combinations:
	
	Combination
	DL
	UL

	1
	LTE bearer
	LTE
	LTE

	2
	LWA DL split bearer + LTE UL (Rel-13)
	LTE+LWA
	LTE

	3
	LWA DL split bearer + LWA UL bearer only on LTE
	LTE+LWA
	LTE

	4
	LWA DL split bearer + LWA UL bearer only on WLAN
	LTE+LWA
	LWA

	5
	LWA DL split bearer + LWA UL bearer split over both LTE and WLAN
	LTE+LWA
	LTE+LWA

	6
	LTE bearer 
+ LWA UL bearer only on LTE
	LTE
	LTE

	7
	LTE bearer 
+ LWA UL bearer only on WLAN
	LTE
	LWA

	8
	LTE bearer 
+ LWA UL bearer split over both LTE and WLAN
	LTE
	LTE+LWA


We think such scenarios (i.e. 6-8 above) are not needed as eNB still performs LTE-only transmission for DL in DL split bearer based on eNB's decision. Also to reduce the number of combination (or implementation option) would be helpful for the implementation complexity. Thus we propose,
Proposal: UL LWA bearer can be configured only if DL is configured with a LWA DL split bearer.
3. Conclusion
Proposal: UL LWA bearer can be configured only if DL is configured with a LWA DL split bearer.
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