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	Reason for change:
	RCLWI can steer traffic on IP-flow level however the current specification mentions only PDN-level traffic steering in some instances.

	
	

	Summary of change:
	Clarifying that traffic can be steered on IP-flow level granularity by removing erroneous mentioning of "PDN connections".
Impact analysis
· Impacted functionality:
RCLWI
· Inter-operability:
No inter-operability problem is foreseen.
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	Other comments:
	


Beginning of changes
22A.2.3
Mobility

A WLAN mobility set is a set of one or more BSSID/HESSID/SSIDs, within which WLAN mobility mechanisms apply while the UE has moved offloadable traffic to WLAN according to a steering command, i.e. the UE may perform mobility between WLAN APs belonging to the mobility set without informing the eNB.

Next change
22A.2.5
Procedure for WLAN Connection Status Reporting

The purpose of the WLAN Connection Status Reporting procedure is to provide feedback to the eNB related to the WLAN status and operation. The WLAN Connection Status Reporting procedure supports the following indications:

1.
Failure of establishing/maintaining a WLAN connection.

When a UE configured to offload to WLAN becomes unable to establish or continue WLAN offloading, the UE sends the WLANConnectionStatusReport message to indicate to the eNB that the WLAN connection failed and the UE moves all the offloaded traffic to E-UTRAN (see TS 24.302 [67]).

The criteria to determine WLAN connection failure is left for UE implementation.
End of changes

