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	Reason for change:
	During RAN2#93bis, a LS from RAN1 on “ECID Positioning for TDD” was received (R2-162108). This LS clarified that two possible UE behaviours for the UE Rx-Tx Time Difference measurement for TDD are possible:

1. The reporting includes 
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(i.e. UE reports 
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2. The reporting does not include 
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(i.e. UE reports 
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According to RAN1 agreement, for Rel-12 and earlier, both UE behaviourabove are possible (existing) implementations. However, for Rel‑13, the UE Rx-Tx Time Difference measurement for TDD should be according to behaviour 1 above (i.e., UE reports 
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So for Rel-13 TDD UE, the measurement results shall include
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And a new mapping table for UE Rx-Tx time difference measurement report was agreed by RAN4 from Rel-13. 
In order to avoid ambiguity for the UE Rx-Tx time difference measurement report mapping for TDD, it requires Rel-13 TDD UE which supporting this measurement shall support to report the measurement result including 
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according to the new mapping table defined by RAN4.

	
	

	Summary of change:
	A clarification is added to indicate that “For this release TDD UE which supporting UE Rx-Tx time difference measurements, it shall support to report UE Rx-Tx time difference measurement result including NTAoffset according to EUTRAN TDD Rx-Tx time difference report mapping as specified in TS 36.133[16]”.
Impact analysis

Impacted functionality: 

E-CID UE Rx-Tx Time Difference measurement report for TDD. 

Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, there are no interoperability issues. The UE Rx-Tx Time Difference measurement for TDD may be inefficient. 
2. If the UE is implemented according to the CR and the network is not, there are no interoperability issues. The UE Rx-Tx Time Difference measurement for TDD may be may be inefficient.


	
	

	Consequences if not approved:
	The eNB cannot identify whether reporting UE Rx-Tx time difference measurement results with new mapping table for the UE is supported without any restriction.
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	Other comments:
	


---------------------------------------------------------------Start of Change----------------------------------------------------
4.3.15.4
ue-Rx-TxTimeDiffMeasurements-r11
This parameter defines whether the UE supports Rx - Tx time difference measurements as specified in TS 36.331 [5] and TS 36.355 [13]. For this release TDD UE which supporting UE Rx-Tx time difference measurements, it shall support to report UE Rx-Tx time difference measurement result including NTAoffset according to EUTRAN TDD Rx-Tx time difference report mapping as specified in TS 36.133[16].
---------------------------------------------------------------End of Change----------------------------------------------------
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