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3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Anchor carrier: In NB-IoT, a carrier where the UE assumes that NPSS/NSSS/NPBCH/SIB-NB are transmitted.
Bandwidth Reduced: Refers to operation in downlink and uplink with a limited channel bandwidth of 6 PRBs.

Cellular IoT EPS Optimisation: Provides improved support of small data transfer, as defined in TS 24.301 [35].
Commercial Mobile Alert System: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers to CMAS capable UEs.
Common access barring parameters: The common access barring parameters refer to the access class barring parameters that are broadcast in SystemInformationBlockType2 outside the list of PLMN specific parameters (i.e. in ac-BarringPerPLMN-List).
Control plane CIoT EPS optimisation: Enables support of efficient transport of user data (IP, non-IP or SMS) over control plane via the MME without triggering data radio bearer establishment, as defined in TS 24.301 [35].
CSG member cell: A cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN and for which the CSG whitelist of the UE includes an entry comprising cell's CSG ID and the respective PLMN identity.

Dual Connectivity: A UE in RRC_CONNECTED is configured with Dual Connectivity when configured with a Master and a Secondary Cell Group.

EU-Alert: Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Field: The individual contents of an information element are referred as fields.

Floor: Mathematical function used to 'round down' i.e. to the nearest integer having a lower or equal value.

Information element: A structural element containing a single or multiple fields is referred as information element.

Korean Public Alert System (KPAS): Public Warning System that delivers Warning Notifications provided by Warning Notification Providers using the same AS mechanisms as defined for CMAS.

Master Cell Group: For a UE not configured with DC, the MCG comprises all serving cells. For a UE configured with DC, the MCG concerns a subset of the serving cells comprising of the PCell and zero or more secondary cells.
MBMS service: MBMS bearer service as defined in TS 23.246 [56] (i.e. provided via an MRB or an SC-MRB).

NB-IoT: NB-IoT allows access to network services via E-UTRA with a channel bandwidth limited to 180 kHz.

NB-IoT UE: A UE that uses NB-IoT.
Non-anchor carrier: In NB-IoT, a carrier where the UE does not assume that NPSS/NSSS/NPBCH/SIB-NB are transmitted.
Primary Cell: The cell, operating on the primary frequency, in which the UE either performs the initial connection establishment procedure or initiates the connection re-establishment procedure, or the cell indicated as the primary cell in the handover procedure.

Primary Secondary Cell: The SCG cell in which the UE is instructed to perform random access when performing the SCG change procedure.
Primary Timing Advance Group: Timing Advance Group containing the PCell or the PSCell.
PUCCH SCell: An SCell configured with PUCCH.

Secondary Cell: A cell, operating on a secondary frequency, which may be configured once an RRC connection is established and which may be used to provide additional radio resources.

Secondary Cell Group: For a UE configured with DC, the subset of serving cells not part of the MCG, i.e. comprising of the PSCell and zero or more other secondary cells.
Secondary Timing Advance Group: Timing Advance Group neither containing the PCell nor the PSCell. A secondary timing advance group contains at least one cell with configured uplink.

Serving Cell: For a UE in RRC_CONNECTED not configured with CA/ DC there is only one serving cell comprising of the primary cell. For a UE in RRC_CONNECTED configured with CA/ DC the term 'serving cells' is used to denote the set of one or more cells comprising of the primary cell and all secondary cells.
Sidelink: UE to UE interface for sidelink communication, V2X sidelink communication and sidelink discovery. The sidelink corresponds to the PC5 interface as defined in TS 23.303 [68].

Sidelink communication: AS functionality enabling ProSe Direct Communication as defined in TS 23.303 [68], between two or more nearby UEs, using E-UTRA technology but not traversing any network node. In this version, the terminology “sidelink communication” without “V2X” prefix only concerns PS unless specifically stated otherwise.
Sidelink discovery: AS functionality enabling ProSe Direct Discovery as defined in TS 23.303 [68], using E-UTRA technology but not traversing any network node.
User plane CIoT EPS optimisation: Enables support for change from EMM-IDLE mode to EMM-CONNECTED mode without the need for using the Service Request procedure, as defined in TS 24.301 [35].

Timing Advance Group: A group of serving cells that is configured by RRC and that, for the cells with an UL configured, use the same timing reference cell and the same Timing Advance value. A Timing Advance Group only includes cells of the same cell group i.e. it either includes MCG cells or SCG cells.

V2X Sidelink communication: AS functionality enabling V2X Communication as defined in TS 23.285 [78], between nearby UEs, using E-UTRA technology but not traversing any network node.
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6.3.8
Sidelink information elements

<Text removed here>

–
SL-CommResourcePool
The IE SL-CommResourcePool specifies the configuration information for an individual pool of resources for sidelink communication. The IE covers the configuration of both the sidelink control information and the data.

SL-CommResourcePool information element

-- ASN1START

SL-CommTxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListExt-r13 ::=
SEQUENCE (SIZE (1..maxSL-TxPool-v1310)) OF SL-CommResourcePool-r12
SL-CommRxPoolList-r12 ::=

SEQUENCE (SIZE (1..maxSL-RxPool-r12)) OF SL-CommResourcePool-r12

SL-CommTxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-TxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommRxPoolListV2X-r14 ::=

SEQUENCE (SIZE (1..maxSL-V2X-RxPool-r14)) OF SL-CommResourcePoolV2X-r14

SL-CommResourcePool-r12 ::=

SEQUENCE {


sc-CP-Len-r12





SL-CP-Len-r12,


sc-Period-r12





SL-PeriodComm-r12,


sc-TF-ResourceConfig-r12


SL-TF-ResourceConfig-r12,


data-CP-Len-r12





SL-CP-Len-r12,


dataHoppingConfig-r12



SL-HoppingConfigComm-r12,

ue-SelectedResourceConfig-r12


SEQUENCE {



data-TF-ResourceConfig-r12



SL-TF-ResourceConfig-r12,



trpt-Subset-r12





SL-TRPT-Subset-r12 
OPTIONAL
-- Need OP

}















OPTIONAL, 
-- Need OR


rxParametersNCell-r12



SEQUENCE {



tdd-Config-r12




TDD-Config




OPTIONAL, 
-- Need OP


syncConfigIndex-r12


INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


txParameters-r12




SEQUENCE {



sc-TxParameters-r12



SL-TxParameters-r12,



dataTxParameters-r12


SL-TxParameters-r12


} 















OPTIONAL, 
-- Cond Tx

...,


[[
priorityList-r13



SL-PriorityList-r13


OPTIONAL 
-- Cond Tx


]]
}

SL-CommResourcePoolV2X-r14 ::=

SEQUENCE {


sl-OffsetIndicator-r14



SL-OffsetIndicator-r12

OPTIONAL, 
-- Need OR

sl-Subframe-r14





SubframeBitmapSL-r14,


adjacencyPSCCH-PSSCH-r14


BOOLEAN





OPTIONAL,
-- Need OR


sizeSubchannel-r14




ENUMERATED {











n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,










n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,











spare10, spare9, spare8, spare7, spare6, spare5, spare4, 











spare3, spare2, spare1},

numSubchannel-r14




ENUMERATED {n1, n3, n5, n10, n15, n20, spare2, spare1},


startRB-Subchannel-r14



INTEGER (0..99),

startRB-PSCCH-Pool-r14



INTEGER (0..99)



OPTIONAL, 
-- Need OR


rxParametersNCell-r14



SEQUENCE {



tdd-Config-r14




TDD-Config




OPTIONAL, 
-- Need OP



syncConfigIndex-r14



INTEGER (0..15)


} 















OPTIONAL, 
-- Need OR


dataTxParameters-r14



SL-TxParameters-r12


OPTIONAL, 
-- Cond Tx


zoneID-r14






INTEGER (0..7) 



OPTIONAL, 
-- Need OR,

...

}

SL-TRPT-Subset-r12 ::=


BIT STRING (SIZE (3..5))
-- ASN1STOP

	SL-CommResourcePool field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE shall always transmit PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or in non-adjacent RBs (indicated by FALSE) (see TS 36.213 [23]). This field is present only when a pool is configured such that a UE transmits PSCCH and the associated PSSCH in the same subframe.

	numSubchannel
indicates the number of subchannels in the corresponding resource pool (see TS 36.213 [23]).

	sc-Period
Indicates the period over which resources are allocated in a cell for SC and over which scheduled and UE selected data transmissions occur, see PSCCH period in TS 36.213 [23]. Value in number of subframes. Value sf40 corresponds to 40 subframes, sf80 corresponds to 80 subframes and so on. E-UTRAN configures values sf40, sf80, sf160 and sf320 for FDD and for TDD config 1 to 5, values sf70, sf140 and sf280 for TDD config 0, and finally values sf60, sf120 and sf240 for TDD config 6.

	sizeSubchannel
Indicates the number of PRBs of each subchannel in the corresponding resource pool (see TS 36.213 [23]). The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. The values {n5, n6, n10, n15, n20, n25, n50, n75, n100} apply to the case of adjacencyPSCCH-PSSCH set to TRUE; the values { n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72, n96} apply to the case of adjacencyPSCCH-PSSCH set to FALSE, This description is also applicable to the field sizeSubchannel in IE SL-V2X-PreconfigCommPool.

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool, i.e., the starting subframe of the repeating bitmap sl-Subframe, within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool (see TS 36.213 [23]). This field is absent when a pool is (pre)configured such that a UE always transmits SC and data in adjacent RBs in the same subframe.

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index (see TS 36.213 [23]).

	syncConfigIndex
Indicates the synchronisation configuration that is associated with a reception pool, by means of an index to the corresponding entry of commSyncConfig in SystemInformationBlockType18.

	tdd-Config

TDD configuration associated with the reception pool of the cell indicated by syncConfigIndex. Absence of the field indicates the same duplex mode as the cell providing this field and the same UL/DL configuration as indicated by subframeAssignment in SystemInformationBlockType1 in case of TDD. 

	trpt-Subset

Indicates the subset of T-RPT available (see TS 36.213 [23, 14.1.1.1.1]). Consists of a bitmap which is used to indicate the set of available ‘k’ values to be used for sidelink communication (see TS 36.213 [23, 14.1.1.3]). If T-RPT subset configuration is not signaled/ preconfigured then UE assumes the whole T-RPT set is available.

	zoneID

Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommTxPoolExceptional and v2x-CommRxPool in SIB21 or in mobilityControlInfoV2X. 


	Conditional presence
	Explanation

	Tx
	The field is mandatory present when included in commTxPoolNormalDedicated, commTxPoolNormalDedicatedExt, commTxPoolNormalCommon, commTxPoolNormalCommonExt, commTxPoolExceptional, sc-CommTxConfig, v2x-CommTxPoolNormalCommon, v2x-CommTxPoolExceptional or v2x-CommTxPoolNormalDedicated. Otherwise the field is not present.


	NEXT CHANGE


–
SL-V2X-ConfigDedicated
The IE SL-V2X-ConfigDedicated specifies the dedicated configuration information for V2X sidelink communication. 

< Text removed here>

	SL-V2X-ConfigDedicated field descriptions

	logicalChGroupInfoList
Indicates for each logical channel group the list of associated priorities, used as specified in TS 36.321 [6], in order of increasing logical channel group identity.

	mcs
Indicates the MCS as defined in TS 36.213 [23, 14.2.1]. If not configured, the selection of MCS is up to UE implementation.

	pssch-TxConfigList

Indicates PSSCH TX parameters such as MCS, PRB number, retransmission number, which can be associated with the condition of the UE absolute speed and synchronization reference type, as defined in TS 36.213 [23].

	scheduled
Indicates the configuration for the case E-UTRAN schedules the transmission resources based on sidelink specific BSR from the UE.

	thresPSSCH-RSRP-List

Indicates a list of 64 thresholds, and the threshold should be selected based on the priority in the decoded SC and the priority in the SC to be transmitted. A resource is excluded if it is indicated or reserved by a decoded SC and PSSCH RSRP in the associated data resource is above a threshold.

	ue-Selected
Indicates the configuration for the case the UE selects the transmission resources from a pool of resources configured by E-UTRAN. 

	v2x-SchedulingPool

Indicates a pool of resources when E-UTRAN schedules Tx resources for V2X sidelink communications.

	sl-D-RNTI
Indicates the RNTI used for DCI dynamically scheduling sidelink resources for V2X sidelink communication.

	v2x-InterFreqInfoList

Indicates synchronization and resource allocation configurations of other carrier frequencies than the serving carrier frequency for V2X sidelink communication. For inter-carrier scheduled resource allocation, CIF=1 in DCI-5A corresponds to the first entry in this frequency list, CIF=2 corresponds to the second entry, and so on (see TS 36.213 [23]). CIF=0 in DCI-5A corresponds to the frequency where the DCI is received. In this version, only one carrier frequency is supported for V2X sidelink communication.
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