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1
Introduction
The work on eDECOR has now been finalized at SA2#116 meeting. The new Rel 14 eDECOR functionalities are (refer to [1], [2]):
· UE assisted DCN selection

· Load balancing over DCNs

· Congestion control per DCN (NAS level)
· DCN-ID change in CN due to re-configuration: using P-TMIS/GUTI Relocation
This paper discusses the RAN impact for supporting of the new eDECOR functionalities.
2
Discussion
2.1 UE assisted DCN selection in eDECOR

Related to “UE assisted DCN selection”, it has been agreed that (refer to [1]):

This feature is to reduce the need for DECOR reroute by using an indication (DCN-ID) sent from the UE and used by RAN to select the correct DCN. The DCN-ID shall be assigned to the UE by the serving PLMN and is stored in the UE per PLMN ID. Both standardized and operator specific values for DCN-ID are possible. The UE shall use the PLMN specific DCN-ID whenever a PLMN specific DCN-ID is stored for the target PLMN.

The HPLMN may provision the UE with a single default standardized DCN-ID which shall be used by the UE only if the UE has no PLMN specific DCN-ID of the target PLMN. When a UE configuration is changed with a new default standardized DCN-ID, the UE shall delete all stored PLMN specific DCN-IDs.
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Figure 5.19.2-1: Attach,TAU and RAU procedure for Dedicated Core Network

In the above Attach procedure [2], the new handling related to UE assisted DCN selection has impacts on RAN:
· In the RRC Connection Complete message transferring the NAS Request message, the UE provides the DCN-ID, if available. If the UE has a PLMN specific DCN-ID the UE shall provide this value and if no PLMN specific DCN-ID exist the pre-provisioned default standardized DCN-ID shall be provided, if pre-provisioned in the UE. The RAN node selects a DCN and a serving MME/SGSN within the network of the selected core network operator based on the DCN-ID and configuration in the RAN node. The NAS Request message is sent to the selected node. The DCN-ID is provided by the RAN to the MME/SGSN together with the NAS Request message.

· The MME/SGSN sends the DCN-ID, if available, for the DCN to the UE in the NAS Accept message. The UE updates its stored DCN-ID parameter for the serving PLMN if DCN-ID for serving PLMN is changed.
2.1.1 Impact on RRC (in RAN2 scope, apply to both UTRAN and EUTRAN)
According to the specification in [1], UE is assigned with a DCN-ID (either standardized and operator specific values) per PLMN. During the attach procedure, UE shall if support provide the DCN-ID to RAN, if the value is available.
Proposal 1: Include DCN ID in RRCConnectionSetupComplete message in TS 36.331 and TS 25.331.
2.1.2 Impact on S1AP

When eNB receives the DCN-ID from the UE, it shall if support select the serving MME based on the DCN-ID and provide the DCN-ID to MME in NAS Request message, i.e. in INITIAL UE MESSAGE.
2.1.3 Impact on RANAP
The similar changes are needed for TS 25.413.
2.2 Load balancing over DCNs in eDECOR

Related to load balancing in eDECOR, it has been agreed that (refer to [1]):
When DCNs are used, load balancing by eNodeB is only performed between MMEs that belong to the same DCN within the same MME pool area, i.e. MMEs with the same PLMN and MMEGI value. When an MME serves multiple DCNs and one DCN is supported by multiple MMEs, in order to achieve load balancing across the MMEs of the same MME pool area supporting the same DCN, each DCN supported by this MME may have its own Weight Factor (Weight Factor per DCN). The Weight Factor per DCN is set according to the capacity of an MME node for a specific DCN relative to other MME nodes’ capacity for that DCN within the same MME pool area. The eNB is provided with per DCN Weight Factors, if any, by the connected MMEs at the set-up of the S1 connection. The DCN Load Balancing functionality permits UEs that are entering into a pool area or being re-directed to an appropriate DCN to be distributed in a manner that achieves load balancing between the CN nodes of the same DCN. The eNodeB may be configured to select MME(s) from a specific CN for UEs configured for low access priority only for the case that no other information and configuration is available for selecting an MME from a specific DCN.
2.2.1 Impact on S1AP

MME shall if support provide for each DCN supported by this MME a Weight Factor (Weight Factor per DCN) during S1 setup.
2.3 Congestion Control and DCN-ID change in CN due to re-configuration in eDECOR

The congestion control in eDECOR is at NAS level congestion control while CN is suggested to use the reject procedure to handle the congestion situation. RAN impact is not expected.
Regarding to DCN-ID change, the new DCN-ID shall be included in the GUTI Reallocation Command/P-TMSI Reallocation Command and it is between CN and UE. 

3
Proposals
Proposal 1: Include DCN ID in RRCConnectionSetupComplete message in TS 36.331 and TS 25.331.
5
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