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	Reason for change:
	simultaneousPUCCH-PUSCH-r10 is only for simultaneous transmission of PUCCH and PUSCH in Licensed spectrum.


	
	

	Summary of change:
	Clarify that simultaneousPUCCH-PUSCH-r10 is only applicable to simultaneous transmission of PUCCH and PUSCH in licensed spectruml.
Impact Analysis

Impacted functionality

UE capacity
Inter-operability

If the network is implemented according to the CR and the UE is not, then no problem can be foreseen. 
If the UE is implemented according to the CR and the network is not, then no problem can be foreseen. 


	
	

	Consequences if not approved:
	The description for UE capability is not complete. 
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	Other comments:
	


4.3.4.12
simultaneousPUCCH-PUSCH-r10

This field defines whether the UE baseband supports simultaneous transmission of PUCCH and PUSCH, and is band agnostic. If the UE indicates support of baseband capability for simultaneous transmission of PUCCH and PUSCH using this field, and if the UE indicates support of RF capability for non-contiguous UL resource allocation within a component carrier for a particular E-UTRA radio frequency band, then the UE supports simultaneous transmission of PUCCH and PUSCH within each component carrier of the band. If the UE indicates support of baseband capability for simultaneous transmission of PUCCH and PUSCH using this field, and if the UE indicates support of carrier aggregation in UL, then the UE supports simultaneous transmission of PUCCH and PUSCH across any UL component carriers which the UE can aggregate. If the UE supports DC, this field is applicable within a CG. If the UE supports LAA SCell, this field is applicable within the licensed spectrum. 
