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	Reason for change:
	According to the specification in section 5.5.2.5, if the UE receives the field 
carrierFreq-r13 in IE MeasObjectWLAN-r13 then it reconfigures any existing values with the values received.
However, with regards to the handling of the values received in IE WLAN-CarrierInfo-r13 the currently specified Need ON for these fields is not applicable as the entire WLAN carrier information list needs to be sent by the network, everytime it wants to modify anything, and any existing list in the UE needs to be completely overwritten by the new list received by the UE. 
WLAN-CarrierInfo-r13 ::=

SEQUENCE {


operatingClass-r13

INTEGER (0..255)

OPTIONAL,
-- Need ON

countryCode-r13


ENUMERATED {unitedStates, europe, japan, global, ...}
OPTIONAL,
-- Need ON

channelNumbers-r13

WLAN-ChannelList-r13
OPTIONAL,
-- Need ON

...

}

Therefore, the current Need ON for the fields in IE WLAN-CarrierInfo-r13 needs to be corrected to Need OR. Otherwise, the handling of the values received in IE WLAN-CarrierInfo-r13 may result in erroneous configuration of the WLAN carrier information list.


	
	

	Summary of change:
	Need ON for the fields in IE WLAN-CarrierInfo-r13 has been corrected to Need OR.
Impact Analysis

Impacted functionality

WLAN measurement configuration.
Inter-operability

1. If the network is implemented according to the CR and the UE is not, then the UE and the network may maintain erroneous configuration of the WLAN carrier information list.
2. If the UE is implemented according to the CR and the network is not, then the UE and the network may maintain erroneous configuration of the WLAN carrier information list.


	
	

	Consequences if not approved:
	 The handling of the values received in IE WLAN-CarrierInfo-r13 may result in  

 erroneous configuration of the WLAN carrier information list.
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6.3.5
Measurement information elements

<Text omitted>

–
WLAN-CarrierInfo
The IE WLAN-CarrierInfo is used to identify the WLAN frequency band information, as specified in Annex E in [67].

WLAN-CarrierInfo information element
-- ASN1START

WLAN-CarrierInfo-r13 ::=

SEQUENCE {


operatingClass-r13

INTEGER (0..255)


OPTIONAL,
-- Need OR

countryCode-r13


ENUMERATED {unitedStates, europe, japan, global, ...}
OPTIONAL,
-- Need OR

channelNumbers-r13

WLAN-ChannelList-r13

OPTIONAL,
-- Need OR

...

}

WLAN-ChannelList-r13 ::=
SEQUENCE (SIZE (1..maxWLAN-Channels-r13)) OF WLAN-Channel-r13

WLAN-Channel-r13 ::=
INTEGER(0..255)

-- ASN1STOP

	WLAN-CarrierInfo field descriptions

	channelNumbers
Indicates the WLAN channels as defined in IEEE 802.11-2012 [67]. Value 0 is not used.

	countryCode

Indicates the country code of WLAN as defined in IEEE 802.11-2012 [67].

	operatingClass
Indicates the Operating Class of WLAN as defined in IEEE 802.11-2012 [67].
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