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First change

5.3.3.3
Actions related to transmission of RRCConnectionRequest message

The UE shall set the contents of RRCConnectionRequest message as follows:

1>
set the ue-Identity as follows:

2>
if upper layers provide an S-TMSI:

3>
set the ue-Identity to the value received from upper layers;

2>
else:

3>
draw a random value in the range 0 .. 240-1 and set the ue-Identity to this value;

NOTE 1:
Upper layers provide the S-TMSI if the UE is registered in the TA of the current cell.

1>
if the UE supports mo-VoiceCall establishment cause and UE is establishing the RRC connection for mobile originating MMTEL voice or mobile originating MMTEL video and SystemInformationBlockType2 includes voiceServiceCauseIndication: 
2>
set the establishmentCause to mo-VoiceCall;
1>
else:

2>
set the establishmentCause in accordance with the information received from upper layers;

1>
if the UE is a NB-IoT UE:

2>
if the UE supports multi-tone transmission, include multiToneSupport;
2>
if the UE supports multi-carrier operation, include multiCarrierSupport;
The UE shall submit the RRCConnectionRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.

5.3.3.3a
Actions related to transmission of RRCConnectionResumeRequest message
The UE shall set the contents of RRCConnectionResumeRequest message as follows:

1>
if the UE is a NB-IoT UE; or
1>
if field useFullResumeID is signalled in SystemInformationBlockType2:
2>
set the resumeID to the stored resumeIdentity;

1>
else

2>
set the truncatedResumeID to include bits in bit position 9 to 20 and 29 to 40 from the left in the stored resumeIdentity.
1> if the UE supports mo-VoiceCall establishment cause and UE is resuming the RRC connection for mobile originating MMTEL voice or mobile originating MMTEL video and SystemInformationBlockType2 includes voiceServiceCauseIndication: 
2>
set the resumeCause to mo-VoiceCall;
1>
else

2>
set the resumeCause in accordance with the information received from upper layers;
1>
set the shortResumeMAC-I to the 16 least significant bits of the MAC-I calculated:

2>
over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortResumeMAC-Input (or VarShortResumeMAC-Input-NB in NB-IoT);

2>
with the KRRCint key and the previously configured integrity protection algorithm; and

2>
with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
The UE shall submit the RRCConnectionResumeRequest message to lower layers for transmission.

The UE shall continue cell re-selection related measurements as well as cell re-selection evaluation. If the conditions for cell re-selection are fulfilled, the UE shall perform cell re-selection as specified in 5.3.3.5.
Second change
6.3.1
System information blocks

–
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

NOTE:
UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.

SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=

SEQUENCE {


ac-BarringInfo





SEQUENCE {



ac-BarringForEmergency



BOOLEAN,



ac-BarringForMO-Signalling


AC-BarringConfig



OPTIONAL,
-- Need OP



ac-BarringForMO-Data



AC-BarringConfig



OPTIONAL
-- Need OP


}

















OPTIONAL,
-- Need OP


radioResourceConfigCommon


RadioResourceConfigCommonSIB,


ue-TimersAndConstants



UE-TimersAndConstants,


freqInfo






SEQUENCE {



ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL,
-- Need OP



ul-Bandwidth





ENUMERATED {n6, n15, n25, n50, n75, n100}




















OPTIONAL,
-- Need OP



additionalSpectrumEmission


AdditionalSpectrumEmission


},


mbsfn-SubframeConfigList


MBSFN-SubframeConfigList


OPTIONAL, 
-- Need OR


timeAlignmentTimerCommon


TimeAlignmentTimer,


...,


lateNonCriticalExtension

OCTET STRING (CONTAINING SystemInformationBlockType2-v8h0-IEs)





OPTIONAL,


[[
ssac-BarringForMMTEL-Voice-r9

AC-BarringConfig



OPTIONAL,
-- Need OP



ssac-BarringForMMTEL-Video-r9

AC-BarringConfig



OPTIONAL
-- Need OP


]],


[[
ac-BarringForCSFB-r10



AC-BarringConfig


OPTIONAL
-- Need OP


]],


[[
ac-BarringSkipForMMTELVoice-r12

ENUMERATED {true}


OPTIONAL,
 -- Need OP



ac-BarringSkipForMMTELVideo-r12

ENUMERATED {true}


OPTIONAL,
 -- Need OP



ac-BarringSkipForSMS-r12


ENUMERATED {true}


OPTIONAL,
 -- Need OP


ac-BarringPerPLMN-List-r12


AC-BarringPerPLMN-List-r12
OPTIONAL
-- Need OP

]],


[[
voiceServiceCauseIndication-r12

ENUMERATED {true}


OPTIONAL
-- Need OP


]],


[[
acdc-BarringForCommon-r13


ACDC-BarringForCommon-r13

OPTIONAL,
-- Need OP



acdc-BarringPerPLMN-List-r13

ACDC-BarringPerPLMN-List-r13
OPTIONAL
-- Need OP


]],


[[



udt-RestrictingForCommon-r13


UDT-Restricting-r13



OPTIONAL,
-- Need OR



udt-RestrictingPerPLMN-List-r13

UDT-RestrictingPerPLMN-List-r13
OPTIONAL,
-- Need OR


cIoT-EPS-OptimisationInfo-r13

CIOT-EPS-OptimisationInfo-r13 
OPTIONAL,
-- Need OP



useFullResumeID-r13




ENUMERATED {true}



OPTIONAL
-- Need OP


]]

}

SystemInformationBlockType2-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList



SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission
OPTIONAL,
-- Need OR


nonCriticalExtension


SystemInformationBlockType2-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType2-v9e0-IEs ::= SEQUENCE {


ul-CarrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0

OPTIONAL,
-- Cond ul-FreqMax


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

AC-BarringConfig ::=



SEQUENCE {


ac-BarringFactor




ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,












p50, p60, p70, p75, p80, p85, p90, p95},


ac-BarringTime





ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},


ac-BarringForSpecialAC



BIT STRING (SIZE(5))

}

MBSFN-SubframeConfigList ::= 

SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

AC-BarringPerPLMN-List-r12 ::= 

SEQUENCE (SIZE (1.. maxPLMN-r11)) OF AC-BarringPerPLMN-r12
AC-BarringPerPLMN-r12 ::=


SEQUENCE {


plmn-IdentityIndex-r12




INTEGER (1..maxPLMN-r11),

ac-BarringInfo-r12





SEQUENCE {


ac-BarringForEmergency-r12


BOOLEAN,



ac-BarringForMO-Signalling-r12

AC-BarringConfig
OPTIONAL,
-- Need OP



ac-BarringForMO-Data-r12


AC-BarringConfig
OPTIONAL
-- Need OP

}














OPTIONAL,
-- Need OP

ac-BarringSkipForMMTELVoice-r12

ENUMERATED {true}

OPTIONAL,
-- Need OP


ac-BarringSkipForMMTELVideo-r12

ENUMERATED {true}

OPTIONAL,
-- Need OP


ac-BarringSkipForSMS-r12


ENUMERATED {true}

OPTIONAL,
-- Need OP

ac-BarringForCSFB-r12



AC-BarringConfig

OPTIONAL,
-- Need OP

ssac-BarringForMMTEL-Voice-r12

AC-BarringConfig

OPTIONAL,
-- Need OP

ssac-BarringForMMTEL-Video-r12

AC-BarringConfig

OPTIONAL
-- Need OP
}

ACDC-BarringForCommon-r13 ::=


SEQUENCE {


acdc-HPLMNonly-r13




BOOLEAN,


barringPerACDC-CategoryList-r13



BarringPerACDC-CategoryList-r13

}

ACDC-BarringPerPLMN-List-r13 ::= 

SEQUENCE (SIZE (1.. maxPLMN-r11)) OF ACDC-BarringPerPLMN-r13

ACDC-BarringPerPLMN-r13 ::=


SEQUENCE {


plmn-IdentityIndex-r13



INTEGER (1..maxPLMN-r11),


acdc-OnlyForHPLMN-r13




BOOLEAN,


barringPerACDC-CategoryList-r13



BarringPerACDC-CategoryList-r13

}

BarringPerACDC-CategoryList-r13 ::= SEQUENCE (SIZE (1..maxACDC-Cat-r13)) OF BarringPerACDC-Category-r13

BarringPerACDC-Category-r13 ::= SEQUENCE {


acdc-Category-r13



INTEGER (1..maxACDC-Cat-r13),


acdc-BarringConfig-r13


SEQUENCE {



ac-BarringFactor-r13


ENUMERATED {












p00, p05, p10, p15, p20, p25, p30, p40,












p50, p60, p70, p75, p80, p85, p90, p95},



ac-BarringTime-r13



ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512}


}









OPTIONAL
-- Need OP

}

UDT-Restricting-r13
::= SEQUENCE { 

udt-Restricting-r13




ENUMERATED {true}


OPTIONAL, --Need OR


udt-RestrictingTime-r13



ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512} OPTIONAL --Need OR

} 

UDT-RestrictingPerPLMN-List-r13 ::= 
SEQUENCE (SIZE (1..maxPLMN-r11)) OF UDT-RestrictingPerPLMN-r13
UDT-RestrictingPerPLMN-r13 ::= SEQUENCE {


plmn-IdentityIndex-r13




INTEGER (1..maxPLMN-r11),

udt-Restricting-r13





UDT-Restricting-r13

OPTIONAL
--Need OR

}

CIOT-EPS-OptimisationInfo-r13 ::=
SEQUENCE (SIZE (1.. maxPLMN-r11)) OF CIOT-OptimisationPLMN-r13

CIOT-OptimisationPLMN-r13::= SEQUENCE {



up-CIoT-EPS-Optimisation-r13

ENUMERATED {true}


OPTIONAL,
-- Need OP


cp-CIoT-EPS-Optimisation-r13

ENUMERATED {true}


OPTIONAL,
-- Need OP



attachWithoutPDN-Connectivity-r13
ENUMERATED {true}


OPTIONAL
-- Need OP 

}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringFactor

If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…, p95 = 0.95. Values other than p00 can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringForCSFB

Access class barring for mobile originating CS fallback.

	ac-BarringForEmergency

Access class barring for AC 10.

	ac-BarringForMO-Data

Access class barring for mobile originating calls.

	ac-BarringForMO-Signalling

Access class barring for mobile originating signalling.

	ac-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ac-BarringTime

Mean access barring time value in seconds.

	acdc-BarringConfig

Barring configuration for an ACDC category. If the field is absent, access to the cell is considered as not barred for the ACDC category in accordance with subclause 5.3.3.13.

	acdc-Category
Indicates the ACDC category as defined in TS 24.105 [72].

	acdc-OnlyForHPLMN
Indicates whether ACDC is applicable for UEs not in their HPLMN for the corresponding PLMN. TRUE indicates that ACDC is applicable only for UEs in their HPLMN for the corresponding PLMN. FALSE indicates that ACDC is applicable for both UEs in their HPLMN and UEs not in their HPLMN for the corresponding PLMN.

	additionalSpectrumEmission

The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42, table 6.2.4-1]. NOTE 1.

	attachWithoutPDN-Connectivity
If present, the field indicates that attach without PDN connectivity as specified in TS 24.301 [35] is supported for this PLMN.

	barringPerACDC-CategoryList
A list of barring information per ACDC category according to the order defined in TS 22.011 [10]. The first entry in the list corresponds to the highest ACDC category of which applications are the least restricted in access attempts at a cell, the second entry in the list corresponds to the ACDC category of which applications are restricted more than applications of the highest ACDC category in access attempts at a cell, and so on. The last entry in the list corresponds to the lowest ACDC category of which applications are the most restricted in access attempts at a cell.

	cp-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to establish the connection with Control plane CIoT EPS Optimisation, see TS 24.301 [35].

	mbsfn-SubframeConfigList

Defines the subframes that are reserved for MBSFN in downlink. NOTE 1.

	multiBandInfoList

A list of AdditionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1, listed in the same order.

	plmn-IdentityIndex
Index of the PLMN in plmn-IdentityList included in SIB1. Value 1 indicates the PLMN listed 1st in plmn-IdentityList included in SIB1. Value 2 indicates the PLMN listed 2nd in plmn-IdentityList included in SIB1 and so on. NOTE 1.

	ssac-BarringForMMTEL-Video

Service specific access class barring for MMTEL video originating calls.

	ssac-BarringForMMTEL-Voice

Service specific access class barring for MMTEL voice originating calls.

	udt-Restricting
Value TRUE indicates that the UE should indicate to the higher layers to restrict unattended data traffic TS 22.101 [77] irrespective of the UE being in RRC_IDLE or RRC_CONNECTED. The UE shall not indicate to the higher layers if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]. 

	udt-RestrictingTime

If present and when the udt-Restricting changes from TRUE, the UE runs a timer for a period equal to rand * udt-RestrictingTime, where rand is a random number drawn that is uniformly distributed in the range 0 ≤ rand < 1 value in seconds. The timer stops if udt-Restricting changes to TRUE. Upon timer expiry, the UE indicates to the higher layers that the restriction is alleviated. 

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth. NOTE 1.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency. NOTE 1.

	up-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to resume the connection with User plane CIoT EPS Optimisation, see TS 24.301 [35].

	useFullResumeID

This field indicates if the UE indicates full resume ID of 40 bits in RRCConnectionResumeRequest.

	voiceServiceCauseIndication
Indicates whether UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL voice calls or for mobile originating MMTEL video calls.


	Conditional presence
	Explanation

	ul-FreqMax
	The field is mandatory present if ul-CarrierFreq (i.e. without suffix) is present and set to maxEARFCN. Otherwise the field is not present.


NOTE 1:
E-UTRAN sets this field to the same value for all instances of SI message that are broadcasted within the same cell.
Third change

6.3.2
Radio resource control information elements
/******** skip**********/
–
RadioResourceConfigDedicated
The IE RadioResourceConfigDedicated is used to setup/modify/release RBs, to modify the MAC main configuration, to modify the SPS configuration and to modify dedicated physical configuration.

RadioResourceConfigDedicated information element

-- ASN1START

RadioResourceConfigDedicated ::=

SEQUENCE {


srb-ToAddModList




SRB-ToAddModList


OPTIONAL, 

-- Cond HO-Conn


drb-ToAddModList




DRB-ToAddModList


OPTIONAL, 

-- Cond HO-toEUTRA


drb-ToReleaseList




DRB-ToReleaseList


OPTIONAL, 

-- Need ON


mac-MainConfig





CHOICE {




explicitValue




MAC-MainConfig,




defaultValue




NULL


}

OPTIONAL,















-- Cond HO-toEUTRA2


sps-Config






SPS-Config 




OPTIONAL,

-- Need ON


physicalConfigDedicated



PhysicalConfigDedicated

OPTIONAL,

-- Need ON


...,


[[
rlf-TimersAndConstants-r9

RLF-TimersAndConstants-r9


OPTIONAL
-- Need ON


]],


[[
measSubframePatternPCell-r10
MeasSubframePatternPCell-r10

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r11


NeighCellsCRS-Info-r11



OPTIONAL
-- Need ON


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12


OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-Info-r13


NeighCellsCRS-Info-r13



OPTIONAL,
-- Cond CRSIM


rlf-TimersAndConstants-r13

RLF-TimersAndConstants-r13


OPTIONAL
-- Need ON


]],


[[
evolte-Configuration-r14

EVoLTE-Configuration-r14


OPTIONAL
-- Need ON

]]
}

RadioResourceConfigDedicatedPSCell-r12 ::=

SEQUENCE {


-- UE specific configuration extensions applicable for an PSCell


physicalConfigDedicatedPSCell-r12

PhysicalConfigDedicated

OPTIONAL,
-- Need ON


sps-Config-r12






SPS-Config




OPTIONAL,
-- Need ON


naics-Info-r12






NAICS-AssistanceInfo-r12
OPTIONAL,
-- Need ON

...,


[[
neighCellsCRS-InfoPSCell-r13

NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON


]]
}

RadioResourceConfigDedicatedSCG-r12 ::=

SEQUENCE {


drb-ToAddModListSCG-r12



DRB-ToAddModListSCG-r12


OPTIONAL, 
-- Need ON

mac-MainConfigSCG-r12



MAC-MainConfig




OPTIONAL,
-- Need ON

rlf-TimersAndConstantsSCG-r12

RLF-TimersAndConstantsSCG-r12
OPTIONAL,
-- Need ON

...

}
RadioResourceConfigDedicatedSCell-r10 ::=
SEQUENCE {


-- UE specific configuration extensions applicable for an SCell


physicalConfigDedicatedSCell-r10

PhysicalConfigDedicatedSCell-r10
OPTIONAL,
-- Need ON


...,


[[
mac-MainConfigSCell-r11


MAC-MainConfigSCell-r11


OPTIONAL
-- Cond SCellAdd


]],


[[
naics-Info-r12



NAICS-AssistanceInfo-r12

OPTIONAL
-- Need ON


]],


[[
neighCellsCRS-InfoSCell-r13


NeighCellsCRS-Info-r13

OPTIONAL
-- Need ON

]]
}

SRB-ToAddModList ::=



SEQUENCE (SIZE (1..2)) OF SRB-ToAddMod

SRB-ToAddMod ::=
SEQUENCE {


srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

DRB-ToAddModList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddMod
DRB-ToAddModListSCG-r12 ::=

SEQUENCE (SIZE (1..maxDRB)) OF DRB-ToAddModSCG-r12

DRB-ToAddMod ::=
SEQUENCE {


eps-BearerIdentity




INTEGER (0..15)


OPTIONAL,

-- Cond DRB-Setup


drb-Identity





DRB-Identity,


pdcp-Config






PDCP-Config



OPTIONAL,

-- Cond PDCP


rlc-Config






RLC-Config



OPTIONAL,

-- Cond SetupM

logicalChannelIdentity



INTEGER (3..10)


OPTIONAL,

-- Cond DRB-SetupM

logicalChannelConfig



LogicalChannelConfig
OPTIONAL,

-- Cond SetupM

...,


[[
drb-TypeChange-r12




ENUMERATED {toMCG}

OPTIONAL,

-- Need OP


rlc-Config-v1250




RLC-Config-v1250

OPTIONAL

-- Need ON

]],


[[
rlc-Config-v1310




RLC-Config-v1310

OPTIONAL,

-- Need ON


drb-TypeLWA-r13





BOOLEAN




OPTIONAL,

-- Need ON


drb-TypeLWIP-r13




ENUMERATED {lwip, lwip-DL-only,











 lwip-UL-only, eutran}

OPTIONAL

-- Need ON

]]
}

DRB-ToAddModSCG-r12 ::=
SEQUENCE {


drb-Identity-r12




DRB-Identity,


drb-Type-r12





CHOICE {



split-r12






NULL,



scg-r12







SEQUENCE {




eps-BearerIdentity-r12



INTEGER (0..15)
OPTIONAL,
-- Cond DRB-Setup




pdcp-Config-r12





PDCP-Config

OPTIONAL
-- Cond PDCP-S


}


}














OPTIONAL,
-- Cond SetupS2


rlc-ConfigSCG-r12




RLC-Config



OPTIONAL,
-- Cond SetupS


rlc-Config-v1250





RLC-Config-v1250


OPTIONAL,
-- Need ON

logicalChannelIdentitySCG-r12

INTEGER (3..10)


OPTIONAL,
-- Cond DRB-SetupS


logicalChannelConfigSCG-r12


LogicalChannelConfig
OPTIONAL,
-- Cond SetupS


...

}

DRB-ToReleaseList ::=



SEQUENCE (SIZE (1..maxDRB)) OF DRB-Identity

MeasSubframePatternPCell-r10 ::=

CHOICE {


release







NULL,


setup






MeasSubframePattern-r10

}

NeighCellsCRS-Info-r11 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r11

}

CRS-AssistanceInfoList-r11 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r11

CRS-AssistanceInfo-r11 ::= SEQUENCE {


physCellId-r11





PhysCellId,


antennaPortsCount-r11



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r11

MBSFN-SubframeConfigList,


...

}
NeighCellsCRS-Info-r13 ::=

CHOICE {


release






NULL,


setup






CRS-AssistanceInfoList-r13
}

CRS-AssistanceInfoList-r13 ::=
SEQUENCE (SIZE (1..maxCellReport)) OF CRS-AssistanceInfo-r13
CRS-AssistanceInfo-r13 ::= SEQUENCE {


physCellId-r13





PhysCellId,


antennaPortsCount-r13



ENUMERATED {an1, an2, an4, spare1},


mbsfn-SubframeConfigList-r13

MBSFN-SubframeConfigList
OPTIONAL,
-- Need ON

...

}
NAICS-AssistanceInfo-r12 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {


neighCellsToReleaseList-r12

NeighCellsToReleaseList-r12


OPTIONAL
,
-- Need ON


neighCellsToAddModList-r12

NeighCellsToAddModList-r12


OPTIONAL,
-- Need ON


servCellp-a-r12




P-a
 






OPTIONAL
-- Need ON

}

}

NeighCellsToReleaseList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF PhysCellId

NeighCellsToAddModList-r12 ::=
SEQUENCE (SIZE (1..maxNeighCell-r12)) OF NeighCellsInfo-r12

NeighCellsInfo-r12
::=

SEQUENCE {


physCellId-r12




PhysCellId,


p-b-r12





INTEGER (0..3),


crs-PortsCount-r12



ENUMERATED {n1, n2, n4, spare},


mbsfn-SubframeConfig-r12

MBSFN-SubframeConfigList



OPTIONAL,
-- Need ON

p-aList-r12




SEQUENCE (SIZE (1..maxP-a-PerNeighCell-r12)) OF P-a,

transmissionModeList-r12

BIT STRING (SIZE(8)),


resAllocGranularity-r12


INTEGER (1..4),


...
}
P-a ::= ENUMERATED {
dB-6, dB-4dot77, dB-3, dB-1dot77,










dB0, dB1, dB2, dB3}
EVoLTE-Configuration-r14 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {


pusch-maxNumRepetitionEVoLTE-r14
ENUMERATED {r8, r16, r32}

OPTIONAL,
-- Need ON


pusch-HoppingOffsetEVoLTE-r14

INTEGER (1..maxBandsEVoLTE-r14)
OPTIONAL,
-- Need ON


interval-UL-HoppingConfigEVoLTE-r14
CHOICE {




interval-FDD-EVoLTE-r14


ENUMERATED {int1, int2, int4, int8},




interval-TDD-EVoLTE-r14


ENUMERATED {int1, int5, int10, TBD}



} 














OPTIONAL
-- Need ON

}
-- ASN1STOP

	RadioResourceConfigDedicated field descriptions

	crs-PortsCount

Parameter represents the number of antenna ports for cell-specific reference signal used by the signaled neighboring cell where n1 corresponds to 1 antenna port, n2 to 2 antenna ports etc. see TS 36.211 [21, 6.10.1].

	drb-Identity

In case of DC, the DRB identity is unique within the scope of the UE i.e. an SCG DRB can not use the same value as used for an MCG or split DRB. For a split DRB the same identity is used for the MCG- and SCG parts of the configuration.

	drb-ToAddModListSCG

When an SCG is configured, E-UTRAN configures at least one SCG or split DRB.

	drb-Type

This field indicates whether the DRB is split or SCG DRB. E-UTRAN does not configure split and SCG DRBs simultaneously for the UE.

	drb-TypeChange

Indicates that a split/SCG DRB is reconfigured to an MCG DRB (i.e. E-UTRAN only signals the field in case the DRB type changes).

	drb-TypeLWA

Indicates whether a DRB is (re)configured as an LWA DRB or an LWA DRB is reconfigured not to use WLAN resources.

	drb-TypeLWIP
Indicates whether a DRB is (re)configured to use LWIP Tunnel in UL and DL (value lwip), DL only (value lwip-DL-only), UL only (value lwip-UL-only) or not to use LWIP Tunnel (value eutran).

	interval-ULHoppingEVoLTE
For interval-FDD-EVoLTE, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD-EVoLTE, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

Editor’s note: The exact definition is FFS because RAN1 has not decided whether the bandwidth for eVoLTE is narrowband or not.

	logicalChannelConfig

For SRBs a choice is used to indicate whether the logical channel configuration is signalled explicitly or set to the default logical channel configuration for SRB1 as specified in 9.2.1.1 or for SRB2 as specified in 9.2.1.2.

	logicalChannelIdentity

The logical channel identity for both UL and DL.

	mac-MainConfig

Although the ASN.1 includes a choice that is used to indicate whether the mac-MainConfig is signalled explicitly or set to the default MAC main configuration as specified in 9.2.2, EUTRAN does not apply "defaultValue".

	mbsfn-SubframeConfig

Defines the MBSFN subframe configuration used by the signaled neighboring cell. If absent, UE assumes no MBSFN configuration for the neighboring cell.

	measSubframePatternPCell
Time domain measurement resource restriction pattern for the PCell measurements (RSRP, RSRQ and the radio link monitoring).

	neighCellsCRS-Info, neighCellsCRS-InfoSCell, neighCellsCRS-InfoPSCell
This field contains assistance information used by the UE to mitigate interference from CRS while performing RRM/RLM/CSI measurement or data demodulation or DL control channel demodulation. When the received CRS assistance information is for a cell with CRS non-colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference. When the received CRS assistance information is for a cell with CRS colliding with that of the CRS of the cell to measure, the UE may use the CRS assistance information to mitigate CRS interference RRM/RLM (as specified in TS 36.133 [16]) and for CSI (as specified in TS 36.101 [42]) on the subframes indicated by measSubframePatternPCell, measSubframePatternConfigNeigh, csi-MeasSubframeSet1 if configured, and the CSI subframe set 1 if csi-MeasSubframeSets-r12 is configured. The UE may use CRS assistance information to mitigate CRS interference from the cells in the CRS-AssistanceInfoList for the demodulation purpose or DL control channel demodulation as specified in TS 36.101 [42]. EUTRAN does not configure neighCellsCRS-Info-r11 or neighCellsCRS-Info-r13 if eimta-MainConfigPCell-r12 is configured.

	neighCellsToAddModList

This field contains assistance information used by the UE to cancel and suppress interference of a neighbouring cell. If this field is present for a neighbouring cell, the UE assumes that the transmission parameters listed in the sub-fields are used by the neighbouring cell. If this field is present for a neighbouring cell, the UE assumes the neighbour cell is subframe and SFN synchronized to the serving cell, has the same system bandwidth, UL/DL and special subframe configuration, and cyclic prefix length as the serving cell.

	p-aList

Indicates the restricted subset of power offset for QPSK, 16QAM, and 64QAM PDSCH transmissions for the neighbouring cell by using the parameter
[image: image1.wmf]A
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, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	p-b

Parameter: 
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, indicates the cell-specific ratio used by the signaled neighboring cell, see TS 36.213 [23, Table 5.2-1].

	physicalConfigDedicated

The default dedicated physical configuration is specified in 9.2.4.

	pusch-HoppingOffsetEVoLTE

Editor’s note: this field corresponds to a PHY layer parameter which is FFS.

	pusch-maxNumRepetitionEVoLTE
Maximum value to indicate the set of PUSCH repetition numbers for coverage enhanced VoLTE, see TS 36.211 [21] and TS 36.213 [23]. If the field is not configured, the UE shall apply the default value as defined in TS 36.213 [23].

Editor’s note: the value range may need to be updated according to RAN1 decision.

	resAllocGranularity
Indicates the resource allocation and precoding granularity in PRB pair level of the signaled neighboring cell, see TS 36.213 [23, 7.1.6].

	rlc-Config

For SRBs a choice is used to indicate whether the RLC configuration is signalled explicitly or set to the values defined in the default RLC configuration for SRB1 in 9.2.1.1 or for SRB2 in 9.2.1.2. RLC AM is the only applicable RLC mode for SRB1 and SRB2. E-UTRAN does not reconfigure the RLC mode of DRBs except when a full configuration option is used, and may reconfigure the RLC SN field size and the AM RLC LI field size only upon handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment or upon SCG Change for SCG and split DRBs.

	servCellp-a

Indicates the power offset for QPSK C-RNTI based PDSCH transmissions used by the serving cell, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	sps-Config

The default SPS configuration is specified in 9.2.3. Except for handover or releasing SPS for MCG, E-UTRAN does not reconfigure sps-Config for MCG when there is a configured downlink assignment or a configured uplink grant for MCG (see TS 36.321 [6]). Except for SCG change or releasing SPS for SCG, E-UTRAN does not reconfigure sps-Config for SCG when there is a configured downlink assignment or a configured uplink grant for SCG (see TS 36.321 [6]).

	srb-Identity

Value 1 is applicable for SRB1 only.

Value 2 is applicable for SRB2 only.

	transmissionModeList

Indicates a subset of transmission mode 1, 2, 3, 4, 6, 8, 9, 10, for the signaled neighboring cell for which NeighCellsInfo applies. When TM10 is signaled, other signaled transmission parameters in NeighCellsInfo are not applicable to up to 8 layer transmission scheme of TM10. E-UTRAN may indicate TM9 when TM10 with QCL type A and DMRS scrambling with [image: image3.wmf]cell
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 in TS 36.211 [21, 6.10.3.1] is used in the signalled neighbour cell and TM9 or TM10 with QCL type A and DMRS scrambling with [image: image4.wmf]cell
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 in TS 36.211 [21, 6.10.3.1] is used in the serving cell. UE behaviour with NAICS when TM10 is used is only defined when QCL type A and DMRS scrambling with [image: image5.wmf]cell
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 in TS 36.211 [21, 6.10.3.1] is used for the serving cell and all signalled neighbour cells. The first/ leftmost bit is for transmission mode 1, the second bit is for transmission mode 2, and so on.


	Conditional presence
	Explanation

	CRSIM
	The field is optionally present, need ON, if neighCellsCRS-Info-r11 is not present; otherwise it is not present.

	DRB-Setup
	The field is mandatory present if the corresponding DRB is being set up; otherwise it is not present.

	DRB-SetupM
	The field is mandatory present upon setup of MCG or split DRB; The field is optionally present, Need ON, upon change from SCG to MCG DRB; otherwise it is not present.

	DRB-SetupS
	The field is mandatory present upon setup of SCG or split DRB, or upon change from MCG to split DRB; The field is optionally present, Need ON, upon change from MCG to SCG DRB; otherwise it is not present.

	HO-Conn
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message or in case of RRC connection establishment (excluding RRConnectionResume); otherwise the field is optionally present, need ON. Upon connection establishment/ re-establishment only SRB1 is applicable (excluding RRConnectionResume).

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; In case of RRC connection establishment (excluding RRConnectionResume); and RRC connection re-establishment the field is not present; otherwise the field is optionally present, need ON.

	HO-toEUTRA2
	The field is mandatory present in case of handover to E-UTRA or when the fullConfig is included in the RRCConnectionReconfiguration message; otherwise the field is optionally present, need ON.

	PDCP
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon reconfiguration of the corresponding split DRB or LWA DRB, upon the corresponding DRB type change from split to MCG bearer, upon the corresponding DRB type change from MCG to split bearer or LWA bearer, upon the corresponding DRB type change from LWA to LTE only bearer, upon handover within E-UTRA and upon the first reconfiguration after re-establishment but in all these cases only when fullConfig is not included in the RRCConnectionReconfiguration message; otherwise it is not present.

	PDCP-S
	The field is mandatory present if the corresponding DRB is being setup; the field is optionally present, need ON, upon SCG change; otherwise it is not present.

	RLC-Setup
	This field is optionally present if the corresponding DRB is being setup, need ON; otherwise it is not present.

	SCellAdd
	The field is optionally present, need ON, upon SCell addition; otherwise it is not present.

	Setup
	The field is mandatory present if the corresponding SRB/DRB is being setup; otherwise the field is optionally present, need ON.

	SetupM
	The field is mandatory present upon setup of an MCG or split DRB; otherwise the field is optionally present, need ON.

	SetupS
	The field is mandatory present upon setup of an SCG or split DRB, as well as upon change from MCG to split DRB; otherwise the field is optionally present, need ON.

	SetupS2
	The field is mandatory present upon setup of an SCG or split DRB, as well as upon change from MCG to split or SCG DRB. For an SCG DRB the field is optionally present, need ON. Otherwise the field is not present.


Last change

6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START
maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)
maxAvailNarrowBands-r13

INTEGER ::=
16
-- Maximum number of narrowbands
maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.
maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps
maxBandsEVoLTE-r14


INTEGER ::=
TBD
-- Maximum number of bands for eVoLTE
maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCE-Level-r13



INTEGER ::=
4
-- Maximum number of CE levels

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance
maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations
maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

minCSI-IM-r13



INTEGER ::= 5
-- Minimum number of CSI IM configurations from which












-- REL-13 extension is used

maxCSI-IM-r13



INTEGER ::= 24
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)
maxCSI-IM-v1310



INTEGER ::= 20
-- Maximum number of additional CSI-IM configurations












--  (per carrier frequency)
maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

minCSI-RS-NZP-r13


INTEGER ::= 4
-- Minimum number of CSI RS resource from which












-- REL-13 extension is used

maxCSI-RS-NZP-r13


INTEGER ::= 24
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-NZP-v1310


INTEGER ::= 21
-- Maximum number of additional CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)
maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources
maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list











-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers
maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals











-- occasion
maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for











-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMS-ServiceListPerUE-r13
INTEGER ::= 15
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32
maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to
maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band

maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)
maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS











-- configuration (per carrier frequency)
maxNeighCell-SCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells

maxObjectId




INTEGER ::= 32
maxObjectId-Plus1-r13

INTEGER ::= 33
maxObjectId-r13



INTEGER ::= 64
maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell











-- in NAICS configuration
maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15
maxPSSCH-TxConfig-r14

INTEGER ::= 16
-- Maximum number of PSSCH TX configurations
maxQCI-r13




INTEGER ::= 6
-- Maximum number of QCIs
maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSC-MTCH-r13



INTEGER ::= 1023
-- Maximum number of SC-MTCHs in one cell

maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v1310
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-TxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink













-- Tx resource pool

maxSL-TxPool-v1310


INTEGER ::= 4
-- Maximum number of additional sidelink













-- Tx resource pool entries

maxSL-TxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- Tx resource pools

maxSL-CommTxPoolPreconf-v1310
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16


-- Maximum number of sidelink destinations

maxSL-DiscCells-r13

INTEGER ::= 16


-- Maximum number of cells with similar sidelink












-- configurations

maxSL-DiscPowerClass-r12
INTEGER ::= 3

-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 16
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- SidelinkUEInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSL-V2X-RxPool-r14 

INTEGER ::= 16
-- Maximum number of RX resource pools for 













-- V2X sidelink communication

maxSL-V2X-RxPoolPreconf-r14
INTEGER ::= 16

-- Maximum number of RX resource pools for 













-- V2X sidelink communication

maxSL-V2X-TxPool-r14 

INTEGER ::= 8
-- Maximum number of TX resource pools for 













-- V2X sidelink communication

maxSL-V2X-TxPoolPreconf-r14
INTEGER ::= 8

-- Maximum number of TX resource pools for 













-- V2X sidelink communication

maxSL-V2X-SyncConfig-r14 
INTEGER ::= 16
-- Maximum number of sidelink Sync configurations












-- for V2X sidelink communication

maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells
maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

maxWLAN-Bands-r13


INTEGER ::= 8
-- Maximum number of WLAN bands
maxWLAN-Id-r13



INTEGER ::= 32
-- Maximum number of WLAN identifiers

maxWLAN-Channels-r13

INTEGER ::= 16
-- maximum number of WLAN channels used in












-- WLAN-CarrierInfo
maxWLAN-CarrierInfo-r13 
INTEGER ::= 8
-- Maximum number of WLAN Carrier Information
-- ASN1STOP

NOTE: The value of maxDRB aligns with SA2.
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