Page 1



3GPP TSG-RAN WG2 Meeting #96 
R2-168250
Reno, Nevada, 14 - 18 November 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	2471
	Rev
	-
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Introduction of SRS switching for LTE

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_SRS_ switch
	
	Date:
	2016-11-01

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Capture the high layer impacts on SRS Carrier Based Switching for LTE


	
	

	Summary of change:
	Add the switching-from carrier index associated with a SRS-only CC.
Add power control parameters. 
Add group DCI parameters with SRS request triggers and TPC commands for a SRS-only CC. 
Add HARQ reference configuration.
Add SRS flexible timing configuration.


	
	

	Consequences if not approved:
	SRS Carrier Based Switching for LTE is not supported.

	
	

	Clauses affected:
	6.2.2,6.3.2,6.4

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS  36.321,36.300,36.306,36.302 CR 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


6.2.2
Message definitions

–
RRCConnectionReconfiguration
The RRCConnectionReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including any associated dedicated NAS information and security configuration.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionReconfiguration message
-- ASN1START

RRCConnectionReconfiguration ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReconfiguration-r8

RRCConnectionReconfiguration-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReconfiguration-r8-IEs ::= SEQUENCE {


measConfig






MeasConfig





OPTIONAL,
-- Need ON


mobilityControlInfo




MobilityControlInfo



OPTIONAL,
-- Cond HO


dedicatedInfoNASList



SEQUENCE (SIZE(1..maxDRB)) OF












DedicatedInfoNAS


OPTIONAL,
-- Cond nonHO


radioResourceConfigDedicated

RadioResourceConfigDedicated
OPTIONAL, -- Cond HO-toEUTRA


securityConfigHO




SecurityConfigHO



OPTIONAL,
-- Cond HO


nonCriticalExtension



RRCConnectionReconfiguration-v890-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v890-IEs ::= SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING RRCConnectionReconfiguration-v8m0-IEs)
OPTIONAL,


nonCriticalExtension



RRCConnectionReconfiguration-v920-IEs
OPTIONAL

}

-- Late non-critical extensions:

RRCConnectionReconfiguration-v8m0-IEs ::= SEQUENCE {


-- Following field is only for pre REL-10 late non-critical extensions

lateNonCriticalExtension


OCTET STRING




OPTIONAL, 


nonCriticalExtension



RRCConnectionReconfiguration-v10i0-IEs

OPTIONAL

}

RRCConnectionReconfiguration-v10i0-IEs ::= SEQUENCE {

antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL,
-- Need ON


-- Following field is only for late non-critical extensions from REL-10

nonCriticalExtension



SEQUENCE {}



OPTIONAL
}

-- Regular non-critical extensions:
RRCConnectionReconfiguration-v920-IEs ::= SEQUENCE {


otherConfig-r9





OtherConfig-r9




OPTIONAL,
-- Need ON


fullConfig-r9





ENUMERATED {true}



OPTIONAL,
-- Cond HO-Reestab


nonCriticalExtension



RRCConnectionReconfiguration-v1020-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1020-IEs ::= SEQUENCE {


sCellToReleaseList-r10



SCellToReleaseList-r10


OPTIONAL,
-- Need ON


sCellToAddModList-r10



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1130-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1130-IEs ::= SEQUENCE {


systemInformationBlockType1Dedicated-r11
OCTET STRING (CONTAINING SystemInformationBlockType1)


















OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1250-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1250-IEs ::= SEQUENCE {


wlan-OffloadInfo-r12



CHOICE {


release 







NULL,



setup








SEQUENCE {




wlan-OffloadConfigDedicated-r12

WLAN-OffloadConfig-r12,



t350-r12







ENUMERATED {min5, min10, min20, min30, min60,













 min120, min180, spare1}
OPTIONAL
-- Need OR


}

}
















OPTIONAL,

-- Need ON

scg-Configuration-r12



SCG-Configuration-r12

OPTIONAL, 
-- Cond nonFullConfig

sl-SyncTxControl-r12



SL-SyncTxControl-r12


OPTIONAL,
-- Need ON


sl-DiscConfig-r12




SL-DiscConfig-r12



OPTIONAL,
-- Need ON


sl-CommConfig-r12




SL-CommConfig-r12



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v1310-IEs
OPTIONAL

}

RRCConnectionReconfiguration-v1310-IEs ::= SEQUENCE {


sCellToReleaseListExt-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListExt-r13


SCellToAddModListExt-r13

OPTIONAL,
-- Need ON


lwa-Configuration-r13



LWA-Configuration-r13


OPTIONAL,
-- Need ON

lwip-Configuration-r13



LWIP-Configuration-r13


OPTIONAL,
-- Need ON


rclwi-Configuration-r13



RCLWI-Configuration-r13


OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionReconfiguration-v14x0-IEs





OPTIONAL

}
RRCConnectionReconfiguration-v14x0-IEs ::= SEQUENCE {


sl-V2X-ConfigDedicated-r14

SL-V2X-ConfigDedicated-r14


OPTIONAL,
-- Need ON

sCellToAddModListExt-v14xy

SCellToAddModListExt-v14xy


OPTIONAL,
-- Need ON

nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

SL-SyncTxControl-r12 ::=


SEQUENCE {


networkControlledSyncTx-r12



ENUMERATED {on, off}

OPTIONAL

-- Need OP

}

PSCellToAddMod-r12 ::=



SEQUENCE {


sCellIndex-r12





SCellIndex-r10,


cellIdentification-r12



SEQUENCE {



physCellId-r12





PhysCellId,



dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9


}
















OPTIONAL,
-- Cond SCellAdd

radioResourceConfigCommonPSCell-r12

RadioResourceConfigCommonPSCell-r12
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedPSCell-r12
RadioResourceConfigDedicatedPSCell-r12
OPTIONAL,
-- Cond SCellAdd2


...,


[[
antennaInfoDedicatedPSCell-v1280

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON

]],


[[
sCellIndex-r13




SCellIndex-r13
OPTIONAL

-- Need ON

]]

}

PowerCoordinationInfo-r12 ::= SEQUENCE {


p-MeNB-r12






INTEGER (1..16),


p-SeNB-r12






INTEGER (1..16),


powerControlMode-r12



INTEGER (1..2)
}

SCellToAddModList-r10 ::=

SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellToAddMod-r10
SCellToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-r13
SCellToAddModListExt-v14xy ::=
SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellToAddModExt-v14xy
SCellToAddMod-r10 ::=


SEQUENCE {


sCellIndex-r10





SCellIndex-r10,


cellIdentification-r10



SEQUENCE {



physCellId-r10





PhysCellId,



dl-CarrierFreq-r10




ARFCN-ValueEUTRA


}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r10

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r10
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2


...,


[[
dl-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0
OPTIONAL
-- Cond EARFCN-max


]],


[[
antennaInfoDedicatedSCell-v10i0

AntennaInfoDedicated-v10i0
OPTIONAL
-- Need ON

]],

[[
srs-SwitchInterruptedSCellIndexlist-r14


SRS-SwitchInterruptedSCellIndexlist-r14 OPTIONAL
-- Need ON

]]
}
SCellToAddModExt-r13 ::=


SEQUENCE {


sCellIndex-r13





SCellIndex-r13,


cellIdentification-r13



SEQUENCE {



physCellId-r13





PhysCellId,



dl-CarrierFreq-r13




ARFCN-ValueEUTRA-r9

}















OPTIONAL,
-- Cond SCellAdd


radioResourceConfigCommonSCell-r13

RadioResourceConfigCommonSCell-r10
OPTIONAL,
-- Cond SCellAdd


radioResourceConfigDedicatedSCell-r13
RadioResourceConfigDedicatedSCell-r10
OPTIONAL,
-- Cond SCellAdd2

antennaInfoDedicatedSCell-r13


AntennaInfoDedicated-v10i0

OPTIONAL
-- Need ON
}

SCellToAddModExt-v14xy ::=


SEQUENCE {


srs-SwitchInterruptedSCellIndexlist-r14


SRS-SwitchInterruptedSCellIndexlist-r14 OPTIONAL
-- Need ON
}
SCellToReleaseList-r10 ::=


SEQUENCE (SIZE (1..maxSCell-r10)) OF SCellIndex-r10

SCellToReleaseListExt-r13 ::=


SEQUENCE (SIZE (1..maxSCell-r13)) OF SCellIndex-r13
SRS-SwitchInterruptedSCellIndexlist-r14 ::=




SEQUENCE (SIZE (0..maxSCell-r10)) OF SRS-SwitchInterruptedSCellIndex-r14
SCG-Configuration-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {


scg-ConfigPartMCG-r12



SEQUENCE {




scg-Counter-r12





INTEGER (0.. 65535)


OPTIONAL,
-- Need ON



powerCoordinationInfo-r12


PowerCoordinationInfo-r12
OPTIONAL,
-- Need ON



...



}















OPTIONAL,
-- Need ON


scg-ConfigPartSCG-r12



SCG-ConfigPartSCG-r12 

OPTIONAL
-- Need ON


}

}

SCG-ConfigPartSCG-r12 ::=


SEQUENCE {


radioResourceConfigDedicatedSCG-r12
RadioResourceConfigDedicatedSCG-r12
OPTIONAL,
-- Need ON

sCellToReleaseListSCG-r12


SCellToReleaseList-r10

OPTIONAL,
-- Need ON


pSCellToAddMod-r12




PSCellToAddMod-r12


OPTIONAL,
-- Need ON

sCellToAddModListSCG-r12


SCellToAddModList-r10

OPTIONAL,
-- Need ON


mobilityControlInfoSCG-r12


MobilityControlInfoSCG-r12
OPTIONAL,
-- Need ON

...,


[[

sCellToReleaseListSCG-Ext-r13


SCellToReleaseListExt-r13

OPTIONAL,
-- Need ON


sCellToAddModListSCG-Ext-r13



SCellToAddModListExt-r13
OPTIONAL
-- Need ON

]]
}
SecurityConfigHO ::=



SEQUENCE {


handoverType





CHOICE {



intraLTE






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig

OPTIONAL,
-- Cond fullConfig




keyChangeIndicator




BOOLEAN,




nextHopChainingCount



NextHopChainingCount



},



interRAT






SEQUENCE {




securityAlgorithmConfig



SecurityAlgorithmConfig,




nas-SecurityParamToEUTRA


OCTET STRING (SIZE(6))



}


},


...

}

SRS-SwitchInterruptedSCellIndex-r14 ::=





INTEGER (0.. 31)
-- ASN1STOP

	RRCConnectionReconfiguration field descriptions

	dedicatedInfoNASList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list.

	fullConfig

Indicates the full configuration option is applicable for the RRC Connection Reconfiguration message.

	keyChangeIndicator

true is used only in an intra-cell handover when a KeNB key is derived from a KASME key taken into use through the latest successful NAS SMC procedure, as described in TS 33.401 [32] for KeNB re-keying. false is used in an intra-LTE handover when the new KeNB key is obtained from the current KeNB key or from the NH as described in TS 33.401 [32].

	lwa-Configuration

This field is used to provide parameters for LWA configuration. E-UTRAN does not simultaneously configure LWA with DC, LWIP or RCLWI for a UE.

	lwip-Configuration

This field is used to provide parameters for LWIP configuration. E-UTRAN does not simultaneously configure LWIP with DC, LWA or RCLWI for a UE.

	nas-securityParamToEUTRA

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-RAT handover to E-UTRA. The content is defined in TS 24.301.

	networkControlledSyncTx
This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.

	nextHopChainingCount

Parameter NCC: See TS 33.401 [32]

	p-MeNB

Indicates the guaranteed power for the MeNB, as specified in TS 36.213 [23]. The value N corresponds to N-1 in TS 36.213 [23].

	powerControlMode

Indicates the power control mode used in DC. Value 1 corresponds to DC power control mode 1 and value 2 indicates DC power control mode 2, as specified in TS 36.213 [23].

	p-SeNB

Indicates the guaranteed power for the SeNB as specified in TS 36.213 [23, Table 5.1.4.2-1]. The value N corresponds to N-1 in TS 36.213 [23].

	rclwi-Configuration

WLAN traffic steering command as specified in 5.6.16.2. E-UTRAN does not simultaneously configure RCLWI with DC, LWA or LWIP for a UE.

	sCellIndex

In case of DC, the SCellIndex is unique within the scope of the UE i.e. an SCG cell can not use the same value as used for an MCG cell. For pSCellToAddMod, if sCellIndex-r13 is present the UE shall ignore sCellIndex-r12. sCellIndex-r13 in sCellToAddModListExt-r13 shall not have same values as sCellIndex-r10 in sCellToAddModList-r10.

	sCellToAddModList, sCellToAddModListExt 

Indicates the SCell to be added or modified. Field sCellToAddModList is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListExt is used to add the rest. If E-UTRAN includes SCellToAddModListExt-v14xy it includes the same number of entries, and listed in the same order, as in SCellToAddModListExt-r13.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext

Indicates the SCG cell to be added or modified. The field is used for SCG cells other than the PSCell (which is added/ modified by field pSCellToAddMod). Field sCellToAddModListSCG is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListSCG-Ext is used to add the rest.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Indicates the SCG cell to be released. The field is also used to release the PSCell e.g. upon change of PSCell, upon system information change for the PSCell.

	scg-Counter

A counter used upon initial configuration of SCG security as well as upon refresh of S-KeNB. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	sl-V2X-ConfigDedicated

Indicates sidelink configuration for V2X sidelink communication.

	srs-SwitchInterruptedSCellIndexlist-r14
Indicate the SCell index that interrupts its UL transmission during SRS transmission on this SRS-only SCell. 

	t350
Timer T350 as described in section 7.3. Value minN corresponds to N minutes.


	Conditional presence
	Explanation

	EARFCN-max
	The field is mandatory present if dl-CarrierFreq-r10 is included and set to maxEARFCN. Otherwise the field is not present.

	fullConfig
	This field is mandatory present for handover within E-UTRA when the fullConfig is included; otherwise it is optionally present, Need OP. 

	HO
	The field is mandatory present in case of handover within E-UTRA or to E-UTRA; otherwise the field is not present.

	HO-Reestab
	This field is optionally present, need ON, in case of handover within E-UTRA or upon the first reconfiguration after RRC connection re-establishment; otherwise the field is not present.

	HO-toEUTRA
	The field is mandatory present in case of handover to E-UTRA or for reconfigurations when fullConfig is included; otherwise the field is optionally present, need ON.

	nonFullConfig
	The field is not present when the fullConfig is included or in case of handover to E-UTRA; otherwise it is optional present, need ON.

	nonHO
	The field is not present in case of handover within E-UTRA or to E-UTRA; otherwise it is optional present, need ON.

	SCellAdd
	The field is mandatory present upon SCell addition; otherwise it is not present.

	SCellAdd2
	The field is mandatory present upon SCell addition; otherwise it is optionally present, need ON.


------------------
6.3.2
Radio resource control information elements
–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element

-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}
















OPTIONAL,
-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig


OPTIONAL,

-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Cond CQI-r8



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Cond AI-r8


]],


[[
antennaInfo-r10




CHOICE {




explicitValue-r10



AntennaInfoDedicated-r10,




defaultValue




NULL



}















OPTIONAL,
-- Cond AI-r10



antennaInfoUL-r10



AntennaInfoUL-r10



OPTIONAL,

-- Need ON



cif-Presence-r10



BOOLEAN






OPTIONAL,

-- Need ON



cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,
-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1020

PUCCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1020

PUSCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



schedulingRequestConfig-v1020
SchedulingRequestConfig-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1020










UplinkPowerControlDedicated-v1020
OPTIONAL

-- Need ON


]],


[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],


[[
-- DL configuration as well as configuration applicable for DL and UL



csi-RS-ConfigNZPToReleaseList-r11









CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11









CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11










CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11
CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11



EPDCCH-Config-r11



OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130

PDSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130


CQI-ReportConfig-v1130


OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1130

PUCCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130

PUSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1130









UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON

]],


[[
antennaInfo-v1250



AntennaInfoDedicated-v1250

OPTIONAL,
-- Cond AI-r10



eimta-MainConfig-r12


EIMTA-MainConfig-r12


OPTIONAL,

-- Need ON



eimta-MainConfigPCell-r12

EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1250

PUCCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON


cqi-ReportConfigPCell-v1250

CQI-ReportConfig-v1250


OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1250

PUSCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON


csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON

]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON

]],


[[
pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-r13


PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-r13


PUSCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pdcch-CandidateReductions-r13











PDCCH-CandidateReductions-r13
OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310




CQI-ReportConfig-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13







SoundingRS-UL-ConfigDedicatedUpPTsExt-r13

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13





SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

OPTIONAL,

-- Need ON



csi-RS-Config-v1310



CSI-RS-Config-v1310



OPTIONAL,

-- Need ON



ce-Mode-r13




CHOICE {




release





NULL,




setup





ENUMERATED {ce-ModeA,ce-ModeB}



}















OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON

]],


[[
cqi-ReportConfig-v1320




CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]]

}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10











AntennaInfoDedicated-r10
OPTIONAL,

-- Need ON



crossCarrierSchedulingConfig-r10









CrossCarrierSchedulingConfig-r10
OPTIONAL,

-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated
OPTIONAL

-- Need ON


}
















OPTIONAL,
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10

OPTIONAL,

-- Need ON



pusch-ConfigDedicatedSCell-r10








PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Cond PUSCH-SCell1


uplinkPowerControlDedicatedSCell-r10








UplinkPowerControlDedicatedSCell-r10
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-r10


CQI-ReportConfigSCell-r10
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-r10










SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020










SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...,


[[
-- DL configuration as well as configuration applicable for DL and UL


csi-RS-ConfigNZPToReleaseList-r11









CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11










CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11









CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11










CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11


OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130
OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130









PUSCH-ConfigDedicated-v1130

OPTIONAL,
-- Cond PUSCH-SCell1


uplinkPowerControlDedicatedSCell-v1130









UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON

]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250
OPTIONAL,

-- Need ON



eimta-MainConfigSCell-r12











EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON


cqi-ReportConfigSCell-v1250


CQI-ReportConfig-v1250

OPTIONAL,

-- Need ON 



uplinkPowerControlDedicatedSCell-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON

]],

[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON

]],


[[
pucch-Cell-r13





ENUMERATED {true}

OPTIONAL,
-- Cond PUCCH-SCell1



pucch-SCell






CHOICE{




release







NULL,




setup







SEQUENCE {





pucch-ConfigDedicated-r13












PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON





schedulingRequestConfig-r13













SchedulingRequestConfigSCell-r13
OPTIONAL,

-- Need ON





tpc-PDCCH-ConfigPUCCH-SCell-r13














TPC-PDCCH-ConfigSCell-r13
OPTIONAL,

-- Need ON





pusch-ConfigDedicated-r13













PUSCH-ConfigDedicated-r13
OPTIONAL,
-- Cond PUSCH-SCell





uplinkPowerControlDedicated-r13











UplinkPowerControlDedicatedSCell-v1310
OPTIONAL
-- Need ON




}



}















OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r13







CrossCarrierSchedulingConfig-r13
 OPTIONAL,
-- Cond Cross-Carrier-Config



pdcch-ConfigSCell-r13



PDCCH-ConfigSCell-r13

OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310



CQI-ReportConfig-v1310

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13








SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13






SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Need ON



csi-RS-Config-v1310




CSI-RS-Config-v1310


OPTIONAL,

-- Need ON



laa-SCellConfiguration-r13


LAA-SCellConfiguration-r13
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON

]],


[[
cqi-ReportConfig-v1320




CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
laa-SCellConfiguration-v14xy




LAA-SCellConfiguration-v14xy
OPTIONAL,

-- Need ON




srs-TPC-PDCCH-Config-r14 





SRS-TPC-PDCCH-Config-r14


OPTIONAL,

-- Need ON


uplinkSRS-OnlyPowerControlDedicated-v14xy 

UplinkSRS-OnlyPowerControlDedicated-v14xy OPTIONAL

-- Need ON

]]
}
LAA-SCellConfiguration-r13 ::=


SEQUENCE {


subframeStartPosition-r13



ENUMERATED {s0, s07},


laa-SCellSubframeConfig-r13



BIT STRING (SIZE(8))
}
LAA-SCellConfiguration-v14xy ::=

SEQUENCE {

crossCarrierSchedulingConfigLAA-UL-r14
CHOICE {



release








NULL,



setup








SEQUENCE {




crossCarrierSchedulingLAA-UL


CrossCarrierSchedulingConfigLAA-UL-r14


}


}












OPTIONAL,
-- Cond Cross-Carrier-ConfigUL


lbt-Config-r14







LBT-Config-r14


OPTIONAL,

-- Need ON


pdcch-ConfigLAA-r14






PDCCH-ConfigLAA-r14 
OPTIONAL,

-- Need ON

absenceOfAnyOtherTechnology-r14


ENUMERATED {true}

OPTIONAL,

-- Need OR


soundingRS-UL-ConfigDedicatedAperiodic-v14xy







SoundingRS-UL-ConfigDedicatedAperiodic-v14xy
OPTIONAL

-- Need ON
}
LBT-Config-r14 ::=

CHOICE{

maxEnergyDetectionThreshold-r14



INTEGER(-85..-52),


energyDetectionThresholdOffset-r14


INTEGER(-13..20)
}
CSI-RS-ConfigNZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZP-r11
CSI-RS-ConfigNZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZPId-r11

CSI-RS-ConfigNZPToReleaseListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZPId-v1310
CSI-RS-ConfigZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZP-r11

CSI-RS-ConfigZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZPId-r11

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	absenceOfAnyOtherTechnology
Presence of this field indicates absence on a long term basis (e.g. by level of regulation) of any other technology sharing the carrier; absence of this field indicates the potential presence of any other technology sharing the carrier, as specified in TS 36.213 [23]. 

	additionalSpectrumEmissionPCell

E-UTRAN does not configure this field in this release of the specification.

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	ce-Mode

Indicates the CE mode as specified in TS 36.213 [23].

	csi-RS-Config

For a serving frequency E-UTRAN does not configure csi-RS-Config (includes zeroTxPowerCSI-RS) when transmission mode 10 is configured for the serving cell on this carrier frequency.

	csi-RS-ConfigNZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigNZP only when transmission mode 10 is configured for the serving cell on this carrier frequency. EUTRAN configures a maximum of one CSI-RS-ConfigNZP for a serving frequency on which the UE supports only one CSI process (i.e. supportedCSI-Proc is indicated as n1).

	csi-RS-ConfigZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigZP only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	eimta-MainConfigPCell, eimta-MainConfigSCell

If E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for one serving cell in a frequency band, E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for all serving cells residing on the frequency band. E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell only if eimta-MainConfig is configured.

	energyDetectionThresholdOffset
Indicates the offset to the default maximum energy detection threshold value. Value -13  to -13dB, value -14 to -14dB, and so on (i.e. in steps of 1dB) as specified in TS 36.213 [23].

	epdcch-Config

indicates the EPDCCH-Config for the cell. E-UTRAN does not configure EPDCCH-Config for an SCell that is configured with value other for schedulingCellInfo in CrossCarrierSchedulingConfig.

	laa-SCellSubframeConfig

A bit-map indicating LAA SCell subframe configuration, "1" denotes that the corresponding subframe is allocated as MBSFN subframe. The bitmap is interpreted as follows:

Starting from the first/leftmost bit in the bitmap, the allocation applies to subframes #1, #2, #3, #4, #6, #7, #8, and #9.

	maxEnergyDetectionThreshold
Indicates absolute maximum energy detection threshold values. Value -85 to -85 dBm, value -86 to -86 dBm, and so on (i.e. in steps of 1dB). If the filed is absent, the UE shall use a default maximum energy detection threshold value as specified in TS 36.213 [23].

	pdsch-ConfigDedicated-v1130

For a serving frequency E-UTRAN configures pdsch-ConfigDedicated-v1130 only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	pdsch-ConfigDedicated-v1280

For a serving frequency E-UTRAN configures pdsch-ConfigDedicated-v1280 only when transmission mode 9 or 10 is configured for the serving cell on this carrier frequency.

	pucch-Cell

If present, PUCCH feedback of this SCell is sent on the PUCCH SCell. If absent, PUCCH feedback of this SCell is sent on PCell or PSCell, or if the cell concerns the PUCCH SCell, on the concerned cell.

	pucch-ConfigDedicated-r13

E-UTRAN configures pucch-ConfigDedicated-r13 only if pucch-ConfigDedicated is not configured.

	pusch-ConfigDedicated-r13

E-UTRAN configures pusch-ConfigDedicated-r13 only if pusch-ConfigDedicated is not configured.

	pusch-ConfigDedicated-v1250

E-UTRAN configures pusch-ConfigDedicated-v1250 only if tpc-SubframeSet is configured.

	subframeStartPosition
Indicates possible starting positions of transmission in the first subframe of the DL transmission burst, see TS 36.211 [21].Value s0 means the starting position is subframe boundary, s07 means the starting position is either subfarme boundary or slot boundary.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].

	uplinkPowerControlDedicated

E-UTRAN configures uplinkPowerControlDedicated-v1130 only if uplinkPowerControlDedicated (without suffix) is configured.

	uplinkPowerControlDedicatedSCell

E-UTRAN configures uplinkPowerControlDedicatedSCell-v1130 only if uplinkPowerControlDedicatedSCell-r10 is configured for this serving cell.


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig is absent. Otherwise the field is not present

	Cross-Carrier-Config
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 is absent. Otherwise the field is not present

	Cross-Carrier-ConfigUL
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 and crossCarrierSchedulingConfig-r13 are absent or schedulingCellInfo is set to ‘own’. Otherwise the field is not present.

	PUCCH-SCell1
	The field is optionally present, need OR, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	PUSCH-SCell
	The field is optionally present, need ON, if pusch-ConfigDedicatedSCell-r10 and pusch-ConfigDedicated-v1130 are absent. Otherwise the field is not present

	PUSCH-SCell1
	The field is optionally present, need ON, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.

	UL-Power-SCell
	The field is optionally present, need ON, if uplinkPowerControlDedicatedSCell is absent. Otherwise the field is not present


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with subclause 5.3.13 and TS 36.321 [6, 5.9 & 5.2]. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add or release the uplink of an SCell by releasing and adding the concerned SCell.

---------------
–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element

-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config 





BCCH-Config,


pcch-Config 





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]],


[[
rach-ConfigCommon-v1250


RACH-ConfigCommon-v1250



OPTIONAL
-- Need OR


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
bcch-Config-v1310



BCCH-Config-v1310




OPTIONAL,
-- Need OR



pcch-Config-v1310



PCCH-Config-v1310




OPTIONAL,
-- Need OR



freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need OR



pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR



pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR


prach-ConfigCommon-v1310

PRACH-ConfigSIB-v1310



OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL
-- Need OR


]]
}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon




OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130




OPTIONAL
-- Cond TDD3


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[



prach-Config-v1310



PRACH-Config-v1310




OPTIONAL,
-- Need ON


freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need ON


pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON


pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON


uplinkPowerControlCommon-v1310
UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]]

}

RadioResourceConfigCommonPSCell-r12 ::=
SEQUENCE {


basicFields-r12





RadioResourceConfigCommonSCell-r10,


pucch-ConfigCommon-r12



PUCCH-ConfigCommon,


rach-ConfigCommon-r12



RACH-ConfigCommon,


uplinkPowerControlCommonPSCell-r12
UplinkPowerControlCommonPSCell-r12,


...,


[[
uplinkPowerControlCommonPSCell-v1310










UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]]
}

RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10



SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max






OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,



-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}

















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond ULSCell


prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130



OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130


OPTIONAL
-- Cond UL


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
pucch-ConfigCommon-r13



PUCCH-ConfigCommon

OPTIONAL,
-- Cond UL


uplinkPowerControlCommonSCell-v1310









UplinkPowerControlCommonSCell-v1310
OPTIONAL
-- Cond UL

]],

[[
-- SRS Only carrier configuration


ul-Configuration-r14



SEQUENCE {



ul-FreqInfo-r14





SEQUENCE {




ul-CarrierFreq-r14




ARFCN-ValueEUTRA-r9


OPTIONAL,
-- Need OP




ul-Bandwidth-r14




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r14

AdditionalSpectrumEmission



},



p-Max-r14






P-Max






OPTIONAL,
-- Need OP




-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r14

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r14


UL-CyclicPrefixLength,


-- 4: Physical configuration, physical channels



prach-ConfigSCell-r14




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11




uplinkPowerControlCommonSRS-OnlyCell-v14xy











UplinkPowerControlCommonSRS-OnlyCell-v14xy
OPTIONAL
-- Need OR
}
















OPTIONAL,
-- Cond ULSRS

harq-ReferenceConfig-r14




ENUMERATED {sa2,sa4,sa5} 
OPTIONAL,

-- Need OR

soundingRS-FlexibleTiming-r14    


ENUMERATED {true}


OPTIONAL

-- Need OR

]]

}

BCCH-Config ::=





SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, n16}

}

BCCH-Config-v1310 ::=



SEQUENCE {


modificationPeriodCoeff-v1310

ENUMERATED {n64}

}

FreqHoppingParameters-r13 ::=

SEQUENCE {


mpdcch-pdsch-HoppingNB-r13


ENUMERATED {nb2, nb4}



OPTIONAL,
-- Cond HO 


interval-DLHoppingConfigCommonModeA-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


} 

















OPTIONAL,
-- Cond HO 


interval-DLHoppingConfigCommonModeB-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


} 























OPTIONAL,
-- Cond HO 


interval-ULHoppingConfigCommonModeA-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


} 

















OPTIONAL,
-- Need OR


interval-ULHoppingConfigCommonModeB-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


} 

















OPTIONAL,
-- Need OR


mpdcch-pdsch-HoppingOffset-r13



INTEGER (1..maxAvailNarrowBands-r13)




















OPTIONAL
-- Cond HO 

}

PCCH-Config ::=





SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEighthT,












oneSixteenthT, oneThirtySecondT}

}

PCCH-Config-v1310 ::=



SEQUENCE {


paging-narrowBands-r13



INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-Paging-r13

ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128, r256},


nB-v1310






ENUMERATED {one64thT, one128thT, one256thT}



















OPTIONAL
-- Need OR
}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell

The UE requirements related to additionalSpectrumEmissionSCell are defined in TS 36.101 [42]. E-UTRAN configures the same value in additionalSpectrumEmissionSCell for all SCell(s) of the same band with UL configured. The additionalSpectrumEmissionSCell is applicable for all serving cells (including PCell) of the same band with UL configured.

	defaultPagingCycle

Default paging cycle, used to derive ‘T’ in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	harq-ReferenceConfig
Indicates UL/ DL configuration used as the DL HARQ reference configuration for this serving cell. Value sa2 corresponds to Configuration2, sa4 to Configuration4 etc, as specified in TS 36.211 [21, table 4.2-2]. E-UTRAN configures the same value for all serving cells residing on same frequency band.

	interval-DLHoppingConfigCommonModeX

Number of consecutive absolute subframes over which MPDCCH or PDSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	interval-ULHoppingConfigCommonModeX

Number of consecutive absolute subframes over which PUCCH or PUSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8, n16 corresponds to value 16, and n64 correponds to value 64.

	mpdcch-NumRepetition-Paging

Maximum number of repetitions for MPDCCH common search space (CSS) for paging, see TS 36.211 [21].

	mpdcch-pdsch-HoppingOffset

Parameter: [image: image1.png]DL
S3mp



, see TS 36.211 [21, 6.4.1].

	mpdcch-pdsch-HoppingNB
The number of narrowbands for MPDCCH/PDSCH frequency hopping. Value nb2 corresponds to 2 narrowbands and value nb4 corresponds to 4 narrowbands.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on. In case nB-v1310 is signalled, the UE shall ignore nB (i.e. without suffix). EUTRAN does not include nB-v1310 in SystemInformationBlockType2.

	paging-narrowBands
Number of narrowbands used for paging, see TS 36.304 [4], TS 36.212 [22] and TS 36.213 [23].

	p-Max

Pmax to be used in the target cell. If absent the UE applies the maximum power according to the UE capability.

	prach-ConfigSCell
Indicates a PRACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	rach-ConfigCommonSCell
Indicates a RACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	soundingRS-FlexibleTiming
Indicates that if the configured/indicated SRS coincides with a transmission/reception with higher priority, the SRS is postponed to one of the next SRS transmission opportunities.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see TS 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


	Conditional presence
	Explanation

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and LAA SCell, and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG or concerns the PSCell and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSCell
	For the PSCell (IE is included in RadioResourceConfigCommonPSCell) the field is absent. Otherwise, if the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSRS
	If ul-Configuration-r10 is absent, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	HO
	For HO (IE is included in RadioResourceConfigCommon), the field is optional, need OR, otherwise (IE is included in RadioResourceConfigCommonSIB) the field is not present, and the UE shall take no action. 


-----------------
–
UplinkPowerControl
The IE UplinkPowerControlCommon and IE UplinkPowerControlDedicated are used to specify parameters for uplink power control in the system information and in the dedicated signalling, respectively.

UplinkPowerControl information elements

-- ASN1START

UplinkPowerControlCommon ::=

SEQUENCE {


p0-NominalPUSCH





INTEGER (-126..24),


alpha







Alpha-r12,


p0-NominalPUCCH





INTEGER (-127..-96),


deltaFList-PUCCH




DeltaFList-PUCCH,


deltaPreambleMsg3




INTEGER (-1..6)

}

UplinkPowerControlCommon-v1020 ::=
SEQUENCE {


deltaF-PUCCH-Format3-r10



ENUMERATED {deltaF-1, deltaF0, deltaF1, deltaF2,















deltaF3, deltaF4, deltaF5, deltaF6},


deltaF-PUCCH-Format1bCS-r10



ENUMERATED {deltaF1, deltaF2, spare2, spare1}

}

UplinkPowerControlCommon-v1310 ::=
SEQUENCE {


deltaF-PUCCH-Format4-r13


ENUMERATED {deltaF16, deltaF15, deltaF14,deltaF13, deltaF12,










deltaF11, deltaF10, spare1}


OPTIONAL,
-- Need OR


deltaF-PUCCH-Format5-13



ENUMERATED { deltaF13, deltaF12, deltaF11, deltaF10, deltaF9,










deltaF8, deltaF7, spare1}



OPTIONAL
-- Need OR

}

UplinkPowerControlCommonPSCell-r12 ::=

SEQUENCE {

-- For uplink power control the additional/ missing fields are signalled (compared to SCell)


deltaF-PUCCH-Format3-r12



ENUMERATED {deltaF-1, deltaF0, deltaF1, deltaF2,















deltaF3, deltaF4, deltaF5, deltaF6},


deltaF-PUCCH-Format1bCS-r12



ENUMERATED {deltaF1, deltaF2, spare2, spare1},


p0-NominalPUCCH-r12





INTEGER (-127..-96),


deltaFList-PUCCH-r12




DeltaFList-PUCCH

}

UplinkPowerControlCommonSCell-r10 ::=
SEQUENCE {


p0-NominalPUSCH-r10




INTEGER (-126..24),


alpha-r10






Alpha-r12
}

UplinkPowerControlCommonSCell-v1130 ::=
SEQUENCE {


deltaPreambleMsg3-r11



INTEGER (-1..6)

}

UplinkPowerControlCommonSCell-v1310 ::=
SEQUENCE {

-- For uplink power control the additional/ missing fields are signalled (compared to SCell)


p0-NominalPUCCH






INTEGER (-127..-96),

deltaFList-PUCCH





DeltaFList-PUCCH,

deltaF-PUCCH-Format3-r12



ENUMERATED {deltaF-1, deltaF0, deltaF1, 












deltaF2, deltaF3, deltaF4, deltaF5, 











deltaF6}





OPTIONAL,
-- Need OR


deltaF-PUCCH-Format1bCS-r12



ENUMERATED {deltaF1, deltaF2,












spare2, spare1}




OPTIONAL,
-- Need OR


deltaF-PUCCH-Format4-r13




ENUMERATED {deltaF16, deltaF15, deltaF14, 













deltaF13, deltaF12, deltaF11, deltaF10, 












spare1}






OPTIONAL,
-- Need OR


deltaF-PUCCH-Format5-13





ENUMERATED { deltaF13, deltaF12, deltaF11, 












deltaF10, deltaF9, deltaF8, deltaF7, 












spare1}






OPTIONAL
-- Need OR

}

UplinkPowerControlCommonSRS-OnlyCell-v14xy ::=
SEQUENCE {


p0-Nominal-PeriodicSRS





INTEGER (-126..24) 


OPTIONAL,
-- Need OR

p0-Nominal-AperiodicSRS





INTEGER (-126..24) 


OPTIONAL,
-- Need OR

alpha-SRS-r14







Alpha-r12 




OPTIONAL
-- Need OR
}
UplinkPowerControlDedicated ::=

SEQUENCE {


p0-UE-PUSCH






INTEGER (-8..7),


deltaMCS-Enabled




ENUMERATED {en0, en1},


accumulationEnabled




BOOLEAN,


p0-UE-PUCCH






INTEGER (-8..7),


pSRS-Offset






INTEGER (0..15),


filterCoefficient




FilterCoefficient




DEFAULT fc4

}

UplinkPowerControlDedicated-v1020 ::= SEQUENCE {


deltaTxD-OffsetListPUCCH-r10

DeltaTxD-OffsetListPUCCH-r10

OPTIONAL,
-- Need OR


pSRS-OffsetAp-r10




INTEGER (0..15)





OPTIONAL
-- Need OR

}

UplinkPowerControlDedicated-v1130 ::=

SEQUENCE {


pSRS-Offset-v1130





INTEGER (16..31)



OPTIONAL,
-- Need OR


pSRS-OffsetAp-v1130





INTEGER (16..31)



OPTIONAL,
-- Need OR


deltaTxD-OffsetListPUCCH-v1130


DeltaTxD-OffsetListPUCCH-v1130
OPTIONAL
-- Need OR

}
UplinkPowerControlDedicated-v1250 ::=
SEQUENCE {


set2PowerControlParameter

CHOICE {



release






NULL,



setup






SEQUENCE {




tpc-SubframeSet-r12




BIT STRING (SIZE(10)),




p0-NominalPUSCH-SubframeSet2-r12

INTEGER (-126..24),




alpha-SubframeSet2-r12



Alpha-r12,




p0-UE-PUSCH-SubframeSet2-r12


INTEGER (-8..7)



}


}

}

UplinkSRS-OnlyPowerControlDedicated-v14xy ::=

SEQUENCE {


p0-UE-PeriodicSRS






INTEGER (-8..7) 


OPTIONAL,
-- Need OR

p0-UE-AperiodicSRS






INTEGER (-8..7) 


OPTIONAL
-- Need OR
}
UplinkPowerControlDedicatedSCell-r10 ::=

SEQUENCE {


p0-UE-PUSCH-r10





INTEGER (-8..7),


deltaMCS-Enabled-r10




ENUMERATED {en0, en1},


accumulationEnabled-r10



BOOLEAN,


pSRS-Offset-r10





INTEGER (0..15),


pSRS-OffsetAp-r10




INTEGER (0..15) 




OPTIONAL,
-- Need OR


filterCoefficient-r10



FilterCoefficient




DEFAULT fc4,


pathlossReferenceLinking-r10

ENUMERATED {pCell, sCell}

}

UplinkPowerControlDedicatedSCell-v1310 ::=
SEQUENCE {

--Release 8


p0-UE-PUCCH






INTEGER (-8..7),
--Release 10

deltaTxD-OffsetListPUCCH-r10

DeltaTxD-OffsetListPUCCH-r10

OPTIONAL
-- Need OR
}

Alpha-r12 ::=





ENUMERATED {al0, al04, al05, al06, al07, al08, al09, al1}

DeltaFList-PUCCH ::=



SEQUENCE {


deltaF-PUCCH-Format1



ENUMERATED {deltaF-2, deltaF0, deltaF2},


deltaF-PUCCH-Format1b



ENUMERATED {deltaF1, deltaF3, deltaF5},


deltaF-PUCCH-Format2



ENUMERATED {deltaF-2, deltaF0, deltaF1, deltaF2},


deltaF-PUCCH-Format2a



ENUMERATED {deltaF-2, deltaF0, deltaF2},


deltaF-PUCCH-Format2b



ENUMERATED {deltaF-2, deltaF0, deltaF2}

}

DeltaTxD-OffsetListPUCCH-r10 ::=
SEQUENCE {


deltaTxD-OffsetPUCCH-Format1-r10

ENUMERATED {dB0, dB-2},


deltaTxD-OffsetPUCCH-Format1a1b-r10

ENUMERATED {dB0, dB-2},


deltaTxD-OffsetPUCCH-Format22a2b-r10
ENUMERATED {dB0, dB-2},


deltaTxD-OffsetPUCCH-Format3-r10

ENUMERATED {dB0, dB-2},


...
}

DeltaTxD-OffsetListPUCCH-v1130 ::=
SEQUENCE {


deltaTxD-OffsetPUCCH-Format1bCS-r11

ENUMERATED {dB0, dB-1}

}

-- ASN1STOP

	UplinkPowerControl field descriptions

	accumulationEnabled

Parameter: Accumulation-enabled, see TS 36.213 [23, 5.1.1.1]. TRUE corresponds to “enabled” whereas FALSE corresponds to “disabled”.

	alpha

Parameter: α See TS 36.213 [23, 5.1.1.1] where al0 corresponds to 0, al04 corresponds to value 0.4, al05 to 0.5, al06 to 0.6, al07 to 0.7, al08 to 0.8, al09 to 0.9 and al1 corresponds to 1. This field applies for uplink power control subframe set 1 if uplink power control subframe sets are configured by tpc-SubframeSet.

	alpha-SRS
Parameter: α See TS 36.213 [23, 5.1.1.1] where al0 corresponds to 0, al04 corresponds to value 0.4, al05 to 0.5, al06 to 0.6, al07 to 0.7, al08 to 0.8, al09 to 0.9 and al1 corresponds to 1. This field applies for SRS power control on SRS only CC.

	alpha-SubframeSet2

Parameter: α. See TS 36.213 [23, 5.1.1.1] where al0 corresponds to 0, al04 corresponds to value 0.4, al05 to 0.5, al06 to 0.6, al07 to 0.7, al08 to 0.8, al09 to 0.9 and al1 corresponds to 1. This field applies for uplink power control subframe set 2 if uplink power control subframe sets are configured by tpc-SubframeSet.

	deltaF-PUCCH-FormatX

Parameter: 
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 for the PUCCH formats 1, 1b, 2, 2a, 2b, 3, 4, 5 and 1b with channel selection. See TS 36.213 [23, 5.1.2] where deltaF-2 corresponds to -2 dB, deltaF0 corresponds to 0 dB and so on.

	deltaMCS-Enabled

Parameter: Ks See TS 36.213 [23, 5.1.1.1]. en0 corresponds to value 0 corresponding to state “disabled”. en1 corresponds to value 1.25 corresponding to “enabled”.

	deltaPreambleMsg3

Parameter: 
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 see TS 36.213 [23, 5.1.1.1]. Actual value = field value * 2 [dB].

	deltaTxD-OffsetPUCCH-FormatX

Parameter: 
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 for the PUCCH formats 1, 1a/1b, 1b with channel selection, 2/2a/2b and 3 when two antenna ports are configured for PUCCH transmission. See TS 36.213 [23, 5.1.2.1] where dB0 corresponds to 0 dB, dB-1 corresponds to -1 dB, dB-2 corresponds to -2 dB. EUTRAN configures the field deltaTxD-OffsetPUCCH-Format1bCS-r11 for the PCell and/or the PSCell only.

	filterCoefficient

Specifies the filtering coefficient for RSRP measurements used to calculate path loss, as specified in TS 36.213 [23, 5.1.1.1]. The same filtering mechanism applies as for quantityConfig described in 5.5.3.2.

	p0-Nominal-AperiodicSRS

Parameter: See TS 36.213 [23, X.X.X.X], unit dBm.

	p0-Nominal-PeriodicSRS

Parameter: See TS 36.213 [23, X.X.X.X], unit dBm.

	p0-NominalPUCCH

Parameter: 
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 See TS 36.213 [23, 5.1.2.1], unit dBm.

	p0-NominalPUSCH

Parameter: 
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 See TS 36.213 [23, 5.1.1.1], unit dBm. This field is applicable for non-persistent scheduling only. This field applies for uplink power control subframe set 1 if uplink power control subframe sets are configured by tpc-SubframeSet.

	p0-NominalPUSCH-SubframeSet2

Parameter: 
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. See TS 36.213 [23, 5.1.1.1], unit dBm. This field is applicable for non-persistent scheduling only. This field applies for uplink power control subframe set 2 if uplink power control subframe sets are configured by tpc-SubframeSet.

	p0-UE-AperiodicSRS

Parameter: See TS 36.213 [23, X.X.X.X], unit dB.

	p0-UE-PeriodicSRS

Parameter: See TS 36.213 [23, X.X.X.X], unit dB.

	p0-UE-PUCCH

Parameter: 
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 See TS 36.213 [23, 5.1.2.1]. Unit dB

	p0-UE-PUSCH

Parameter: 
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 See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for non-persistent scheduling, only. This field applies for uplink power control subframe set 1 if uplink power control subframe sets are configured by tpc-SubframeSet.

	p0-UE-PUSCH-SubframeSet2

Parameter: 
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 See TS 36.213 [23, 5.1.1.1], unit dB. This field is applicable for non-persistent scheduling, only. This field applies for uplink power control subframe set 2 if uplink power control subframe sets are configured by tpc-SubframeSet.

	pathlossReferenceLinking

Indicates whether the UE shall apply as pathloss reference either the downlink of the PCell or of the SCell that corresponds with this uplink (i.e. according to the cellIdentification within the field sCellToAddMod). For SCells part of an STAG E-UTRAN sets the value to sCell.

	pSRS-Offset, pSRS-OffsetAp

Parameter: PSRS_OFFSET for periodic and aperiodic sounding reference signal transmission repectively. See TS 36.213 [23, 5.1.3.1]. For Ks=1.25, the actual parameter value is pSRS-Offset value – 3. For Ks=0, the actual parameter value is -10.5 + 1.5*pSRS-Offset value.

If pSRS-Offset-v1130 is included, the UE ignores pSRS-Offset (i.e., without suffix). Likewise, if pSRS-OffsetAp-v1130 is included, the UE ignores pSRS-OffsetAp-r10. For Ks=0, E-UTRAN does not set values larger than 26.

	tpc-SubframeSet

Indicates the uplink subframes (including UpPTS in special subframes) of the uplink power control subframe sets. Value 0 means the subframe belongs to uplink power control subframe set 1, and value 1 means the subframe belongs to uplink power control subframe set 2.


----------------
SRS-TPC-PDCCH-Config
The IE SRS-TPC-PDCCH-Config is used to specify the RNTIs and indexes for A-SRS trigger and TPC according to TS 36.212 [22]. The SRS-TPC-PDCCH-Config can either be setup or released with the IE.

SRS-TPC-PDCCH-Config information element
-- ASN1START

SRS-TPC-PDCCH-Config-r14 ::=




CHOICE {


release







NULL,


setup







SEQUENCE {



SRS-TPC-RNTI-r14








BIT STRING (SIZE (16)),


StartingBitOfFormat3B-r14






INTEGER (1..31)OPTIONAL,
-- Need OR


FieldTypeFormat3B-r14







INTEGER (1..4) OPTIONAL,
-- Need OR


srsCcGroup-r14 









INTEGER (0..31) OPTIONAL,
-- Need OR


srsCcConfiguration-r14 







INTEGER (0..7) OPTIONAL
-- Need OR

}

}

-- ASN1STOP

	SRS-TPC-PDCCH-Config field descriptions

	FieldTypeFormat3B
The type of a field within the group DCI with SRS request triggers and TPC commands for a SRS-only SCell, which indicates how many bits in the field are for SRS request (0 or 1/2) and how many bits in the field are for TPC (1 or 2). Note that for Type A trigger, there is a common trigger for all SCells in the group, but each SCell has its own TPC bits. See TS 36.212 [XX, X.X.X.X].

	srsCcConfiguration
The SRS configuration that applies to the corresponding SCell order in the srsCcGroup.

	srsCcGroup
The group of SCells for Type A trigger by the group DCI with SRS request triggers and TPC commands for a SRS-only SCell. Each group may contain at most 8 CCs.

	SRS-TPC-RNTI
RNTI for SRS trigger and power control using DCI format 3B, see TS 36.212 [22].

	StartingBitOfFormat3B
The starting bit position of a field within the group DCI with SRS request triggers and TPC commands for a SRS-only SCell.


---------
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