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<Start of modified section>
5.3.3.4
Reception of the RRCConnectionSetup by the UE

NOTE:
Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];

The UE shall:

1>
if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:
2>
discard the stored UE AS context and resumeIdentity;

2>
indicate to upper layers that the RRC connection resume has been fallbacked;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;

1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;

1>
for NB-IoT, if stored, discard the dedicated frequency offset provided by the redirectedCarrierOffsetDedicated;

1>
stop timer T300;

<TEXT OMITTED>
<End of modified section>
<Start of modified section>
procedure ends;

5.3.3.4a
Reception of the RRCConnectionResume by the UE

The UE shall:
1>
stop timer T300; 
1>
restore the RRC configuration and security context from the stored UE AS context:

1>
restore the PDCP state and re-establish PDCP entities for all SRBs and DRBs;
1>
if drb-ContinueROHC is included:

2>
indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
2>
continue the header compression protocol context for the DRBs configured with the header compression protocol;
1>
else:

2>
indicate to lower layers that stored UE AS context is used;
2>
reset the header compression protocol context for the DRBs configured with the header compression protocol;
1>
 discard the stored UE AS context and resumeIdentity;
1>
perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
1>
resume SRBs and DRBs;
1>
if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>
for NB-IoT, if stored, discard the dedicated frequency offset provided by the redirectedCarrierOffsetDedicated;

1>
if the RRCConnectionResume message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;
<TEXT OMITTED>
<End of modified section>
<Start of modified section>
5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:

2>
store the cell reselection priority information provided by the idleModeMobilityControlInfo;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
for NB-IoT, if the RRCConnectionRelease message includes the redirectedCarrierOffsetDedicated:

2>
store the dedicated frequency offset provided by the redirectedCarrierOffsetDedicated;

1>
if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';

1>
else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:

2>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';

1>
else:

2>
if the extendedWaitTime is present; and
2>
if the UE supports delay tolerant access or the UE is a NB-IoT UE:

3>
forward the extendedWaitTime to upper layers;

2>
if the releaseCause received in the RRCConnectionRelease message indicates rrc-Suspend:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause ‘RRC suspension’;

2>
else:

3>
perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';

<End of modified section>
<Start of modified section>
<TEXT OMITTED>
–
RRCConnectionRelease-NB
The RRCConnectionRelease-NB message is used to command the release of an RRC connection.

Signalling radio bearer: SRB1 or SRB1bis
RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionRelease-NB message
-- ASN1START
RRCConnectionRelease-NB ::=

SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionRelease-r13


RRCConnectionRelease-NB-r13-IEs,




spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRelease-NB-r13-IEs ::=
SEQUENCE {


releaseCause-r13




ReleaseCause-NB-r13,

resumeIdentity-r13




ResumeIdentity-r13



OPTIONAL,
-- Need OR

extendedWaitTime-r13 



INTEGER (1..1800)



OPTIONAL,
-- Need ON


redirectedCarrierInfo-r13


RedirectedCarrierInfo-NB-r13
OPTIONAL,
-- Need ON


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

ReleaseCause-NB-r13 ::=




ENUMERATED {loadBalancingTAUrequired, other, 














rrc-Suspend, spare1}

RedirectedCarrierInfo-NB-r13::=


CarrierFreq-NB-r13
RRCConnectionRelease-NB-v14xy-IEs ::=
SEQUENCE {


redirectedCarrierOffsetDedicated-r14
Q-OffsetRange


DEFAULT dB0,


nonCriticalExtension




SEQUENCE {}



OPTIONAL

}
-- ASN1STOP
	RRCConnectionRelease-NB field descriptions

	extendedWaitTime

Value in seconds.

	redirectedCarrierInfo

The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to a NB-IoT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	redirectedCarrierOffsetDedicated
Parameter “Qoffsetdedicatedfrequency” in TS 36.304 [4]. For NB-IoT carrier frequencies, a UE that supports multi-band cells considers the redirectedCarrierOffsetDedicatedto to be common for all overlapping bands (i.e. regardless of the EARFCN that is used).

	releaseCause

The releaseCause is used to indicate the reason for releasing the RRC Connection.
E-UTRAN should not set the releaseCause to loadBalancingTAURequired if the extendedWaitTime is present.


<TEXT OMITTED>
<End of modified section>
<Start of modified section>
<TEXT OMITTED>
<End of modified section>
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<TEXT OMITTED>
<End of modified section>
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<TEXT OMITTED>
<End of modified section>
<Start of modified section>
<TEXT OMITTED>
<End of modified section>
