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1 Background
In the context of overload control for CP CIoT EPS optimization [1], SA2 agreed to progress Solution 9 option 2 for overload control for CP CIoT EPS optimization [2]: 

Option 2: The overload control from control plane data is applicable to all UEs with capability for Control Plane CIoT EPS Optimisation only, i.e. it does not control the UEs that are capable for both, Control Plane and User Plane CIoT EPS Optimisation. It does not require new indication by the UE in the RRC signalling.
In this contribution the use of the ExtendedWaitTime with CP overload discussed. 
2 Discussion
The ExtendedWaitTime can be included in the RRCConnectionReject or RRCConnectionRelease and is forwarded to the upper layers when received by the UE. The ExtendedWaitTime has a range up to 30 min, compared to 16 sec for the WaitTime. 

Observation: The WaitTime is not suitable to back off delay tolerant access during periods of congestion
The ExtendedWaitTime is only supported for UE supporting delay tolerant access, i.e. UE that indicate DelayTolerantAccess in the establishment cause: 

1>
if the extendedWaitTime is present and the UE supports delay tolerant access:
2>
forward the extendedWaitTime to upper layers;

The DelayTolerantAccess establishment cause is used when the UE is configured with NAS signalling low priority (LAPI) in NAS layer. 
DelayTolerantAccess establishment cause is supported in NB-IoT, but non-NB-IoT UE supporting CP CIoT EPS optimization may not support delay tolerant access: 
Proposal 1: A REL-13 non-NB-IoT UE supporting Control plane CIoT EPS optimisation shall also support ExtendedWaitTime. 
Proposal 2: Indicate in an LS to CT1 about the RAN2 agreement

Draft CRs to 36.331 are provided for information. 

3 Summary

RAN2 is kindly asked to discuss ExtendedWaitTime for non-NB-IoT UEs: 

Proposal 1: A REL-13 non-NB-IoT UE supporting Control plane CIoT EPS optimisation shall also support ExtendedWaitTime. 

Proposal 2: Indicate in an LS to CT1 about the RAN2 agreement.
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