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1	Introduction
In 3GPP RAN2#96 it was agreed to model light connection with RRC_CONNECTED although UE is making reselections and establishing data transfer from the state. It seems to be quite unfortunate that NW cannot control UE access in light connection although it can do that in RRC_IDLE. On the contrary for NR it was decided that access class checking is applicable to RRC_INACTIVE as well. There is now clearly a contradiction between these two states.
2	ACB to light connection
In the running CR (R2-16xxxx_CR_36_331__LightConn_v7.doc) one has added separate initiation of connection chapter 5.3.3.2a basically duplicating all the actions UE would do when resuming connection from RRC_IDLE. This seems to complicate the CR unnecessarily. 
Proposal 1: Incorporate connection initiation behaviour to same chapter as connection resumption and establishment are done to avoid unnecessary duplication of procedural text
Once the duplication is removed it is possible to achieve ACB for light connection by just reusing the behaviour already defined in 5.3.3.2. The question regarding ACB would be then what should be UE behaviour if access is barred when in light connection. As the CT1 already indicated that they require UE to provide different establishment causes (e.g. emergency call etc.) it seems that from NAS point of view there is no difficulties to distinguish UE being in light connection and their behaviour can be tailored for this purpose if needed. At least following options are possible for capturing ACB:
1. NAS is kept unaware of access barring and connection would not just be established and data can be lost. This does not seem viable option especially in case of emergency call. One should enable as quick reconnection attempt by NAS as possible in this kind of scenario.
2. NAS is kept unaware of access barring and connection be started by AS when access is again allowed. Similarly to option 1 the emergency call handling can be issue if access is barred for lengthy durations.
3. NAS is informed about access barring and NAS can do whatever they see necessary e.g. drop to IDLE, start PLMN selection, make new connection attempt. This seems to be easiest alternative as all the necessary behaviour is already defined for regular connection establishment/resumption.
Proposal 2: Inform NAS about access barring and alleviation (if any) and NAS can perform whatever procedure they see necessary.
Based on this we provide in a text proposal to capture ACB for light connection 
3	Conclusion
In this paper we provided our view on having access class checking in light connection and as it was showed capturing that in the 36.331 is very simple we don’t see any good motivation to not to have ACB in light connection. Additionally one needs to also remember that for NR it was already agreed that one should be able to perform access class barring for RRC_INACTIVE state and thus it seems logical to have similar behaviour for LTE as well. Thus we propose:
Proposal : Enable ACB for light connection e.g. as shown in the Text Proposal of this paper
4	Text Proposal
[bookmark: _Toc463007777]5.3.3.2	Initiation
The UE initiates the procedure when upper layers request establishment or resume of an RRC connection while the UE is in RRC_IDLE or requested to start MO access or upon reception of a Paging message including UE identity while UE is in light RRC connection.
Except for NB-IoT, upon initiation of the procedure, the UE shall:
1>	if SystemInformationBlockType2 includes ac-BarringPerPLMN-List and the ac-BarringPerPLMN-List contains an AC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]):
2>	select the AC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;
2>	in the remainder of this procedure, use the selected AC-BarringPerPLMN entry (i.e. presence or absence of access barring parameters in this entry) irrespective of the common access barring parameters included in SystemInformationBlockType2;
1>	else
2>	in the remainder of this procedure use the common access barring parameters (i.e. presence or absence of these parameters) included in SystemInformationBlockType2;
1>	if SystemInformationBlockType2 contains ACDC-BarringPerPLMN-List and the ACDC-BarringPerPLMN-List contains an ACDC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]):
2>	select the ACDC-BarringPerPLMN entry with the plmn-IdentityIndex corresponding to the PLMN selected by upper layers;
2>	in the remainder of this procedure, use the selected ACDC-BarringPerPLMN entry for ACDC barring check (i.e. presence or absence of access barring parameters in this entry) irrespective of the ACDC-BarringForCommon parameters included in SystemInformationBlockType2;
1>	else:
2>	in the remainder of this procedure use the ACDC-BarringForCommon (i.e. presence or absence of these parameters) included in SystemInformationBlockType2 for ACDC barring check;
1>	if upper layers indicate that the RRC connection is subject to EAB (see TS 24.301 [35]):
2>	if the result of the EAB check, as specified in 5.3.3.12, is that access to the cell is barred:
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that EAB is applicable, upon which the procedure ends;
1>	if upper layers indicate that the RRC connection is subject to ACDC (see TS 24.301 [35]), SystemInformationBlockType2 contains BarringPerACDC-CategoryList, and acdc-HPLMNonly indicates that ACDC is applicable for the UE:
2>	if the BarringPerACDC-CategoryList contains a BarringPerACDC-Category entry corresponding to the ACDC category selected by upper layers:
3>	select the BarringPerACDC-Category entry corresponding to the ACDC category selected by upper layers;
2>	else:
3>	select the last BarringPerACDC-Category entry in the BarringPerACDC-CategoryList;
2>	stop timer T308, if running;
2>	perform access barring check as specified in 5.3.3.13, using T308 as "Tbarring" and acdc-BarringConfig in the BarringPerACDC-Category as "ACDC barring parameter";
2>	if access to the cell is barred:
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring is applicable due to ACDC, upon which the procedure ends;
1>	else if the UE is establishing the RRC connection for mobile terminating calls:
2>	if timer T302 is running:
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile terminating calls is applicable, upon which the procedure ends;
1>	else if the UE is establishing the RRC connection for emergency calls:
2>	if SystemInformationBlockType2 includes the ac-BarringInfo:
3>	if the ac-BarringForEmergency is set to TRUE:
4>	if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]:
NOTE 1:	ACs 12, 13, 14 are only valid for use in the home country and ACs 11, 15 are only valid for use in the HPLMN/ EHPLMN.
5>	if the ac-BarringInfo includes ac-BarringForMO-Data, and for all of these valid Access Classes for the UE, the corresponding bit in the ac-BarringForSpecialAC contained in ac-BarringForMO-Data is set to one:
6>	consider access to the cell as barred;
4>	else:
5>	consider access to the cell as barred;
2>	if access to the cell is barred:
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication or failure to start MO requested to start MO access in light connection, upon which the procedure ends;
1>	else if the UE is establishing the RRC connection for mobile originating calls:
2>	perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";
2>	if access to the cell is barred:
3>	if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:
4>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication or failure to start MO requested to start MO access in light connection and that access barring for mobile originating calls is applicable, upon which the procedure ends;
3>	else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):
4>	if timer T306 is not running, start T306 with the timer value of T303;
4>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;
1>	else if the UE is establishing the RRC connection for mobile originating signalling:
2>	perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";
2>	if access to the cell is barred:
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication or failure to start MO requested to start MO access in light connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;
1>	else if the UE is establishing the RRC connection for mobile originating CS fallback:
2>	if SystemInformationBlockType2 includes ac-BarringForCSFB:
3>	perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForCSFB as "AC barring parameter";
3>	if access to the cell is barred:
4>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication or failure to start MO requested to start MO access in light connection and that access barring for mobile originating CS fallback is applicable, due to ac-BarringForCSFB, upon which the procedure ends;
2>	else:
3>	perform access barring check as specified in 5.3.3.11, using T306 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";
3>	if access to the cell is barred:
4>	if timer T303 is not running, start T303 with the timer value of T306;
4>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication or failure to start MO requested to start MO access in light connection and that access barring for mobile originating CS fallback and mobile originating calls is applicable, due to ac-BarringForMO-Data, upon which the procedure ends;
1>	else if the UE is establishing the RRC connection for mobile originating MMTEL voice, mobile originating MMTEL video, mobile originating SMSoIP or mobile originating SMS:
2>	if the UE is establishing the RRC connection for mobile originating MMTEL voice and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVoice; or
2>	if the UE is establishing the RRC connection for mobile originating MMTEL video and SystemInformationBlockType2 includes ac-BarringSkipForMMTELVideo; or
2>	if the UE is establishing the RRC connection for mobile originating SMSoIP or SMS and SystemInformationBlockType2 includes ac-BarringSkipForSMS:
3>	consider access to the cell as not barred;
2>	else:
3>	if establishmentCause received from higher layers is set to mo-Signalling (including the case that mo-Signalling is replaced by highPriorityAccess according to 3GPP TS 24.301 [35] or by mo-VoiceCall according to the subclause 5.3.3.3):
4>	perform access barring check as specified in 5.3.3.11, using T305 as "Tbarring" and ac-BarringForMO-Signalling as "AC barring parameter";
4>	if access to the cell is barred:
5>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication or failure to start MO requested to start MO access in light connection and that access barring for mobile originating signalling is applicable, upon which the procedure ends;
3>	if establishmentCause received from higher layers is set to mo-Data (including the case that mo-Data is replaced by highPriorityAccess according to 3GPP TS 24.301 [35] or by mo-VoiceCall according to the subclause 5.3.3.3):
4>	perform access barring check as specified in 5.3.3.11, using T303 as "Tbarring" and ac-BarringForMO-Data as "AC barring parameter";
4>	if access to the cell is barred:
5>	if SystemInformationBlockType2 includes ac-BarringForCSFB or the UE does not support CS fallback:
6>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication or failure to start MO requested to start MO access in light connection and that access barring for mobile originating calls is applicable, upon which the procedure ends;
5>	else (SystemInformationBlockType2 does not include ac-BarringForCSFB and the UE supports CS fallback):
6>	if timer T306 is not running, start T306 with the timer value of T303;
6>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring for mobile originating calls and mobile originating CS fallback is applicable, upon which the procedure ends;
1>	if the UE is resuming an RRC connection or starting MO access in light connection or answering to RAN paging and access to cell is not barred:
2>	release the MCG SCell(s), if configured, in accordance with 5.3.10.3a;
2>	release powerPrefIndicationConfig, if configured and stop timer T340, if running;
2>	release reportProximityConfig and clear any associated proximity status reporting timer;
2>	release obtainLocationConfig, if configured;
2>	release idc-Config, if configured;
2>	release measSubframePatternPCell, if configured;
2>	release the entire SCG configuration, if configured, except for the DRB configuration (as configured by drb-ToAddModListSCG);
2>	release naics-Info for the PCell, if configured;
2>	release the LWA configuration, if configured, as described in 5.6.14.3;
2>	release the LWIP configuration, if configured, as described in 5.6.17.3;
1>	apply the default physical channel configuration as specified in 9.2.4;
1>	apply the default semi-persistent scheduling configuration as specified in 9.2.3;
1>	apply the default MAC main configuration as specified in 9.2.2;
1>	apply the CCCH configuration as specified in 9.1.1.2;
1>	apply the timeAlignmentTimerCommon included in SystemInformationBlockType2;
1>	start timer T300;
1>	if the UE is resuming an RRC connection:
2>	initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;
1>	else:
2>	if stored, discard the UE AS context and resumeIdentity;
2>	initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;
NOTE 2:	Upon initiating the connection establishment procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.
For NB-IoT, upon initiation of the procedure, the UE shall:
1>	if the UE is establishing or resuming the RRC connection for mobile originating exception data; or
1>	if the UE is establishing or resuming the RRC connection for mobile originating data; or
1>	if the UE is establishing or resuming the RRC connection for delay tolerant access; or
1>	if the UE is establishing or resuming the RRC connection for mobile originating signalling; 
2>	perform access barring check as specified in 5.3.3.14;
2>	if access to the cell is barred:
3>	inform upper layers about the failure to establish the RRC connection or failure to resume the RRC connection with suspend indication and that access barring is applicable, upon which the procedure ends;
1>	apply the default physical channel configuration as specified in 9.2.4;
1>	apply the default MAC main configuration as specified in 9.2.2;
1>	apply the CCCH configuration as specified in 9.1.1.2;
1>	start timer T300;
1>		if the UE is establishing an RRC connection:
2>	initiate transmission of the RRCConnectionRequest message in accordance with 5.3.3.3;
1>	else if the UE is resuming an RRC connection:
2>	initiate transmission of the RRCConnectionResumeRequest message in accordance with 5.3.3.3a;
NOTE 3:	Upon initiating the connection establishment or resumption procedure, the UE is not required to ensure it maintains up to date system information applicable only for UEs in RRC_IDLE state. However, the UE needs to perform system information acquisition upon cell re-selection.






