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4
General

4.1
Introduction

In this specification, (parts of) procedures and messages specified for the UE equally apply to the RN for functionality necessary for the RN. There are also (parts of) procedures and messages which are only applicable to the RN in its communication with the E-UTRAN, in which case the specification denotes the RN instead of the UE. Such RN‑specific aspects are not applicable to the UE.

NB-IoT is a non backward compatible variant of E-UTRAN supporting a reduced set of functionality. In this specification, (parts of) procedures and messages specified for the UE equally apply to the UE in NB-IoT. There are also some features and related procedures and messages that are not supported by UEs in NB-IoT. 

In particular, the following features are not supported in NB-IoT and corresponding procedures and messages do not apply to the UE in NB-IoT:

-
Connected mode mobility (Handover and measurement reporting); 

-
Inter-RAT cell reselection or inter-RAT mobility in connected mode;

-
CSG;

-
Relay Node (RN);

-
Carrier Aggregation (CA);

-
Dual connectivity (DC);

-
GBR (QoS);

-
ACB, EAB, SSAC and ACDC;

-
MBMS, except for MBMS via SC-PTM in Idle mode;

-
Self-configuration and self-optimisation;

-
Measurement logging and reporting for network performance optimisation;
-
Public warning systems e.g. CMAS, ETWS and PWS;

-
Real time services (including emergency call);
-
CS services and CS fallback;
-
In-device coexistence;

-
RAN assisted WLAN interworking;

-
Network-assisted interference cancellation/suppression;

-
Sidelink (including direct communication and direct discovery).

NOTE: In regard to mobility, NB-IoT is a separate RAT from E-UTRAN.

In this specification, there are also (parts of) procedures and messages which are only applicable to UEs in NB-IoT, in which case this is stated explicitly.
This specification is organised as follows:

-
sub-clause 4.2 describes the RRC protocol model;

-
sub-clause 4.3 specifies the services provided to upper layers as well as the services expected from lower layers;

-
sub-clause 4.4 lists the RRC functions;

-
clause 5 specifies RRC procedures, including UE state transitions;

-
clause 6 specifies the RRC message in a mixed format (i.e. tabular & ASN.1 together);

-
clause 7 specifies the variables (including protocol timers and constants) and counters to be used by the UE;

-
clause 8 specifies the encoding of the RRC messages;

-
clause 9 specifies the specified and default radio configurations;

-
clause 10 specifies the RRC messages transferred across network nodes;

-
clause 11 specifies the UE capability related constraints and performance requirements.

------------------------------------------

Skip to next change

------------------------------------------
5
Procedures

5.1
General

5.1.1
Introduction

The procedural requirements are structured according to the main functional areas: system information (5.2), connection control (5.3), inter-RAT mobility (5.4) and measurements (5.5). In addition sub-clause 5.6 covers other aspects e.g. NAS dedicated information transfer, UE capability transfer, sub-clause 5.7 specifies the generic error handling, sub-clause 5.8 covers MBMS, clause 5.8 cover SC-PTM (i.e. MBMS service reception via SC-MRB) sub-clause 5.9 covers RN-specific procedures and sub-clause 5.10 covers sidelink.

For NB-IoT, only a subset of the above procedural requirements applies: system information (5.2), connection control (5.3), some part of other aspects (5.6), and general error handling (5.7). Subclauses inter-RAT mobility (5.4), measurements (5.5), MBMS (5.8), RN procedures (5.9) and Sidelink (5.10) are not applicable in NB-IoT.

------------------------------------------

Skip to next change

------------------------------------------
5.2.2.4
System information acquisition by the UE

The UE shall:

1>
apply the specified BCCH configuration defined in 9.1.1.1 or BR-BCCH configuration defined in 9.1.1.8;

1>
if the procedure is triggered by a system information change notification:

2>
if the UE uses an idle DRX cycle longer than the modification period:

3>
start acquiring the required system information, as defined in 5.2.2.3, from the next eDRX acquisition period boundary;

2>
else

3>
start acquiring the required system information, as defined in 5.2.2.3, from the beginning of the modification period following the one in which the change notification was received;

NOTE 1:
The UE continues using the previously received system information until the new system information has been acquired.

1>
if the UE is in RRC_IDLE and enters a cell for which the UE does not have stored a valid version of the system information required in RRC_IDLE, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_IDLE, as defined in 5.2.2.3;

1>
following successful handover completion to a PCell for which the UE does not have stored a valid version of the system information required in RRC_CONNECTED, as defined in 5.2.2.3:

2>
acquire, using the system information acquisition procedure as defined in 5.2.3, the system information required in RRC_CONNECTED, as defined in 5.2.2.3;

2>
upon acquiring the concerned system information:

3>
discard the corresponding radio resource configuration information included in the radioResourceConfigCommon previously received in a dedicated message, if any;

1>
following a request from CDMA2000 upper layers:

2>
acquire SystemInformationBlockType8, as defined in 5.2.3;

1>
neither initiate the RRC connection establishment/resume procedure nor initiate transmission of the RRCConnectionReestablishmentRequest message until the UE has a valid version of the MasterInformationBlock (MasterInformationBlock-NB in NB-IoT) and SystemInformationBlockType1 (SystemInformationBlockType1-NB in NB-IoT) messages as well as SystemInformationBlockType2 (SystemInformationBlockType2-NB in NB-IoT);

1>
not initiate the RRC connection establishment subject to EAB until the UE has a valid version of SystemInformationBlockType14, if broadcast;

1>
if the UE is ETWS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>

discard any previously buffered warningMessageSegment;

3>
clear, if any, the current values of messageIdentifier and serialNumber for SystemInformationBlockType11;
2>
when the UE acquires SystemInformationBlockType1 following ETWS indication, upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:
3>
if schedulingInfoList indicates that SystemInformationBlockType10 is present:

4>
if the UE is in CE:

5>
start acquiring SystemInformationBlockType10;

4>
else

5>
start acquiring SystemInformationBlockType10 immediately;

3>
if schedulingInfoList indicates that SystemInformationBlockType11 is present:

4>
start acquiring SystemInformationBlockType11 immediately;

NOTE 2:
UEs shall start acquiring SystemInformationBlockType10 and SystemInformationBlockType11 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is CMAS capable:

2>
upon entering a cell during RRC_IDLE, following successful handover or upon connection re-establishment:

3>
discard any previously buffered warningMessageSegment;

3>
clear, if any, stored values of messageIdentifier and serialNumber for SystemInformationBlockType12 associated with the discarded warningMessageSegment;

2>
when the UE acquires SystemInformationBlockType1 following CMAS indication, upon entering a cell during RRC_IDLE, following successful handover and upon connection re-establishment:

3>
if schedulingInfoList indicates that SystemInformationBlockType12 is present:

4>
acquire SystemInformationBlockType12;

NOTE 3:
UEs shall start acquiring SystemInformationBlockType12 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

1>
if the UE is interested to receive MBMS services:

2>
if the UE is capable of MBMS reception as specified in 5.8:

3>
if schedulingInfoList indicates that SystemInformationBlockType13 is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType13;

2>
if the UE is capable of SC-PTM reception as specified in 5.8a:

3>
if schedulingInfoList indicates that SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT);

2>
if the UE is capable of MBMS Service Continuity:

3>
if schedulingInfoList indicates that SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT) is present and the UE does not have stored a valid version of this system information block:

4>
acquire SystemInformationBlockType15 (SystemInformationBlockType15-NB in NB-IoT).;

1>
if the UE is EAB capable:

2>
when the UE does not have stored a valid version of SystemInformationBlockType14 upon entering RRC_IDLE, or when the UE acquires SystemInformationBlockType1 following EAB parameters change notification, or upon entering a cell during RRC_IDLE, or before establishing an RRC connection if using eDRX with DRX cycle longer than the modification period:

3>
if schedulingInfoList indicates that SystemInformationBlockType14 is present:

4>
start acquiring SystemInformationBlockType14 immediately;

3>
else:

4>
discard SystemInformationBlockType14, if previously received;

NOTE 4:
EAB capable UEs start acquiring SystemInformationBlockType14 as described above even when systemInfoValueTag in SystemInformationBlockType1 has not changed.

NOTE 5:
EAB capable UEs maintain an up to date SystemInformationBlockType14 in RRC_IDLE.

1>
if the UE is capable of sidelink communication and is configured by upper layers to receive or transmit sidelink communication:

2>
if the cell used for sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and

2>
if schedulingInfoList indicates that SystemInformationBlockType18 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType18;

1>
if the UE is capable of sidelink discovery and is configured by upper layers to receive or transmit sidelink discovery announcements on the primary frequency:

2>
if schedulingInfoList of the serving cell/ PCell indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType19;

1>
if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to receive sidelink discovery announcements on:

2>
if SystemInformationBlockType19 of the serving cell/ PCell does not provide the corresponding reception resources; and
2>
if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType19;

1>
if the UE is capable of sidelink discovery and, for each of the one or more frequencies included in discInterFreqList, if included in SystemInformationBlockType19 and for which the UE is configured by upper layers to transmit sidelink discovery announcements on:

2>
if SysemInformationBlockType19 of the serving cell/ PCell includes discTxResourcesInterFreq which is set to acquireSI-FromCarrier; and

2>
if schedulingInfoList of the cell on the concerned frequency indicates that SystemInformationBlockType19 is present and the UE does not have stored a valid version of this system information block:
3>
acquire SystemInformationBlockType19;
1>
if the UE is a NB-IoT UE and if ab-Enabled included in MasterInformationBlock-NB is set to TRUE:

2>
not initiate the RRC connection establishment/resume procedure for all access causes except mobile terminating calls until the UE has a valid version of SystemInformationBlockType14-NB;

1>
if the UE is capable of V2X sidelink communication and is configured by upper layers to receive or transmit V2X sidelink communication on a frequency:

2> 
if the cell used for V2X sidelink communication meets the S-criteria as defined in TS 36.304 [4]; and

2>
if schedulingInfoList on the concerned frequency indicates that SystemInformationBlockType21 is present and the UE does not have stored a valid version of this system information block:

3>
acquire SystemInformationBlockType21;

The UE may apply the received SIBs immediately, i.e. the UE does not need to delay using a SIB until all SI messages have been received. The UE may delay applying the received SIBs until completing lower layer procedures associated with a received or a UE originated RRC message, e.g. an ongoing random access procedure.

NOTE 6:
While attempting to acquire a particular SIB, if the UE detects from schedulingInfoList that it is no longer present, the UE should stop trying to acquire the particular SIB.
------------------------------------------
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5.2.2.22
Actions upon reception of SystemInformationBlockType15
No UE requirements related to the contents of this SystemInformationBlock (SystemInformationBlockType15 or SystemInformationBlockType15-NB) apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.

------------------------------------------

Skip to next change

------------------------------------------
5.2.2.27
Actions upon reception of SystemInformationBlockType20
No UE requirements related to the contents of this SystemInformationBlock (SystemInformationBlockType20 or SystemInformationBlockType20-NB) apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.
------------------------------------------
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------------------------------------------
5.8a
SC-PTM

5.8a.1
Introduction

5.8a.1.1
General

SC-PTM control information is provided on a specific logical channel: the SC-MCCH. The SC-MCCH carries the SCPTMConfiguration message which indicates the MBMS sessions that are ongoing as well as the (corresponding) information on when each session may be scheduled, i.e.scheduling period, scheduling window and start offset. The SCPTMConfiguration message also provides information about the neighbour cells transmitting the MBMS sessions which are ongoing on the current cell.

A limited amount of SC-PTM control information is provided on the BCCH. This primarily concerns the information needed to acquire the SC-MCCH.

5.8a.1.2
SC-MCCH scheduling

The SC-MCCH information (i.e. information transmitted in messages sent over SC-MCCH) is transmitted periodically, using a configurable repetition period. SC-MCCH transmissions (and the associated radio resources and MCS) are indicated on PDCCH.
5.8a.1.3
SC-MCCH information validity and notification of changes

Change of SC-MCCH information only occurs at specific radio frames, i.e. the concept of a modification period is used. Within a modification period, the same SC-MCCH information may be transmitted a number of times, as defined by its scheduling (which is based on a repetition period). The modification period boundaries are defined by SFN values for which SFN mod m= 0, where m is the number of radio frames comprising the modification period. The modification period is configured by means of SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT).

When the network changes (some of) the SC-MCCH information, it notifies the UEs, other than BL UEs, UEs in CE or NB-IoT UEs, about the change in the first subframe which can be used for SC-MCCH transmission in a repetition period. LSB bit in 8-bit bitmap when set to '1' indicates the change in SC-MCCH. Upon receiving a change notification, a UE interested to receive MBMS services transmitted using SC-PTM acquires the new SC-MCCH information starting from the same subframe. The UE applies the previously acquired SC-MCCH information until the UE acquires the new SC-MCCH information.
When the network changes (some of) the SC-MCCH information for start of new MBMS service(s) transmitted using SC-PTM, it notifies BL UEs, UEs in CE or NB-IoT UEs about the change in every PDCCH which schedules the SC-MCCH in the current modification period. Upon receiving a change notification, a BL UE, UE in CE or NB-IoT UE interested to receive MBMS services transmitted using SC-PTM acquires the new SC-MCCH information starting from the same subframe. The BL UE, UE in CE or NB-IoT UEs applies the previously acquired SC-MCCH information until the BL UE, UE in CE or NB-IoT UE acquires the new SC-MCCH information.

When the network changes SC-MTCH specific information e.g. start of new MBMS service(s) transmitted using SC-PTM or change of ongoing MBMS service(s) transmitted using SC-PTM, it notifies the BL UEs, UEs in CE or NB-IoT UEs in the PDCCH which schedules the SC-MTCH in the current modification period. In the case of the network changes an on-going SC-MTCH transmission in the next modification period, it notifies the BL UEs, UEs in CE or NB-IoT UEs in the PDCCH which schedules this SC-MTCH in the current modification period. In the case of the network starts new MBMS service(s) transmitted using SC-PTM, the network notifies the UEs which have on-going SC-MTCH in the PDCCH scheduling each of the SC-MTCH. Upon receiving such notification, a BL UE, UE in CE or NB-IoT UE acquires the new SC-MCCH information at the start of the next modification period. The BL UE, UE in CE or NB-IoT UE applies the previously acquired SC-MCCH information until the BL UE, UE in CE or NB-IoT UE acquires the new SC-MCCH information.
5.8a.1.4
Procedures

The SC-PTM capable UE receiving or interested to receive MBMS service(s) via SC-MRB applies SC-PTM procedures described in 5.8a and, except for BL UE, UE in CE or NB-IoT UE, the MBMS interest indication procedure as specified in 5.8.5.

5.8a.2
SC-MCCH information acquisition

5.8a.2.1
General
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Figure 5.8a.2.1-1: SC-MCCH information acquisition

The UE applies the SC-MCCH information acquisition procedure to acquire the SC-PTM control information that is broadcast by the E-UTRAN. The procedure applies to SC-PTM capable UEs that are in RRC_IDLE and to the SC-PTM capable UEs that are not BL UEs, UEs in CE or NB-IoT UEs in RRC_CONNECTED.

5.8a.2.2
Initiation

A UE interested to receive MBMS services via SC-MRB shall apply the SC-MCCH information acquisition procedure upon entering the cell broadcasting SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT) (e.g. upon power on, following UE mobility) and upon receiving a notification that the SC-MCCH information has changed. A UE, except for BL UE, UE in CE or NB-IoT UE, that is receiving an MBMS service via SC-MRB shall apply the SC-MCCH information acquisition procedure to acquire the SC-MCCH information that corresponds with the service that is being received, at the start of each modification period. The BL UE, UE in CE or NB-IoT UE that is receiving an MBMS service via SC-MRB shall apply the SC-MCCH information acquisition procedure upon receiving a notification that the SC-MCCH information that corresponds with the service that is being received is about to be changed or upon receiving a notification that the SC-MCCH information is about to be changed due to a new start service.
Unless explicitly stated otherwise in the procedural specification, the SC-MCCH information acquisition procedure overwrites any stored SC-MCCH information, i.e. delta configuration is not applicable for SC-MCCH information and the UE discontinues using a field if it is absent in SC-MCCH information unless explicitly specified otherwise.

5.8a.2.3
SC-MCCH information acquisition by the UE

A SC-PTM capable UE shall:
1>
if the procedure is triggered by an SC-MCCH information change notification and the UE has no ongoing MBMS service:

2>
except for BL UE, UE in CE or NB-IoT UE, start acquiring the SCPTMConfiguration message from the subframe where the change notification was received;
2>
for BL UE, UE in CE or NB-IoT UE, start acquiring the SCPTMConfiguration at the start of the next modification period.
NOTE 1:
The UE continues using the previously received SC-MCCH information until the new SC-MCCH information has been acquired.

1>
if the UE enters a cell broadcasting SystemInformationBlockType20 (SystemInformationBlockType20-NB in NB-IoT):

2>
acquire the SCPTMConfiguration message at the next repetition period;

1>
if the UE is receiving an MBMS service via an SC-MRB:

2>
except for BL UE, UE in CE or NB-IoT UE, start acquiring the SCPTMConfiguration message from the beginning of each modification period.
2>
for BL UE, UE in CE or NB-IoT UE, start acquiring the SCPTMConfiguration message at the start of the next modification period upon receiving a notification that the SC-MCCH information that corresponds with the service that is being received is about to be changed or upon receiving a notification that the SC-MCCH information is about to be changed due to start of a new service.

5.8a.2.4
Actions upon reception of the SCPTMConfiguration message

No UE requirements related to the contents of this SCPTMConfiguration apply other than those specified elsewhere e.g. within procedures using the concerned system information, the corresponding field descriptions.
5.8a.3
SC-PTM radio bearer configuration

5.8a.3.1
General

The SC-PTM radio bearer configuration procedure is used by the UE to configure RLC, MAC and the physical layer upon starting and/or stopping to receive an SC-MRB transmitted on SC-MTCH. The procedure applies to SC-PTM capable UEs that are in RRC_IDLE and to SC-PTM capable UEs that are not BL UEs, UEs in CE or NB-IoT UEs in RRC_CONNECTED, and are interested to receive one or more MBMS services via SC-MRB.

NOTE:
In case the UE is unable to receive an MBMS service via an SC-MRB due to capability limitations, upper layers may take appropriate action e.g. terminate a lower priority unicast service.

5.8a.3.2
Initiation

The UE applies the SC-MRB establishment procedure to start receiving a session of a MBMS service it has an interest in. The procedure may be initiated e.g. upon start of the MBMS session, upon entering a cell providing via SC-MRB a MBMS service in which the UE has interest, upon becoming interested in the MBMS service, upon removal of UE capability limitations inhibiting reception of the concerned service.
The UE applies the SC-MRB release procedure to stop receiving a session. The procedure may be initiated e.g. upon stop of the MBMS session, upon leaving the cell where a SC-MRB is established, upon losing interest in the MBMS service, when capability limitations start inhibiting reception of the concerned service.

5.8a.3.3
SC-MRB establishment

Upon SC-MRB establishment, the UE shall:

1>
establish an RLC entity in accordance with the configuration specified in 9.1.1.7;

1>
configure a SC-MTCH logical channel applicable for the SC-MRB and instruct MAC to receive DL-SCH on the cell where the SCPTMConfiguration message (SCPTMConfiguration-NB in NB-IoT) was received for the MBMS service for which the SC-MRB is established and using g-RNTI and sc-mtch-SchedulingInfo (if included) in this message for this MBMS service:

1>
configure the physical layer in accordance with the sc-mtch-InfoList, applicable for the SC-MRB, as included in the SCPTMConfiguration message (SCPTMConfiguration-NB in NB-IoT);

1>
inform upper layers about the establishment of the SC-MRB by indicating the corresponding tmgi and sessionId;

5.8a.3.4
SC-MRB release

Upon SC-MRB release, the UE shall:

1>
release the RLC entity as well as the related MAC and physical layer configuration;

1>
inform upper layers about the release of the SC-MRB by indicating the corresponding tmgi and sessionId;
------------------------------------------
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6.2
RRC messages

NOTE:
The messages included in this section reflect the current status of the discussions. Additional messages may be included at a later stage.

6.2.1
General message structure

–
EUTRA-RRC-Definitions
This ASN.1 segment is the start of the E‑UTRA RRC PDU definitions.

-- ASN1START

EUTRA-RRC-Definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- ASN1STOP

–
BCCH-BCH-Message
The BCCH-BCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via BCH on the BCCH logical channel.

-- ASN1START

BCCH-BCH-Message ::= SEQUENCE {


message




BCCH-BCH-MessageType

}

BCCH-BCH-MessageType ::=





MasterInformationBlock

-- ASN1STOP

–
BCCH-DL-SCH-Message
The BCCH-DL-SCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL‑SCH on the BCCH logical channel.

-- ASN1START

BCCH-DL-SCH-Message ::= SEQUENCE {


message




BCCH-DL-SCH-MessageType

}

BCCH-DL-SCH-MessageType ::= CHOICE {


c1





CHOICE {



systemInformation





SystemInformation,



systemInformationBlockType1



SystemInformationBlockType1


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
BCCH-DL-SCH-Message-BR
The BCCH-DL-SCH-Message-BR class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL-SCH on the BR-BCCH logical channel.

-- ASN1START

BCCH-DL-SCH-Message-BR ::= SEQUENCE {


message




BCCH-DL-SCH-MessageType-BR-r13

}

BCCH-DL-SCH-MessageType-BR-r13 ::= CHOICE {


c1





CHOICE {



systemInformation-BR-r13



SystemInformation-BR-r13,



systemInformationBlockType1-BR-r13

SystemInformationBlockType1-BR-r13


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
MCCH-Message
The MCCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE on the MCCH logical channel.

-- ASN1START

MCCH-Message ::= 

SEQUENCE {


message




MCCH-MessageType

}

MCCH-MessageType ::= CHOICE {


c1






CHOICE {



mbsfnAreaConfiguration-r9

MBSFNAreaConfiguration-r9


},


later





CHOICE {



c2







CHOICE{




mbmsCountingRequest-r10


MBMSCountingRequest-r10



},



messageClassExtension
SEQUENCE {}


}

}

-- ASN1STOP

–
PCCH-Message
The PCCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE on the PCCH logical channel.

-- ASN1START

PCCH-Message ::= SEQUENCE {


message




PCCH-MessageType

}

PCCH-MessageType ::= CHOICE {


c1





CHOICE {



paging








Paging


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
DL-CCCH-Message
The DL-CCCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE on the downlink CCCH logical channel.

-- ASN1START

DL-CCCH-Message ::= SEQUENCE {


message




DL-CCCH-MessageType

}

DL-CCCH-MessageType ::= CHOICE {


c1





CHOICE {



rrcConnectionReestablishment


RRCConnectionReestablishment,



rrcConnectionReestablishmentReject

RRCConnectionReestablishmentReject,



rrcConnectionReject





RRCConnectionReject,



rrcConnectionSetup





RRCConnectionSetup


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
DL-DCCH-Message
The DL-DCCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE or from the E-UTRAN to the RN on the downlink DCCH logical channel.

-- ASN1START

DL-DCCH-Message ::= SEQUENCE {


message




DL-DCCH-MessageType

}

DL-DCCH-MessageType ::= CHOICE {


c1





CHOICE {



csfbParametersResponseCDMA2000


CSFBParametersResponseCDMA2000,



dlInformationTransfer




DLInformationTransfer,



handoverFromEUTRAPreparationRequest

HandoverFromEUTRAPreparationRequest,



mobilityFromEUTRACommand



MobilityFromEUTRACommand,



rrcConnectionReconfiguration


RRCConnectionReconfiguration,



rrcConnectionRelease




RRCConnectionRelease,



securityModeCommand





SecurityModeCommand,



ueCapabilityEnquiry





UECapabilityEnquiry,



counterCheck






CounterCheck,



ueInformationRequest-r9




UEInformationRequest-r9,



loggedMeasurementConfiguration-r10

LoggedMeasurementConfiguration-r10,



rnReconfiguration-r10




RNReconfiguration-r10,



rrcConnectionResume-r13




RRCConnectionResume-r13, 



spare3 NULL, spare2 NULL, spare1 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
UL-CCCH-Message
The UL-CCCH-Message class is the set of RRC messages that may be sent from the UE to the E‑UTRAN on the uplink CCCH logical channel.

-- ASN1START

UL-CCCH-Message ::= SEQUENCE {


message




UL-CCCH-MessageType

}

UL-CCCH-MessageType ::= CHOICE {


c1





CHOICE {



rrcConnectionReestablishmentRequest

RRCConnectionReestablishmentRequest,



rrcConnectionRequest




RRCConnectionRequest


},


messageClassExtension
CHOICE {



c2





CHOICE {




rrcConnectionResumeRequest-r13


RRCConnectionResumeRequest-r13



},



messageClassExtensionFuture-r13
SEQUENCE {}



}

}

-- ASN1STOP

–
UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the E‑UTRAN or from the RN to the E-UTRAN on the uplink DCCH logical channel.

-- ASN1START

UL-DCCH-Message ::= SEQUENCE {


message


UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


c1





CHOICE {



csfbParametersRequestCDMA2000


CSFBParametersRequestCDMA2000,



measurementReport





MeasurementReport,



rrcConnectionReconfigurationComplete
RRCConnectionReconfigurationComplete,



rrcConnectionReestablishmentComplete
RRCConnectionReestablishmentComplete,



rrcConnectionSetupComplete



RRCConnectionSetupComplete,



securityModeComplete




SecurityModeComplete,



securityModeFailure





SecurityModeFailure,



ueCapabilityInformation




UECapabilityInformation,



ulHandoverPreparationTransfer


ULHandoverPreparationTransfer,



ulInformationTransfer




ULInformationTransfer,



counterCheckResponse




CounterCheckResponse,



ueInformationResponse-r9



UEInformationResponse-r9,



proximityIndication-r9




ProximityIndication-r9,



rnReconfigurationComplete-r10


RNReconfigurationComplete-r10,



mbmsCountingResponse-r10



MBMSCountingResponse-r10,



interFreqRSTDMeasurementIndication-r10
InterFreqRSTDMeasurementIndication-r10


},


messageClassExtension
CHOICE {



c2






CHOICE {




ueAssistanceInformation-r11


UEAssistanceInformation-r11,




inDeviceCoexIndication-r11


InDeviceCoexIndication-r11,




mbmsInterestIndication-r11


MBMSInterestIndication-r11,




scgFailureInformation-r12


SCGFailureInformation-r12,




sidelinkUEInformation-r12


SidelinkUEInformation-r12,




wlanConnectionStatusReport-r13


WLANConnectionStatusReport-r13,




rrcConnectionResumeComplete-r13

RRCConnectionResumeComplete-r13,




spare9 NULL, spare8 NULL, spare7 NULL,




spare6 NULL, spare5 NULL, spare4 NULL,




spare3 NULL, spare2 NULL, spare1 NULL



},



messageClassExtensionFuture-r11
SEQUENCE {}


}

}

-- ASN1STOP

–
SC-MCCH-Message
The SC-MCCH-Message class is the set of RRC messages that may be sent from the E‑UTRAN to the UE on the SC-MCCH logical channel.

-- ASN1START

SC-MCCH-Message-r13 ::= SEQUENCE {


message




SC-MCCH-MessageType-r13

}

SC-MCCH-MessageType-r13 ::= CHOICE {


c1





CHOICE {



scptmConfiguration-r13





SCPTMConfiguration-r13


},


messageClassExtension
CHOICE {



c2






CHOICE {




scptmConfiguration-BR-r14



SCPTMConfiguration-BR-r14



},



messageClassExtensionFuture-r14
SEQUENCE {}
}

-- ASN1STOP

------------------------------------------

Skip to next change

------------------------------------------
6.2.2
Message definitions

–
SCPTMConfiguration
The SCPTMConfiguration message contains the control information applicable for MBMS services transmitted via SC-MRB.
Signalling radio bearer: N/A

RLC-SAP: UM

Logical channel: SC-MCCH

Direction: E‑UTRAN to UE

SCPTMConfiguration message
-- ASN1START

SCPTMConfiguration-r13 ::=

SEQUENCE {


sc-mtch-InfoList-r13


SC-MTCH-InfoList-r13,


scptm-NeighbourCellList-r13

SCPTM-NeighbourCellList-r13


OPTIONAL,
-- Need OP


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	SCPTMConfiguration field descriptions

	sc-mtch-InfoList

Provides the configuration of each SC-MTCH in the current cell.

	scptm-NeighbourCellList

List of neighbour cells providing MBMS services via SC-MRB. When absent, the UE shall assume that MBMS services listed in the SCPTMConfiguration message are not provided via SC-MRB in any neighbour cell.


–
SCPTMConfiguration-BR
The SCPTMConfiguration-BR message contains the control information applicable for MBMS services transmitted via SC-MRB for BL UEs or UEs in CE.
Signalling radio bearer: N/A

RLC-SAP: UM

Logical channel: SC-MCCH

Direction: E‑UTRAN to UE

SCPTMConfiguration-BR message
-- ASN1START

SCPTMConfiguration-BR-r14 ::=
SEQUENCE {


sc-mtch-InfoList-r14


SC-MTCH-InfoList-BR-r14,


scptm-NeighbourCellList-r14

SCPTM-NeighbourCellList-r13


OPTIONAL,
-- Need OP


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	SCPTMConfiguration-BR field descriptions

	sc-mtch-InfoList

Provides the configuration of each SC-MTCH in the current cell.

	scptm-NeighbourCellList

List of neighbour cells providing MBMS services via SC-MRB. When absent, the BL UE or UE in CE shall assume that MBMS services listed in the SCPTMConfiguration-BR message are not provided via SC-MRB in any neighbour cell.


------------------------------------------

Skip to next change

------------------------------------------
6.3
RRC information elements

6.3.1
System information blocks

–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. SystemInformationBlockType1-BR uses the same structure as SystemInformationBlockType1.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START

SystemInformationBlockType1-BR-r13 ::=
SystemInformationBlockType1

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SystemInformationBlockType1-v10j0-IEs
OPTIONAL

}

SystemInformationBlockType1-v10j0-IEs ::= SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR

multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL,
-- Need OR

nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ


nonCriticalExtension


SystemInformationBlockType1-v1250-IEs
OPTIONAL

}

SystemInformationBlockType1-v1250-IEs ::=
SEQUENCE {


cellAccessRelatedInfo-v1250




SEQUENCE {



category0Allowed-r12





ENUMERATED {true}

OPTIONAL
-- Need OP


},


cellSelectionInfo-v1250




CellSelectionInfo-v1250

OPTIONAL,
-- Cond RSRQ2


freqBandIndicatorPriority-r12


ENUMERATED {true}


OPTIONAL,
-- Cond mFBI

nonCriticalExtension


SystemInformationBlockType1-v1310-IEs
OPTIONAL





}

SystemInformationBlockType1-v1310-IEs ::=
SEQUENCE {


hyperSFN-r13







BIT STRING (SIZE (10))

OPTIONAL,
-- Need OR


eDRX-Allowed-r13






ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfoCE-r13




CellSelectionInfoCE-r13
OPTIONAL,
-- Need OP


bandwidthReducedAccessRelatedInfo-r13
SEQUENCE {



si-WindowLength-BR-r13




ENUMERATED {














ms20, ms40, ms60, ms80, ms120, 














ms160, ms200, spare},



si-RepetitionPattern-r13



ENUMERATED {everyRF, every2ndRF, every4thRF,
















every8thRF},



schedulingInfoList-BR-r13



SchedulingInfoList-BR-r13
OPTIONAL,
-- Need OR



fdd-DownlinkOrTddSubframeBitmapBR-r13
CHOICE {




subframePattern10-r13




BIT STRING (SIZE (10)),




subframePattern40-r13




BIT STRING (SIZE (40))



}
















OPTIONAL, 
-- Need OP



fdd-UplinkSubframeBitmapBR-r13


BIT STRING (SIZE (10)) 

OPTIONAL, 
-- Need OP



startSymbolBR-r13





INTEGER (1..4),



si-HoppingConfigCommon-r13



ENUMERATED {on,off},



si-ValidityTime-r13





ENUMERATED {true}
OPTIONAL,


-- Need OP



systemInfoValueTagList-r13



SystemInfoValueTagList-r13
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond BW-reduced


nonCriticalExtension





SystemInformationBlockType1-v1320-IEs
OPTIONAL

}

SystemInformationBlockType1-v1320-IEs ::=
SEQUENCE {


freqHoppingParametersDL-r13



SEQUENCE {



mpdcch-pdsch-HoppingNB-r13



ENUMERATED {nb2, nb4}

OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeA-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int1, int2, int4, int8},




interval-TDD-r13




ENUMERATED {int1, int5, int10, int20}



}
















OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeB-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int2, int4, int8, int16},




interval-TDD-r13




ENUMERATED { int5, int10, int20, int40}



}
















OPTIONAL,
-- Need OR



mpdcch-pdsch-HoppingOffset-r13


INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond SI-Hopping

nonCriticalExtension





SEQUENCE {}




OPTIONAL

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SchedulingInfoList-BR-r13 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-BR-r13

SchedulingInfo-BR-r13 ::=
SEQUENCE {


si-Narrowband-r13



INTEGER (1..maxAvailNarrowBands-r13),


si-TBS-r13





ENUMERATED {b152, b208, b256, b328, b408, b504, b600, b712,













b808, b936}

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v1250, sibType18-v1250,











..., sibType19-v1250, sibType20-v1310, sibType21-v14x0}

SystemInfoValueTagList-r13 ::=

SEQUENCE (SIZE (1..maxSI-Message)) OF SystemInfoValueTagSI-r13

SystemInfoValueTagSI-r13 ::=

INTEGER (0..3)

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

CellSelectionInfo-v1250 ::=


SEQUENCE {


q-QualMinRSRQ-OnAllSymbols-r12





Q-QualMin-r9

}
-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	bandwithReducedAccessRelatedInfo

Access related information for BL UEs and UEs in CE. NOTE 3.

	category0Allowed

The presence of this field indicates category 0 UEs are allowed to access the cell.

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4].

	cellIdentity

Indicates the cell identity. NOTE 2.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	cellSelectionInfoCE

Cell selection information for BL UEs and UEs in CE. NOTE 3.

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	eDRX-Allowed

The presence of this field indicates if idle mode extended DRX is allowed in the cell. The UE shall stop using extended DRX in idle mode if eDRX-Allowed is not present.

	fdd-DownlinkOrTddSubframeBitmapBR

The set of valid subframes for FDD downlink or TDD transmissions, see TS 36.213 [23].

The set of valid subframes is a subset of non-MBSFN subframes indicated in mbsfn-SubframeConfigList . If the field is not present all subframes are considered as valid subframes for FDD downlink transmission and all DL subframes according to the uplink-downlink configuration (see TS 36.211) are considered as valid subframes for TDD DL transmission. If mbsfn-SubframeConfigList is indicated in SystemInformationBlockType2, the field is present.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	fdd-UplinkSubframeBitmapBR

The set of valid subframes for FDD uplink transmissions for BL UEs, see TS 36.213 [23].

If the field is not present, then UE considers all uplink subframes as valid subframes for FDD uplink transmissions.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	freqBandIndicatorPriority

If the field is present and supported by the UE, the UE shall prioritize the frequency bands in the multiBandInfoList field in decreasing priority order. Only if the UE does not support any of the frequency band in multiBandInfoList, the UE shall use the value in freqBandIndicator field. Otherwise, the UE applies frequency band according to the rules defined in multiBandInfoList. NOTE 2.

	freqBandInfo
A list of additionalPmax and additionalSpectrumEmission values as defined in TS 36.101 [42, table 6.2.4-1] for the frequency band in freqBandIndicator.

	hyperSFN

Indicates hyper SFN which increments by one when the SFN wraps around.

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode. NOTE 2.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4]. NOTE 2.

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator field it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList field. If E-UTRAN includes multiBandInfoList-v9e0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). See Annex D for more descriptions. The UE shall ignore the rule defined in this field description if freqBandIndicatorPriority is present and supported by the UE.

	multiBandInfoList-v10j0
A list of additionalPmax and additionalSpectrumEmission values as defined in TS 36.101 [42, table 6.2.4-1] for the frequency bands in multiBandInfoList (i.e. without suffix) and multiBandInfoList-v9e0. If E-UTRAN includes multiBandInfoList-v10j0, it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix).

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN. NOTE 2.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power according to the UE capability. NOTE 2.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4]. If cellSelectionInfo-v920 is not present, the UE applies the (default) value of negative infinity for Qqualmin. NOTE 1.

	q-QualMinRSRQ-OnAllSymbols
If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. NOTE 1.

	q-QualMinOffset

Parameter “Qqualminoffset” in TS 36.304 [4]. Actual value Qqualminoffset = field value [dB]. If cellSelectionInfo-v920 is not present or the field is not present, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-QualMinWB

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16]. NOTE 1.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in TS 36.304 [4]. Actual value Qrxlevminoffset = field value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-HoppingConfigCommon

Frequency hopping activation/deactivation for BR versions of SI messages and MPDCCH/PDSCH of paging.

	si-Narrowband

This field indicates the index of a narrowband used to broadcast the SI message towards low complexity UEs and UEs supporting CE, see TS 36.211 [21, 6.4.1] and TS 36.213 [23, 7.1.6]. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..[maxAvailNarrowBands-r13-1]) as specified in TS 36.211 [21].

	si-RepetitionPattern

Indicates the radio frames within the SI window used for SI message transmission. Value everyRF corresponds to every radio frame, Value every2ndRF corresponds to every second radio frame, starting from the first radio frame of the SI window, and so on.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	si-TBS

This field indicates the transport block size information used to broadcast the SI message towards low complexity UEs and UEs supporting CE, see TS 36.213 [23, Table 7.1.7.2.1-1] for a 6 PRB bandwidth and a QPSK modulation.

	schedulingInfoList-BR

Indicates additional scheduling information of SI messages for BL UEs and UEs in CE. It includes the same number of entries, and listed in the same order, as in schedulingInfoList (without suffix).

	si-ValidityTime

Indicates system information validity timer. If set to TRUE, the timer is set to 3h, otherwise the timer is set to 24h.

	si-WindowLength, si-WindowLength-BR

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. In case si-WindowLength-BR-r13 is present and the UE is a BL UE or a UE in CE, the UE shall use si-WindowLength-BR-r13 and ignore the original field si-WindowLength (without suffix). UEs other than BL UEs or UEs in CE shall ignore the extension field si-WindowLength-BR-r13.

	startSymbolBR

For BL UEs and UEs in CE, indicates the OFDM starting symbol for any MPDCCH, PDSCH scheduled on the same cell except the PDSCH carrying SystemInformationBlockType1-BR, see TS 36.213 [23]. Values 1, 2, and 3 are applicable for dl-Bandwidth greater than 10 resource blocks. Values 2, 3, and 4 are applicable otherwise.

	systemInfoValueTagList

Indicates SI message specific value tags for BL UEs and UE in CE. It includes the same number of entries, and listed in the same order, as in SchedulingInfoList (without suffix).

	systemInfoValueTagSI

SI message specific value tag as specified in subclause 5.2.1.3. Common for all SIBs within the SI message other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14.

	systemInfoValueTag

Common for all SIBs other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14. Change of MIB and SIB1 is detected by acquisition of the corresponding message.

	tdd-Config

Specifies the TDD specific physical channel configurations. NOTE 2.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed. NOTE2.


NOTE 1:
The value the UE applies for parameter “Qqualmin” in TS 36.304 [4] depends on the q-QualMin fields signalled by E-UTRAN and supported by the UE. In case multiple candidate options are available, the UE shall select the highest priority candidate option according to the priority order indicated by the following table (top row is highest priority).

	q-QualMinRSRQ-OnAllSymbols
	q-QualMinWB
	Value of parameter “Qqualmin” in TS 36.304 [4]

	Included
	Included
	q-QualMinRSRQ-OnAllSymbols – (q-QualMin – q-QualMinWB)

	Included
	Not included
	q-QualMinRSRQ-OnAllSymbols

	Not included
	Included
	q-QualMinWB

	Not included
	Not included
	q-QualMin


NOTE 2:
E-UTRAN sets this field to the same value for all instances of SIB1 message that are broadcasted within the same cell.

NOTE 3:
E-UTRAN configures this field only in the BR version of SIB1 message.

	Conditional presence
	Explanation

	BW-reduced
	The field is optional present, Need OR, if schedulingInfoSIB1-BR in MIB is set to a value greater than 0. Otherwise the field is not present.

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to maxFBI. Otherwise the field is not present.

	mFBI
	The field is optional present, Need OR, if multiBandInfoList is present. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. without suffix, introduced in -v8h0) is set to maxFBI. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if SIB3 is being broadcast and threshServingLowQ is present in SIB3; otherwise optionally present, Need OP.

	RSRQ2
	The field is mandatory present if q-QualMinRSRQ-OnAllSymbols is present in SIB3; otherwise it is not present and the UE shall delete any existing value for this field.

	SI-Hopping
	The field is mandatory present if si-HoppingConfigCommon field is broadcasted and set to on. Otherwise the field is not present. 

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth in systemInformationBlockType3 is 50 resource blocks or larger; otherwise it is not present.


------------------------------------------

Skip to next change

------------------------------------------
–
SystemInformationBlockType20
The IE SystemInformationBlockType20 contains the information required to acquire the control information associated transmission of MBMS using SC-PTM.

SystemInformationBlockType20 information element
-- ASN1START

SystemInformationBlockType20-r13 ::=
SEQUENCE {


sc-mcch-RepetionPeriod-r13

ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256},


sc-mcch-Offset-r13



INTEGER (0..10),


sc-mcch-FirstSubframe-r13

INTEGER (0..9),


sc-mcch-duration-r13 


INTEGER (2..9)
OPTIONAL
,


sc-mcch-ModificationPeriod-r13
ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256,











 rf512, rf1024, r2048, rf4096, rf8192, rf16384, rf32768, 











 rf65536},


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...,

[[


mpdcch-SC-MCCH-Config-r14

MPDCCH-SC-MCCH-Config





OPTIONAL,


sc-mcch-CarrierFreq-r14


ARFCN-ValueEUTRA-r9,


sc-mcch-RepetionPeriod-r14

ENUMERATED { rf512, rf1024, rf2048,













rf4096, rf8192}




OPTIONAL,


sc-mcch-ModificationPeriod-r14
ENUMERATED { rf131072, rf262144,













rf524288, rf1048576}


OPTIONAL,

sc-mcch-InactivityTimer-r14

ENUMERATED {FFS},

nonCriticalExtension


SEQUENCE {}








OPTIONAL

]]
}

}

MPDCCH-SC-MCCH-Config ::=
SEQUENCE {


mpdcch-Narrowband-SC-MCCH-r14



INTEGER (1.. maxAvailNarrowBands-r13)
OPTIONAL,


mpdcch-NumRepetition-SC-MCCH-r14


ENUMERATED {r1, r2, r4, r8, r16, 
















r32, r64, r128, r256}

OPTIONAL,


mpdcch-StartSF-SC-MCCH-r14

CHOICE {




fdd-r14







ENUMERATED {v1, v1dot5, v2, v2dot5, v4,

















v5, v8, v10},




tdd-r14







ENUMERATED {v1, v2, v4, v5, v8, v10,

















v20}


},


mpdcch-PDSCH-HoppingConfig-SC-MCCH-r14

ENUMERATED {off, ce-ModeA, ce-ModeB}

}

-- ASN1STOP

	SystemInformationBlockType20 field descriptions

	mpdcch-Narrowband-SC-MCCH

Narrowband for MPDCCH for SC-MCCH, see TS 36.213 [23].

	mpdcch-NumRepetitions-SC-MCCH

The maximum number of MPDCCH repetitions the UE needs to monitor for SC-MCCH, see TS 36.213 [23].

	mpdcch-StartSF-SC-MCCH

Starting subframes configuration of the MPDCCH search space for SC-MCCH, see TS 36.213 [23].

	mpdcch-PDSCH-HoppingConfig-SC-MCCH

Frequency hopping configuration for MPDCCH/PDSCH for SC-MCCH, see TS 36.213 [23].

	sc-mcch-CarrierFreq

Downlink carrier used for all multicast SC-MCCH transmissions.

	sc-mcch-InactivityTimer
Timer for SC-MCCH in TS 36.321 [6]. Value FFS.

	sc-mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which SFN mod sc-mcch-ModificationPeriod = 0. The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf2 corresponds to 2 radio frames, value rf4 corresponds to 4 radio frames and so on. If the sc-mcch-ModificationPeriod-r14 is included, the sc-mcch-ModificationPeriod is ignored by the BL UE or UE in CE.

	sc-mcch-duration
Indicates, starting from the subframe indicated by sc-mcch-FirstSubframe, the duration in subframes during which SC-MCCH may be scheduled in PDCCH sub-frames, see TS 36.321 [6]. Absence of this IE means that SC-MCCH is only scheduled in the subframe indicated by sc-mcch-FirstSubframe.

	sc-mcch-Offset

Indicates, together with the sc-mcch-RepetitionPeriod, the radio frames in which SC-MCCH is scheduled i.e. SC-MCCH is scheduled in radio frames for which: SFN mod sc-mcch-RepetitionPeriod = sc-mcch-Offset.

	sc-mcch-FirstSubframe

Indicates the first subframe in which SC-MCCH is scheduled

	sc-mcch-RepetitionPeriod

Defines the interval between transmissions of SC-MCCH information, in radio frames. Value rf2 corresponds to 2 radio frames, rf4 corresponds to 4 radio frames and so on. If the sc-mcch-RepetitionPeriod-r14 is included, the sc-mcch- RepetitionPeriod is ignored by the BL UE or UE in CE.


------------------------------------------
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6.3.7a
SC-PTM information elements

–
SC-MTCH-InfoList
The IE SC-MTCH-InfoList provides the list of ongoing MBMS sessions transmitted via SC-MRB and for each MBMS session, the associated G-RNTI and scheduling information.

SC-MTCH-InfoList information element

-- ASN1START

SC-MTCH-InfoList-r13 ::=


SEQUENCE (SIZE (0..maxSC-MTCH-r13)) OF SC-MTCH-Info-r13

SC-MTCH-Info-r13 ::= 



SEQUENCE
{


mbmsSessionInfo-r13





MBMSSessionInfo-r13,


g-RNTI-r13







BIT STRING(SIZE(16)),


sc-mtch-schedulingInfo-r13



SC-MTCH-SchedulingInfo-r13


OPTIONAL,
-- Need OP


sc-mtch-neighbourCell-r13



BIT STRING (SIZE(maxNeighCell-SCPTM-r13))
OPTIONAL,
-- Need OP


...

}

MBMSSessionInfo-r13 ::=



SEQUENCE
{


tmgi-r13







TMGI-r9,


sessionId-r13






OCTET STRING (SIZE (1))

OPTIONAL
-- Need OR

}

SC-MTCH-SchedulingInfo-r13::=

SEQUENCE
{


onDurationTimerSCPTM-r13



ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200},


drx-InactivityTimerSCPTM-r13


ENUMERATED {













psf0, psf1, psf2, psf4, psf8,













psf10, psf20, psf40,













psf80, psf160, ps320,













psf640, psf960,













psf1280, psf1920, psf2560},


schedulingPeriodStartOffsetSCPTM-r13
CHOICE {



sf10








INTEGER(0..9),



sf20








INTEGER(0..19),



sf32








INTEGER(0..31),



sf40








INTEGER(0..39),



sf64








INTEGER(0..63),



sf80








INTEGER(0..79),



sf128








INTEGER(0..127),



sf160








INTEGER(0..159),



sf256








INTEGER(0..255),



sf320








INTEGER(0..319),



sf512








INTEGER(0..511),



sf640








INTEGER(0..639),



sf1024








INTEGER(0..1023),



sf2048








INTEGER(0..2048),



sf4096








INTEGER(0..4096),



sf8192








INTEGER(0..8192)


},


...

}

-- ASN1STOP

	SC-MTCH-InfoList field descriptions

	mbmsSessionInfo
Indicates the ongoing MBMS session in a SC-MTCH.

	g-RNTI
G-RNTI used to scramble the scheduling and transmission of a SC-MTCH.

	sc-mtch-schedulingInfo

DRX information for the SC-MTCH. If this field is absent, the SC-MTCH may be scheduled in any subframe.

	onDurationTimerSCPTM
Timer for SC-MTCH reception in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-InactivityTimerSCPTM
Timer for SC-MTCH in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf0 corresponds to 0 PDCCH sub-frame and behaviour as specified in 7.3.2 applies, psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	schedulingPeriodStartOffsetSCPTM
SC-MTCH-SchedulingCycle and SC-MTCH-SchedulingOffset in TS 36.321 [6]. The value of SC-MTCH-SchedulingCycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. The value of SC-MTCH-SchedulingOffset is in number of sub-frames.

	sc-mtch-neighbourCell
Indicates neighbour cells which also provide this service on SC-MTCH. The first bit is set to 1 if the service is provided on SC-MTCH in the first cell in scptmNeighbourCellList, otherwise it is set to 0. The second bit is set to 1 if the service is provided on SC-MTCH in the second cell in scptmNeighbourCellList, and so on. If this field is absent, the UE shall assume that this service is not available on SC-MTCH in any neighbour cell.


–
SC-MTCH-InfoList-BR
The IE SC-MTCH-InfoList-BR provides the list of ongoing MBMS sessions transmitted via SC-MRB and for each MBMS session, the associated G-RNTI and scheduling information.

SC-MTCH-InfoList-BR information element

-- ASN1START

SC-MTCH-InfoList-BR-r14 ::=

SEQUENCE (SIZE (0..maxSC-MTCH-BR-r14)) OF SC-MTCH-Info-BR-r14

SC-MTCH-Info-BR-r14 ::= 


SEQUENCE
{


sc-mtch-CarrierFreq-r14




ARFCN-ValueEUTRA-r9,


mbmsSessionInfo-r14





MBMSSessionInfo-r13,


g-RNTI-r14







BIT STRING(SIZE(16)),


sc-mtch-schedulingInfo-BR-r14


SC-MTCH-SchedulingInfo-BR-r14



OPTIONAL,
-- Need OP


sc-mtch-neighbourCell-r14



BIT STRING (SIZE(maxNeighCell-SCPTM-r13))
OPTIONAL,
-- Need OP

mpdcch-Narrowband-SC-MTCH-r14



INTEGER (1.. maxAvailNarrowBands-r13)
OPTIONAL,


mpdcch-NumRepetition-SC-MTCH-r14


ENUMERATED {r1, r2, r4, r8, r16, 
















r32, r64, r128, r256}

OPTIONAL,


mpdcch-StartSF-SC-MTCH-r14

CHOICE {




fdd-r14







ENUMERATED {v1, v1dot5, v2, v2dot5, v4,

















v5, v8, v10},




tdd-r14







ENUMERATED {v1, v2, v4, v5, v8, v10,

















v20}


},


mpdcch-PDSCH-HoppingConfig-SC-MTCH-r14

ENUMERATED {off, ce-ModeA, ce-ModeB},


...

}

SC-MTCH-SchedulingInfo-BR-r14::=
SEQUENCE
{


onDurationTimerSCPTM-r14



ENUMERATED {













psf300, psf400, psf500, psf600,












psf800, psf1000, psf1200, psf1600},


drx-InactivityTimerSCPTM-r14


ENUMERATED {













psf0, psf1, psf2, psf4, psf8,













psf10, psf20, psf40,













psf80, psf160, ps320,













psf640, psf960,













psf1280, psf1920, psf2560},


schedulingPeriodStartOffsetSCPTM-r14
CHOICE {



sf10








INTEGER(0..9),



sf20








INTEGER(0..19),



sf32








INTEGER(0..31),



sf40








INTEGER(0..39),



sf64








INTEGER(0..63),



sf80








INTEGER(0..79),



sf128








INTEGER(0..127),



sf160








INTEGER(0..159),



sf256








INTEGER(0..255),



sf320








INTEGER(0..319),



sf512








INTEGER(0..511),



sf640








INTEGER(0..639),



sf1024








INTEGER(0..1023),



sf2048








INTEGER(0..2047),



sf4096








INTEGER(0..4095),



sf8192








INTEGER(0..8191)


},


...

}

-- ASN1STOP

	SC-MTCH-InfoList-BR field descriptions

	mbmsSessionInfo
Indicates the ongoing MBMS session in a SC-MTCH.

	g-RNTI
G-RNTI used to scramble the scheduling and transmission of a SC-MTCH.

	sc-mtch-schedulingInfo-BR
DRX information for the SC-MTCH. If this field is absent, the SC-MTCH may be scheduled in any subframe.

	onDurationTimerSCPTM
Timer for SC-MTCH reception in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-InactivityTimerSCPTM
Timer for SC-MTCH in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf0 corresponds to 0 PDCCH sub-frame and behaviour as specified in 7.3.2 applies, psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	sc-mtch-CarrierFreq

Downlink carrier used for multicast SC-MTCH transmissions.

	schedulingPeriodStartOffsetSCPTM
SC-MTCH-SchedulingCycle and SC-MTCH-SchedulingOffset in TS 36.321 [6]. The value of SC-MTCH-SchedulingCycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. The value of SC-MTCH-SchedulingOffset is in number of sub-frames.

	sc-mtch-neighbourCell
Indicates neighbour cells which also provide this service on SC-MTCH. The first bit is set to 1 if the service is provided on SC-MTCH in the first cell in scptmNeighbourCellList, otherwise it is set to 0. The second bit is set to 1 if the service is provided on SC-MTCH in the second cell in scptmNeighbourCellList, and so on. If this field is absent, the UE shall assume that this service is not available on SC-MTCH in any neighbour cell.

	mpdcch-Narrowband-SC-MTCH

Narrowband for MPDCCH for SC-MTCH, see TS 36.213 [23].

	mpdcch-NumRepetitions-SC-MTCH

The maximum number of MPDCCH repetitions the UE needs to monitor for SC-MTCH, see TS 36.213 [23].

	mpdcch-StartSF-SC-MTCH

Starting subframes configuration of the MPDCCH search space for SC-MTCH, see TS 36.213 [23].

	mpdcch-PDSCH-HoppingConfig-SC-MTCH

Frequency hopping configuration for MPDCCH/PDSCH for SC-MTCH, see TS 36.213 [23].


–
SCPTM-NeighbourCellList
The IE SCPTM-NeighbourCellList indicates a list of neighbour cells where ongoing MBMS sessions provided via SC-MRB in the current cells are also provided.

-- ASN1START

SCPTM-NeighbourCellList-r13 ::=

SEQUENCE (SIZE (1..maxNeighCell-SCPTM-r13)) OF PCI-ARFCN-r13
PCI-ARFCN-r13 ::=




SEQUENCE {



physCellId-r13





PhysCellId,



carrierFreq-r13





ARFCN-ValueEUTRA-r9

OPTIONAL

}

-- ASN1STOP

	SCPTM-NeighbourCellList field description

	carrierFreq

Indicates the frequency of the neighbour cell indicated by physCellId. Absence of the IE means that the neighbour cell is on the same frequency as the current cell.


------------------------------------------
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6.4
RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxACDC-Cat-r13



INTEGER ::=
16
-- Maximum number of ACDC categories (per PLMN)
maxAvailNarrowBands-r13

INTEGER ::=
16
-- Maximum number of narrowbands

maxBandComb-r10



INTEGER ::=
128
-- Maximum number of band combinations.

maxBandComb-r11



INTEGER ::=
256
-- Maximum number of additional band combinations.

maxBandComb-r13



INTEGER ::=
384 -- Maximum number of band combinations in Rel-13

maxBands




INTEGER ::= 64
-- Maximum number of bands listed in EUTRA UE caps

maxBandwidthClass-r10

INTEGER ::=
16
-- Maximum number of supported CA BW classes per band

maxBandwidthCombSet-r10

INTEGER ::=
32
-- Maximum number of bandwidth combination sets per












-- supported band combination

maxCDMA-BandClass


INTEGER ::= 32
-- Maximum value of the CDMA band classes

maxCE-Level-r13



INTEGER ::=
4
-- Maximum number of CE levels

maxCellBlack



INTEGER ::= 16
-- Maximum number of blacklisted physical cell identity












-- ranges listed in SIB type 4 and 5

maxCellHistory-r12


INTEGER ::= 16
-- Maximum number of visited EUTRA cells reported

maxCellInfoGERAN-r9 

INTEGER ::=
32
-- Maximum number of GERAN cells for which system in-












-- formation can be provided as redirection assistance

maxCellInfoUTRA-r9


INTEGER ::=
16
-- Maximum number of UTRA cells for which system












-- information can be provided as redirection












-- assistance

maxCombIDC-r11



INTEGER ::= 128
-- Maximum number of reported UL CA combinations

maxCSI-IM-r11



INTEGER ::= 3
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-r12



INTEGER ::= 4
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

minCSI-IM-r13



INTEGER ::= 5
-- Minimum number of CSI IM configurations from which












-- REL-13 extension is used

maxCSI-IM-r13



INTEGER ::= 24
-- Maximum number of CSI-IM configurations












-- (per carrier frequency)

maxCSI-IM-v1310



INTEGER ::= 20
-- Maximum number of additional CSI-IM configurations












--  (per carrier frequency)

maxCSI-Proc-r11



INTEGER ::= 4
-- Maximum number of CSI processes (per carrier












--  frequency)

maxCSI-RS-NZP-r11


INTEGER ::= 3
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

minCSI-RS-NZP-r13


INTEGER ::= 4
-- Minimum number of CSI RS resource from which












-- REL-13 extension is used

maxCSI-RS-NZP-r13


INTEGER ::= 24
-- Maximum number of CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-NZP-v1310


INTEGER ::= 21
-- Maximum number of additional CSI RS resource












--  configurations using non-zero Tx power












--  (per carrier frequency)

maxCSI-RS-ZP-r11


INTEGER ::= 4
-- Maximum number of CSI RS resource












--  configurations using zero Tx power(per carrier












--  frequency)

maxCQI-ProcExt-r11


INTEGER ::= 3
-- Maximum number of additional periodic CQI












-- configurations (per carrier frequency)

maxFreqUTRA-TDD-r10


INTEGER ::=
6
-- Maximum number of UTRA TDD carrier frequencies for












-- which system information can be provided as












-- redirection assistance

maxCellInter



INTEGER ::= 16
-- Maximum number of neighbouring inter-frequency












-- cells listed in SIB type 5

maxCellIntra



INTEGER ::= 16
-- Maximum number of neighbouring intra-frequency












-- cells listed in SIB type 4

maxCellListGERAN


INTEGER ::= 3
-- Maximum number of lists of GERAN cells

maxCellMeas




INTEGER ::= 32
-- Maximum number of entries in each of the












-- cell lists in a measurement object

maxCellReport



INTEGER ::= 8
-- Maximum number of reported cells/CSI-RS resources
maxCSI-RS-Meas-r12


INTEGER ::= 96
-- Maximum number of entries in the CSI-RS list












-- in a measurement object

maxDRB





INTEGER ::= 11
-- Maximum number of Data Radio Bearers

maxDS-Duration-r12


INTEGER ::= 5
-- Maximum number of subframes in a discovery signals











-- occasion

maxDS-ZTP-CSI-RS-r12

INTEGER ::= 5
-- Maximum number of zero transmission power CSI-RS for












-- a serving cell concerning discovery signals
maxEARFCN




INTEGER ::= 65535
-- Maximum value of EUTRA carrier frequency

maxEARFCN-Plus1



INTEGER ::= 65536
-- Lowest value extended EARFCN range

maxEARFCN2




INTEGER ::= 262143
-- Highest value extended EARFCN range

maxEPDCCH-Set-r11


INTEGER ::= 2
-- Maximum number of EPDCCH sets

maxFBI





INTEGER ::= 64
-- Maximum value of fequency band indicator

maxFBI-Plus1




INTEGER ::= 65
-- Lowest value extended FBI range

maxFBI2





INTEGER ::= 256
-- Highest value extended FBI range

maxFreq





INTEGER ::= 8
-- Maximum number of carrier frequencies

maxFreqIDC-r11



INTEGER ::= 32
-- Maximum number of carrier frequencies that are












-- affected by the IDC problems

maxFreqMBMS-r11



INTEGER ::= 5
-- Maximum number of carrier frequencies for which an 












-- MBMS capable UE may indicate an interest

maxGERAN-SI




INTEGER ::= 10
-- Maximum number of GERAN SI blocks that can be












-- provided as part of NACC information

maxGNFG





INTEGER ::= 16
-- Maximum number of GERAN neighbour freq groups

maxLCG-r13




INTEGER ::= 4
-- Maximum number of logical channel groups

maxLogMeasReport-r10

INTEGER ::= 520
-- Maximum number of logged measurement entries












--  that can be reported by the UE in one message

maxMBSFN-Allocations

INTEGER ::= 8
-- Maximum number of MBSFN frame allocations with












-- different offset

maxMBSFN-Area



INTEGER ::= 8

maxMBSFN-Area-1



INTEGER ::= 7

maxMBMS-ServiceListPerUE-r13
INTEGER ::= 15
-- Maximum number of services which the UE can











-- include in the MBMS interest indication

maxMeasId




INTEGER ::= 32

maxMeasId-Plus1 


INTEGER ::= 33

maxMeasId-r12



INTEGER ::= 64

maxMultiBands



INTEGER ::= 8
-- Maximum number of additional frequency bands












-- that a cell belongs to

maxNS-Pmax-r10



INTEGER ::= 8
-- Maximum number of NS and P-Max values per band
maxNAICS-Entries-r12


INTEGER ::= 8
-- Maximum number of supported NAICS combination(s)

maxNeighCell-r12



INTEGER ::= 8
-- Maximum number of neighbouring cells in NAICS












-- configuration (per carrier frequency)

maxNeighCell-SCPTM-r13

INTEGER ::=
8
-- Maximum number of SCPTM neighbour cells

maxObjectId




INTEGER ::= 32

maxObjectId-Plus1-r13

INTEGER ::= 33

maxObjectId-r13



INTEGER ::= 64
maxP-a-PerNeighCell-r12

INTEGER ::= 3
-- Maximum number of power offsets for a neighbour cell












-- in NAICS configuration

maxPageRec




INTEGER ::= 16
-- 

maxPhysCellIdRange-r9 

INTEGER ::= 4
-- Maximum number of physical cell identity ranges

maxPLMN-r11




INTEGER ::=
6
-- Maximum number of PLMNs

maxPNOffset




INTEGER ::=
511
-- Maximum number of CDMA2000 PNOffsets

maxPMCH-PerMBSFN


INTEGER ::= 15

maxPSSCH-TxConfig-r14

INTEGER ::= 16
-- Maximum number of PSSCH TX configurations

maxQCI-r13




INTEGER ::= 6
-- Maximum number of QCIs

maxRAT-Capabilities


INTEGER ::= 8
-- Maximum number of interworking RATs (incl EUTRA)

maxRE-MapQCL-r11


INTEGER ::= 4
-- Maximum number of PDSCH RE Mapping configurations












--  (per carrier frequency)

maxReportConfigId


INTEGER ::= 32

maxRSTD-Freq-r10


INTEGER ::= 3
-- Maximum number of frequency layers for RSTD












-- measurement

maxSAI-MBMS-r11



INTEGER ::= 64
-- Maximum number of MBMS service area identities












-- broadcast per carrier frequency

maxSCell-r10



INTEGER ::= 4
-- Maximum number of SCells

maxSCell-r13



INTEGER ::= 31
-- Highest value of extended number range of SCells

maxSC-MTCH-r13



INTEGER ::= 1023
-- Maximum number of SC-MTCHs in one cell
maxSC-MTCH-BR-r14


INTEGER ::= 128
-- Maximum number of SC-MTCHs in one cell for feMTC
maxSL-CommRxPoolNFreq-r13
INTEGER ::= 32
-- Maximum number of individual sidelink communication












-- Rx resource pools on neighbouring freq

maxSL-CommRxPoolPreconf-v1310
INTEGER ::= 12
-- Maximum number of additional preconfigured













-- sidelink communication Rx resource pool entries

maxSL-TxPool-r12Plus1-r13
INTEGER ::= 5
-- First additional individual sidelink













-- Tx resource pool

maxSL-TxPool-v1310


INTEGER ::= 4
-- Maximum number of additional sidelink













-- Tx resource pool entries

maxSL-TxPool-r13


INTEGER ::= 8
-- Maximum number of individual sidelink













-- Tx resource pools

maxSL-CommTxPoolPreconf-v1310
INTEGER ::= 7
-- Maximum number of additional preconfigured













-- sidelink Tx resource pool entries

maxSL-Dest-r12


INTEGER ::= 16


-- Maximum number of sidelink destinations

maxSL-DiscCells-r13

INTEGER ::= 16


-- Maximum number of cells with similar sidelink













-- configurations

maxSL-DiscPowerClass-r12
INTEGER ::= 3

-- Maximum number of sidelink power classes

maxSL-DiscRxPoolPreconf-r13

INTEGER ::= 16
-- Maximum number of preconfigured sidelink













-- discovery Rx resource pool entries

maxSL-DiscSysInfoReportFreq-r13
INTEGER ::= 8
-- Maximum number of frequencies to include in a













-- SidelinkUEInformation for SI reporting

maxSL-DiscTxPoolPreconf-r13

INTEGER ::= 4
-- Maximum number of preconfigured sidelink













-- discovery Tx resource pool entries

maxSL-GP-r13


INTEGER ::= 8
-- Maximum number of gap patterns that can be requested











-- for a frequency or assigned

maxSL-Prio-r13


INTEGER ::= 8
-- Maximum number of entries in sidelink priority list

maxSL-RxPool-r12


INTEGER ::= 16
-- Maximum number of individual sidelink Rx resource pools

maxSL-SyncConfig-r12

INTEGER ::= 16
-- Maximum number of sidelink Sync configurations

maxSL-TF-IndexPair-r12
INTEGER ::= 64
-- Maximum number of sidelink Time Freq resource index












--  pairs

maxSL-TxPool-r12


INTEGER ::= 4
-- Maximum number of individual sidelink Tx resource pools

maxSL-V2X-RxPool-r14 

INTEGER ::= 16
-- Maximum number of RX resource pools for 












-- V2X sidelink communication
maxSL-V2X-RxPoolPreconf-r14
INTEGER ::= 16

-- Maximum number of RX resource pools for 












-- V2X sidelink communication
maxSL-V2X-TxPool-r14 

INTEGER ::= 8
-- Maximum number of TX resource pools for 












-- V2X sidelink communication
maxSL-V2X-TxPoolPreconf-r14
INTEGER ::= 8

-- Maximum number of TX resource pools for 












-- V2X sidelink communication
maxSL-V2X-SyncConfig-r14 
INTEGER ::= 16
-- Maximum number of sidelink Sync configurations













-- for V2X sidelink communication
maxSTAG-r11




INTEGER ::= 3
-- Maximum number of STAGs

maxServCell-r10



INTEGER ::= 5
-- Maximum number of Serving cells

maxServCell-r13



INTEGER ::= 32
-- Highest value of extended number range of Serving cells

maxServiceCount 


INTEGER ::= 16
-- Maximum number of MBMS services that can be included












--  in an MBMS counting request and response

maxServiceCount-1


INTEGER ::= 15

maxSessionPerPMCH


INTEGER ::= 29

maxSessionPerPMCH-1


INTEGER ::= 28

maxSIB





INTEGER ::= 32
-- Maximum number of SIBs

maxSIB-1




INTEGER ::= 31

maxSI-Message



INTEGER ::= 32
-- Maximum number of SI messages

maxSimultaneousBands-r10
INTEGER ::= 64
-- Maximum number of simultaneously aggregated bands

maxSubframePatternIDC-r11
INTEGER ::= 8
-- Maximum number of subframe reservation patterns












-- that the UE can simultaneously recommend to the












-- E-UTRAN for use.

maxUTRA-FDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA FDD carrier frequencies

maxUTRA-TDD-Carrier


INTEGER ::= 16
-- Maximum number of UTRA TDD carrier frequencies

maxWLAN-Id-r12



INTEGER ::=
16
-- Maximum number of WLAN identifiers

maxWLAN-Bands-r13


INTEGER ::= 8
-- Maximum number of WLAN bands

maxWLAN-Id-r13



INTEGER ::= 32
-- Maximum number of WLAN identifiers

maxWLAN-Channels-r13

INTEGER ::= 16
-- maximum number of WLAN channels used in












-- WLAN-CarrierInfo
maxWLAN-CarrierInfo-r13 
INTEGER ::= 8
-- Maximum number of WLAN Carrier Information

-- ASN1STOP

------------------------------------------

Skip to next change

------------------------------------------
6.7
NB-IoT RRC messages

6.7.1
General NB-IoT message structure

-- ASN1START

NBIOT-RRC-Definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


RRCConnectionReestablishmentReject,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeFailure,


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


CellIdentity,


DedicatedInfoNAS,


DRB-Identity,


InitialUE-Identity,


IntraFreqBlackCellList,


IntraFreqNeighCellList,


maxBands,


maxCellBlack,


maxCellInter,


maxFBI2,


maxFreq,


maxMultiBands,

maxPageRec,


maxPLMN-r11,

maxSAI-MBMS-r11,

maxSIB,


maxSIB-1,

MBMS-SAI-r11,

MBMSSessionInfo-r13,

NextHopChainingCount,


PagingUE-Identity,

PLMN-Identity,


P-Max,


PowerRampingParameters,


PreambleTransMax,


PhysCellId,


Q-OffsetRange,


Q-QualMin-r9,


Q-RxLevMin,


ReestabUE-Identity,


RegisteredMME,


ReselectionThreshold,


ResumeIdentity-r13,


RRC-TransactionIdentifier,


RSRP-Range,


ShortMAC-I,

SN-FieldLength,

S-TMSI,


SystemInformationBlockType16-r11,


SystemInfoValueTagSI-r13,


TimeAlignmentTimer,

TMGI-r9,

TrackingAreaCode

FROM EUTRA-RRC-Definitions;

-- ASN1STOP

–
BCCH-BCH-Message-NB
The BCCH-BCH-Message-NB class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via BCH on the BCCH logical channel.

-- ASN1START

BCCH-BCH-Message-NB ::= SEQUENCE {


message




BCCH-BCH-MessageType-NB

}

BCCH-BCH-MessageType-NB::=
MasterInformationBlock-NB

-- ASN1STOP

–
BCCH-DL-SCH-Message-NB
The BCCH-DL-SCH-Message-NB class is the set of RRC messages that may be sent from the E‑UTRAN to the UE via DL‑SCH on the BCCH logical channel.

-- ASN1START

BCCH-DL-SCH-Message-NB ::= SEQUENCE {


message




BCCH-DL-SCH-MessageType-NB

}

BCCH-DL-SCH-MessageType-NB ::= CHOICE {


c1





CHOICE {



systemInformation-r13



SystemInformation-NB,



systemInformationBlockType1-r13

SystemInformationBlockType1-NB


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
PCCH-Message-NB
The PCCH-Message-NB class is the set of RRC messages that may be sent from the E‑UTRAN to the UE on the PCCH logical channel.

-- ASN1START

PCCH-Message-NB ::= SEQUENCE {


message




PCCH-MessageType-NB

}

PCCH-MessageType-NB ::= CHOICE {


c1





CHOICE {



paging-r13 






Paging-NB


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
DL-CCCH-Message-NB
The DL-CCCH-Message-NB class is the set of RRC messages that may be sent from the E‑UTRAN to the UE on the downlink CCCH logical channel.

-- ASN1START

DL-CCCH-Message-NB ::= SEQUENCE {


message




DL-CCCH-MessageType-NB

}

DL-CCCH-MessageType-NB ::= CHOICE {


c1





CHOICE {



rrcConnectionReestablishment-r13

RRCConnectionReestablishment-NB,



rrcConnectionReestablishmentReject-r13
RRCConnectionReestablishmentReject,



rrcConnectionReject-r13




RRCConnectionReject-NB,



rrcConnectionSetup-r13




RRCConnectionSetup-NB,



spare4 NULL, spare3 NULL, spare2 NULL, spare1 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
DL-DCCH-Message-NB
The DL-DCCH-Message-NB class is the set of RRC messages that may be sent from the E‑UTRAN to the UE on the downlink DCCH logical channel.

-- ASN1START

DL-DCCH-Message-NB ::= SEQUENCE {


message




DL-DCCH-MessageType-NB

}

DL-DCCH-MessageType-NB ::= CHOICE {


c1





CHOICE {



dlInformationTransfer-r13



DLInformationTransfer-NB,



rrcConnectionReconfiguration-r13

RRCConnectionReconfiguration-NB,



rrcConnectionRelease-r13



RRCConnectionRelease-NB,



securityModeCommand-r13




SecurityModeCommand,



ueCapabilityEnquiry-r13




UECapabilityEnquiry-NB,



rrcConnectionResume-r13




RRCConnectionResume-NB,



spare2 NULL, spare1 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
UL-CCCH-Message-NB
The UL-CCCH-Message-NB class is the set of RRC messages that may be sent from the UE to the E‑UTRAN on the uplink CCCH logical channel.

-- ASN1START

UL-CCCH-Message-NB ::= SEQUENCE {


message




UL-CCCH-MessageType-NB

}

UL-CCCH-MessageType-NB ::= CHOICE {


c1





CHOICE {



rrcConnectionReestablishmentRequest-r13
RRCConnectionReestablishmentRequest-NB,



rrcConnectionRequest-r13



RRCConnectionRequest-NB,



rrcConnectionResumeRequest-r13


RRCConnectionResumeRequest-NB,



spare1 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
UL-DCCH-Message-NB
The UL-DCCH-Message-NB class is the set of RRC messages that may be sent from the UE to the E‑UTRAN on the uplink DCCH logical channel.

-- ASN1START

UL-DCCH-Message-NB ::= SEQUENCE {


message




UL-DCCH-MessageType-NB

}

UL-DCCH-MessageType-NB ::= CHOICE {


c1





CHOICE {



rrcConnectionReconfigurationComplete-r13
RRCConnectionReconfigurationComplete-NB,



rrcConnectionReestablishmentComplete-r13
RRCConnectionReestablishmentComplete-NB,



rrcConnectionSetupComplete-r13



RRCConnectionSetupComplete-NB,



securityModeComplete-r13




SecurityModeComplete,



securityModeFailure-r13





SecurityModeFailure,



ueCapabilityInformation-r13




UECapabilityInformation-NB,



ulInformationTransfer-r13




ULInformationTransfer-NB,



rrcConnectionResumeComplete-r13



RRCConnectionResumeComplete-NB,



spare8 NULL, spare7 NULL,



spare6 NULL, spare5 NULL, spare4 NULL,



spare3 NULL, spare2 NULL, spare1 NULL


},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

–
SC-MCCH-Message-NB
The SC-MCCH-Message-NB class is the set of RRC messages that may be sent from the E‑UTRAN to the NB-IoT UE on the SC-MCCH logical channel.

-- ASN1START

SC-MCCH-Message-NB ::= SEQUENCE {


message




SC-MCCH-MessageType-NB

}

SC-MCCH-MessageType-NB ::= CHOICE {


c1





CHOICE {



scptmConfiguration-r14





SCPTMConfiguration-NB-r14

},


messageClassExtension
SEQUENCE {}

}

-- ASN1STOP

6.7.2
NB-IoT Message definitions

------------------------------------------

Skip to next change

------------------------------------------
–
SCPTMConfiguration-NB
The SCPTMConfiguration-NB message contains the control information applicable for MBMS services transmitted via SC-MRB.
Signalling radio bearer: N/A

RLC-SAP: UM

Logical channel: SC-MCCH

Direction: E‑UTRAN to UE

SCPTMConfiguration-NB message
-- ASN1START

SCPTMConfiguration-NB-r14 ::=

SEQUENCE {


sc-mtch-InfoList-r14


SC-MTCH-InfoList-NB-r14,


scptm-NeighbourCellList-r14

SCPTM-NeighbourCellList-NB-r14

OPTIONAL,
-- Need OP


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	SCPTMConfiguration-NB field descriptions

	sc-mtch-InfoList

Provides the configuration of each SC-MTCH in the current cell.

	scptm-NeighbourCellList

List of neighbour cells providing MBMS services via SC-MRB. When absent, the NB-IoT UE shall assume that MBMS services listed in the SCPTMConfiguration-NB message are not provided via SC-MRB in any neighbour cell.


------------------------------------------

Skip to next change

------------------------------------------
–
SystemInformation-NB
The SystemInformation-NB message is used to convey one or more System Information Blocks. All the SIBs included are transmitted with the same periodicity.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformation-NB message
-- ASN1START

SystemInformation-NB ::=

SEQUENCE {


criticalExtensions




CHOICE {



systemInformation-r13



SystemInformation-NB-r13-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

SystemInformation-NB-r13-IEs ::=
SEQUENCE {


sib-TypeAndInfo-r13




SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {



sib2-r13






SystemInformationBlockType2-NB-r13,



sib3-r13






SystemInformationBlockType3-NB-r13,



sib4-r13






SystemInformationBlockType4-NB-r13,



sib5-r13






SystemInformationBlockType5-NB-r13,



sib14-r13






SystemInformationBlockType14-NB-r13,



sib16-r13






SystemInformationBlockType16-NB-r13,



...,



sib15-r14






SystemInformationBlockType15-NB-r14,



sib20-r14






SystemInformationBlockType20-NB-r14

},


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

–
SystemInformationBlockType1-NB
The SystemInformationBlockType1-NB message contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1-NB message
-- ASN1START

SystemInformationBlockType1-NB ::=
SEQUENCE {


hyperSFN-MSB-r13




BIT STRING (SIZE (8)),


cellAccessRelatedInfo-r13


SEQUENCE {



plmn-IdentityList-r13



PLMN-IdentityList-NB-r13,



trackingAreaCode-r13



TrackingAreaCode,



cellIdentity-r13




CellIdentity,



cellBarred-r13





ENUMERATED {barred, notBarred},



intraFreqReselection-r13


ENUMERATED {allowed, notAllowed}


},


cellSelectionInfo-r13



SEQUENCE {



q-RxLevMin-r13





Q-RxLevMin,



q-QualMin-r13





Q-QualMin-r9


},


p-Max-r13






P-Max




OPTIONAL,
-- Need OP


freqBandIndicator-r13



FreqBandIndicator-NB-r13,


freqBandInfo-r13




NS-PmaxList-NB-r13



OPTIONAL,
-- Need OR


multiBandInfoList-r13



MultiBandInfoList-NB-r13

OPTIONAL,
-- Need OR


downlinkBitmap-r13




DL-Bitmap-NB-r13 



OPTIONAL,
-- Need OP,



eutraControlRegionSize-r13


ENUMERATED {n1, n2, n3}


OPTIONAL,
-- Cond inband


nrs-CRS-PowerOffset-r13



ENUMERATED {dB-6,      dB-4dot77, dB-3,














dB-1dot77, dB0,       dB1,














dB1dot23,  dB2,       dB3,














dB4,       dB4dot23,  dB5,














dB6,       dB7,       dB8,














dB9}

OPTIONAL,
-- Cond inband-SamePCI


schedulingInfoList-r13



SchedulingInfoList-NB-r13,


si-WindowLength-r13




ENUMERATED {ms160,  ms320,  ms480,
ms640, 














ms960,
ms1280, ms1600, spare1},


si-RadioFrameOffset-r13



INTEGER (1..15)

OPTIONAL,
-- Need OP 


systemInfoValueTagList-r13


SystemInfoValueTagList-NB-r13
OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

PLMN-IdentityList-NB-r13 ::=

SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo-NB-r13

PLMN-IdentityInfo-NB-r13 ::=

SEQUENCE {


plmn-Identity-r13





PLMN-Identity,


cellReservedForOperatorUse-r13


ENUMERATED {reserved, notReserved},


attachWithoutPDN-Connectivity-r13

ENUMERATED {true}
OPTIONAL
-- Need OP

}

SchedulingInfoList-NB-r13 ::= SEQUENCE (SIZE (1..maxSI-Message-NB-r13)) OF SchedulingInfo-NB-r13

SchedulingInfo-NB-r13::=

SEQUENCE {


si-Periodicity-r13



ENUMERATED {rf64, rf128, rf256, rf512,













rf1024, rf2048, rf4096, spare},


si-RepetitionPattern-r13


ENUMERATED {every2ndRF, every4thRF,  














every8thRF,  every16thRF},


sib-MappingInfo-r13



SIB-MappingInfo-NB-r13,


si-TB-r13


ENUMERATED {b56, b120, b208, b256, b328, b440, b552, b680}

}

SystemInfoValueTagList-NB-r13 ::= 
SEQUENCE (SIZE (1.. maxSI-Message-NB-r13)) OF











SystemInfoValueTagSI-r13

SIB-MappingInfo-NB-r13 ::= 


SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type-NB-r13

SIB-Type-NB-r13 ::=




ENUMERATED {











sibType3-NB-r13, sibType4-NB-r13, sibType5-NB-r13, 











sibType14-NB-r13, sibType16-NB-r13,  sibType15-NB-r14,  sibType20-NB-r14, spare1}

-- ASN1STOP

	SystemInformationBlockType1-NB field descriptions

	attachWithoutPDN-Connectivity

If present, the field indicates that attach without PDN connectivity as specified in TS 24.301 [35] is supported for this PLMN.

	cellBarred

Barred means the cell is barred, as defined in TS 36.304 [4].

	cellIdentity

Indicates the cell identity.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	cellSelectionInfo

Cell selection information as specified in TS 36.304 [4].

	downlinkBitmap

NB-IoT downlink subframe configuration for downlink transmission. If the bitmap is not present, the UE shall assume that all subframes are valid (except for subframes carrying NPSS/NSSS/NPBCH/SIB1-NB) as specified in TS 36.213 [23, 16.4].

	eutraControlRegionSize

Indicates the control region size of the E-UTRA cell for the in-band operation mode, see TS 36.213 [23]. Unit is in number of OFDM symbols.

	freqBandIndicator
A list of as defined in TS 36.101 [42, table 6.2.4-1] for the frequency band in freqBandIndicator.

	freqBandInfo
A list of additionalPmax and additionalSpectrumEmission values as defined in TS 36.101 [42, table 6.2.4-1] for the frequency band in freqBandIndicator.

	hyperSFN-MSB

Indicates the 8 most significant bits of hyper-SFN. Together with hyperSFN-LSB in MIB-NB, the complete hyper-SFN is built up. hyper-SFN is incremented by one when the SFN wraps around.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4].

	multiBandInfoList

A list of additional frequency band indicators, additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 5.5-1]. If the UE supports the frequency band in the freqBandIndicator IE it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList IE.

	nrs-CRS-PowerOffset

NRS power offset between NRS and E-UTRA CRS, see TS 36.213 [23, 16.2.2]. Unit in dB. Default value of 0.

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power according to the UE capability.

	q-QualMin

Parameter “Qqualmin” in TS 36.304 [4].

	q-RxLevMin

Parameter Qrxlevmin in TS 36.304 [4]. Actual value Qrxlevmin = IE value * 2 [dB].

	schedulingInfoList

Indicates additional scheduling information of SI messages.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf256 denotes 256 radio frames, rf512 denotes 512 radio frames, and so on.

	si-RadioFrameOffset

Offset in number of radio frames to calculate the start of the SI window.

If the field is absent, no offset is applied.

	si-RepetitionPattern

Indicates the starting radio frames within the SI window used for SI message transmission. Value every2ndRF corresponds to every second radio frame, value every4thRF corresponds to every fourth radio frame and so on starting from the first radio frame of the SI window used for SI transmission.

	si-TB

This field indicates the transport block size in number of bits and the corresponding number of consecutive NB-IoT downlink subframes that are used to broadcast the SI message. Value b56 corresponds to 56 bits, b120 corresponds to 120 bits and so on. TBS of 56 bits and 120 bits are transmitted over 2 sub-frames, other TBS are transmitted over 8 sub-frames, see TS 36.213 [23, Table 16.4.1.5.1-1].

	si-WindowLength

Common SI scheduling window for all SIs. Unit in milliseconds, where ms160 denotes 160 milliseconds, ms320 denotes 320 milliseconds and so on.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message.There is no mapping information of SIB2-NB; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	systemInfoValueTagList

Indicates SI message specific value tags. It includes the same number of entries, and listed in the same order, as in SchedulingInfoList.

	systemInfoValueTagSI

SI message specific value tag as specified in Clause 5.2.1.3. Common for all SIBs within the SI message other than SIB14-NB.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed. 


	Conditional presence
	Explanation

	inband
	The field is mandatory present if IE operationModeInfo in MIB-NB is set to inband-SamePCI or inband-DifferentPCI. Otherwise the field is not present.

	inband-SamePCI
	The field is mandatory present, if IE operationModeInfo in MIB-NB is set to inband-SamePCI. Otherwise the field is not present.


------------------------------------------

Skip to next change

------------------------------------------
6.7.3
NB-IoT information elements

6.7.3.1
NB-IoT System information blocks
–
SystemInformationBlockType14-NB
The IE SystemInformationBlockType14-NB contains the AB parameters.

SystemInformationBlockType14-NB information element
-- ASN1START

SystemInformationBlockType14-NB-r13 ::=
SEQUENCE {


ab-Param-r13




CHOICE {



ab-Common-r13




AB-Config-NB-r13,



ab-PerPLMN-List-r13



SEQUENCE (SIZE (1..maxPLMN-r11)) OF AB-ConfigPLMN-NB-r13


}














OPTIONAL, -- Need OR


lateNonCriticalExtension

OCTET STRING



OPTIONAL,


...

}

AB-ConfigPLMN-NB-r13 ::=
SEQUENCE {


ab-Config-r13




AB-Config-NB-r13


OPTIONAL -- Need OR

}

AB-Config-NB-r13 ::=

SEQUENCE {


ab-Category-r13




ENUMERATED {a, b, c},


ab-BarringBitmap-r13


BIT STRING (SIZE(10)),


ab-BarringExceptionData-r13

ENUMERATED {true}


OPTIONAL,
-- Need OP


ab-BarringForSpecialAC-r13

BIT STRING (SIZE(5))

}

-- ASN1STOP

	SystemInformationBlockType14-NB field descriptions

	ab-BarringBitmap
Access class barring for AC 0-9. The first/ leftmost bit is for AC 0, the second bit is for AC 1, and so on.

	ab-BarringExceptionData
Indicates whether ExceptionData is subject to access barring.

	ab-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ab-Category
Indicates the category of UEs for which AB applies. Value a corresponds to all UEs, value b corresponds to the UEs that are neither in their HPLMN nor in a PLMN that is equivalent to it, and value c corresponds to the UEs that are neither in the PLMN listed as most preferred PLMN of the country where the UEs are roaming in the operator-defined PLMN selector list on the USIM, nor in their HPLMN nor in a PLMN that is equivalent to their HPLMN, see TS 22.011 [10].

	ab-Common
The AB parameters applicable for all PLMN(s).

	ab-PerPLMN-List

The AB parameters per PLMN, listed in the same order as the PLMN(s) occur in plmn-IdentityList in SystemInformationBlockType1-NB.


–
SystemInformationBlockType15-NB

The IE SystemInformationBlockType15-NB contains the MBMS Service Area Identities (SAI) of the current and/ or neighbouring carrier frequencies.
SystemInformationBlockType15-NB information element
-- ASN1START

SystemInformationBlockType15-NB-r14 ::=
SEQUENCE {


mbms-SAI-IntraFreq-r14




MBMS-SAI-List-r14



OPTIONAL,
-- Need OR


mbms-SAI-InterFreqList-r14



MBMS-SAI-InterFreqList-r14

OPTIONAL,
-- Need OR


lateNonCriticalExtension



OCTET STRING




OPTIONAL,


...

}

MBMS-SAI-List-r14 ::=




SEQUENCE (SIZE (1..maxSAI-MBMS-r11)) OF MBMS-SAI-r11

MBMS-SAI-InterFreqList-r14 ::=


SEQUENCE (SIZE (1..maxFreq)) OF MBMS-SAI-InterFreq-r14
MBMS-SAI-InterFreq-r14 ::=



SEQUENCE {


dl-CarrierFreq-r14





CarrierFreq-NB-r13,


mbms-SAI-List-r14





MBMS-SAI-List-r14,


multiBandInfoList-r11




MultiBandInfoList-NB-r13

OPTIONAL
-- Need OR
}

-- ASN1STOP

	SystemInformationBlockType15-NB field descriptions

	mbms-SAI-InterFreqList

Contains a list of neighboring frequencies including additional bands, if any, that provide MBMS services and the corresponding MBMS SAIs.

	mbms-SAI-IntraFreq

Contains the list of MBMS SAIs for the current frequency. A duplicate MBMS SAI indicates that this and all following SAIs are not offered by this cell but only by neighbour cells on the current frequency. For MBMS service continuity, the UE shall use all MBMS SAIs listed in mbms-SAI-IntraFreq to derive the MBMS frequencies of interest.

	mbms-SAI-List

Contains a list of MBMS SAIs for a specific frequency.

	multiBandInfoList

A list of additional frequency bands applicable for the cells participating in the MBSFN transmission.


–
SystemInformationBlockType16-NB

The IE SystemInformationBlockType16-NB contains information related to GPS time and Coordinated Universal Time (UTC). The UE may use the parameters provided in this system information block to obtain the UTC, the GPS and the local time.
-- ASN1START

SystemInformationBlockType16-NB-r13 ::= SystemInformationBlockType16-r11

-- ASN1STOP

–
SystemInformationBlockType20-NB
The IE SystemInformationBlockType20-NB contains the information required to acquire the control information associated with transmission of MBMS using SC-PTM.

SystemInformationBlockType20-NB information element
-- ASN1START

SystemInformationBlockType20-NB-r14 ::=
SEQUENCE {

npdcch-SC-MCCH-Config-r14


NPDCCH-SC-MCCH-Config-NB-r14,

sc-mcch-CarrierFreq-r14



CarrierFreq-NB-r13,

sc-mcch-RepetionPeriod-r14


ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256,












rf512, rf1024, rf2048, rf4096, rf8192},


sc-mcch-Offset-r14




INTEGER (0..10),


sc-mcch-FirstSubframe-r14


INTEGER (0..9),


sc-mcch-Duration-r14



INTEGER (2..9)
OPTIONAL
,


sc-mcch-ModificationPeriod-r14

ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256,











 rf512, rf1024, r2048, rf4096, rf8192, rf16384, rf32768, 











 rf65536, rf131072, rf262144, rf524288, rf1048576},

sc-mcch-InactivityTimer-r14


ENUMERATED {FFS},

lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...

}

NPDCCH-SC-MCCH-Config-NB-r14 ::=
SEQUENCE {


npdcch-NumRepetitions-SC-MCCH-r14


ENUMERATED {r1, r2, r4, r8, r16, 
















r32, r64, r128, r256, 
















r512, r1024, r2048},


npdcch-StartSF-SC-MCCH-r14




ENUMERATED {v1dot5, v2, v4, v8,

















v16, v32, v48, v64},


npdcch-Offset-SC-MCCH-r14




ENUMERATED {zero, oneEigth, oneQuarter,
















threeEigth, oneHalf, fiveEigth,
















threeQuarter, sevenEigth}

}
-- ASN1STOP

	SystemInformationBlockType20-NB field descriptions

	npdcch-Offset-SC-MCCH

Fractional period offset of starting subframe for NPDCCH multicast search space for SC-MCCH, see TS 36.213 [23].

	npdcch-StartSF-SC-MCCH

Starting subframes configuration of the NPDCCH multicast search space for SC-MCCH, see TS 36.213 [23].

	sc-mcch-CarrierFreq

Downlink carrier used for all multicast SC-MCCH transmissions.

	sc-mcch-Duration
Indicates, starting from the subframe indicated by sc-mcch-FirstSubframe, the duration in subframes during which SC-MCCH may be scheduled in PDCCH sub-frames, see TS 36.321 [6]. Absence of this IE means that SC-MCCH is only scheduled in the subframe indicated by sc-mcch-FirstSubframe.

	sc-mcch-FirstSubframe

Indicates the first subframe in which SC-MCCH is scheduled

	sc-mcch-InactivityTimer
Timer for SC-MCCH in TS 36.321 [6]. Value is FFS.

	sc-mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which SFN mod sc-mcch-ModificationPeriod = 0. The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf2 corresponds to 2 radio frames, value rf4 corresponds to 4 radio frames and so on.

	sc-mcch-Offset

Indicates, together with the sc-mcch-RepetitionPeriod, the radio frames in which SC-MCCH is scheduled i.e. SC-MCCH is scheduled in radio frames for which: SFN mod sc-mcch-RepetitionPeriod = sc-mcch-Offset.

	sc-mcch-RepetitionPeriod

Defines the interval between transmissions of SC-MCCH information, in radio frames. Value rf2 corresponds to 2 radio frames, rf4 corresponds to 4 radio frames and so on.


------------------------------------------

Skip to next change

------------------------------------------
6.7.3.2
NB-IoT Radio resource control information elements

–
RLC-Config-NB
The IE RLC-Config-NB is used to specify the RLC configuration of SRBs and DRBs.

RLC-Config-NB information element

-- ASN1START

RLC-Config-NB-r13 ::=
CHOICE
{


am





SEQUENCE {



ul-AM-RLC-r13



UL-AM-RLC-NB-r13,



dl-AM-RLC-r13



DL-AM-RLC-NB-r13


}, 


...,

um-Bi-Directional-r14

SEQUENCE {



ul-UM-RLC




UL-UM-RLC,



dl-UM-RLC




DL-UM-RLC


},


um-Uni-Directional-UL-r14
SEQUENCE {



ul-UM-RLC-r14



UL-UM-RLC-r14


},


um-Uni-Directional-DL-r14
SEQUENCE {



dl-UM-RLC-r14



DL-UM-RLC-r14


}
}

UL-AM-RLC-NB-r13 ::=

SEQUENCE {


t-PollRetransmit-r13

T-PollRetransmit-NB-r13,


maxRetxThreshold-r13

ENUMERATED {t1, t2, t3, t4, t6, t8, t16, t32}

}

DL-AM-RLC-NB-r13 ::=

SEQUENCE {


enableStatusReportSN-Gap-r13
ENUMERATED {true}
OPTIONAL

}

UL-UM-RLC-NB-r14 ::=

SEQUENCE {


sn-FieldLength-r14



SN-FieldLength

}

DL-UM-RLC-NB-r14 ::=

SEQUENCE {


sn-FieldLength-r14



SN-FieldLength

}

T-PollRetransmit-NB-r13 ::=
ENUMERATED {










ms250, 
ms500,
ms1000,
ms2000,
ms3000,
ms4000, 










ms6000, ms10000, ms15000, ms25000, ms40000, ms60000, 










ms90000, ms120000, ms180000, spare1}

-- ASN1STOP

	RLC-Config-NB field descriptions

	enableStatusReportSN-Gap

Indicates that status reporting due to detection of reception failure is enabled, as specified in TS 36.322 [7].

	maxRetxThreshold

Parameter for RLC AM in TS 36.322 [7]. Value t1 corresponds to 1 retransmission, t2 to 2 retransmissions and so on.

	sn-FieldLength

Indicates the UM RLC SN field size, see TS 36.322 [7], in bits. Value size5 means 5 bits, size10 means 10 bits.

	t-PollRetransmit

Timer for RLC AM in TS 36.322 [7], in milliseconds. Value msX means X ms, msY means Y ms and so on.


------------------------------------------

Skip to next change

------------------------------------------
6.7.3.5a
SC-PTM information elements
–
SC-MTCH-InfoList-NB
The IE SC-MTCH-InfoList-NB provides the list of ongoing MBMS sessions transmitted via SC-MRB and for each MBMS session, the associated G-RNTI and scheduling information.

SC-MTCH-InfoList-NB information element

-- ASN1START

SC-MTCH-InfoList-NB-r14 ::=


SEQUENCE (SIZE (0.. maxSC-MTCH-NB-r14)) OF SC-MTCH-Info-NB-r14
SC-MTCH-Info-NB-r14 ::= 



SEQUENCE
{


sc-mtch-CarrierFreq-r14




CarrierFreq-NB-r13,

mbmsSessionInfo-r14





MBMSSessionInfo-r13,


g-RNTI-r14







BIT STRING(SIZE(16)),


sc-mtch-SchedulingInfo-r14



SC-MTCH-SchedulingInfo-NB-r14

OPTIONAL,
-- Need OP


sc-mtch-NeighbourCell-r14



BIT STRING (SIZE(maxNeighCell-SCPTM-NB-r14))
OPTIONAL,
-- Need OP


npdcch-NumRepetitions-SC-MTCH-r14


ENUMERATED {r1, r2, r4, r8, r16, 
















r32, r64, r128, r256, 
















r512, r1024, r2048, spare4, 
















spare3, spare2, spare1}

npdcch-StartSF-SC-MTCH-r14




ENUMERATED {v1dot5, v2, v4, v8,

















v16, v32, v48, v64},


npdcch-Offset-SC-MTCH-r14




ENUMERATED {zero, oneQuarter,
















oneHalf, threeQuarter},


...

}

SC-MTCH-SchedulingInfo-NB-r14 ::=

SEQUENCE
{


onDurationTimerSCPTM-r14



ENUMERATED {













pp1, pp2, pp3, pp4,













pp8, pp16, pp32, spare},


drx-InactivityTimerSCPTM-r14


ENUMERATED {FFS},


schedulingPeriodStartOffsetSCPTM-r14
CHOICE {



sf10








INTEGER(0..9),



sf20








INTEGER(0..19),



sf32








INTEGER(0..31),



sf40








INTEGER(0..39),



sf64








INTEGER(0..63),



sf80








INTEGER(0..79),



sf128








INTEGER(0..127),



sf160








INTEGER(0..159),



sf256








INTEGER(0..255),



sf320








INTEGER(0..319),



sf512








INTEGER(0..511),



sf640








INTEGER(0..639),



sf1024








INTEGER(0..1023),



sf2048








INTEGER(0..2047),



sf4096








INTEGER(0..4095),



sf8192








INTEGER(0..8191)


},


...

}

-- ASN1STOP

	SC-MTCH-InfoList-NB field descriptions

	drx-InactivityTimerSCPTM
Timer for SC-MTCH in TS 36.321 [6]. Value in number of NPDCCH sub-frames. Value psf0 corresponds to 0 NPDCCH sub-frame and behaviour as specified in 7.3.2 applies, psf1 corresponds to 1 NPDCCH sub-frame, psf2 corresponds to 2 NPDCCH sub-frames and so on.

	g-RNTI
G-RNTI used to scramble the scheduling and transmission of a SC-MTCH.

	mbmsSessionInfo
Indicates the ongoing MBMS session in a SC-MTCH.

	npdcch-NumRepetition-SC-MTCH

The maximum number of NPDCCH repetitions the UE needs to monitor for SC-MTCH multicast search space, see TS 36.213 [23].

	npdcch-Offset-SC-MTCH

Fractional period offset of starting subframe for NPDCCH multicast search space for SC-MTCH, see TS 36.213 [23].

	npdcch-startSF-SC-MTCH

Starting subframes configuration of the NPDCCH multicast search space for SC-MTCH, see TS 36.213 [23].

	onDurationTimerSCPTM
Timer for SC-MTCH reception in TS 36.321 [6]. Value in number of NPDCCH periods. Value pp1 corresponds to 1 NPDCCH period, pp2 corresponds to 2 NPDCCH periods and so on.

	schedulingPeriodStartOffsetSCPTM
SC-MTCH-SchedulingCycle and SC-MTCH-SchedulingOffset in TS 36.321 [6]. The value of SC-MTCH-SchedulingCycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. The value of SC-MTCH-SchedulingOffset is in number of sub-frames.

	sc-mtch-CarrierFreq

Downlink carrier used for multicast SC-MTCH transmissions.

	sc-mtch-NeighbourCell
Indicates neighbour cells which also provide this service on SC-MTCH. The first bit is set to 1 if the service is provided on SC-MTCH in the first cell in scptmNeighbourCellList, otherwise it is set to 0. The second bit is set to 1 if the service is provided on SC-MTCH in the second cell in scptmNeighbourCellList, and so on. If this field is absent, the UE shall assume that this service is not available on SC-MTCH in any neighbour cell.

	sc-mtch-SchedulingInfo

DRX information for the SC-MTCH. If this field is absent, the SC-MTCH may be scheduled in any subframe.


–
SCPTM-NeighbourCellList-NB
The IE SCPTM-NeighbourCellList-NB indicates a list of neighbour cells where ongoing MBMS sessions provided via SC-MRB in the current cells are also provided.

-- ASN1START

SCPTM-NeighbourCellList-NB-r14 ::=

SEQUENCE (SIZE (1..maxNeighCell-SCPTM-NB-r14)) OF PCI-ARFCN-NB-r14
PCI-ARFCN-NB-r14 ::=




SEQUENCE {



physCellId-r14





PhysCellId,



carrierFreq-r14





CarrierFreq-NB-r13

OPTIONAL

}
-- ASN1STOP

------------------------------------------

Skip to next change

------------------------------------------
6.7.4
NB-IoT RRC multiplicity and type constraint values

–
Multiplicity and type constraint definitions

-- ASN1START

maxNPRACH-Resources-NB-r13
INTEGER ::=
3
-- Maximum number of NPRACH resources for NB-IoT

maxDRB-NB-r13



INTEGER ::= 2
-- Maximum number of Data Radio Bearers for NB-IoT

maxNeighCell-SCPTM-NB-r14
INTEGER ::=
FFS
-- Maximum number of SCPTM neighbour cells

maxNS-Pmax-NB-r13 


INTEGER ::= 4
-- Maximum number of NS and P-Max values per band
maxSC-MTCH-NB-r14


INTEGER ::= 64
-- Maximum number of SC-MTCHs in one cell for NB-IoT
maxSI-Message-NB-r13

INTEGER ::= 8
-- Maximum number of SI messages for NB-IoT

-- ASN1STOP

–
End of NBIOT-RRC-Definitions

-- ASN1START

END

-- ASN1STOP

9
Specified and default radio configurations

Specified and default configurations are configurations of which the details are specified in the standard. Specified configurations are fixed while default configurations can be modified using dedicated signalling.

9.1
Specified configurations

9.1.1
Logical channel configurations

9.1.1.1
BCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.

9.1.1.2
CCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	
	Normal MAC headers are used
	

	Logical channel configuration
	
	
	

	priority
	1
	Highest priority
	

	prioritisedBitRate
	infinity
	
	

	bucketSizeDuration
	N/A
	
	

	logicalChannelGroup
	0
	
	

	logicalChannelSR-Mask-r9
	release
	
	v920


9.1.1.3
PCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.

9.1.1.4
MCCH and MTCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	UM
	
	

	sn-FieldLength
	size5
	
	

	t-Reordering
	0
	
	


9.1.1.5
SBCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.

9.1.1.6
STCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	discardTimer
	Undefined
	Up to UE implementation
	

	pdcp-SN-Size
	16
	
	

	maxCID
	15
	
	

	profiles
	
	
	

	RLC configuration
	
	Uni-directional UM RLC

UM window size is set to 0
	

	sn-FieldLength
	5
	
	

	logicalChannelIdentity
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	Logical channel configuration
	
	
	

	priority
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	prioritisedBitRate
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	bucketSizeDuration
	Undefined
	Selected by the transmitting UE, up to UE implementation
	

	logicalChannelGroup
	3
	
	

	MAC configuration
	
	
	

	maxHARQ-Tx
	4
	
	


9.1.1.7
SC-MCCH and SC-MTCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	UM
	
	

	sn-FieldLength
	size5
	
	

	t-Reordering
	0
	
	


9.1.1.8
BR-BCCH configuration

Parameters

	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	N/A
	
	

	RLC configuration
	TM
	
	

	MAC configuration
	TM
	
	


NOTE:
RRC will perform padding, if required due to the granularity of the TF signalling, as defined in 8.5.
�We were not sure if a new 'onDurationTimerSCPTM'' was also needed given that we already have scch-Duration?





Same applies to SIB20-NB below.


�Same question as for SIB20 above i.e. should we also add ' onDurationTimerSCPTM ' given that we already have scch-Duration?
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