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6.3.2
Radio resource control information elements

–
CSI-Process
The IE CSI-Process is the CSI process configuration that E-UTRAN may configure on a serving frequency.

CSI-Process information elements
-- ASN1START

CSI-Process-r11 ::=

SEQUENCE {


csi-ProcessId-r11


CSI-ProcessId-r11,


csi-RS-ConfigNZPId-r11

CSI-RS-ConfigNZPId-r11,


csi-IM-ConfigId-r11


CSI-IM-ConfigId-r11,


p-C-AndCBSRList-r11


P-C-AndCBSR-Pair-r13a,


cqi-ReportBothProc-r11

CQI-ReportBothProc-r11




OPTIONAL,

-- Need OR


cqi-ReportPeriodicProcId-r11
INTEGER (0..maxCQI-ProcExt-r11)

OPTIONAL,

-- Need OR


cqi-ReportAperiodicProc-r11
CQI-ReportAperiodicProc-r11



OPTIONAL,

-- Need OR


...,


[[
alternativeCodebookEnabledFor4TXProc-r12
ENUMERATED {true}
OPTIONAL,
-- Need ON


csi-IM-ConfigIdList-r12

CHOICE {




release





NULL,




setup





SEQUENCE (SIZE (1..2)) OF CSI-IM-ConfigId-r12


}















OPTIONAL,
-- Need ON


cqi-ReportAperiodicProc2-r12
CHOICE {




release





NULL,




setup





CQI-ReportAperiodicProc-r11


}















OPTIONAL
-- Need ON


]],


[[
cqi-ReportAperiodicProc-v1310
CHOICE {




release






NULL,




setup






CQI-ReportAperiodicProc-v1310



}















OPTIONAL,

-- Need ON


cqi-ReportAperiodicProc2-v1310
CHOICE {




release






NULL,




setup






CQI-ReportAperiodicProc-v1310



}















OPTIONAL,

-- Need ON



eMIMO-Type-r13




CSI-RS-ConfigEMIMO-r13


OPTIONAL

-- Need ON


]]

[[
eMIMO-Type-v14xy



CSI-RS-ConfigEMIMO-v14xy

OPTIONAL,

-- Need ON



eMIMO-Type2-r14




CSI-RS-ConfigEMIMO2-r14

OPTIONAL,

-- Need ON



eMIMO-Hybrid-r14



CSI-RS-ConfigEMIMO-Hybrid-r14

OPTIONAL
-- Need ON



ul-DMRS-IFDMA-r14



BOOLEAN






OPTIONAL,

-- Need ON


advancedCodebookEnabled-r14

BOOLEAN






OPTIONAL

-- Need ON


]]
}

-- ASN1STOP

	CSI-Process field descriptions

	advancedCodebookEnabled
Indicates whether the UE should use the advanced code book defined in TS 36.213 [23].

	alternativeCodebookEnabledFor4TXProc

Indicates whether code book in TS 36.213 [23] Table 7.2.4-0A to Table 7.2.4-0D is being used for deriving CSI feedback and reporting for a CSI process. EUTRAN may configure the field only if the number of CSI-RS ports for non-zero power transmission CSI-RS configuration is 4.

	cqi-ReportAperiodicProc
If csi-MeasSubframeSets-r12 is configured for the same frequency as the CSI process, cqi-ReportAperiodicProc
applies for CSI subframe set 1. If csi-MeasSubframeSet1-r10 or csi-MeasSubframeSet2-r10 are configured for the same frequency as the CSI process, cqi-ReportAperiodicProc applies for CSI subframe set 1 or CSI subframe set 2. Otherwise, cqi-ReportAperiodicProc applies for all subframes. E-UTRAN configures cqi-ReportAperiodicProc-v1310 only if cqi-ReportAperiodicProc-r11 is configured

	cqi-ReportAperiodicProc2
cqi-ReportAperiodicProc2 is configured only if csi-MeasSubframeSets-r12 is configured for the same frequency as the CSI process. cqi-ReportAperiodicProc2 is for CSI subframe set 2. E-UTRAN shall set cqi-ReportModeAperiodic-r11 in cqi-ReportAperiodicProc2 the same as in cqi-ReportAperiodicProc. E-UTRAN configures cqi-ReportAperiodicProc2-v1310 only if cqi-ReportAperiodicProc2-r12 is configured.

	cqi-ReportBothProc

Includes CQI configuration parameters applicable for both aperiodic and periodic CSI reporting, for which CSI process specific values may be configured. E-UTRAN configures the field if and only if cqi-ReportPeriodicProcId is included and/ or if cqi-ReportAperiodicProc is included.

	cqi-ReportPeriodicProcId

Refers to a periodic CQI reporting configuration that is configured for the same frequency as the CSI process. Value 0 refers to the set of parameters defined by the REL-10 CQI reporting configuration fields, while the other values refer to the additional configurations E-UTRAN assigns by CQI-ReportPeriodicProcExt-r11 (and as covered by CQI-ReportPeriodicProcExtId).

	csi-IM-ConfigId

Refers to a CSI-IM configuration that is configured for the same frequency as the CSI process.

	csi-IM-ConfigIdList 
 Refers to one or two CSI-IM configurations that are configured for the same frequency as the CSI process. csi-IM-ConfigIdList can include 2 entries only if csi-MeasSubframeSets-r12 is configured for the same frequency as the CSI process. UE shall ignore csi-IM-ConfigId-r11 if csi-IM-ConfigIdList-r12 is configured.

	csi-RS-ConfigNZPId

Refers to a CSI RS configuration using non-zero power transmission that is configured for the same frequency as the CSI process.

	eMIMO-Type

Parameter: eMIMO-Type, see TS 36.213 [23], TS 36.211 [21]. If eMIMO-Type is set to nonPrecoded, the codebooks used for deriving CSI feedback are in TS 36.213 [23, Table 7.2.4-10 to Table 7.2.4-17]. Choice values nonPrecoded and beamformed correspond to ‘CLASS A‘ and ‘CLASS B’ respectively, see TS 36.212 [22] and TS 36.213 [23].

	p-C-AndCBSRList
The UE shall ignore p-C-AndCBSRList-r11 if configured with eMIMO-Type unless it is set to beamformed, alternativeCodebookEnabledBeamformed is set to FALSE and csi-RS-ConfigNZPIdListExt is not configured,

	ul-DMRS-IFDMA
Indicates whether the UE is configured with enhanced UL DMRS.


–
CSI-ProcessId
The IE CSI-ProcessId is used to identify a CSI process that is configured by the IE CSI-Process. The identity is unique within the scope of a carrier frequency.

CSI-ProcessId information elements
-- ASN1START

CSI-ProcessId-r11 ::=

INTEGER (1..maxCSI-Proc-r11)

-- ASN1STOP

–
CSI-RS-Config
The IE CSI-RS-Config is used to specify the CSI (Channel-State Information) reference signal configuration.

CSI-RS-Config information elements

-- ASN1START

CSI-RS-Config-r10 ::=

SEQUENCE {


csi-RS-r10




CHOICE {



release





NULL,



setup





SEQUENCE {




antennaPortsCount-r10


ENUMERATED {an1, an2, an4, an8},




resourceConfig-r10



INTEGER (0..31),




subframeConfig-r10



INTEGER (0..154),




p-C-r10






INTEGER (-8..15)



}


}















OPTIONAL,


-- Need ON


zeroTxPowerCSI-RS-r10

ZeroTxPowerCSI-RS-Conf-r12


OPTIONAL


-- Need ON

}

CSI-RS-Config-v1250 ::=

SEQUENCE {


zeroTxPowerCSI-RS2-r12

ZeroTxPowerCSI-RS-Conf-r12


OPTIONAL,


-- Need ON

ds-ZeroTxPowerCSI-RS-r12

CHOICE {



release






NULL,



setup






SEQUENCE {




zeroTxPowerCSI-RS-List-r12

SEQUENCE (SIZE (1..maxDS-ZTP-CSI-RS-r12)) OF ZeroTxPowerCSI-RS-r12


}


}















OPTIONAL



-- Need ON
}
CSI-RS-Config-v1310 ::=

SEQUENCE {


eMIMO-Type-r13



CSI-RS-ConfigEMIMO-r13


OPTIONAL
-- Need ON

}

CSI-RS-Config-v14xy ::=

SEQUENCE {


eMIMO-Type-v14xy



CSI-RS-ConfigEMIMO-v14xy


OPTIONAL,
-- Need ON


eMIMO-Type2-r14




CSI-RS-ConfigEMIMO2-r13



OPTIONAL,
-- Need ON


eMIMO-Hybrid-r14



CSI-RS-ConfigEMIMO-Hybrid-r14

OPTIONAL
-- Need ON

}

ZeroTxPowerCSI-RS-Conf-r12 ::=
CHOICE {



release






NULL,



setup






ZeroTxPowerCSI-RS-r12 

}
ZeroTxPowerCSI-RS-r12 ::=
SEQUENCE {


zeroTxPowerResourceConfigList-r12

BIT STRING (SIZE (16)),


zeroTxPowerSubframeConfig-r12


INTEGER (0..154)

}
-- ASN1STOP

	CSI-RS-Config field descriptions

	ace-For4Tx-PerResourceConfigList

The field indicates the alternativeCodeBookEnabledFor4TX-r12 per CSI-RS resource. E-UTRAN configures the field only if csi-RS-ConfigNZPIdListExt is configured.

	antennaPortsCount

Parameter represents the number of antenna ports used for transmission of CSI reference signals where value an1 corresponds to 1 antenna port, an2 to 2 antenna ports and so on, see TS 36.211 [21, 6.10.5].

	ds-ZeroTxPowerCSI-RS
Parameter for additional zeroTxPowerCSI-RS for a serving cell, concerning the CSI-RS included in discovery signals.

	p-C

Parameter: 
[image: image1.wmf]c

P

, see TS 36.213 [23, 7.2.5]. The UE shall ignore p-C-r10 if configured with eMIMO-Type unless it is set to beamformed, alternativeCodebookEnabledBeamformed is set to FALSE and csi-RS-ConfigNZPIdListExt is not configured.

	resourceConfig

Parameter: CSI reference signal configuration, see TS 36.211 [21, table 6.10.5.2-1 and 6.10.5.2-2].

	subframeConfig

Parameter: 
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, see TS 36.211 [21, table 6.10.5.3-1].

	zeroTxPowerCSI-RS2

Parameter for additional zeroTxPowerCSI-RS for a serving cell. E-UTRAN configures the field only if csi-MeasSubframeSets-r12 and TM 1 – 9 are configured for the serving cell.

	zeroTxPowerResourceConfigList

Parameter: ZeroPowerCSI-RS, see TS 36.213 [23, 7.2.7].

	zeroTxPowerSubframeConfig

Parameter: 
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–
CSI-RS-ConfigEMIMO
The IE CSI-RS-ConfigEMIMO is used to specify the CSI (Channel-State Information) reference signal configuration for EBF/ FD-MIMO.

CSI-RS-ConfigEMIMO information elements

-- ASN1START

CSI-RS-ConfigEMIMO-r13 ::=
CHOICE {


release





NULL,


setup





CHOICE {



nonPrecoded-r13



CSI-RS-ConfigNonPrecoded-r13,



beamformed-r13



CSI-RS-ConfigBeamformed-r13


}

}

CSI-RS-ConfigEMIMO-v14xy ::=
CHOICE {


release





NULL,


setup





CHOICE {



nonPrecoded-v14xy



CSI-RS-ConfigNonPrecoded-v14xy,



beamformed-v14xy



CSI-RS-ConfigBeamformed-v14xy

}

}

CSI-RS-ConfigEMIMO2-r14 ::=
CHOICE {


release





NULL,


setup





CSI-RS-ConfigBeamformed-r13


}

}

CSI-RS-ConfigEMIMO-Hybrid-r14 ::=
CHOICE {


release





NULL,


setup





SEQUENCE {



type1Info-r14



SEQUENCE {


-- Additonal parameters associated with the 1st EMIMO configuration applicable,



-- configured only when a 2nd EMIMO configuration is assigned




periodicityEMIMO1-r14


ENUMERATED {ffs1, ffs2}


OPTIONAL,
-- Need OR



offsetEMIMO1-r14



ENUMERATED {ffs1, ffs2}


OPTIONAL,
-- Need OR



triggers-r14




SEQUENCE {




trigger01-Indicator-r14


BIT STRING (SIZE (8)),




trigger10-Indicator-r14


BIT STRING (SIZE (8)),




trigger11-Indicator-r14


BIT STRING (SIZE (8)),




trigger001-Indicator-r14

BIT STRING (SIZE (8)),




trigger010-Indicator-r14

BIT STRING (SIZE (8)),




trigger011-Indicator-r14

BIT STRING (SIZE (8)),




trigger100-Indicator-r14

BIT STRING (SIZE (8)),




trigger101-Indicator-r14

BIT STRING (SIZE (8)),




trigger110-Indicator-r14

BIT STRING (SIZE (8)),




trigger111-Indicator-r14

BIT STRING (SIZE (8))



}















OPTIONAL
-- Need OR


}


}

}

CSI-RS-ConfigNonPrecoded-r13 ::=

SEQUENCE {


p-C-AndCBSRList-r13





P-C-AndCBSR-Pair-r13


OPTIONAL,
-- Need OR


codebookConfigN1-r13




ENUMERATED {n1, n2, n3, n4, n8},


codebookConfigN2-r13




ENUMERATED {n1, n2, n3, n4, n8},


codebookOverSamplingRateConfig-O1-r13
ENUMERATED {n4, n8}



OPTIONAL,
-- Need OR


codebookOverSamplingRateConfig-O2-r13
ENUMERATED {n4, n8}



OPTIONAL,
-- Need OR


codebookConfig-r13





INTEGER (1..4),


csi-IM-ConfigIdList-r13




SEQUENCE (SIZE (1..2)) OF CSI-IM-ConfigId-r13
OPTIONAL,
-- Need OR


csi-RS-ConfigNZP-EMIMO-r13



CSI-RS-ConfigNZP-EMIMO-r13

OPTIONAL
-- Need ON

}

CSI-RS-ConfigNonPrecoded-v14xy::=

SEQUENCE {


csi-RS-ConfigNZP-EMIMO-v14xy


CSI-RS-ConfigNZP-EMIMO-v14xy
OPTIONAL,
-- Need ON


codebookConfigN1-v14xy




ENUMERATED {n5, n6, n7, n10, n12, n14, n16},


codebookConfigN2-r14xy




ENUMERATED {n5, n6, n7 },


nzp-ResourceConfigTM9-original-v14xy
SEQUENCE {



transmissionComb-r14


NZP-TransmissionComb-r14 

OPTIONAL,
-- Need OR



frequencyDensity-r14


NZP-FrequencyDensity-r14

OPTIONAL
-- Need OR


}
}

CSI-RS-ConfigBeamformed-r13 ::=


SEQUENCE
{


csi-RS-ConfigNZPIdListExt-r13 


SEQUENCE (SIZE (1..7)) OF CSI-RS-ConfigNZPId-r13
OPTIONAL,
-- Need OR


csi-IM-ConfigIdList-r13




SEQUENCE (SIZE (1..8)) OF CSI-IM-ConfigId-r13
OPTIONAL,
-- Need OR


p-C-AndCBSR-PerResourceConfigList-r13
SEQUENCE (SIZE (1..8)) OF P-C-AndCBSR-Pair-r13
OPTIONAL,
-- Need OR


ace-For4Tx-PerResourceConfigList-r13
SEQUENCE (SIZE (1..7)) OF BOOLEAN
OPTIONAL,
-- Need OR


alternativeCodebookEnabledBeamformed-r13
ENUMERATED {true}
OPTIONAL,
-- Need OR


channelMeasRestriction-r13



ENUMERATED {on}


OPTIONAL
-- Need OR

}

CSI-RS-ConfigBeamformed-v14xy::=

SEQUENCE {


csi-RS-ConfigNZP-ApList-r14



SEQUENCE (SIZE (1..8)) OF CSI-RS-ConfigNZP-r11




















OPTIONAL,
-- Need OR

nzp-ResourceConfigTM9-original-v14xy
SEQUENCE {



transmissionComb-r14


NZP-TransmissionComb-r14 

OPTIONAL,
-- Need OR



frequencyDensity-r14


NZP-FrequencyDensity-r14

OPTIONAL
-- Need OR


}


activatedResources-r14




INTEGER (0..4) 




OPTIONAL,
-- Need OR

activatedResourcesAp-r14



INTEGER (0..4) 




OPTIONAL
-- Need OR
}

-- ASN1STOP

	CSI-RS-ConfigEMIMO field descriptions

	alternativeCodebookEnabledBeamformed
The field indicates whether code book in TS 36.213 [23, Table 7.2.4-18 to Table 7.2.4-20] is being used for deriving CSI feedback and reporting for a CSI process. E-UTRAN configures the field only for a process referring to a single RS configuration using non-zero power transmission (i.e a process for which csi-RS-ConfigNZPIdListExt is not configured). Field alternativeCodebookEnabledBeamformed corresponds to parameter alternativeCodebookEnabledCLASSB_K1 in TS 36.212 [22] and TS 36.213 [23].

	codebookConfig
Indicates a sub-set of the codebook entry, see TS 36.213 [23].

	codebookConfigNx

Indicates the number of antenna ports per polarization in dimension x as used for transmission of CSI reference signals. Value n1 corresponds to 1, value n2 corresponds to 2 and so on, see TS 36.213 [23]. Value n1 is not used for codebookConfigN1 and value n8 is not used for codebookConfigN2.

	codebookOverSamplingRateConfig-Ox

Indicates the spatial over-sampling rate in dimension x as used for transmission of CSI reference signals. Value n4 corresponds to 4 and value n8 corresponds to 8, see TS 36.213 [23].

	csi-IM-ConfigId(List)

E-UTRAN configures the field csi-IM-ConfigIdList only if the IE is included in CSI-Process is configured (i.e. when TM10 is configured for the serving cell).

	CSI-RS-ConfigBeamformed
If csi-RS-ConfigNZPIdListExt-r13 is configured, E-UTRAN configures the same total number of entries for NZP, csi-IM-ConfigIdList-r13 and p-C-AndCBSR-PerResourceConfigList-r13.

	csi-RS-ConfigNZP-EMIMO
The field is used to configure NZP configurations additional to the one defined by the original NZP configuration as included in CSI-RS-Config/ CSI-Process when using 12 and 16 ports CSI-RS.

	csi-RS-ConfigNZP-ApList
The field is used to configure NZP configurations for aperiodic CSI RS reportinig for which MAC controls activation. EUTRAN configures this field only when the UE is configured to use 2, 4 or and 8 ports CSI-RS, in which case EUTRAN configures the number of entries to be the same as the number of NZP resource configurations. For none of the entries E-UTRAN configures subframeConfig.

	p-C-AndCBSR-PerResourceConfigList
E-UTRAN does not configure the field p-C-AndCBSR-PerResourceConfigList if the UE is configured with eMIMO-Type set to beamformed, alternativeCodebookEnabledBeamformed is set to FALSE and csi-RS-ConfigNZPIdListExt is not configured.


–
CSI-RS-ConfigNZP
The IE CSI-RS-ConfigNZP is the CSI-RS resource configuration using non-zero power transmission that E-UTRAN may configure on a serving frequency.

CSI-RS-ConfigNZP information elements

-- ASN1START

CSI-RS-ConfigNZP-r11 ::=

SEQUENCE {


csi-RS-ConfigNZPId-r11


CSI-RS-ConfigNZPId-r11,


antennaPortsCount-r11


ENUMERATED {an1, an2, an4, an8},


resourceConfig-r11



INTEGER (0..31),


subframeConfig-r11



INTEGER (0..154),


scramblingIdentity-r11


INTEGER (0..503),


qcl-CRS-Info-r11



SEQUENCE {



qcl-ScramblingIdentity-r11

INTEGER (0..503),



crs-PortsCount-r11



ENUMERATED {n1, n2, n4, spare1},



mbsfn-SubframeConfigList-r11
CHOICE {





release





NULL,





setup





SEQUENCE {






subframeConfigList


MBSFN-SubframeConfigList





}



}















OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Need OR


...,


[[
csi-RS-ConfigNZPId-v1310

CSI-RS-ConfigNZPId-v1310

OPTIONAL
-- Need ON

]],

[[
transmissionComb-r14


NZP-TransmissionComb-r14 

OPTIONAL,
-- Need OR



frequencyDensity-r14


NZP-FrequencyDensity-r14

OPTIONAL
-- Need OR


]]

}

CSI-RS-ConfigNZP-EMIMO-r13 ::=
CHOICE {


release





NULL,


setup





SEQUENCE {



nzp-resourceConfigList-r13

SEQUENCE (SIZE (1..2)) OF NZP-ResourceConfig-r13,



cdmType-r13





ENUMERATED {cdm2, cdm4}
OPTIONAL
-- Need OR



}

}

CSI-RS-ConfigNZP-EMIMO-v14xy ::=
SEQUENCE {


-- TBD: All extensions are for Non-Precoded so good to group i.e. single setup/ release choice

nzp-resourceConfigListExt-r14
SEQUENCE (SIZE (0..4)) OF NZP-ResourceConfig-r13,


cdmType-v14xy




ENUMERATED {cdm8 }


OPTIONAL
-- Need OR

}

NZP-ResourceConfig-r13 ::=
SEQUENCE {

resourceConfig-r13



ResourceConfig-r13,


...,

[[
transmissionComb


NZP-TransmissionComb-r14

OPTIONAL,
-- Need OR


frequencyDensity-r14

NZP-FrequencyDensity-r14

OPTIONAL
-- Need OR


]]
}

ResourceConfig-r13 ::=



INTEGER (0..31)
NZP-TransmissionComb-r14 ::=


INTEGER (0..31)
NZP-FrequencyDensity-r14 ::=


ENUMERATED {d1, d2, d3}
-- ASN1STOP

	CSI-RS-ConfigNZP field descriptions

	antennaPortsCount

Parameter represents the number of antenna ports used for transmission of CSI reference signals where an1 corresponds to 1, an2 to 2 antenna ports etc. see TS 36.211 [21, 6.10.5].

	cdmType
Parameter: CDMType, see TS 36.211 [21, 6.10.5.2].

	frequencyDensity
Indicates the freqency-domain density reduction. E-UTRAN configures the values in accordance with the restrictions specified in TS 36.213 [23].

	nzp-resourceConfigList

Indicate a list of non-zero power transmission CSI-RS resources using parameter resourceConfig.

	qcl-CRS-Info

Indicates CRS antenna ports that is quasi co-located with the CSI-RS antenna ports, see TS 36.213 [23, 7.2.5]. EUTRAN configures this field if and only if the UE is configured with qcl-Operation set to typeB.

	resourceConfig
Parameter: CSI reference signal configuration, see TS 36.211 [21, table 6.10.5.2-1 and 6.10.5.2-2].

	subframeConfig

Parameter: 
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, see TS 36.211 [21, table 6.10.5.3-1].

	scramblingIdentity

Parameter: Pseudo-random sequence generator parameter, 
[image: image5.wmf]ID

n

, see TS 36.213 [23, 7.2.5].

	transmissionComb
Indicates the transmission combining offset. E-UTRAN configures the values in accordance with the restrictions specified in TS 36.213 [23].


<Next modified section>
–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element

-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}
















OPTIONAL,
-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig


OPTIONAL,

-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Cond CQI-r8



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Cond AI-r8


]],


[[
antennaInfo-r10




CHOICE {




explicitValue-r10



AntennaInfoDedicated-r10,




defaultValue




NULL



}















OPTIONAL,
-- Cond AI-r10



antennaInfoUL-r10



AntennaInfoUL-r10



OPTIONAL,

-- Need ON



cif-Presence-r10



BOOLEAN






OPTIONAL,

-- Need ON


cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,
-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1020

PUCCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1020

PUSCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



schedulingRequestConfig-v1020
SchedulingRequestConfig-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1020










UplinkPowerControlDedicated-v1020
OPTIONAL

-- Need ON


]],


[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],


[[
-- DL configuration as well as configuration applicable for DL and UL



csi-RS-ConfigNZPToReleaseList-r11









CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11









CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11










CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11
CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11



EPDCCH-Config-r11



OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130

PDSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130


CQI-ReportConfig-v1130


OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1130

PUCCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130

PUSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1130









UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON

]],


[[
antennaInfo-v1250



AntennaInfoDedicated-v1250

OPTIONAL,
-- Cond AI-r10



eimta-MainConfig-r12


EIMTA-MainConfig-r12


OPTIONAL,

-- Need ON



eimta-MainConfigPCell-r12

EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1250

PUCCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON


cqi-ReportConfigPCell-v1250

CQI-ReportConfig-v1250


OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1250

PUSCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON


csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON

]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON

]],


[[
pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-r13


PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-r13


PUSCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pdcch-CandidateReductions-r13











PDCCH-CandidateReductions-r13
OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310




CQI-ReportConfig-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13







SoundingRS-UL-ConfigDedicatedUpPTsExt-r13

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13





SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

OPTIONAL,

-- Need ON



csi-RS-Config-v1310



CSI-RS-Config-v1310



OPTIONAL,

-- Need ON



ce-Mode-r13




CHOICE {




release





NULL,




setup





ENUMERATED {ce-ModeA,ce-ModeB}



}















OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON

]],


[[
cqi-ReportConfig-v1320




CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
typeA-SRS-TPC-PDCCH-Group-r14 


SEQUENCE (SIZE (1..32)) OF SRS-TPC-PDCCH-Config-r14


OPTIONAL,

-- Need ON


must-Config-r14 





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



},














OPTIONAL

-- Need ON



csi-RS-ConfigZP-Ap-r14




CHOICE{




release








NULL,




setup








CSI-RS-ConfigZP-r11



} 
















OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN





OPTIONAL
-- Need ON

]]
}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10











AntennaInfoDedicated-r10
OPTIONAL,

-- Need ON



crossCarrierSchedulingConfig-r10









CrossCarrierSchedulingConfig-r10
OPTIONAL,

-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated
OPTIONAL

-- Need ON


}
















OPTIONAL,
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10

OPTIONAL,

-- Need ON



pusch-ConfigDedicatedSCell-r10








PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Cond PUSCH-SCell1


uplinkPowerControlDedicatedSCell-r10








UplinkPowerControlDedicatedSCell-r10
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-r10


CQI-ReportConfigSCell-r10
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-r10










SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020










SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...,


[[
-- DL configuration as well as configuration applicable for DL and UL


csi-RS-ConfigNZPToReleaseList-r11









CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11










CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11









CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11










CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11


OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130
OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130









PUSCH-ConfigDedicated-v1130

OPTIONAL,
-- Cond PUSCH-SCell1


uplinkPowerControlDedicatedSCell-v1130









UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON

]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250
OPTIONAL,

-- Need ON



eimta-MainConfigSCell-r12











EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON


cqi-ReportConfigSCell-v1250


CQI-ReportConfig-v1250

OPTIONAL,

-- Need ON 



uplinkPowerControlDedicatedSCell-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON

]],

[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON

]],


[[
pucch-Cell-r13





ENUMERATED {true}

OPTIONAL,
-- Cond PUCCH-SCell1



pucch-SCell






CHOICE{




release







NULL,




setup







SEQUENCE {





pucch-ConfigDedicated-r13












PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON





schedulingRequestConfig-r13













SchedulingRequestConfigSCell-r13
OPTIONAL,

-- Need ON





tpc-PDCCH-ConfigPUCCH-SCell-r13














TPC-PDCCH-ConfigSCell-r13
OPTIONAL,

-- Need ON





pusch-ConfigDedicated-r13













PUSCH-ConfigDedicated-r13
OPTIONAL,
-- Cond PUSCH-SCell





uplinkPowerControlDedicated-r13











UplinkPowerControlDedicatedSCell-v1310
OPTIONAL
-- Need ON




}



}















OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r13







CrossCarrierSchedulingConfig-r13
 OPTIONAL,
-- Cond Cross-Carrier-Config



pdcch-ConfigSCell-r13



PDCCH-ConfigSCell-r13

OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310



CQI-ReportConfig-v1310

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13








SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13






SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Need ON



csi-RS-Config-v1310




CSI-RS-Config-v1310


OPTIONAL,

-- Need ON



laa-SCellConfiguration-r13


LAA-SCellConfiguration-r13
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON

]],


[[
cqi-ReportConfig-v1320




CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
laa-SCellConfiguration-v14xy




LAA-SCellConfiguration-v14xy
OPTIONAL,

-- Need ON




typeB-SRS-TPC-PDCCH-Config-r14 





SRS-TPC-PDCCH-Config-r14


OPTIONAL,

-- Need ON


uplinkPUSCH-LessPowerControlDedicated-v14xy 

UplinkPUSCH-LessPowerControlDedicated-v14xy OPTIONAL,

-- Need ON


soundingRS-UL-PeriodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicated





 OPTIONAL,

-- Cond PeriodicSRS


soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedUpPTsExt-r13





 OPTIONAL,

-- Cond PeriodicSRSExt




soundingRS-UL-AperiodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRSAperiodicGroup-r14





 OPTIONAL,

-- Cond AperiodicSRS


soundingRS-UL-AperiodicConfigDedicatedUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRSAperiodicGroupUpPTsExt-r14   


 OPTIONAL,

-- Cond AperiodicSRSExt


must-Config-r14 





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



}














OPTIONAL,

-- Need ON



csi-RS-ConfigZP-Ap-r14




CHOICE{




release








NULL,




setup








CSI-RS-ConfigZP-r11



} 
















OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN





OPTIONAL
-- Need ON

]]

}
LAA-SCellConfiguration-r13 ::=


SEQUENCE {


subframeStartPosition-r13



ENUMERATED {s0, s07},


laa-SCellSubframeConfig-r13



BIT STRING (SIZE(8))
}
LAA-SCellConfiguration-v14xy ::=

SEQUENCE {

crossCarrierSchedulingConfig-UL-r14
CHOICE {



release








NULL,



setup








SEQUENCE {




crossCarrierSchedulingConfigLAA-UL-r14

CrossCarrierSchedulingConfigLAA-UL-r14


}


}












OPTIONAL,
-- Cond Cross-Carrier-ConfigUL


lbt-Config-r14







LBT-Config-r14


OPTIONAL,

-- Need ON


pdcch-ConfigLAA-r14






PDCCH-ConfigLAA-r14 
OPTIONAL,

-- Need ON

absenceOfAnyOtherTechnology-r14


ENUMERATED {true}

OPTIONAL,

-- Need OR


soundingRS-UL-ConfigDedicatedAperiodic-v14xy







SoundingRS-UL-ConfigDedicatedAperiodic-v14xy
OPTIONAL

-- Need ON
}
LBT-Config-r14 ::=

CHOICE{

maxEnergyDetectionThreshold-r14



INTEGER(-85..-52),


energyDetectionThresholdOffset-r14


INTEGER(-13..20)
}
CSI-RS-ConfigNZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZP-r11
CSI-RS-ConfigNZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZPId-r11

CSI-RS-ConfigNZPToReleaseListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZPId-v1310
CSI-RS-ConfigZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZP-r11

CSI-RS-ConfigZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZPId-r11

SoundingRSAperiodicGroup-r14 ::= SEQUENCE{


srsCcGroupIndexList




SEQUENCE (SIZE (1..4)) OF SrsCcGroupIndex OPTIONAL,
-- Cond Srs-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodic-r10

SoundingRS-UL-ConfigDedicatedAperiodic-r10

}

SoundingRSAperiodicGroupUpPTsExt-r14 ::= SEQUENCE{


srsCcGroupIndexList




SEQUENCE (SIZE (1..4)) OF SrsCcGroupIndex OPTIONAL,
-- Cond Srs-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	absenceOfAnyOtherTechnology
Presence of this field indicates absence on a long term basis (e.g. by level of regulation) of any other technology sharing the carrier; absence of this field indicates the potential presence of any other technology sharing the carrier, as specified in TS 36.213 [23]. 

	additionalSpectrumEmissionPCell

E-UTRAN does not configure this field in this release of the specification.

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	ce-Mode

Indicates the CE mode as specified in TS 36.213 [23].

	csi-RS-Config

For a serving frequency E-UTRAN does not configure csi-RS-Config (includes zeroTxPowerCSI-RS) when transmission mode 10 is configured for the serving cell on this carrier frequency.

	csi-RS-ConfigNZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigNZP only when transmission mode 10 is configured for the serving cell on this carrier frequency. EUTRAN configures a maximum of one CSI-RS-ConfigNZP for a serving frequency on which the UE supports only one CSI process (i.e. supportedCSI-Proc is indicated as n1).

	csi-RS-ConfigZP-Ap
The aperiodic ZP CSI-RS for PDSCH rate matching. E-UTRAN does not configure subframeConfig.

	csi-RS-ConfigZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigZP only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	eimta-MainConfigPCell, eimta-MainConfigSCell

If E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for one serving cell in a frequency band, E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for all serving cells residing on the frequency band. E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell only if eimta-MainConfig is configured.

	energyDetectionThresholdOffset
Indicates the offset to the default maximum energy detection threshold value. Unit in dB. Value -13 corresponds to -13dB, value -12 corresponds to -12dB, and so on (i.e. in steps of 1dB) as specified in TS 36.213 [23].

	epdcch-Config

indicates the EPDCCH-Config for the cell. E-UTRAN does not configure EPDCCH-Config for an SCell that is configured with value other for schedulingCellInfo in CrossCarrierSchedulingConfig.

	k-max

Indicates the maximum number of interfering spatial layers signaled in the assistance information for MUST. Value l1 corresponds to 1 layer, Value l3 corresponds to 3 layers.

	laa-SCellSubframeConfig

A bit-map indicating LAA SCell subframe configuration, "1" denotes that the corresponding subframe is allocated as MBSFN subframe. The bitmap is interpreted as follows:

Starting from the first/leftmost bit in the bitmap, the allocation applies to subframes #1, #2, #3, #4, #6, #7, #8, and #9.

	maxEnergyDetectionThreshold
Indicates absolute maximum energy detection threshold values. Unit in dBm. Value -85 corresponds to -85 dBm, value -84 corresponds to -84 dBm, and so on (i.e. in steps of 1dB). If the field is absent, the UE shall use a default maximum energy detection threshold value as specified in TS 36.213 [23].

	p-a-must
Parameter: 
[image: image6.wmf]A

P

, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	pdsch-ConfigDedicated-v1130

For a serving frequency E-UTRAN configures pdsch-ConfigDedicated-v1130 only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	pdsch-ConfigDedicated-v1280

For a serving frequency E-UTRAN configures pdsch-ConfigDedicated-v1280 only when transmission mode 9 or 10 is configured for the serving cell on this carrier frequency.

	pucch-Cell

If present, PUCCH feedback of this SCell is sent on the PUCCH SCell. If absent, PUCCH feedback of this SCell is sent on PCell or PSCell, or if the cell concerns the PUCCH SCell, on the concerned cell.

	pucch-ConfigDedicated-r13

E-UTRAN configures pucch-ConfigDedicated-r13 only if pucch-ConfigDedicated is not configured.

	pusch-ConfigDedicated-r13

E-UTRAN configures pusch-ConfigDedicated-r13 only if pusch-ConfigDedicated is not configured.

	pusch-ConfigDedicated-v1250

E-UTRAN configures pusch-ConfigDedicated-v1250 only if tpc-SubframeSet is configured.

	semiOpenLoop
Indicates whether semi-open-loop transmission is used for deriving CSI reporting and corresponding PDSCH transmission (DMRS).

	soundingRS-UL-PeriodicConfigDedicatedList-r14
Indicate periodic soundingRS configuration except for the extension sounding symbols of the UpPTs subframe.

	soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14
Indicate periodic soundingRS configuration in extension sounding symbols of the UpPTs subframe.

	soundingRS-UL-AperiodicConfigDedicatedList-r14
Indicate aperiodic soundingRS configuration except for the extension sounding symbols of the UpPTs subframe.

	soundingRS-UL-AperiodicConfigDedicatedUpPTsExtList-r14
Indicate aperiodic soundingRS configuration in extension sounding symbols of the UpPTs subframe.

	srsCcGroupIndexList

Indicate the srsCcGroupIndex list which the soundingRS-UL-ConfigDedicated  belongs to.

	subframeStartPosition
Indicates possible starting positions of transmission in the first subframe of the DL transmission burst, see TS 36.211 [21].Value s0 means the starting position is subframe boundary, s07 means the starting position is either subfarme boundary or slot boundary.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].

	uplinkPowerControlDedicated

E-UTRAN configures uplinkPowerControlDedicated-v1130 only if uplinkPowerControlDedicated (without suffix) is configured.

	uplinkPowerControlDedicatedSCell

E-UTRAN configures uplinkPowerControlDedicatedSCell-v1130 only if uplinkPowerControlDedicatedSCell-r10 is configured for this serving cell.


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	AperiodicSRS
	If soundingRS-UL-ConfigDedicatedAperiodic-r10 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	AperiodicSRSExt
	If soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig is absent. Otherwise the field is not present

	Cross-Carrier-Config
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 is absent. Otherwise the field is not present

	Cross-Carrier-ConfigUL
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 and crossCarrierSchedulingConfig-r13 are absent or schedulingCellInfo is set to ‘own’. Otherwise the field is not present.

	PeriodicSRS
	If soundingRS-UL-ConfigDedicated-r10 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PeriodicSRSExt
	If soundingRS-UL-ConfigDedicatedUpPTsExt-r13 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PUCCH-SCell1
	The field is optionally present, need OR, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	PUSCH-SCell
	The field is optionally present, need ON, if pusch-ConfigDedicatedSCell-r10 and pusch-ConfigDedicated-v1130 are absent. Otherwise the field is not present

	PUSCH-SCell1
	The field is optionally present, need ON, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.

	Srs-Trigger-TypeA
	The field is mandatory present if SRS-TPC-PDCCH-Config-Group-r14 is set to typeA-SRS-TPC-PDCCH-Config-List-r14. Otherwise  any existing value for this field is deleted.

	UL-Power-SCell
	The field is optionally present, need ON, if uplinkPowerControlDedicatedSCell is absent. Otherwise the field is not present


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with subclause 5.3.13 and TS 36.321 [6, 5.9 & 5.2]. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add or release the uplink of an SCell by releasing and adding the concerned SCell.
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