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1   Introduction
Last RAN2#Adhoc meeting made the following agreements regarding SI in NR [1]. 
	Agreements

Agreements related to SI provided by broadcast

1: 
UE can request one or more SIs or all SIs (e.g. SIBs) in single request. 

2: 
One or more SIBs requested by UE are provided using approach 2 i.e. using SI scheduling frame work.

3: The scheduling information for other SI includes SIB type, validity information, periodicity, and SI-window information in minimum SI irrespective of whether other SI is periodically broadcasted or provided on demand.

FFS Whether there is an additional indication that an on demand SI is actually being broadcast at this instant in time.
4:  If minimum SI indicates that a SIB is not broadcasted, then UE does not assume that this SIB is a periodically broadcasted in its SI-Window at every SI-Period. Therefore the UE may send an SI request to receive this SIB. After sending the SI request, for receiving the requested SIB, UE monitors the SI window of requested SIB in one or more SI periods of that SIB.




This contributions discuss various indications needed for UE to monitor and acquire on-demand system informations. 
2   Discussion
2.2   Indications to monitor before making on-demand request
As for the other SI delivery mechanism, it had been discussed for several meetings and some agreements have been achieved [1]

 REF _Ref473209848 \r \h 
[2]. In this section, it is targeted to provide a full picture of the other SI delivery according to the agreements. And the goal is to get a reasonable conclusion on whether an additional indication that an on demand SI is actually being broadcast at an instant of time is needed or not.
Agreement 1:  The minimum SI should provide the information of Other SIs available in the cell, including the SIB type and validity information;
Agreement 2: Scheduling information in minimum SI includes an indicator whether the concerned SI-block is periodically broadcasted or provided on demand;
Agreement 3:
UE checks the scheduling information of the other SI in the minimum SI to detect whether a specific SIB is being broadcasted or not.
Agreement 4:
The scheduling information for other SI should include SIB type, validity information, periodicity, SI-window information.
From above agreements, a relationship can be derived as illustrated in the following figure:
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FIG1. Classification and relationship of Other SI
Based on the agreements, there are two kinds of understanding as follows.
Option 1: No additional indication
If a specific item of “Other SI” is available in the cell, UE checks whether it is being broadcast or not by checking the presence of the scheduling information of the other SI in the minimum SI, including SIB type, validity information, periodicity and SI-window information. If the scheduling information of the desired SI exists in the minimum SI, the UE will directly acquire the SI according to the scheduling information without sending SI request message. If the desired SI is not being broadcast, the UE need to send a SI request message to trigger gNB transmission of the SI.
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Fig.2 opt 1- no additional indication
Option 2: With additional indication
Scheduling information is always included in minimum SI for the items of “other SI” supported in a cell, even if a specific item is not being broadcast at a time instant. And there is an additional indication of whether an on demand SI is actually being broadcast at this instant in time or not. If the indication indicates that a SIB is being broadcast, UE assumes that this SIB is broadcast in the SI-Window indicated in its scheduling information. And the UE will directly acquire the SI according to the scheduling information without sending SI request message. Otherwise, the UE does not assume that this SIB is being broadcast and may send an SI request to receive this SIB. 
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Fig. 3 opt 2- using an additional indication
Based on above analysis, there is no obvious benefit by introduction of an additional indication, as UE still needs to check the indication in the minimum SI, when it needs an on-demand SI. Considering that scheduling information in minimum SI can already indicate whether an on-demand SI is being broadcast or not, it is preferred that UE determines whether a specific SI is being broadcast or not by checking the presence of the scheduling information of the other SI in the minimum SI without additional indication.
Therefore, to avoid too complex hierarchical structure and to minimize the overhead of minimum SI, option 1 is a more efficient approach.
Proposal 1: The scheduling information of the other SI in the minimum SI indicates whether a specific SI is being broadcast or not; no additional indication is needed.
Indications to monitor after making on-demand request
In last meeting, there is a following agreement:
If minimum SI indicates that a SIB is not broadcasted, then UE does not assume that this SIB is a periodically broadcasted in its SI-Window at every SI-Period. Therefore the UE may send an SI request to receive this SIB. After sending the SI request, for receiving the requested SIB, UE monitors the SI window of requested SIB in one or more SI periods of that SIB.

However, it has already been agreed that both broadcast and dedicated deliveries are supported for the on-demand SI. Hence, there may be several kinds of understanding on this agreement:
1) The action specified in this agreement only refers to other SI delivery via broadcast manner. The UE only need monitor the SI window of requested SIB in one or more SI periods of that SIB, encoded by SI-RNTI. 
2) The action specified in this agreement only refers to other SI delivery via broadcast manner. The UE need monitor the SI window of requested SIB in one or more SI periods of that SIB, encoded by SI-RNTI. In addition, the UE need monitor the PDCCH for the dedicated signalling by C-RNTI on the subsequent subframes after SI request is made. 
3) The action specified in this agreement refers to other SI delivery via broadcast and dedicated manner. The UE need monitor the SI window of requested SIB in one or more SI periods of that SIB, encoded by both SI-RNTI and C-RNTI.
Therefore, to make it clear and unambiguous, it is proposed to clarify the agreement as follows.
Proposal 2: UE in RRC_Idle, RRC_Inactive and RRC_Connected states needs to monitor the SI window of the requested SIB in one or more SI periods, encoded by SI-RNTI. In addition, UE in RRC_Connected state needs to monitor the PDCCH for the dedicated signalling by C-RNTI on the subsequent subframes after SI request is made.
2.3   Indications for broadcast on-demand SIBs
Currently, the broadcast resource for different types of SIs is orthogonal. Considering forward-compatibility, it is possible that many new additional SIs for new features may be introduced. Multiplexing of time domain, e.g. sharing the same SI transmission window by more than one SIs, may be utilised. In this case, single SI-RNTI would not allow the UE to identify whether a received SI is what it requested until it successfully decodes the SIB message. In contrast, if SI specific SIx-RNTI is used, the UE can identify whether a received SI is what it requested during PDCCH blind decoding procedure.
Proposal 3: SI specific SIx-RNTI is used in broadcasting on-demand SIs.
3   Conclusion
This paper analyses the indications needed for UE to monitor and acquire on-demand system informations, and arrives at the following proposals. 
Proposal 1: The scheduling information of the other SI in the minimum SI indicates whether a specific SI is being broadcast or not; no additional indication is needed.
Proposal 2: UE in RRC_Idle, RRC_Inactive and RRC_Connected states needs to monitor the SI window of the requested SIB in one or more SI periods, encoded by SI-RNTI. In addition, UE in RRC_Connected state needs to monitor the PDCCH for the dedicated signalling by C-RNTI on the subsequent subframes after SI request is made.
Proposal 3: SI specific SIx-RNTI is used in broadcasting on-demand SIs.
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