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	Reason for change:
	1.    v2x-CommRxPool and v2x-CommSyncConfig in MobilityControlInfo are not only used during handover as the agreement in RAN2#94 meeting:

Sync and Rx resource pool configurations for the target cell can be signaled in the handover command.  
Hence, both should be valid after handover in the target cell. UE can continue to use them after handover.
2.    In 36.213 subclause 14.1.1.6, how to use IE SL-ThresPSSCH-RSRP-List-r14 is descriped:
3)
The parameter 
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 is set to the value indicated by the i-th SL-ThresPSSCH-RSRP field in SL-ThresPSSCH-RSRP-List-r14 where 
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Where a and b are the PPPP of transmission and reception packet respectively, the range is 0-7. 
It is clear the number of SL-ThresPSSCH-RSRP-r14 configured by eNB should be 64.
3.    In V2V WI, only GNSS-based sync is used. UE neither transmits nor receives SLSS. Hence v2x-CommPreconfigSync should be optional in SL-V2X-Preconfiguration

	
	

	Summary of change:
	1.    Add “and after” in the description of IE v2x-CommRxPool and v2x-CommSyncConfig.
2.    Delete”1..” in size of SL-ThresPSSCH-RSRP-List-r14.
3.    Change IE v2x-CommPreconfigSync in SL-V2X-Preconfiguration to optional.

	
	

	Consequences if not approved:
	1.    It is unclear whether UE can use Rx pool and sync configuration in MobilityControlInfo after handover. 
2.    If eNB configures the size of SL-ThresPSSCH-RSRP-List-r14 less than 64, UE can’t exclude resources based on the configured PSSCH RSRP threshold for some PPPP pair.
3.    v2x-CommPreconfigSync in SL-V2X-Preconfiguration is useless. 
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6.3.4
Mobility control information elements

Text skipped
–
MobilityControlInfo
The IE MobilityControlInfo includes parameters relevant for network controlled mobility to/within E‑UTRA.

MobilityControlInfo information element

-- ASN1START

MobilityControlInfo ::=

SEQUENCE {


targetPhysCellId




PhysCellId,


carrierFreq






CarrierFreqEUTRA




OPTIONAL,
-- Cond HO-toEUTRA2


carrierBandwidth




CarrierBandwidthEUTRA



OPTIONAL,
-- Cond HO-toEUTRA


additionalSpectrumEmission


AdditionalSpectrumEmission


OPTIONAL,
-- Cond HO-toEUTRA


t304







ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, ms10000-v1310},


newUE-Identity





C-RNTI,


radioResourceConfigCommon


RadioResourceConfigCommon,


rach-ConfigDedicated



RACH-ConfigDedicated



OPTIONAL,
-- Need OP


...,


[[
carrierFreq-v9e0



CarrierFreqEUTRA-v9e0



OPTIONAL
-- Need ON


]],


[[
drb-ContinueROHC-r11


ENUMERATED {true}




OPTIONAL
-- Cond HO


]],


[[
mobilityControlInfoV2X-r14
MobilityControlInfoV2X-r14



OPTIONAL
-- Need OR

]]
}

MobilityControlInfoSCG-r12 ::=

SEQUENCE {


t307-r12






ENUMERATED {












ms50, ms100, ms150, ms200, ms500, ms1000,












ms2000, spare1},


ue-IdentitySCG-r12




C-RNTI






OPTIONAL,
-- Cond SCGEst,


rach-ConfigDedicated-r12


RACH-ConfigDedicated


OPTIONAL,
-- Need OP

cipheringAlgorithmSCG-r12

CipheringAlgorithm-r12

OPTIONAL,
-- Need ON

...

}
MobilityControlInfoV2X-r14 ::=
SEQUENCE {

v2x-CommTxPoolExceptional-r14

SL-CommResourcePoolV2X-r14

OPTIONAL,

-- Need OR


v2x-CommRxPool-r14




SL-CommRxPoolListV2X-r14

OPTIONAL,

-- Need OR

v2x-CommSyncConfig-r14



SL-SyncConfigListV2X-r14

OPTIONAL

-- Need OR
}
CarrierBandwidthEUTRA ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {













n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1},


ul-Bandwidth





ENUMERATED {













n6, n15, n25, n50, n75, n100, spare10,













spare9, spare8, spare7, spare6, spare5,













spare4, spare3, spare2, spare1}
OPTIONAL -- Need OP

}

CarrierFreqEUTRA ::=



SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


ul-CarrierFreq





ARFCN-ValueEUTRA



OPTIONAL
-- Cond FDD

}

CarrierFreqEUTRA-v9e0 ::=


SEQUENCE {


dl-CarrierFreq-v9e0




ARFCN-ValueEUTRA-r9,


ul-CarrierFreq-v9e0




ARFCN-ValueEUTRA-r9


OPTIONAL
-- Cond FDD

}

-- ASN1STOP

	MobilityControlInfo field descriptions

	additionalSpectrumEmission

For a UE with no SCells configured for UL in the same band as the PCell, the UE shall apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. For a UE with SCell(s) configured for UL in the same band as the PCell, the UE shall, in case all SCells configured for UL in that band are released after handover completion, apply the value for the PCell instead of the corresponding value from SystemInformationBlockType2 or SystemInformationBlockType1. The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42, table 6.2.4-1].

	carrierBandwidth

Provides the parameters Downlink bandwidth, and Uplink bandwidth, see TS 36.101 [42].

	carrierFreq

Provides the EARFCN to be used by the UE in the target cell.

	cipheringAlgorithmSCG

Indicates the ciphering algorithm to be used for SCG DRBs. E-UTRAN includes the field upon SCG change when one or more SCG DRBs are configured. Otherwise E-UTRAN does not include the field.

	dl-Bandwidth

Parameter: Downlink bandwidth, see TS 36.101 [42].

	drb-ContinueROHC

This field indicates whether to continue or reset, for this handover, the header compression protocol context for the RLC UM bearers configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues while absence indicates that the header compression protocol context is reset. E-UTRAN includes the field only in case of a handover within the same eNB.

	mobilityControlInfoV2X

Indicates the sidelink configurations of the target cell for V2X sidelink communication during handover.

	rach-ConfigDedicated

The dedicated random access parameters. If absent the UE applies contention based random access as specified in TS 36.321 [6].

	t304

Timer T304 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on. EUTRAN includes extended value ms10000-v1310 only when UE supports CE.

	t307

Timer T307 as described in section 7.3. ms50 corresponds with 50 ms, ms100 corresponds with 100 ms and so on.

	ul-Bandwidth

Parameter: Uplink bandwidth, see TS 36.101 [42, table 5.6-1]. For TDD, the parameter is absent and it is equal to downlink bandwidth. If absent for FDD, apply the same value as applies for the downlink bandwidth.

	v2x-CommRxPool

Indicates reception pools for receiving V2X sidelink communication during and after handover. 

	v2x-CommSyncConfig
Indicates synchronization configurations for performing V2X sidelink communication during and after handover.

	v2x-CommTxPoolExceptional
Indicates the transmission resources by which the UE is allowed to transmit V2X sidelink communication during handover.


	NEXT CHANGE


6.3.8
Sidelink information elements

Text skipped
–
SL-ThresPSSCH-RSRP
IE SL-ThresPSSCH-RSRP indicates a threshold used for sensing based UE autonomous resource selection (see TS 36.213 [23]). A resource is excluded if it is indicated or reserved by a decoded SCI and PSSCH RSRP in the associated data resource is above the threshold defined by IE SL-ThresPSSCH-RSRP. 
SL-ThresPSSCH-RSRP information element

-- ASN1START
SL-ThresPSSCH-RSRP-List-r14 ::=
SEQUENCE (SIZE (64)) OF SL-ThresPSSCH-RSRP-r14

SL-ThresPSSCH-RSRP-r14 ::=

INTEGER (0..66)

-- ASN1STOP

	SL-ThresPSSCH-RSRP field descriptions

	SL-ThresPSSCH-RSRP
Value 0 corresponds to minus infinity dBm, value 1 corresponds to -128dBm, value 2 corresponds to -126dBm, value n corresponds to (-128 + (n-1)*2) dBm and so on, value 66 corresponds to infinity dBm.


	NEXT CHANGE


9.3.2
Pre-configurable parameters
Text skipped
–
SL-V2X-Preconfiguration
The IE SL-V2X-Preconfiguration includes the sidelink pre-configured parameters used for V2X sidelink communication. In this version, only one carrier frequency is supported for V2X sidelink communication.

SL-V2X-Preconfiguration information elements

-- ASN1START

SL-V2X-Preconfiguration-r14 ::=
SEQUENCE (SIZE (1..maxFreq)) OF SL-V2X-PreconfigFreqInfo-r14
SL-V2X-PreconfigFreqInfo-r14 ::=

SEQUENCE {


v2x-CommPreconfigGeneral-r14

SL-PreconfigGeneral-r12,

v2x-CommPreconfigSync-r14


SL-PreconfigSync-r12 





OPTIONAL,


v2x-CommRxPoolList-r14



SL-PreconfigV2X-RxPoolList-r14,

v2x-CommTxPoolList-r14



SL-PreconfigV2X-TxPoolList-r14,

v2x-ResourceSelectionConfig-r14


SL-CommTxPoolSensingConfig-r14


OPTIONAL,

zoneConfig-r14





SL-ZoneConfig-r14





OPTIONAL,

...

}

SL-PreconfigV2X-RxPoolList-r14 ::=
SEQUENCE (SIZE (1..maxSL-V2X-RxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14
SL-PreconfigV2X-TxPoolList-r14 ::=
SEQUENCE (SIZE (1..maxSL-V2X-TxPoolPreconf-r14)) OF SL-V2X-PreconfigCommPool-r14
SL-V2X-PreconfigCommPool-r14 ::=

SEQUENCE {

-- This IE is same as SL-V2X-CommResourcePool with rxParametersNCell absent


sl-OffsetIndicator-r14



SL-OffsetIndicator-r12

OPTIONAL,


sl-Subframe-r14





SubframeBitmapSL-r14,


adjacencyPSCCH-PSSCH-r14


BOOLEAN,

sizeSubchannel-r14




ENUMERATED {











n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n25, n30,










n48, n50, n72, n75, n96, n100, spare13, spare12, spare11,











spare10, spare9, spare8, spare7, spare6, spare5, spare4, 











spare3, spare2, spare1},

numSubchannel-r14




ENUMERATED {n1, n3, n5, n10, n15, n20, spare2, spare1},


startRB-Subchannel-r14



INTEGER (0..99),

startRB-PSCCH-Pool-r14



INTEGER (0..99)



OPTIONAL,

dataTxParameters-r14



SL-TxParameters-r12


OPTIONAL,


zoneID-r14






INTEGER (0..7) 



OPTIONAL,

...

}

END

-- ASN1STOP

	SL-V2X-Preconfiguration field descriptions

	adjacencyPSCCH-PSSCH
Indicates whether a UE always transmits PSCCH and PSSCH in adjacent RBs (indicated by TRUE) or it may transmit PSCCH and PSSCH in non-adjacent RBs (indicated by FALSE). This parameter appears only when a pool is configured such that a UE transmits PSCCH and the associated PSSCH in the same subframe.

	numSubchannel
Indicates the number of subchannels in the corresponding resource pool.

	sizeSubchannel
Indicates the number of PRBs of each subchannel in the corresponding resource pool. The value n5 denotes 5 PRBs; n6 denotes 6 PRBs and so on. The values n5, n6, n10, n15, n20, n25, n50, n75 and n100 apply in the case of adjacencyPSCCH-PSSCH set to TRUE; the values n4, n5, n6, n8, n9, n10, n12, n15, n16, n18, n20, n30, n48, n72 and n96 apply in the case of adjacencyPSCCH-PSSCH set to FALSE,

	sl-OffsetIndicator
Indicates the offset of the first subframe of a resource pool within a SFN cycle. If absent, the resource pool starts from first subframe of SFN=0.

	sl-Subframe
Indicates the bitmap of the resource pool, which is is defined by repeating the bitmap within a SFN cycle (see TS 36.213 [23]).

	startRB-Subchannel
Indicates the lowest RB index of the subchannel with the lowest index.

	startRB-PSCCH-Pool
Indicates the lowest RB index of the PSCCH pool.

	v2x-CommRxPoolList
Indicates a list of reception pools for V2X sidelink communication.

	v2x-CommTxPoolList
Indicates a list of transmission pools for V2X sidelink communication.

	v2x-ResourceSelectionConfig
Indicates V2X sidelink communication configurations used for UE autonomous resource selection.

	zoneConfig

indicates zone configurations used for V2X sidelink communication in 5.10.13.2.

	zoneID
Indicates the zone ID for which the UE shall use this resource pool as described in 5.10.13.2. The field is absent in v2x-CommRxPoolList in SL-V2X-PreconfigFreqInfo.
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