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	Reason for change:
	The following is specified in seciton 5.3.3.2 (initiation of the RRC connection establishment procedure):

1>
if the UE is resuming an RRC connection:

…
2>
release the LWA configuration, if configured, as described in section 5.6.14.3;
The UE performs the PDCP recovery as specified in section 5.6.14.3. Unnecessary PDCP recovery is performed due to the RRC connection resume procedure. The UE may unnecessarily transmit a PDCP status report.

	
	

	Summary of change:
	The UE does not perform the PDCP recovery if the LWA release is triggered by the RRC connection resume procedure.
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LWA
Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
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5.6.14.3
Release of LWA configuration

To release the LWA configuration, the UE shall:

1>
for each LWA DRB that is part of the current UE configuration:

2>
disable data handling for this DRB at the LWAAP entity;
2>
if the release is not triggered by the RRC connection resume procedure:

3>
perform PDCP data recovery as specified in TS 36.323 [8];
1>
delete any existing values in VarWLAN-MobilityConfig and VarWLAN-Status; 
1>
stop timer T351, if running;

1>
stop WLAN status monitoring and WLAN connection attempts for LWA;
1>
indicate the release of LWA configuration, if configured, to upper layers;
