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	Start of the Change


5.2.1.3
System information validity and notification of changes

Change of system information (other than for ETWS, CMAS and EAB parameters and other than for AB parameters for NB-IoT) only occurs at specific radio frames, i.e. the concept of a modification period is used. System information may be transmitted a number of times with the same content within a modification period, as defined by its scheduling. The modification period boundaries are defined by SFN values for which SFN mod m= 0, where m is the number of radio frames comprising the modification period. The modification period is configured by system information. If H-SFN is provided in SystemInformationBlockType1-BR, modification period boundaries for BL UEs and UEs in CE are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0. For NB-IoT, H-SFN is always provided and the modification period boundaries are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0.

To enable system information update notification for RRC_IDLE UEs configured to use a DRX cycle longer than the modification period, an eDRX acquisition period is defined. The boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 256 =0. For NB-IoT, the boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 1024 =0.

When the network changes (some of the) system information, it first notifies the UEs about this change, i.e. this may be done throughout a modification period. In the next modification period, the network transmits the updated system information. These general principles are illustrated in figure 5.2.1.3-1, in which different colours indicate different system information. Upon receiving a change notification, the UE not configured to use a DRX cycle that is longer than the modification period acquires the new system information immediately from the start of the next modification period. Upon receiving a change notification applicable to eDRX, a UE in RRC_IDLE configured to use a DRX cycle that is longer than the modification period acquires the updated system information immediately from the start of the next eDRX acquisition period. The UE applies the previously acquired system information until the UE acquires the new system information. The possible boundaries of modification for SystemInformationBlockType1-BR are defined by SFN values for which SFN mod 512 = 0 except for notification of ETWS/CMAS for which the eNB may change SystemInformationBlockType1-BR content at any time. For NB-IoT, the possible boundaries of modification for SystemInformationBlockType1-NB are defined by SFN values for which (H-SFN * 1024 + SFN) mod 4096 = 0.
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Figure 5.2.1.3-1: Change of system Information

The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. If the UE is in RRC_CONNECTED or is not configured to use a DRX cycle longer than the modification period in RRC_IDLE, and receives a Paging message including the systemInfoModification, it knows that the system information will change at the next modification period boundary. A UE in RRC_IDLE that is configured to use a DRX cycle longer than the modification period, and receives in an eDRX acquisition period at least one Paging message including the systemInfoModification-eDRX, shall acquire the updated system information at the next eDRX acquisition period boundary. A UE in RRC_IDLE that is configured to use a DRX cycle longer than the modification period, and receives in an eDRX acquisition period at least one Paging message including the systemInfoModification-eDRX-SFN, if supported, shall acquire only MasterInformationBlock (or MasterInformationBlock-NB in NB-IoT) and SystemInformationBlockType1 (or SystemInformationBlockType1-NB in NB-IoT) immediately. Although the UE may be informed about changes in system information, no further details are provided e.g. regarding which system information will change, except if systemInfoValueTagSI is received by BL UEs or UEs in CE.

In RRC_CONNECTED, BL UEs or UEs in CE or NB-IoT UEs are not required to acquire system information except when T311 is running or upon handover where the UE is only required to acquire the MasterInformationBlock in the target PCell. In RRC_IDLE, E-UTRAN may notify BL UEs or UEs in CE or NB-IoT UEs about SI update, and except for NB-IoT, ETWS and CMAS notification and EAB modification, using Direct Indication information, as specified in 6.6 (or 6.7.5 in NB-IoT) and TS 36.212 [22].
NOTE:
Upon system information change essential for BL UEs, UEs in CE, or NB-IoT UEs in RRC_CONNECTED, E-UTRAN may initiate connection release.
SystemInformationBlockType1 (or MasterInformationBlock-NB in NB-IoT) includes a value tag systemInfoValueTag, that indicates if a change has occurred in the SI messages. UEs may use systemInfoValueTag, e.g. upon return from out of coverage, to verify if the previously stored SI messages are still valid. Additionally, for other than BL UEs or UEs in CE or NB-IoT UEs, the UE considers stored system information to be invalid after 3 hours from the moment it was successfully confirmed as valid, unless specified otherwise. BL UE or UE in CE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid, unless the UE is configured by parameter si-ValidityTime to consider stored system information to be invalid 3 hours after validity confirmation. NB-IoT UE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid. If a BL UE, UE in CE or NB-IoT UE in RRC_CONNECTED state considers the stored system information invalid, the UE shall continue using the stored system information while in RRC_CONNECTED state in the serving cell.

For BL UEs or UEs in CE or NB-IoT UEs, the change of specific SI message can additionally be indicated by a SI message specific value tag systemInfoValueTagSI. If systemInfoValueTag included in the SystemInformationBlockType1-BR (or MasterInformationBlock-NB in NB-IoT) is different from the one of the stored system information and if systemInfoValueTagSI is included in the SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) for a specific SI message and is different from the stored one, the UE shall consider this specific SI message to be invalid. If only systemInfoValueTag is included and is different from the stored one, the BL UE or UE in CE should consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, SystemInformationBlockType12 and SystemInformationBlockType14 to be invalid; the NB-IoT UE should consider any stored system information except SystemInformationBlockType14-NB to be invalid.

On MBMS-dedicated cell and on FeMBMS/Unicast-mixed cell, the change of system information and ETWS/CMAS notification is indicated by using Direct Indication FeMBMS defined in 6.6a. The modification periodicity follows MCCH modification periodicity as defined in 5.8.1.3.

E-UTRAN may not update systemInfoValueTag upon change of some system information e.g. ETWS information, CMAS information, regularly changing parameters like time information (SystemInformationBlockType8, SystemInformationBlockType16, hyperSFN-MSB in SystemInformationBlockType1-NB), EAB and AB parameters. Similarly, E-UTRAN may not include the systemInfoModification within the Paging message upon change of some system information.

The UE that is not configured to use a DRX cycle longer than the modification period verifies that stored system information remains valid by either checking systemInfoValueTag in SystemInformationBlockType1 (or MasterInformationBlock-NB in NB-IoT) after the modification period boundary, or attempting to find the systemInfoModification indication at least modificationPeriodCoeff times during the modification period in case no paging is received, in every modification period. If no paging message is received by the UE during a modification period, the UE may assume that no change of system information will occur at the next modification period boundary. If UE in RRC_CONNECTED, during a modification period, receives one paging message, it may deduce from the presence/ absence of systemInfoModification whether a change of system information other than ETWS information, CMAS information and EAB parameters will occur in the next modification period or not.

When the RRC_IDLE UE is configured with a DRX cycle that is longer than the modification period, and at least one modification period boundary has passed since the UE last verified validity of stored system information, the UE verifies that stored system information remains valid by checking the systemInfoValueTag before establishing or resuming an RRC connection.
ETWS and/or CMAS capable UEs in RRC_CONNECTED shall attempt to read paging at least once every defaultPagingCycle to check whether ETWS and/or CMAS notification is present or not.
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5.3.2.3
Reception of the Paging message by the UE

Upon receiving the Paging message, the UE shall:

1>
if in RRC_IDLE, for each of the PagingRecord, if any, included in the Paging message:

2>
if the ue-Identity included in the PagingRecord matches one of the UE identities allocated by upper layers:

3>
forward the ue-Identity and, except for NB-IoT, the cn-Domain to the upper layers;

1>
if the UE is configured with a DRX cycle longer than the modification period and the systemInfoModification-eDRX-SFN is included and the UE supports the systemInfoModification-eDRX-SFN:
2>
re-acquire only MasterInformationBlock (or MasterInformationBlock-NB for NB-IoT UE) and SystemInformationBlockType1 (or SystemInformationBlockType1-NB for NB-IoT UE) immediately, i.e., without waiting until the next eDRX acquisition period boundary.
1>
if the UE is not configured with a DRX cycle longer than the modification period and the systemInfoModification is included; or

1>
if the UE is configured with a DRX cycle longer than the modification period and the systemInfoModification-eDRX is included:

2>
re-acquire the required system information using the system information acquisition procedure as specified in 5.2.2.

1>
if the etws-Indication is included and the UE is ETWS capable:

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary;

2>
if the schedulingInfoList indicates that SystemInformationBlockType10 is present:

3>
acquire SystemInformationBlockType10;

NOTE:
If the UE is in CE, it is up to UE implementation when to start acquiring SystemInformationBlockType10.

2>
if the schedulingInfoList indicates that SystemInformationBlockType11 is present:

3>
acquire SystemInformationBlockType11;

1>
if the cmas-Indication is included and the UE is CMAS capable:

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary as specified in 5.2.1.5;

2>
if the schedulingInfoList indicates that SystemInformationBlockType12 is present:

3>
acquire SystemInformationBlockType12;

1>
if in RRC_IDLE, the eab-ParamModification is included and the UE is EAB capable:

2>
consider previously stored SystemInformationBlockType14 as invalid;

2>
re-acquire SystemInformationBlockType1 immediately, i.e., without waiting until the next system information modification period boundary as specified in 5.2.1.6;

2>
re-acquire SystemInformationBlockType14 using the system information acquisition procedure as specified in 5.2.2.4;

1>
if in RRC_IDLE, the redistributionIndication is included and the UE is redistribution capable:

2>
Perform E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 (5.2.4.10, [4]);
<<skip unchanged part>>
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6.2.2
Message definitions

<<skip unchanged part>>
–
Paging
The Paging message is used for the notification of one or more UEs.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: PCCH

Direction: E‑UTRAN to UE

Paging message
-- ASN1START

Paging ::=




SEQUENCE {


pagingRecordList



PagingRecordList 




OPTIONAL,
-- Need ON


systemInfoModification


ENUMERATED {true}




OPTIONAL,
-- Need ON


etws-Indication




ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v890-IEs





OPTIONAL

}

Paging-v890-IEs ::=


SEQUENCE {


lateNonCriticalExtension

OCTET STRING






OPTIONAL,


nonCriticalExtension


Paging-v920-IEs






OPTIONAL

}

Paging-v920-IEs ::=


SEQUENCE {


cmas-Indication-r9



ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension



Paging-v1130-IEs



OPTIONAL

}

Paging-v1130-IEs ::=


SEQUENCE {


eab-ParamModification-r11

ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v1310-IEs




OPTIONAL

}
Paging-v1310-IEs ::=


SEQUENCE {


redistributionIndication-r13
ENUMERATED {true}




OPTIONAL,
--Need ON


systemInfoModification-eDRX-r13
ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


Paging-v1370-IEs






OPTIONAL

}
Paging-v1370-IEs ::=


SEQUENCE {


systemInfoModification-eDRX-SFN-r13
ENUMERATED {true}




OPTIONAL,
-- Need ON


nonCriticalExtension


SEQUENCE {}






OPTIONAL

}
PagingRecordList ::=



SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord

PagingRecord ::=




SEQUENCE {


ue-Identity






PagingUE-Identity,


cn-Domain






ENUMERATED
{ps, cs},


...

}

PagingUE-Identity ::=



CHOICE {


s-TMSI







S-TMSI,


imsi







IMSI,


...

}

IMSI ::=






SEQUENCE (SIZE (6..21)) OF IMSI-Digit

IMSI-Digit ::=





INTEGER (0..9)

-- ASN1STOP

	Paging field descriptions

	cmas-Indication

If present: indication of a CMAS notification.

	cn-Domain

Indicates the origin of paging.

	eab-ParamModification
If present: indication of an EAB parameters (SIB14) modification.

	etws-Indication

If present: indication of an ETWS primary notification and/ or ETWS secondary notification.

	imsi

The International Mobile Subscriber Identity, a globally unique permanent subscriber identity, see TS 23.003 [27]. The first element contains the first IMSI digit, the second element contains the second IMSI digit and so on.

	redistributionIndication

If present: indication to trigger E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 [4, 5.2.4.10]

	systemInfoModification

If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication does not apply to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX

If present: indication of a BCCH modification other than SIB10, SIB11, SIB12 and SIB14. This indication applies only to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX-SFN
If present: indication of MIB and SIB1 modification. This indication applies only to UEs using eDRX cycle longer than the BCCH modification period and supports this function.

	ue-Identity

Provides the NAS identity of the UE that is being paged.


<<skip unchanged part>>
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6.6
Direct Indication Information

Direct Indication information is transmitted on MPDCCH using P-RNTI but without associated Paging message. Table 6.6-1 defines the Direct Indication information, see TS 36.212 [22, 5.3.3.1.14].

When bit n is set to 1, UE shall behave as if the corresponding field is set in the Paging message, see 5.3.2.3. Bit 1 is the least significant bit.

Table 6.6-1: Direct Indication information

	Bit
	Direct Indication information

	1
	systemInfoModification

	2
	etws-Indication

	3
	cmas-Indication

	4
	eab-ParamModification

	5
	systemInfoModification-eDRX

	6
	systemInfoModification-eDRX-SFN

	7, 8
	Not used, and shall be ignored by UE if received.
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6.7.2
NB-IoT Message definitions

<<skip unchanged part>>
–
Paging-NB
The Paging-NB message is used for the notification of one or more UEs.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: PCCH

Direction: E‑UTRAN to UE

Paging-NB message
-- ASN1START

Paging-NB ::=





SEQUENCE {


pagingRecordList-r13



PagingRecordList-NB-r13 

OPTIONAL,
-- Need ON


systemInfoModification-r13


ENUMERATED {true}



OPTIONAL,
-- Need ON


systemInfoModification-eDRX-r13

ENUMERATED {true}



OPTIONAL,
-- Need ON


nonCriticalExtension



Paging-NB-v1370





OPTIONAL

}

Paging-NB-v1370 ::=





SEQUENCE {


systemInfoModification-eDRX-SFN-r13
ENUMERATED {true}



OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}

PagingRecordList-NB-r13 ::=


SEQUENCE (SIZE (1..maxPageRec)) OF PagingRecord-NB-r13

PagingRecord-NB-r13 ::=



SEQUENCE {


ue-Identity-r13





PagingUE-Identity,


...

}

-- ASN1STOP

	Paging-NB field descriptions

	systemInfoModification

If present: indication of a BCCH modification other than for SystemInformationBlockType14-NB (SIB14-NB) and SystemInformationBlockType16-NB (SIB16-NB). This indication does not apply to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX

If present: indication of a BCCH modification other than for SystemInformationBlockType14-NB (SIB14-NB) and SystemInformationBlockType16-NB (SIB16-NB). This indication applies only to UEs using eDRX cycle longer than the BCCH modification period.

	systemInfoModification-eDRX-SFN
If present: indication of MIB and SIB1 modification. This indication applies only to UEs using eDRX cycle longer than the BCCH modification period and supports this function.

	ue-Identity

Provides the NAS identity of the UE that is being paged.
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6.7.5
Direct Indication Information

Direct Indication information is transmitted on NPDCCH using P-RNTI but without associated Paging-NB message. Table 6.7.5-1 defines the Direct Indication information, see TS 36.212 [22, 6.4.3.3].

When bit n is set to 1, the UE shall behave as if the corresponding field is set in the Paging-NB message, see 5.3.2.3. Bit 1 is the least significant bit.

Table 6.7.5-1: Direct Indication information

	Bit
	Field in Direct Indication information

	1
	systemInfoModification

	2
	systemInfoModification-eDRX

	3
	systemInfoModification-eDRX-SFN

	4, 5, 6, 7, 8
	Not used, and shall be ignored by UE if received


	End of Changes
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