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5.3.3.8
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1>
reset MAC and release the MAC configuration;

1>
except for NB-IoT, start timer T302, with the timer value set to the waitTime;

1>
if the UE is a NB-IoT UE; or

1>
if the extendedWaitTime is present and the UE supports delay tolerant access:
2>
forward the extendedWaitTime to upper layers;
1>
if the extendedWaitTime-CPdata is present and the NB-IoT UE only supports the Control Plane CIoT EPS optimisation:
2>
forward the extendedWaitTime-CPdata to upper layers;
1>
if deprioritisationReq is included and the UE supports RRC Connection Reject with deprioritisation:

2>
start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;

2>
store the deprioritisationReq until T325 expiry;

NOTE:
The UE stores the deprioritisation request irrespective of any cell reselection absolute priority assignments (by dedicated or common signalling) and regardless of RRC connections in E-UTRAN or other RATs unless specified otherwise.
6.7.1
General NB-IoT message structure

–
RRCConnectionReject-NB
The RRCConnectionReject-NB message is used to reject the RRC connection establishment or RRC connection resume.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReject-NB message
-- ASN1START

RRCConnectionReject-NB ::=



SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




rrcConnectionReject-r13



RRCConnectionReject-NB-r13-IEs,




spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReject-NB-r13-IEs ::=

SEQUENCE {


extendedWaitTime-r13




INTEGER (1..1800),


rrc-SuspendIndication-r13



ENUMERATED {true}


OPTIONAL, 
-- Need ON


lateNonCriticalExtension



OCTET STRING



OPTIONAL,

extendedWaitTime-CPdata-r14 


INTEGER (1..1800)
OPTIONAL,
-- Cond NoExtendedWaitTime 

nonCriticalExtension




SEQUENCE {}




OPTIONAL

}

-- ASN1STOP

	RRCConnectionReject-NB field descriptions

	extendedWaitTime

Value in seconds.

	extendedWaitTime-CPdata
Wait time for data transfer using the Control Plane CIoT EPS optimisation. Value in seconds. See TS 24.301 [35].

	rrc-SuspendIndication
If present, this field indicates that the UE should remain suspended and not release its stored context.


	Conditional presence
	Explanation

	NoExtendedWaitTime
	The field is optionally present, need ON, if the extendedWaitTime is not included; otherwise the field is not present.


6.7.2
NB-IoT Message definitions
–
RRCConnectionRequest-NB
The RRCConnectionRequest-NB message is used to request the establishment of an RRC connection.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: UE to E‑UTRAN

RRCConnectionRequest-NB message
-- ASN1START
RRCConnectionRequest-NB ::=

SEQUENCE {


criticalExtensions




CHOICE {



rrcConnectionRequest-r13


RRCConnectionRequest-NB-r13-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionRequest-NB-r13-IEs ::=

SEQUENCE {


ue-Identity-r13






InitialUE-Identity,


establishmentCause-r13




EstablishmentCause-NB-r13,


multiToneSupport-r13




ENUMERATED {true}



OPTIONAL,


multiCarrierSupport-r13




ENUMERATED {true}



OPTIONAL,


spare








BIT STRING (SIZE (22))

}

-- ASN1STOP

	RRCConnectionRequest-NB field descriptions

	establishmentCause

Provides the establishment cause for the RRC connection request as provided by the upper layers. 

eNB is not expected to reject a RRCConnectionRequest due to unknown cause value being used by the UE.

	multiCarrierSupport

If present, this field indicates that the UE supports multi-carrier operation.

	multiToneSupport

If present, this field indicates that the UE supports UL multi-tone transmissions on NPUSCH.

	ue-Identity

UE identity included to facilitate contention resolution by lower layers.


6.7.3.6
NB-IoT Other information elements
–
EstablishmentCause-NB
The IE EstablishmentCause-NB provides the establishment cause for the RRC connection request or the RRC connection resume request as provided by the upper layers.
EstablishmentCause-NB information element
-- ASN1START
EstablishmentCause-NB-r13 ::=


ENUMERATED {












mt-Access, mo-Signalling, mo-Data, mo-ExceptionData,












delayTolerantAccess-v1330, cp-Signalling-v1440, cp-Data-v1440, cp-DelayTolerantAccess-v1440}

-- ASN1STOP

