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	Reason for change:
	The relationship between prach-ParametersListCE and rsrp-ThresholdsPrachInfoList needs to be clarified for eMTC (similarly as it is done for NB-IoT), or otherwise the UE behaviour needs to be clarified.
Background on issue 1: For NB-IoT, it is explained in TS 36.321 that "the number of enhanced coverage levels is equal to one plus the number of RSRP thresholds present in rsrp-ThresholdsPrachInfoList", however this is not the case for eMTC.

Issue 1: the UE behaviour is not clear in some cases e.g. when a cell configures only 1 value via rsrp-ThresholdsPrachInfoList (which would mean that UE can start with CE level 0 or 1), while all 4 CE levels are provided in the prach-ParametersListCE. However this scenario should not be allowed.


	
	

	Summary of change:
	To update the definition of rsrp-ThresholdsPrachInfoList to clarify that the number of RSRP thresholds is equal to number of RACH coverage levels minus one.
Impact analysis
· Impacted functionality:

The definition of rsrp-ThresholdsPrachInfoList.
· Inter-operability: 

This CR does not add any inter-operability issue.


	
	

	Consequences if not approved:
	UE behaviour is unclear if network configures the parameters so that the [size_of(rsrp-ThresholdsPrachInfoList) < size_of (prach-ParametersListCE) – 1].
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	1st Text Proposal Change 


–
PRACH-Config
The IE PRACH-ConfigSIB and IE PRACH-Config are used to specify the PRACH configuration in the system information and in the mobility control information, respectively.

PRACH-Config information elements

-- ASN1START

PRACH-ConfigSIB ::=



SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo

}

PRACH-ConfigSIB-v1310 ::=


SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13,


mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8, 













v10},

 

tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


} 

















OPTIONAL,
-- Cond MP

prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13

}

PRACH-Config ::=




SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo




OPTIONAL
-- Need ON

}

PRACH-Config-v1310 ::=



SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13

OPTIONAL,
-- Cond HO

mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8, 













v10},

 

tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


} 

















OPTIONAL,
-- Cond MP

prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13


OPTIONAL,
-- Cond MP

initial-CE-level-r13




INTEGER (0..3) 

OPTIONAL
-- Need OR

}

PRACH-ConfigSCell-r10 ::=



SEQUENCE {


prach-ConfigIndex-r10




INTEGER (0..63)

}

PRACH-ConfigInfo ::=



SEQUENCE {


prach-ConfigIndex




INTEGER (0..63),


highSpeedFlag





BOOLEAN,


zeroCorrelationZoneConfig


INTEGER (0..15),


prach-FreqOffset




INTEGER (0..94)

}

PRACH-ParametersListCE-r13 ::=
SEQUENCE (SIZE(1..maxCE-Level-r13)) OF PRACH-ParametersCE-r13

PRACH-ParametersCE-r13 ::=


SEQUENCE {


prach-ConfigIndex-r13




INTEGER (0..63),


prach-FreqOffset-r13





INTEGER (0..94), 


prach-StartingSubframe-r13



ENUMERATED {sf2, sf4, sf8, sf16, sf32, sf64, sf128,















sf256}



OPTIONAL,
-- Need OP


maxNumPreambleAttemptCE-r13









ENUMERATED {n3, n4, n5, n6, n7, n8, n10}
OPTIONAL,
-- Need OP


numRepetitionPerPreambleAttempt-r13

ENUMERATED {n1,n2,n4,n8,n16,n32,n64,n128},


mpdcch-NarrowbandsToMonitor-r13


SEQUENCE (SIZE(1..2)) OF 














INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-RA-r13



ENUMERATED {r1, r2, r4, r8, r16,















r32, r64, r128, r256},


prach-HoppingConfig-r13




ENUMERATED {on,off}

}

RSRP-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1..3)) OF RSRP-Range

-- ASN1STOP

	PRACH-Config field descriptions

	initial-CE-level 

Indicates initial PRACH CE level at random access, see TS 36.321 [6]. If not configured, UE selects PRACH CE level based on measured RSRP level, see TS 36.321 [6].

	highSpeedFlag

Parameter: High-speed-flag, see TS 36.211 [21, 5.7.2]. TRUE corresponds to Restricted set and FALSE to Unrestricted set.

	maxNumPreambleAttemptCE 

Maximum number of preamble transmission attempts per CE level. See TS 36.321 [6].

	mpdcch-NarrowbandsToMonitor

Narrowbands to monitor for MPDCCH for RAR, see TS 36.213 [23, 6.2]. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..[maxAvailNarrowBands-r13-1]) as specified in TS 36.211 [21].

	mpdcch-NumRepetition-RA

Maximum number of repetitions for MPDCCH common search space (CSS) for RAR, Msg3 and Msg4, see TS 36.211 [21].

	mpdcch-startSF-CSS-RA 

Starting subframe configuration for MPDCCH common search space (CSS), including RAR, Msg3 retransmission, PDSCH with contention resolution and PDSCH with RRCConnectionSetup, see TS 36.211 [21] and TS 36.213 [23]. Value v1 corresponds to 1, value v1dot5 corresponds to 1.5, and so on.

	numRepetitionPerPreambleAttempt

Number of PRACH repetitions per attempt for each CE level, See TS 36.211 [21].

	prach-ConfigIndex

Parameter: prach-ConfigurationIndex, see TS 36.211 [21, 5.7.1].

	prach-FreqOffset

Parameter: prach-FrequencyOffset, see TS 36.211 [21, 5.7.1]. For TDD the value range is dependent on the value of prach-ConfigIndex.

	prach-HoppingConfig

Coverage level specific frequency hopping configuration for PRACH. 

	prach-HoppingOffset

Parameter: PRACH frequency hopping offset, expressed as a number of resource blocks, see TS 36.211 [21, 5.7.1]

	prach-ParametersListCE

Configures PRACH parameters for each CE level. The first entry in the list is the PRACH parameters of CE level 0, the second entry in the list is the PRACH parameters of CE level 1, and so on.

	prach-StartingSubframe

PRACH starting subframe periodicity, expressed in number of subframes available for preamble transmission (PRACH opportunities), see TS 36.211 [21]. Value sf2 corresponds to 2 subframes, sf4 corresponds to 4 subframes and so on. EUTRAN configures the PRACH starting subframe periodicity larger than or equal to the Number of PRACH repetitions per attempt for each CE level (numRepetitionPerPreambleAttempt).

	rootSequenceIndex

Parameter: RACH_ROOT_SEQUENCE, see TS 36.211 [21, 5.7.1].

	rsrp-ThresholdsPrachInfoList

The criterion for BL UEs and UEs in CE to select PRACH resource set. Up to 3 RSRP threshold values are signalled to determine the CE level for PRACH, see TS 36.213 [23]. The first element corresponds to RSRP threshold 1, the second element corresponds to RSRP threshold 2 and so on, see TS 36.321 [6]. The UE shall ignore this field if only one CE level, i.e. CE level 0, is configured in prach-ParametersListCE. The number of RSRP thresholds present in rsrp-ThresholdsPrachInfoList is equal to the number of CE levels configured in prach-ParametersListCE minus one.

	zeroCorrelationZoneConfig

Parameter: NCS configuration, see TS 36.211 [21, 5.7.2: table 5.7.2-2] for preamble format 0..3 and TS 36.211 [21, 5.7.2: table 5.7.2-3] for preamble format 4.


	Conditional presence
	Explanation

	HO
	The field is mandatory present if initial-CE-level-r13 is absent; otherwise it is optional, need OR.

	MP
	The field is mandatory present.


	END Text Proposal Change


