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	Reason for change:
	In the section 6.3.2, it is stated that “It is optional for UE to support MBMS reception with 256QAM for UEs supporting MBMS”. However, this phrase is not clear whether it can be supported for the UE supporting MBMS but not 256QAM. 

According to RAN 1 agreements in the RAN1#78 meeting, the support of 256QAM in unicast is pre-requisite for this feature.  
Agreements:
· 256QAM shall be supported for MTCH transmission on PMCH in Rel. 12 as a second priority
· 256QAM shall not be supported for MCCH transmission on PMCH in Rel. 12
Note: Feature group of 256QAM for PMCH will be defined in Rel-12 UE capability, with 256QAM unicast as a pre-requisite feature
Note: It is intended for scenarios in the small cell context. There should be no RAN4 core work for it.
Impact Analysis

Impacted functionality

None.

Inter-operability

1. If the network is implemented according to the CR and the UE is not, there is no inter-operability problem.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem.


	
	

	Summary of change:
	Remove redundancy “for UE” and add following clarification “A UE which supports MBMS reception with 256QAM shall also support dl-256QAM-r12 as specified in TS 36.331 [5].”

	
	

	Consequences if not approved:
	The unclarity remains for the UE supporting MBMS but not supporting 256QAM in DL unicast.  
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	Other comments:
	


<Start of Change>
6.3.2
MBMS reception with 256QAM

It is optional to support MBMS reception with 256QAM for UEs supporting MBMS. A UE which supports MBMS reception with 256QAM shall also support dl-256QAM-r12 as specified in TS 36.331 [5].   
<End of Change>
