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1. Overall Description
RAN4 would like to thank RAN2 for the LS regarding UE measurement capabilities across LTE and NR. RAN4 has discussed and is still discussing some of the questions. However, RAN4 has concluded on the first 2 question and would like to inform RAN2 about the replies.
Q1:
Will RAN4 specify UE requirements on;

a) the total number of measurable objects across LTE and NR? 

b) the total number of configurable measurement events across LTE and NR?

Reply:

a) RAN4 specifies the minimum requirements with the total number of frequency layers. 

a. RAN4 will further discuss how the total number of frequency layers should be specified, i.e., per RAT, across LTE and NR, and/or across all the supported RAT-s.

b. The terminology of measurable objects will be not used in RAN4 minimum requirements..

b) RAN4 specifies the minimum requirements with the total number of reporting criteria. 

a. RAN4 will further discuss how the total number of reporting criteria should be specified, i.e., per RAT, across LTE and NR, and/or across all the supported RAT-s.

Q2:
if the answer to Q1-a) is Yes, and if both the MN and SN separately configure a measurement object on the same carrier frequency (e.g. the MN eNB RRC configures an inter-RAT NR measurement on a given carrier and the SN gNB RRC configures an intra-RAT NR measurements on the same - serving or non-serving - carrier frequency), should it be counted as 1 or 2 measured objects?

Reply:

If the multiple measurement objects refer to the same NR carrier frequency, the UE can measure the carrier frequency with a single measurement for some of measurement object configurations. 
In that case, aligned with reply to question 1 on RAN4 terminology, RAN4 view is that the separately configured measurement objects on the same carrier frequency can be counted as 1 frequency layer for some of measurement object configurations. 
RAN4 will discuss further if there are conditions regarding differences in the measurement object configurations.
2. Actions
To RAN2 group:
Action: RAN4 respectfully asks RAN2 to take the above into consideration. 
3. Date of Next TSG-RAN WG4 Meetings:

RAN4 Meeting #84
21 – 25 August, 2017 
Berlin, Germany

RAN4 Meeting #84bis
9 – 13 October, 2017
Dubrovnik
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