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1. Overall Description:

RAN1 would like to thank RAN2 on the questions related to BWP operation. RAN1 has concluded the followings according to the questions asked by RAN2.
Q1: It is our understanding from your LS that there will be at least one active DL BWP per carrier, per UE, at any given time, and similarly at least one active UL BWP. Could RAN1 please advise on whether – according to e.g. any recent developments in RAN1 – it has been agreed to fix this to a maximum of one active BWP (one per DL and one per UL), or to definitely support more than one active BWP at a time?
A1: In RAN1 NR AH#3 meeting, it has agreed in Rel-15, for a UE, there is at most one active DL BWP and at most one active UL BWP at a given time for a serving cell.
Q2: RAN2 would like to understand the number of SR configurations that can be supported in a single BWP for a UE?
A2: In RAN1#90, RAN1 agreed that it is up to RAN2 how many SR configurations the UE can be configured with. Therefore, RAN1 recommends RAN2 to make a decision within their scope particularly regarding the max number of SR configurations within a single UL BWP.
2. Actions:

To RAN2
RAN1 would like ask RAN2 to take the above responses into account.
3. Date of Next TSG-RAN WG1 Meetings:


TSG RAN WG1 Meeting #90bis
9 – 13  October 2017 


Prague, CZ
TSG RAN WG1 Meeting #91
27 November – 1  December 2017 
Reno, Nevada, US
