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Introduction

In case of T304 expiry (handover failure), the MAC and RLC are reset and re-established as follows.
5.3.6.3
T304 expiry (handover failure)

The UE shall:

1> If T304 expires (handover failure): 

2>
start timer T311;

2>
reset MAC and re-establish RLC for all RBs that are established;
……
This is intended to describe the UE behaviour to stop the lower layer activity.
However the same behaviour is missing in the description for T310 or T312 expiry. The text proposal below tries to capture this. It is proposed that RAN2 agree on the text proposal.

Text proposal

5.3.10.3
T310 or T312 expiry

Upon T310 or T312 expiry, the UE detects radio link failure and shall:

1> If security is not activated:

2>
perform the actions upon moving from RRC_CONNECTED to RRC_IDLE as specified in 5.3.11;

1> else:

2> stop timer T310, if running;

2> stop timer T312, if running;

2> start timer T311;
2>
reset MAC and re-establish RLC for all RBs that are established;
2> select a suitable cell in accordance with the cell selection process as specified in [4].

Editor's note:
It has been agreed that the UE shall prioritise E-UTRA frequencies, but is allowed to select another RAT prior to T311 expiry. It is FFS if constraints will be specified regarding how long the UE shall refrain from considering other RATs.
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