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Discussion and decision
1. Introduction
In this document, we would like to propose the basic text proposal for UE actions upon reception of SIBs. 
2. Discussion

Currently, there are many blank sections for “UE actions upon reception of SIBx”, i.e. 5.2.2.6 – 5.2.2.15.

With the following principles: 

· Keep RRC specification concise and avoid duplication:
· Not specify every IE for which the action is defined in other specifications, e.g. 36.304, 36.321, etc
· Not specify every IE on which action is already specified in some other RRC procedure, e.g. ACB info, etc 

· What can be included in those sections: 

· In case reception of IE triggers an RRC procedure, it can be specified

· Handling of IE, which is not part of any other procedure in RRC or other specifications, e.g. forward NAS relevant information to upper layers, can be specified

Then, we would like to propose the text proposal for “UE actions upon reception of SIBx” as follow: 
2.1 MIB
Upon receiving the MasterInformationBlock message, the UE shall:

2.2 SIB1
Upon receiving the SystemInformationBlockType1 message, the UE shall;
1> If the IE mbsfn-SubframeConfiguration is included;
2> consider that no other DL assignments occur in the MBSFN subframes indicated in the IE mbsfn-SubframeConfiguration. 



1> If the UE is in RRC_idle;
2> for trackAreaCode IE;
3> forward this IE to upper layers


Note: it is FFS whether it is needed to forward trackAreaCode IE to upper layer for the UE in RRC_connected

2.3 SIB2
Upon receiving the SystemInformationBlockType2 message, the UE shall;

1> If a (UE specific) paging cycle was received (signaling details FFS);

Editor’s note: it is FFS is the UE specific DRX value is signaled by NAS or AS

2> Apply the lowest of the paging cycle and the defaultPagingCycle included in the semiStaticCommonChConfig

1> Else;

2> Apply the defaultPagingCycle included in the semiStaticCommonChConfig



1> If ul-EARFCN IE is included;




2> consider the UL carrier frequency as the one indicated by this IE



1> else;




2> consider the UL carrier frequency as the one applying the default distance into DL carrier frequency
1> If ul-Bandwidth IE is included;

2> consider the UL bandwidth as the one indicated by this IE
1> else;

2> consider the UL bandwidth as the same as DL bandwidth
2.4 SIB3
Upon receiving the SystemInformationBlockType3 message, the UE shall;

2.5 SIB4
Upon receiving the SystemInformationBlockType4 message, the UE shall;

1> If intra-FreqBlacklistedCellList IE is included;

2> consider the indicated cell by physicalCellIdentity IE is not a candidate for measurement/cell reselection


Note: it is FFS whether intra-FreqBlacklistedCellList IE is specified in 36.304 or 36.331.
2.6 SIB5
Upon receiving the SystemInformationBlockType5 message, the UE shall;

1> If intra-FreqBlacklistedCellList IE is included;

2> consider the indicated cell by physicalCellIdentity IE on the frequency indicated by eutra-CarrierFreq IE is not a candidate for measurement/cell reselection


Note: it is FFS whether intra-FreqBlacklistedCellList IE is specified in 36.304 or 36.331.
2.7 SIB6
Upon receiving the SystemInformationBlockType5 message, the UE shall;

2.8 SIB7
Upon receiving the SystemInformationBlockType5 message, the UE shall;

2.9 SIB8
Upon receiving the SystemInformationBlockType5 message, the UE shall;

1> If the IE hrpd-PreRegistrationInfo is included;

2> forward the hrpd-PreRegistrationInfo to CDMA upper layers

1> If the IE onexrtt-LongCodeState is included;

2> forward the onexrtt-LongCodeState to CDMA upper layers

1> If the IE CDMA2000-SystemTimeInfo is included;

2> forward the CDMA2000-SystemTimeInfo to CDMA2000 upper layers
3. Conclusion
RAN2 is requested to agree: 

· Principles to specify “UE actions upon reception of SIBs” sections in 36.331

· Text proposal for UE actions upon reception of SIBs in the section 2

If agreeable, it is also requested to reflect them into 36.331. 
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