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1 Introduction
This document tries to capture the following agreements from the discussion on R2-082923. 
1. Remove the editor’s note in TS 36.331 subclause 5.3.3.7.
2. The UE should go to idle if upper layers release the NAS procedure that has triggered the ongoing RRC connection establishment.
2 Conclusion

It is proposed that RAN2 agree on the following text proposal to TS 36.331 [1].  
3 References

 [1]
 R2-082903 CR0003r0 to TS 36.331 (REL-8)
4 Text Proposal to 36.331

The proposed changes are relative to TS 36.331 CR0003r0 [1].
-------------------------------------  Start of  Text Proposal ------------------------------------
5.3.3.7
Reception of the RRCConnectionReject by the UE

The UE shall:

1>
stop timer T300;

1> start timer T302, with a timer value set according to the value of the waitTime;

5.3.3.8
Abortion of RRC connection establishment
If the UE has not yet entered RRC_CONNECTED and if upper layers abort the RRC connection establishment procedure, the UE shall:

1>
consider the procedure to be unsuccessful;
1>
stop all timers, if one or more is running;
1>
reset MAC and re-establish RLC for all RBs that are established;
1>
resume acting on Paging messages;
1>
inform upper layers about the failure to establish the RRC connection, upon which the procedure ends.

-------------------------------------  End of  Text Proposal -------------------------------------   
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