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3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Active Time: Time related to DRX operation, as defined in subclause 5.7, during which the MAC entity monitors the PDCCH.
DRX Cycle: Specifies the periodic repetition of the On Duration followed by a possible period of inactivity (see figure 3.1-1 below). 
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Figure 3.1-1: DRX Cycle
HARQ information: HARQ information for DL-SCH or for UL-SCH transmissions consists of New Data Indicator (NDI), Transport Block size (TBS), Redundancy Version (RV), and HARQ process ID.
Msg3: Message transmitted on UL-SCH containing a C-RNTI MAC CE or CCCH SDU, submitted from upper layer and associated with the UE Contention Resolution Identity, as part of a random access procedure.
PDCCH occasion: A time duration (i.e. one or a consecutive number of symbols) during which the MAC entity is configured to monitor the PDCCH.
Primary Timing Advance Group: Timing Advance Group containing the SpCell of a MAC entity.
Secondary Timing Advance Group: Timing Advance Group other than the Primary Timing Advacnce Group.
Serving Cell: A Primary or a Secondary Cell in TS 38.331 [5].
Special Cell: For Dual Connectivity operation the term Special Cell refers to the PCell of the MCG or the PSCell of the SCG depending on if the MAC entity is associated to the MCG or the SCG, respectively. Otherwise the term Special Cell refers to the PCell. A Special Cell supports PUCCH transmission and contention based Random Access.

Timing Advance Group: A group of Serving Cells that is configured by RRC and that, for the cells with an UL configured, using the same timing reference cell and the same Timing Advance value. 
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

BSR


Buffer Status Report
BWP


Bandwidth Part

CE


Control Element

CS-RNTI


Configured Scheduling RNTI
LCG


Logical Channel Group
MCG


Master Cell Group
PHR


Power Headroom Report
PTAG


Primary Timing Advance Group
SCG


Secondary Cell Group
SI


System Information

SpCell


Special Cell
SPS


Semi-Persistent Scheduling
SR


Scheduling Request
SS


Synchronization Signals

SSB


Synchronization Signal Block

STAG


Secondary Timing Advance Group
SUL


Supplementary Uplink

TAG


Timing Advance Group
TPC-CS-RNTI


Transmit Power Control-Configured Scheduling-RNTI
TPC-PUCCH-RNTI
Transmit Power Control-Physical Uplink Control Channel-RNTI

TPC-PUSCH-RNTI
Transmit Power Control-Physical Uplink Shared Channel-RNTI
TPC-SRS-RNTI


Transmit Power Control-Sounding Reference Symbols-RNTI
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