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–	RACH-ConfigCommon
The RACH-ConfigCommon IE is used to specify the cell specific random-access parameters.
RACH-ConfigCommon information element
-- ASN1START
-- TAG-RACH-CONFIG-COMMON-START

RACH-ConfigCommon ::= 				SEQUENCE {

	--	FFS: whether any of the parameter(s) in the L1 TP should be within CBRA-SSB-ResourceList
	groupBconfigured 				SEQUENCE {
		-- FFS: ra-Msg3SizeGroupA values
		ra-Msg3SizeGroupA				ENUMERATED {b56, b144, b208, b256, b282, b480, b640, b800, b1000, spare7, spare6, spare5,
											spare4, spare3, spare2, spare1},
		-- FFS: Need and definition of messagePowerOffsetGroupB
		messagePowerOffsetGroupB		ENUMERATED { minusinfinity, dB0, dB5, dB8, dB10, dB12, dB15, dB18}
	} OPTIONAL,

	cbra-SSB-ResourceList				CBRA-SSB-ResourceList,

	ra-ContentionResolutionTimer		ENUMERATED { sf8, sf16, sf24, sf32, sf40, sf48, sf56, sf64},

	-- Msg1 (RA preamble):	-- UE may select the SS block and corresponding PRACH resource for path-loss estimation and (re)transmission 
	-- based on SS blocks that satisfy the threshold (see 38.213, section REF)
	ssb-Threshold							TYPE_FFS!																			OPTIONAL,
	-- FFS: Provide proper description
	-- Corresponds to L1 parameter 'SUL-RSRP-Threshold' (see FFS_Spec, section FFS_Section)
	sul-RSRP-Threshold						FFS_Value																			OPTIONAL,

	-- PRACH configuration index. Corresponds to L1 parameter 'PRACHConfigurationIndex' (see 38.211, section 6.3.3.2)
	prach-ConfigurationIndex				INTEGER (0..255)																	OPTIONAL,
	-- PRACH root sequence index. Corresponds to L1 parameter 'PRACHRootSequenceIndex' (see 38.211, section 6.3.3.1).
	-- The value range depends on whether L=839 or L=139
	prach-RootSequenceIndex					CHOICE {
		l839									INTEGER (0..837),
		l139									INTEGER (0..137}
	}																													 		OPTIONAL,

	-- N-CS configuration, see Table 6.3.3.1-3 in 38.211
	zeroCorrelationZoneConfig				INTEGER(0..15),
	-- Configuration of restricted sets, see 38.211	6.3.3.1 
	-- CHECK: RAN1 value said "restrictedTypeA". Does it mean "restrictedToTypeA"? If not, what else?
	restrictedSetConfig						ENUMERATED {unrestricted, restrictedToTypeA, restrictedToTypeB},
	-- (see 38.213, section 7.4)
	preambleReceivedTargetPower				ENUMERATED {
												dBm-120, dBm-118, dBm-116, dBm-114, dBm-112, dBm-110, dBm-108, dBm-106, dBm-104, dBm-102, dBm-100, 	
												dBm-98, dBm-96, dBm-94,dBm-92, dBm-90, dBm-88, dBm-86, dBm-84,dBm-82, dBm-80, dBm-78, dBm-76, 
												dBm-74, dBm-72, dBm-70, dBm-68, dBm-66, dBm-64, dBm-62, dBm-60, dBm-58, dBm-56, dBm-54, dBm-52,															dBm-50, dBm-48, dBm-46, dBm-44, dBm-42, dBm-42, dBm-40, dBm-38, dBm-36, dBm-34, dBm-32, dBm-30,															dBm-28, dBm-26, dBm-24, dBm-22, dBm-20, dBm-18, dBm-16, dBm-14, dBm-12, dBm-10, dBm-8, dBm-6,															dBm-4, dBm-2, dBm-0, dBm2, dBm4, dBm6 }			OPTIONAL,
	-- Power ramping steps for PRACH (see 38.321, FFS_section)
	powerRampingStep						ENUMERATED {dB0, dB2, dB4, dB6}														OPTIONAL, -- Need R

	-- CHECK: PreambleTransMax parameter usage (parameter was not provided by RAN1 and not yet discussed in RAN2)
	PreambleTransMax ::=				ENUMERATED {n3, n4, n5, n6, n7,	n8, n10, n20, n50, n100, n200}


	-- Msg2 (RAR) window length. Corresponds to L1 parameter 'msg2-scs' (see 38.213, section 8.1)
	ra-ResponseWindow						ENUMERATED {sl0dot5, sl1, sl2, sl4, sl8, sl10, sl20, sl40, sl80, sl160}TYPE_FFS!,	-- Subcarrier spacing for msg2 for contention-free RA procedure for handover. 
	-- Corresponds to L1 parameter 'msg2-scs' (see 38.321?, section FFS_Section)
[bookmark: _Hlk492989588]	msg2-SubcarrierSpacing					SubcarrierSpacing,
	-- CORESET configured for random access. When the field is absent the UE uses the CORESET according to pdcchConfigSIB1
	-- Corresponds to L1 parameter 'rach-coreset-configuration' (see 38.211?, section FFS_Section)
	rach-ControlResourceSet						FFS_Value		OPTIONAL,

	-- Subcarrier spacing for Msg3. Corresponds to L1 parameter 'msg3-scs' (see 38.213, section 8.1)	
	msg3-SubcarrierSpacing					SubcarrierSpacing,
	-- Indicates to a UE whether transform precoding is enabled for Msg3 transmission. 
	-- Corresponds to L1 parameter 'msg3-tp' (see 38.213, section 8.1)
	msg3-transformPrecoding					ENUMERATED {true}																	OPTIONAL, -- Need R
}

CBRA-SSB-ResourceList ::= 		SEQUENCE (SIZE(1..maxRAssbResources)OF CBRA-SSB-Resource
CBRA-SSB-Resource ::= 			SEQUENCE {
	ssb								SSB-ID,
	startIndexRA-PreambleGroupA		PreambleStartIndex,
	numberofRA-PreamblesGroupA		NumberOfRA-Preambles,
	numberOfRA-Preambles			NumberOfRA-Preambles,

	-- PRACH configuration for SSB configuration (i.e. time and frequency location)
	-- FFS / TODO: Type Definition for RA-Resources.
	ra-Resources				RA-Resources
}

PreambleStartIndex		::= INTEGER (0..maxRA-PreambleIndex)
NumberofRA-Preambles	::= INTEGER (1.. maxNrOfRA-PreamblesPerSSB)

-- TAG-RACH-CONFIG-COMMON-STOP 
-- ASN1STOP
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