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1. Overall Description:

Regarding the former RAN1 agreement that the maximum number of RLM-RS to be configured is 8, RAN2 has identified that it is unclear whether this agreement is per cell or per BWP. It was thought that the maximum number of RLM-RS is agreed for the case where UE only monitors only its current active BWP without changing BWP. Therefore, it is considered that this maximum number related agreement can be further clarified by specifying that The network should be able to configure the maximum 8 of RLM-RS per each BWP for all configured BWPs through RRC signaling.
Moreover, even there is a limitation of maximum number of RLM-RS due to the UE’s capacity, there is no requirement on the minimum number of RLM-RS. Since UE is not required to monitor the other BWP than current active BWP for RLM, at least one RLM-RS should be configured for every configured BWP. Therefore, RAN2 will specify that The network should be able to configure the minimum 1 of RLM-RS per each BWP for all configured BWPs through RRC signaling.

RAN2 kindly ask RAN1 to consider the above agreements (bold face sentence) to design corresponding BWP operation. 
2. Actions:

To RAN1
ACTION: RAN2 kindly ask RAN1 to consider the above agreements (bold face sentence) to design corresponding BWP operation. 
3. Date of Next TSG-RAN2 Meetings:

TSG RAN2 Meeting #101

26 Feb. 2018 – 2 Mar. 2018 
Athens, GR
TSG RAN2 Meeting #101-Bis

16 Apr. 2018 – 20 Apr. 2018 
Sanya (TBC), CN

