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1. Introduction
The contribution provides the summary of offline discussion on BWP marked as CBs [1].
2. Discussion

CB#1: The timers are not restarted when the CS resources are used [CB]

Proposal 1: bwp-InactivityTimer is (re-)started, if MAC PDU is transmitted in a configured uplink grant or received in a configured downlink assignment.

CB#2: Capture that bwp-InactivityTimer is restarted upon receival of UL grant for TDD [CB if the bwp-InactivityTimer is restarted upon receival of UL grant for FDD]

Proposal 2: bwp-InactivityTimer is also restarted upon reception of UL grant for FDD

CB#3: The BWP inactivity timer does not start/re-start when a DCI is received while RA procedure is ongoing associated with this serving cell [CB whether this includes msg4 scheduled using C-RNTI]. 

Proposal 3: Yes, this includes the msg4 scheduled using C-RNTI. Msg4 case is not handled separately.

CB#4: When RA procedure is initiated, the bwp-InactivityTimer is also reset in addition to stopping it.  [CB to think whether any further clarification is needed or whether we rely on the general understanding that starting a timer means resetting]

Proposal 4: Add a NOTE in subclause 3.1 (Definitions), as in LTE.
NOTE:
A timer is running once it is started, until it is stopped or until it expires; otherwise it is not running. A timer can be started if it is not running or restarted if it is running. A Timer is always started or restarted from its initial value.

3. Conclusion

Proposal 1: bwp-InactivityTimer is (re-)started, if MAC PDU is transmitted in a configured uplink grant or received in a configured downlink assignment.

Proposal 2: bwp-InactivityTimer is also restarted upon reception of UL grant for FDD

Proposal 3: Yes, this includes the msg4 scheduled using C-RNTI. Msg4 case is not handled separately.

Proposal 4: Add a NOTE in subclause 3.1 (Definitions), as in LTE.

NOTE:
A timer is running once it is started, until it is stopped or until it expires; otherwise it is not running. A timer can be started if it is not running or restarted if it is running. A Timer is always started or restarted from its initial value.
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