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1. Overall Description:

In RAN2#Ad Hoc1801 meeting, RAN2 agreed that the value range of DRB ID in TS 38.331 for NR is from 1 to 32 which are the same as TS 36.331 for LTE.  
However, RAN2 is aware that in TS 33.401, there is one requirement for key refresh as follows:

· Key refresh shall be possible for KeNB, KRRC-enc, KRRC-int, KUP-int, and KUP-enc and shall be initiated by the eNB when a PDCP COUNTs is about to be re-used with the same Radio Bearer identity and with the same KeNB. 
And in TS 36.331, it was also mentioned that:
· The eNB is responsible for avoiding reuse of the COUNT with the same RB identity (i.e. Radio Bearer identity) and with the same KeNB, e.g. due to the transfer of large volumes of data, release and establishment of new RBs.
However, RAN2 assumed that in NR there should be no problem when using DRB ID value 1, 2 and 3 (i.e. the possibility to use Radio Bearer identity 1, 2 and 3 for SRBs and/or DRBs), because the integrity protection and ciphering keys for SRBs and DRBs are different. 
RAN2 would like to ask SA3 to confirm whether RAN2 assumption is correct or not. 
2. Actions:

To SA3 group
ACTION: 
RAN2 respectfully ask SA3 to confirm the above RAN2 assumption.
3. Date of Next TSG-RAN2 Meetings:

TSG-RAN2 Meeting #101 
26th Feb– 2nd March 2018
Athens, Greece.

TSG-RAN2 Meeting #101bis
16th  – 20th April 2018

Sanya, P.R.China

