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1. Discussion
RAN1 has already discussed it. Based on the following RAN1 agreements, we understand UE UL feedback triggered paging transmission mechanism is not supported in Rel-15. 
[From RAN1 Ad-Hoc NR3]:

R1-1716895
Summary of remaining details on paging
Huawei

Agreements:
· For paging, RAN1 to down-select from the following options

· Option 1: Paging DCI followed by Paging Message

· Note: These do not imply that they are consecutive

· Option 2: Paging group indicator triggering UE feedback and Paging DCI followed by Paging Message
· Option 3: Paging group indicator and Paging DCI followed by Paging Message

· Option 4: Paging DCI indicates use of Option 1 or 2. 

· RAN1 to send LS to RAN2 on whether Paging DCI and Paging Message can be in the same or different POs, including the above options. LS to be drafted in R1-1716912.

[From RAN1#90bis]: 

R1-1718771
Summary on Paging
Huawei, HiSilicon

Agreements:

· At least Option 1 (Paging scheduling DCI followed by Paging Message) is supported
· From RAN1 perspective, paging scheduling DCI and Paging Message are sent at least in the same slot

· From RAN1 perspective, NR supports LTE-like UE grouping where UE is specifically configured of its PO/slot. This is considered part of Option 1.

· Details of UE grouping are up to RAN2 

· LS to RAN2 to inform the above agreements – Teck (Huawei)
[From RAN1#91]: 

R1-1721535
Offline summary for Al 7.1.3 on Paging
Huawei

Decision: The document is noted.
Conclusion:

· No additional paging mechanism is supported in Rel-15 
[Proposal]: No additional mechanism similar to option2, 3 and 4 is supported in Rel-15 and paging message includes the UE id as in LTE, i.e. no paging (group) indicators. 
3. Conclusions

In this contribution, it is proposed no additional mechanism similar to option2, 3 and 4 is supported in Rel-15 and paging message includes the UE id as in LTE, i.e. no paging (group) indicators.
